
WARNING: Follow all recommendations from component and abrasive manufacturers for speeds and proper usage.16 

Type 27 or Type 27 Cut-Off 
(Type 42) Wheel

Type 1 or Type 1 Cut-Off 
(Type 41) Wheel

Wheel Mounting

10.1 Inch
(257 mm)

4.3 Inch
(110 mm)

2.3 Inch
(59 mm)

1.44 Inch
(37 mm)

9.8 Inch
(249 mm)

4.5 Inch
(113 mm)

2.3 Inch
(59 mm)

1.6 Inch
(41 mm)

Extended Right Angle Grinders with Small Heads for Type 27 Depressed Center & Type 1 Cut-Off (Type 41) Wheels

 4 Inch
 (100 mm)

320RA Series 420RA Series

420RA4SK;13000;441420RA4RS;13000;427320RA4K;15000;441

Safety Lever

Standard Lever Side Exhaust

Rear Exhaust

Steel Case
Steel Case

320RA Alternate Options 420RA Alternate OptionsSTANDARD EQUIPMENT
• Tool 
• Operating Instructions and  
 Service Manual 
• Wrenches  
 (sizes based on options)

Wheel 
Size

Exhaust 
Direction Lever Style

MODEL NUMBER Wheel 
Size

Exhaust 
Direction Lever Style

MODEL NUMBER
Type 27 Wheels  

(Type 42)
Type 1 or Type 1 Cut-Off  

Wheels (Type 41)
Type 27 Wheels  

(Type 42)
Type 1 or Type 1 Cut-Off  

Wheels (Type 41)

4 Inch
(100 mm)

Side
Standard Lever 320RA4;15000;427 320RA4;15000;441

4 Inch
(100 mm)

Side
Standard Lever 420RA4S;13000;427 420RA4S;13000;441

Safety Lever 320RA4K;15000;427 320RA4K;15000;441 Safety Lever 420RA4SK;13000;427 420RA4SK;13000;441

Rear
Standard Lever 320RA4R;15000;427 320RA4R;15000;441

Rear
Standard Lever 420RA4RS;13000;427 420RA4RS;13000;441

Safety Lever 320RA4RK;15000;427 320RA4RK;15000;441 Safety Lever 420RA4RSK;13000;427 420RA4RSK;13000;441

0.7 H.P.
(600 W)

25 cfm  
(11.8 L/s) Max

2.8 Lbs. (1.2 Kg) Aluminum
3.2 Lbs. (1.4 Kg) Steel

1/4" NPT Inlet
3/8" (10 mm) Hose Size

1.2 H.P.
(900 W)

35 cfm  
(16.5 L/s) Max

3.1 Lbs. (1.4 Kg) Aluminum
3.5 Lbs. (1.6 Kg) Steel

3/8" NPT Inlet
1/2" (13 mm) Hose Size

Depressed Center
Type 27 Wheel

Type 1 (Type 41)
Cut-off Wheel

Type 27 Cut-Off  
(Type 42) Wheel

Aluminum 
Case

Steel
Case

Case Material
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Wheel

Screw

Inner Wheel Flange

Outer Wheel Flange

Internal Thread
Mounting

Safety Lever

Side Exhaust

Aluminum 
Case

Steel
Case

Case Material

Guard Size: 


