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IP-Cam FullHD 2.0MP outdoor TX-62
IP-Surveillance Camera for outdoor use with zoom function

Technical Speci�cations:
• Video resolution: H.264 dual stream, 1080P (1920x1080, 25fps), 720P 

(1280x720), VGA (640x480), QVGA (320x240)
• Image Sensor: HD Color CMOS, 2.0MP, 0 Lux with 30x IR lamps (to switch 

ON/OFF via APP)
• Glass lens: f 2.8mm / F=1.2, Viewing angle horizontal 96°/diagonal 102°
• Network: Ethernet & Wi-Fi IEEE 802.11 b/g/n, Frequency 2.412–2.484
• External WLAN antenna
• Power supply & consumption: DC 12V/1.0A & 5W maximum
• Operating temperature: –20°C up to 60°C
• Supports EZlink, Link to WiFi network easily (Wireless connection is 

compliant with IEEE 802.11b/g/n WiFi up to 150Mbps)
• Remotely controlled via WLAN & Internet through the standard browser 

Internet Explorer/Firefox/Google/Safari etc.
• Supports WEP, WPA-PSK, WPA2-PSK encryption
• Automatic alarm Email with image transfer to FTP server
• Remotely access via free APP for iOS & Android devices ("My Technaxx IP 

Cam" APP)
• Supports image snapshot & record schedule & IR-Cut auto switch
• External RCA interface for 2-way audio & PCM/G.726
• Weight / Dimensions: 255g / (L) 9.8 x (W) 6.5 x (H) 6.2cm

System requirements:
• Operating system: Win XP, Win 7, Win 8.1, Win 10, Mac OS
• Microsoft IE8 and above version or compatible browser, Mozilla Firefox, 

Google Chrome, Apple Safari

Package Contents:
• IP-Cam FullHD 2.0MP outdoor TX-62
• DC power adapter 12V/1.0A
• Ehernet cable
• WLAN antenna
• Mounting bracket and screws
• CD
• User Manual

EAN-Code:
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• 2.0 MP FullHD video resolution 1080P with 25fps
• IR night vision ~20m with 30x IR LED
• Standard H.264 video compression
• Network connection RJ-45 with 10/100 Mbit/s
• IP66 protection class (against waterjet & dust)
• Fast connection via QR-code scanning
• Cost free APP "My Technaxx IP Cam"
• Supports MicroSD cards up to 64GB
• Built-in DDNS service for worldwide access to the 

IP-camera
• Supported protocols: IP, TCP, UDP, HTTP, HTTPS, 

SMTP, FTP, DHCP, DDNS, UPnP, RTSP, ONVIF
• Motion detection with variable detection range & 

automatically start of the recording
• Ideal for monitoring outdoor areas 

& remote monitoring with zoom 
function

• ZOOM: 2x smart and 6x digital


