
32°F TO 104°F

OPERATING TEMPVOLTAGE 
EXTERNAL DRIVER

120/277V
PWR FACTOR/THD

<20%
THD

>90%
ECOSYSTEM 

DIM TO 1%

WARRANTY

80+

CRI PROJECT TYPES

TYPE C
RETROFIT

TLED BEAM 
ANGLE

195°
TLED LIGHT 

DISTRIBUTION

320°

•  Lutron compatibility between installed control  
system & existing fixture.

•  Retrofit for over 50% less than installing a new fixture.

•  Simplest way to achieve energy savings.

•  Keep existing fixtures, controls, sensors & 
programming capability.

•  No mess/fixture recycling; no need to break ceiling plane.

•  Substantial maintenance & energy savings. 

• Optimize local utility rebates.

• No new wiring to the fixtures, no need to replace your  
   Lutron controls.

• Implement the retrofit on your own schedule.                              
- one fixture at a time using ballast replacement funds           
- one zone at a time for small project implementation       
- as a large group or entire building — use available      
   maintenance funds dollars while meeting time and       
   budget constraints. 

• No more buying/storing/replacing/disposing of      
   fluorescent lamps.

The Lutron logo, EcoSystem, and Lutron are trademarks or registered trademarks of Lutron Electronics Co., Inc., in the U.S. and/or other countries.

LUTRON RETROFIT KITS

retrofits 
compatible 

w/ LUTRON 
Controls 

LUTRON DRIVER

T8 4'

T5 4'/HE & HO

SERVICE DISCONNECT

LATCH CONNECTORS

upgrade existing fluorescent lamps & 
ballasts  to LEDs & drivers

When searching the DLC QPL, use quotation marks around our 
brand name or Part # (“C-Flex” or “RP-T5-4FT-2L-840-E1-M-G2”) 
or visit our website for a file that contains the DLC Product ID.

CFL/PL G24Q BASE



MOST COMMON FIXTURE TYPES MOST COMMON END USERS/VERTICAL MARKETS

KIT CONTENTS

University/Schools

Commercial Office 

Government

Hospitality

Direct/Indirect Pendants

Recessed/Slot

Cove & Ambient Lighting

High Bay

1x4 & 2x4 Parabolic/ 
Diffused/Architectural Troffers

Downlights

T8 

T5/T5HO 

CFL/PL G24Q Base

Genuine Lutron Driver

Service  
Disconnect

Latch  
Connectors

Healthcare

Warehouse/Big Box

Gymnasium + 
Recreation Areas

CH
O

O
SE

 Y
O

U
R 

LI
G

H
T 

EN
G

IN
E

PAIR IT WITH A GENUINE LUTRON 
DRIVER AND ACCESSORIES

LUTRON RETROFIT KITS

01.19.23  Information is subject to change without notice.
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LUTRON RETROFIT KITS

ORDERING CODE BUILDER

ORDERING GUIDE (USE ORDERING CODE BUILDER ABOVE)

LAMP TYPE LAMP LENGTH # OF                                     
LAMPS

COLOR  
TEMP LUMENS DRIVER 

CASE TYPE
TLED RETROFIT KIT P/N

(ORDER THIS PART)
C-FLEX KIT

(PART NUMBER REFERENCE) KITS/CASE

T8 4'

1 3000K 2182 M ELD4T8-1M30-24 RP-T8-4FT-1L-830-E1-M-G2-B24L 24

1 3500K 2182 M ELD4T8-1M35-24 RP-T8-4FT-1L-835-E1-M-G2-B24L 24

1 4000K 2182 M ELD4T8-1M40-24 RP-T8-4FT-1L-840-E1-M-G2-B24L 24

2 3000K 4365 M ELD4T8-2M30-12 RP-T8-4FT-2L-830-E1-M-G2-B12L 12

2 3500K 4365 M ELD4T8-2M35-12 RP-T8-4FT-2L-835-E1-M-G2-B12L 12

2 4000K 4365 M ELD4T8-2M40-12 RP-T8-4FT-2L-840-E1-M-G2-B12L 12

T5 4'

1 3000K 2252 M ELD4T5-1M30-24 RP-T5-4FT-1L-830-E1-M-G2-B24L 24

1 3500K 2252 M ELD4T5-1M35-24 RP-T5-4FT-1L-835-E1-M-G2-B24L 24

1 4000K 2252 M ELD4T5-1M40-24 RP-T5-4FT-1L-840-E1-M-G2-B24L 24

2 3000K 4505 M ELD4T5-2M30-12 RP-T5-4FT-2L-830-E1-M-G2-B12L 12

2 3500K 4505 M ELD4T5-2M35-12 RP-T5-4FT-2L-835-E1-M-G2-B12L 12

2 4000K 4505 M ELD4T5-2M40-12 RP-T5-4FT-2L-840-E1-M-G2-B12L 12

T5HO 4'

1 3000K 3539 M ELD4T5H-1M30-24 RP-T5HO-4FT-1L-830-E1-M-G2-B24L 24

1 3500K 3539 M ELD4T5H-1M35-24 RP-T5HO-4FT-1L-835-E1-M-G2-B24L 24

1 4000K 3539 M ELD4T5H-1M40-24 RP-T5HO-4FT-1L-840-E1-M-G2-B24L 24

2 3000K 7079 M ELD4T5H-2M30-12 RP-T5HO-4FT-2L-830-E1-M-G2-B12L 12

2 3500K 7079 M ELD4T5H-2M35-12 RP-T5HO-4FT-2L-835-E1-M-G2-B12L 12

2 4000K 7079 M ELD4T5H-2M40-12 RP-T5HO-4FT-2L-840-E1-M-G2-B12L 12

COMPACT 1
4-PIN

VERTICAL PL LED
G24Q BASE

1 3000K 900 K ELDVCF-1K30-24 RP-G24Q-126V-1L-830-E1-K-G2-B24L 24

1 3500K 900 K ELDVCF-1K35-24 RP-G24Q-126V-1L-835-E1-K-G2-B24L 24

1 4000K 900 K ELDVCF-1K40-24 RP-G24Q-126V-1L-840-E1-K-G2-B24L 24

COMPACT 2
4-PIN

HORIZONTAL
 PL LED

G24Q BASE

1 3000K 1000 K ELDHCF-1K30-24 RP-G24Q-126H-1L-830-E1-K-G2-B24L 24

1 3500K 1000 K ELDHCF-1K35-24 RP-G24Q-126H-1L-835-E1-K-G2-B24L 24

1 4000K 1000 K ELDHCF-1K40-24 RP-G24Q-126H-1L-840-E1-K-G2-B24L 24

COMPACT 3
4-PIN

HORIZONTAL
 PL LED

G24Q BASE

2 3000K 2000 K ELDHCF-2K30-12 RP-G24Q-226H-2L-830-E1-K-G2-B12L 12

2 3500K 2000 K ELDHCF-2K35-12 RP-G24Q-226H-2L-835-E1-K-G2-B12L 12

2 4000K 2000 K ELDHCF-2K40-12 RP-G24Q-226H-2L-840-E1-K-G2-B12L 12

* = Ecosystem devices must be addressed into the control system. Contact lsc_scheduling@lutron.com 

RETROFIT TYPECONTROL TYPE LAMP SIZE LAMP TYPE # OF LAMPS

LDE

DRIVER CASE & 
MOUNTING COLOR TEMP CASE QTY

E = ECOSYSTEM*
3=3WIRE

LD = TLED 4 = 4 FOOT
V = COMPACT VERTICAL

H = COMPACT HORIZONTAL

T8
T5

T5H
CF = COMPACT                                                

FLUORESCENT REPLACEMENT

1 = 1 LAMP
2 = 2 LAMPS

K = SQUARE WITH STUDS (K CAN)
M = LINEAR (M CAN)

30 = 3000K
35 = 3500K
40 = 4000K

12 PER CASE 
24 PER CASE

CASE QTY IS
DETERMINED BY

NUMBER OF LAMPS
INCLUDED IN KIT.

-12 PIECES ARE IN A 2 LAMP KIT
-24 PIECES ARE IN A 1 LAMP KIT

01.19.23 Information is subject to change without notice.
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LUTRON RETROFIT KITS

ORDERING CODE BUILDER

ORDERING GUIDE (USE ORDERING CODE BUILDER ABOVE)

LAMP TYPE LAMP LENGTH # OF                                     
LAMPS

COLOR  
TEMP LUMENS DRIVER 

CASE TYPE
TLED RETROFIT KIT P/N

(ORDER THIS PART)
C-FLEX KIT

(PART NUMBER REFERENCE) KITS/CASE

T8 4'

1 3000K 2182 M 3LD4T8-1M30-24 RP-T8-4FT-1L-830-3W-M-G2-B24L 24

1 3500K 2182 M 3LD4T8-1M35-24 RP-T8-4FT-1L-835-3W-M-G2-B24L 24

1 4000K 2182 M 3LD4T8-1M40-24 RP-T8-4FT-1L-840-3W-M-G2-B24L 24

2 3000K 4365 M 3LD4T8-2M30-12 RP-T8-4FT-2L-830-3W-M-G2-B12L 12

2 3500K 4365 M 3LD4T8-2M35-12 RP-T8-4FT-2L-835-3W-M-G2-B12L 12

2 4000K 4365 M 3LD4T8-2M40-12 RP-T8-4FT-2L-840-3W-M-G2-B12L 12

T5 4'

1 3000K 2252 M 3LD4T5-1M30-24 RP-T5-4FT-1L-830-3W-M-G2-B24L 24

1 3500K 2252 M 3LD4T5-1M35-24 RP-T5-4FT-1L-835-3W-M-G2-B24L 24

1 4000K 2252 M 3LD4T5-1M40-24 RP-T5-4FT-1L-840-3W-M-G2-B24L 24

2 3000K 4505 M 3LD4T5-2M30-12 RP-T5-4FT-2L-830-3W-M-G2-B12L 12

2 3500K 4505 M 3LD4T5-2M35-12 RP-T5-4FT-2L-835-3W-M-G2-B12L 12

2 4000K 4505 M 3LD4T5-2M40-12 RP-T5-4FT-2L-840-3W-M-G2-B12L 12

T5HO 4'

1 3000K 3539 M 3LD4T5H-1M30-24 RP-T5HO-4FT-1L-830-3W-M-G2-B24L 24

1 3500K 3539 M 3LD4T5H-1M35-24 RP-T5HO-4FT-1L-835-3W-M-G2-B24L 24

1 4000K 3539 M 3LD4T5H-1M40-24 RP-T5HO-4FT-1L-840-3W-M-G2-B24L 24

2 3000K 7079 M 3LD4T5H-2M30-12 RP-T5HO-4FT-2L-830-3W-M-G2-B12L 12

2 3500K 7079 M 3LD4T5H-2M35-12 RP-T5HO-4FT-2L-835-3W-M-G2-B12L 12

2 4000K 7079 M 3LD4T5H-2M40-12 RP-T5HO-4FT-2L-840-3W-M-G2-B12L 12

COMPACT 1
4-PIN

VERTICAL PL LED
G24Q BASE

1 3000K 900 K 3LDVCF-1K30-24 RP-G24Q-126V-1L-830-3W-K-G2-B24L 24

1 3500K 900 K 3LDVCF-1K35-24 RP-G24Q-126V-1L-835-3W-K-G2-B24L 24

1 4000K 900 K 3LDVCF-1K40-24 RP-G24Q-126V-1L-840-3W-K-G2-B24L 24

COMPACT 2
4-PIN

HORIZONTAL
 PL LED

G24Q BASE

1 3000K 1000 K 3LDHCF-1K30-24 RP-G24Q-126H-1L-830-3W-K-G2-B24L 24

1 3500K 1000 K 3LDHCF-1K35-24 RP-G24Q-126H-1L-835-3W-K-G2-B24L 24

1 4000K 1000 K 3LDHCF-1K40-24 RP-G24Q-126H-1L-840-3W-K-G2-B24L 24

COMPACT 3
4-PIN

HORIZONTAL
 PL LED

G24Q BASE

2 3000K 2000 K 3LDHCF-2K30-12 RP-G24Q-226H-2L-830-3W-K-G2-B12L 12

2 3500K 2000 K 3LDHCF-2K35-12 RP-G24Q-226H-2L-835-3W-K-G2-B12L 12

2 4000K 2000 K 3LDHCF-2K40-12 RP-G24Q-226H-2L-840-3W-K-G2-B12L 12

* = Ecosystem devices must be addressed into the control system. Contact lsc_scheduling@lutron.com 

RETROFIT TYPECONTROL TYPE LAMP SIZE LAMP TYPE # OF LAMPS

LDE

DRIVER CASE & 
MOUNTING COLOR TEMP CASE QTY

E = ECOSYSTEM*
3=3WIRE

LD = TLED 4 = 4 FOOT
V = COMPACT VERTICAL

H = COMPACT HORIZONTAL

T8
T5

T5H
CF = COMPACT                                                

FLUORESCENT REPLACEMENT

1 = 1 LAMP
2 = 2 LAMPS

K = SQUARE WITH STUDS (K CAN)
M = LINEAR (M CAN)

30 = 3000K
35 = 3500K
40 = 4000K

12 PER CASE 
24 PER CASE

CASE QTY IS
DETERMINED BY

NUMBER OF LAMPS
INCLUDED IN KIT.

-12 PIECES ARE IN A 2 LAMP KIT
-24 PIECES ARE IN A 1 LAMP KIT

01.19.23 Information is subject to change without notice.
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