
THE DELL™ 3130cn 
COLOR LASER PRINTER
PRINT RIGHT: BLAZING SPEED, AMAZING COLOR
High-speed, true-to-life color and monochrome laser 
printing for workgroup use
Designed for large workgroups in a networked 
environment, the Dell 3130cn Color Laser Printer offers 
the ultimate combination of speed and quality, producing 
professional-quality color documents cost effectively. 
Features include intuitive menu-based operation and 
easy toner replacement for non-technical users. With 
fast print speeds of up to 31 ppm in black and 26 ppm in 
color (actual print speeds will vary with use), and large 
volume capacity printing up to 70,000 pages monthly 
duty cycle, the 3130cn will easily handle the requirements 
of large workgroups.

A suite of software tools helps simplify printer 
management by allowing IT administrators to designate 
color printing rights access, set print volume limitations, 
and track usage. The Dell 3130cn Color Laser Printer also 
has innovative technologies to deliver crisp, professional 
documents with true-to-life colors and can continue 
printing in black when the color toner has run out.

INVEST RIGHT
Exceptional Performance

•  High-speed printing: up to 31 ppm in black, 26 ppm in color (actual print speeds will vary with use)

•  Expandable memory allows fast printing of high-quality complex documents — up to 1280MB

•  Crisp text and enhanced graphics at 600 x 600 dpi print resolution (2400 Image Quality)

•  Dependable — up to 70,000 pages monthly duty cycle

•  Robust paper handling features, including optional double-sided printing and optional 550-sheet feeder

Easy to Use

•  Low cost per page with the optional 3130cn high-capacity toner cartridge (up to 9,000 pages yield in black and 
color1) while reducing the frequency of toner replacement

•  Connect easily through standard Ethernet, parallel, and USB 2.0 ports

•  Easy toner cartridge access from the side

•  Standard 150-sheet multipurpose tray and 250-sheet drawer; optional 550-sheet tray to maximize input capacity to 
950 pages and minimize paper replenishment frequency

•  Fuser maintenance kit replacement included in base and extended limited hardware warranties4

GREEN RIGHT
The Dell 3130cn printer’s paper drawer supports the use of recycled paper. The “N-Up” multiple-sheet feature helps reduce 
paper consumption by enabling multiple pages to print on a single sheet of paper. The Dell 3130cn is Energy Star® certifi ed. 
Energy Star certifi ed products are up to 25% more effi cient than conventional models. (source: www.energystar.gov).

WORK RIGHT
•  Dell Toner Management System sends proactive alerts when toner levels are low and enables hassle-free online re-ordering

•  Proactively manage color printing with DellColor™ Track 2.1, an advanced color management tool that allows IT 
administrators to remotely designate color printing access, set print volume caps, and track printer usage

•  Monitor, manage, and report on your fl eet of networked 3130cn printers with Dell OpenManage™ Printer Manager

THE DELL TONER ADVANTAGE
• Easy Ordering: Online, fax, or phone. Dell’s world-class global supply chain will send a cartridge to your door.
• Optimal Results: Genuine Dell toner delivers high-quality printing.
• Reliability: Every Dell toner cartridge is backed by our lifetime limited hardware warranty.4

• Great Value: Low shipping costs and 24/7 availability via the Dell online store.
•  Simple Recycling: All genuine Dell toner cartridges include a prepaid label for returning used cartridges free. 

Visit DELL.COM/recycling



DELL™ 3130cn COLOR LASER PRINTER SPECIFICATION SHEET

Key Features

Maximum Print Speed 
(black/color) Up to 31 ppm mono and up to 26 ppm color (Letter); (actual print speeds will vary with use)

Resolution Up to 2400 image quality (600 x 600 dpi)

Processor Speed 400 MHz

Maximum Duty Cycle Up to 70,000 pages per month

Memory

Standard 256MB RAM

Maximum Up to 1024MB RAM via one 200-pin DDR2 DIMM slot (1280MB RAM maximum including standard memory)

Paper Handling

Standard Input Trays 150-sheet multipurpose tray, 250-sheet drawer

Optional Paper 
Input Accessories 550-sheet drawer, duplexer (for two-sided printing)

Maximum Input Trays 950 sheets via addition of optional 550-sheet drawer

Standard Output 
Capacity 250-sheet bin

Media Types Plain paper (light, normal, thick); Cover (normal, thick); Coated paper (normal, thick); Label stock (normal, thick); 
Envelope; Recycle paper

Media Sizes
Standard 250 sheet drawer, Optional 550-sheet drawer
Paper sizes available: A4, B5, A5, Letter, Executive, Folio, Legal
Custom paper size: Width: 5.8" to 8.5", Length: 8.3" to 14"

Multipurpose Tray 
(150-Sheet Capacity)

Paper sizes available: A4, B5, A5, Letter, Executive, Folio, Legal
Envelope sizes: DL, C5, Com-10, Monarch
Custom paper size: Width: 3" to 8.7", Length: 5" to 14"

Duplexer Optional duplex unit available

Connectivity & OS Compatibility

Standard Interfaces USB 2.0 High speed supported (Type-B connector); IEEE 1284 Parallel Port; Ethernet 10Base-T/100Base-TX

Print Languages 
and Fonts PCL® 5e/6 Emulation: 81 fonts; Adobe® PostScript® 3™: 136 fonts

Client Operating 
Systems

Microsoft® Windows® (NT 4.0, 2000, XP, XP 64-bit, Vista® (32 & 64-bit), Server® 2003, Server 2003 x64, Server 2008, 
Server 2008 x64); Mac OS X (10.2 - 10.5); UNIX® (Solaris™ 9 and 10, HP-UX11i) English; Linux® (Red Hat® Enterprise 
Linux ES 4/5, SuSE Enterprise SuSE 10, TurboLinux Fuji) English

Network Operating 
Systems

Microsoft® Windows® (NT 4.0 SP6a, 2000 SP2-4, Server 2003 SP1, Server 2003 x64, Server 2008 x32/x64); 
UNIX® (Solaris™ 10, HP-UX11i); Linux (Red Hat® Enterprise Linux ES 4/5, SuSE Enterprise SuSE 10, TurboLinux Fuji), 
NetWare Ver 3-6.5 

Network Options Optional Dell 2130cn/3130cn Network Protocol Card, Optional Dell 2130cn/3130cn Wireless Printer Adapter5

Transport/Network 
Protocols

TCP/IP(v4 & v6) (LPD, Port9100,  HTTP, HTTPS, WINS, SMTP, DNS, SNMP v1/v2c/v3, DHCP, BOOTP, RARP, AutoIP); 
Telnet, WSD (Print)

Printer Management 
Software

Dell OpenManage™ Printer Manager; Dell Printer Confi guration Web Tool; Dell ColorTrack™ 2.1 and Dell Toner 
Management System, Printer MIB

Weight/Dimensions

Printer Dimensions 15.8"W x 19.8"D x 18.5"H (400 x 504 x 470 mm)

Printer Weight 53.5 lbs. (24.3 kg) with consumables

Operating Environment

Temperature 41 to 90˚F (5 to 32˚C)

Relative Humidity 15 to 85% RH, non-condensing

Altitude ≤ 10,170 ft (3100 m)

Sound Pressure, 
Bystander Position 
(LpAm)

Active: 52.0 dBA2

Power Specifi cations 110 vac models: 100 to 127 vac +- 10%, 50 +- 3 Hz / 60 +- 3 Hz nominal

Power Consumption 
(Energy Star® Compliant)

Continuous printing: 460 watts (average) or less
Standby mode: 95 watts (average) or less
Power Saver mode: 9 watts (average) or less
Off: 0 watts
Other certifi cations and compliances: WHQL, Printer MIB, RoHS, Energy Star®-compliant, Blue Angel (Germany), SAP®, Novell® 
Yes Certifi cation, Citrix® Presentation Server 4.0 / 4.5(Windows Server 2000/2003 running Terminal Services/Server)

Consumables

Toner, Ship-With Capacity 4,000 pages1 (Black); 3,000 pages1 (Cyan/Magenta/Yellow)

Toner, Standard Capacity 4,000 pages1 (Black); 3,000 pages1 (Cyan/Magenta/Yellow)

Toner, High Capacity 9,000 pages1 (Black); 9,000 pages1 (Cyan/Magenta/Yellow)

Service & Warranty

Service & Support 1-Year Next Business Day On-Site Service after Remote Diagnosis.3 Visit www.support.dell.com for details.

Limited Hardware 
Warranty4 1-Year Limited Hardware Warranty.4 Visit dell.com/warranty for details.

Microsoft, Windows and Windows Vista are trademarks or registered trademarks of Microsoft Corporation in the U.S. and other countries. Dell Inc. disclaims any 
proprietary interest in trademarks and trade names other than its own. © Copyright 2008 Dell Inc. May 2008.Dell’s Terms and Conditions of Sales and Service 
apply and are available upon request. Dell cannot be held responsible for errors in typography or photography.
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SIMPLIFY YOUR PRINTING AT DELL.COM/Printers
1.   Black and color toner yield based on testing in accordance with ISO/IEC 19798. Yields vary with usage and environmental conditions.

2.  Tested in accordance with ISO 7779 and reported in accordance with ISO 9296, Acoustics - Declared Noise Emission Values Of Computer And Business Equipments.

3.  Remote Diagnosis is determination by online/phone technician of cause of issue; may involve customer access to inside of system and multiple or extended sessions. If issue 

is covered by Limited Hardware Warranty and not resolved remotely, technician and/or part will be dispatched, usually within 1 business day following completion of Remote 

Diagnosis. Availability varies. Other conditions apply.

4.  For a copy of limited hardware warranty, write Dell USA LP, Attn: Warranties, One Dell Way, Round Rock, TX 78682 or visit DELL.COM/warranty.

5.  PC must have a wireless card or be connected to a wireless network, and have the printer software installed for proper function.


