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3. Mechancial installation
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1.  Main dimensions

3a. 3.b 3.c

IP20
V240
V220

DN120B DLMi1100/830 WH DLMi 1100/830 220-240V typ. 15W

DN120B DLMi1100/840 WH DLMi 1100/840 220-240V typ. 14W

DN120B DLMi2000/830 WH DLMi 2000/830 220-240V typ. 28W

DN120B DLMi2000/840 WH DLMi 2000/840 220-240V typ. 27W

Integrated

Driver

0,9

Pkg

DN120B DLMi1100/830 WH

DN120B DLMi1100/840 WH

DN120B DLMi2000/830 WH

DN120B DLMi2000/840 WH
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2. Installation Box Dimension

DLMi 1100 DLMi 2000
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MCB Nr. Downlights Max

B-10A 46

B-16A 73

C-10A 76

C-16A 124

Inom(A) 0,14

Imax(A) 4,43

Tref(us) 41,2

DLM-Int 2000Lm

Inom(A) 0,096

Imax(A) 5,06

Tref(us) 32,5

DLM-Int 1100Lm

NL

max. 0,5 Nm

Screwdriver
Type Size

T 10

Screwdriver
Type Size
SL 3

Wire cross2section
min. max.
0,5 0,75

4. Electric installation

MCB Nr. Downlights Max

B-10A 86

B-16A 137

C-10A 142

C-16A 233

5. Electric characteristic
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4.g

6. Cleaning

Lens cleaning only
with soft&dry clothes!

7. No insulating
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Stripping 727,5mm




