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PD Module 

Pressure Distribution 
by Liquid Crystal 

Minimum Pressure

Maximum Pressure

tv Module

Minimum Pressure

Maximum Pressure

Pressure Distribution 
by Liquid Crystal 

Gravity Defect

 
The portrait display mode is the area of the PD module. 
The pressure exerted by the liquid crystal is generally proportional to the distance from the top of the screen. 
Therefore the maximum pressure is exerted at the bottom of screen while the minimum pressure is exerted at the 
top of the screen. However, the PD module has relatively uniform pressure distribution comparing to TV panel, 
which in consequence has a far better stability.   

LG StREnGth 
In MonItoR SIGnAGE

PubLIc DISPLAY 
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Image Retention free
LG Commercial MNT adopts the public display module whose reliability is far better than that of a normal TV 
module. The public display is known for high resistance to image retention and the gravity-related defect. 
Therefore, the public display module is a perfect fit for severe operation conditions.

Shift to Other ImageImage Retention

normal  Structure

Yogore Defect

Image Retention Free

PD Module Structure

No Yogore

OFF

24/7 operation Performance
Another strength of the LG PD module is that it can operate 24 hours a day.
It can fulfill its function as a digital signage, smashes the limits of place and time and is highly durable and 
provides continuous performance. 

PD Module Structurenormal Structure

offoff

no blackening Defect 
Even under direct sunlight exposure, LG commercial monitors that adopted LGD V5 panel remain free of 
blackening defects and provides superior quality for outdoor usage.  This means you can save on costs related to 
purchasing IR blockers or extra cooling systems, in addition to saving power.  What's more, you can save on space 
since no glass covers are needed for the monitors.

conventional Super-IPS

Minimized Image Distortion upon External Pressure
IPS panel is not susceptible to image distortion upon external pressure. 
It is because the liquid crystal formation of IPS panel is less deformed than VA panel. 

Super-IPSconventional

SuPERIoR DuRAbILItY

hIGh PIctuRE QuALItY

LG StREnGth 
In MonItoR SIGnAGE

REvoLutIonARY 
vIEWInG consistent Response time for Reduced Eye Strain & original Image Exact color Matching

IPS panel has an extremely low standard of deviation for response time. This allows for the smooth viewing of action 
scenes, sports with greater clarity and vivid quality. Now, your eyes can enjoy added comfort in viewing. Also, start 
seeing images true to their authentic beauty, as IPS panel displays the color tone of the original image, along with a 
consistent color temperature.

Original Image

conventional Super-IPS

Watchable Image virtually At Any Angel
Super In Plane Switching or Super IPS is the feature of LG LCD Display. This unique technique has the better control 
of liquid crystal and in consequence, it allows you to watch the screen virtually at any angle.

Super-IPS

IPS Panel

Wide Viewing 
Angle

Small Viewing 
Angle

conventional

VA Panel

PD Module vs tv Module
 feature

View as Vertical

Product Life

Remote Control

Image Retention 

External Pressure

Brightness

I/O Terminal

Signage (PD) Panel
Available

40,000 – 50,000 hours

Remote Control using RS-232C

Highly durable in long-term operation

The screen is not distorted under external pressure

For information display and public use / 400nit or higher

Terminals for various environments such as D-Sub, DVI, HDMI and component.

tv Panel
Not available

15,000 hours

Not available

Not durable in long-term operation

The screen is distorted under external pressure

Personal and indoor use / 300 – 400nit

Mostly for AV

45 45 4545
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PRofESSIonAL
MAnAGEMEnt

Enhanced Scheduler
The upgraded scheduler lets the user set the ‘On’ and  ‘Off’ time from Monday through Sunday. So you can 
flexibly manage the operation time of the LG commercial monitors.    

Image Sticking Minimization(ISM)
ISM is designed to alleviate the image retention to minimum level. 4 ISM options are available to optimally 
minisize the ‘image retention’

uSb Playback
USB Playback is simple, easy solution without additional cost.

Enhanced Scheduler

Image Sticking Minimization (ISM) 

3. Inversion : display reverse image

2. Orbiter : shift the image to the left or right by a few pixels.

USB Memory
(Contains Content)

• Screen with USB Playback function : Content - music, movie, photo, text    
• Easy to schedule content in USB memory : eZ-net Manager
• Playback Contents :       Movie - Mpeg2, Mpeg4(Divx 3,4,5,6), XVID(AVI, Divx, m4v, dat, vob, mpeg, mpg)  

 Music : MP3 
 Text    : English  
 Photo : JPEG (Max 15360 x 8640)

• Easy to use no need to learn, just plug-In USB
• Auto playback the content in USB memory 
• No additional cost to signage

Professional usage optimized Interface
LG Monitor signage lets the user control monitors which are installed in remote areas through Ethernet. 
So you can check the status of monitors and change the input and volume and even update the 
firmware from server.

Electricity cost Saving

LcD (typ.)

LED (typ.)

LG LED

1752kWh

1007kWh

701kWh

Power / Yr.Model
$ 251

$ 144

$ 100

Elec. / Yr.

$ 753

$ 432

$ 300

Elec. / 3Yr.

*  24hrs/day, 14.4 cent/kWh(CA@US)
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Smart Energy Saving
Reduction energy consumption by approximately 30%

back light = 240nit

on

Gain = 100%
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off

back light = 300nit Gain = 80%

Auto brightness Sensor
Screen brightness is automatically adjusted by its surrounding illumination level.

Low Power consumption
By using LGE’s start of art technology, the smart energy saving, WS10 guarantees lowest energy consumption 
compared the other conventional LED backlight display. Also WS series meet all the environmental  Regulation, ERP, 
Energy Star, no use of harmful materials, and is reduced CO2.

Eco - fRIEnDLYEnvIRonMEnt
SoLutIon

LG Media-Player Integrated Solution 
• No need for additional media players such as PC or DVD 
• No extra costs for media player

conventional LGE WS/vS Series

EconoMIcAL SoLutIon

media player

USB memory performance
Movie :  Mpeg (1, 2, 4), H.264, Divx  

Upto 1920x1080, FHD@30 frames 
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Media Player

Display 

Conventional WS/VS Series

Save
$300~$650

-Content Delivery 
-PBP & PIP
-Photo effect  usB memory

USB

or

Backlight

Backlight

Backlight

Backlight
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1. White wash : Turn the whole screen white



72”/84”

72WS70
• Direct LED  • 1,920 x 1,080 (FHD) 
• 700nit        • Shine-Out
• Dynamic CR : 500,000 : 1
• Bezel : 38.7mm
• Power Consumption : 500W(Typ), 200W(SES)

84WS70
• Edge LED  • 3,840 x 2,160 (Ultra HD) 
• 500nit      • Dynamic CR : 500,000:1 (TBD) 
• Bezel : 27.9mm
• Power Consumption : 350W(Typ) / 200W(SES)
• Hybrid Type Media Player Built-in Ready

WS SERIES
WL SERIES

55”

55WS10
• Edge LED  • 1,920 x 1,080 (FHD) 
• 450nit       • Dynamic CR : 50,000 : 1
• Bezel : 33.5mm
• Power Consumption : 140W(Typ), 95W(SES)
•  Media Player Integrated Solution 
(SuperSign Elite-w, Elite-w lite)

65”42”

42WS50
• Edge LED  • 1,920 x 1,080 (FHD) 
• 700nit       • Dynamic CR : 500,000 : 1
• Bezel : 11.5mm
• Power Consumption : 115W(Typ), 75W(SES)
• Hybrid Type Media Player Built-in Ready

42WS10
• Edge LED  • 1,920 x 1,080 (FHD) 
• 450nit       • Dynamic CR : 50,000 : 1
• Bezel : 27.6mm
• Power Consumption : 115W(Typ), 75W(SES)
•  Media Player Integrated Solution  
(SuperSign Elite-w, Elite-w lite)

47”

47WS50
• Edge LED  • 1,920 x 1,080 (FHD) 
• 700nit       • Dynamic CR : 500,000 : 1
• Bezel : 11.5mm
• Power Consumption : 120W(Typ), 85W(SES)
• Hybrid Type Media Player Built-in Ready

47WS10
• Edge LED  • 1,920 x 1,080 (FHD) 
• 450nit       • Dynamic CR : 50,000 : 1
• Bezel : 28.0mm
• Power Consumption : 120W(Typ), 85W(SES)
•  Media Player Integrated Solution  
(SuperSign Elite-w, Elite-w lite)

55vS20
• LCD  
• 1,920 x 1,080 (FHD)  • 700nit       
• Bezel : 18.9mm
• Power Consumption : 260W(Typ), 160W(SES)
•  Media Player Integrated Solution  
(SuperSign Elite-w, Elite-w lite)

42vS20
• LCD  
• 1,920 x 1,080 (FHD)  • 700nit       
• Bezel : 16.9mm
• Power Consumption : 170W(Typ), 130W(SES)
•  Media Player Integrated Solution  
(SuperSign Elite-w, Elite-w lite)

47vS20
• LCD  
• 1,920 x 1,080 (FHD)  • 700nit       
• Bezel : 17.9mm
• Power Consumption : 180W(Typ), 130W(SES)
•  Media Player Integrated Solution  
(SuperSign Elite-w, Elite-w lite)

LED

VS SERIES
VL SERIES
M SERIES

LcD

32”/37”

32WL30
• Edge LED  • 1,920 x 1,080 (FHD) 
• 400nit    
• Bezel : 18.9mm (Top / Left / Right), 26mm (Bottom)
• Power Consumption : 65W(Typ), 45W(SES)
•  Media Player Integrated Solution  
(SuperSign Elite-w, Elite-w lite)

65vS10
• LCD 
• 1,920 x 1,080 (FHD)  • 700nit      
• Narrow Bezel : 49mm
• Power Consumption : 420W(Typ)
• USB Playback

42vS10
• LCD 
• 1,920 x 1,080 (FHD)  • 500nit      
• Bezel : 30.4mm
• Power Consumption : 200W(Typ)
•  PC Builit-in Ready  
(Slot Type Media Player)

47vS10
• LCD 
• 1,920 x 1,080 (FHD)  • 500nit      
• Bezel : 36mm
• Power Consumption : 240W(Typ)
•  PC Builit-in Ready (Slot Type Media Player)

32vS10
• LCD 
• 1,366 x 768 (WXGA)  • 450nit      
• Bezel : 52mm
• Power Consumption : 100W(Typ)
•  PC Builit-in Ready  
(Slot Type Media Player)

M4210L
• LCD  • 1,920 x 1,080 (FHD)  • 500nit   
• Bezel : 30.4mm
• Power Consumption : 220W(Typ)
•  Optimized Interface

47vL10
• LCD  • 1,920 x 1,080 (FHD)  • 500nit   
• Bezel : 36mm
• Power Consumption : 260W(Typ)
•  Optimized Interface   

M3704c
• LCD  • 1,920 x 1,080 (FHD)  • 500nit   
• Bezel : 53.7mm(Top/Bottom), 52.7mm(Left/Right)
• Power Consumption : 150W(Typ)
•  USB Playback 

07 08

MAINSTREAM DISPLAY

LG SIGnAGE LInE uP

*M3704C is available until Q2 2013.



vIDEo 
WALL

47tS30Mf
• 1,920 x 1,080 (FHD)
• Transmittance : 5.5%(Typ)            
• Contrast Ratio : 1,200 : 1(Typ)
• Color Gamut : 72% 
• Shine-Out (Anti Reflection Coating) 
• Easy Customization (Open Frame)

26tS30Mf
• 1,366 x 768 (HD)
• Transmittance : 4.84%(Typ)              
• Contrast Ratio : 1,000 : 1(Typ)
• Color Gamut : 68% 
• Easy Customization (Open Frame)

touch

StREtchED tRAnS-
PAREnt

WV SERIES

VT SERIES
M SERIES

TS SERIES

out-
DooR
WX SERIES

WR SERIES
M SERIES

09 10

SEMI-
outDooR
VX SERIES

• LED
• 1,920 x 1,080 (FHD)               
• 700nit
•  Power Consumption :  

170W(Typ), 130W(SES) (42VX30) / 
180W(Typ), 130W(SES) (47VX30)

• Shine-Out
• No Blackening Defect (Tni : 110℃)

47vx30Af
• LED
• 1,920 x 1,080 (FHD)               
• 700nit
•  Power Consumption : 180W(Typ), 130W(SES)
• Shine-Out
• No Blackening Defect (Tni : 110℃)
• Easy Customization (Open Frame)

42vx30 / 47vx30

SPECIAL DISPLAY

LG SIGnAGE LInE uP

47Wv30 / 47Wv30b
• Direct LED             
•  1,366 x 768 (HD),  

1,920 x 1,080 (at Video Wall)
• 800nit (47WV30), 500nit (47WV30B)             
• Bezel : 3.9mm(Left/Top), 2.4mm(Right/Bottom)
• Power Consumption : 180W(Typ), 110W(SES)
• Shine-Out (47WV30)
• Auto Calibration

55Wv70 / 55Wv70b
• Direct LED             
• 1,920 x 1,080 (FHD) 
• 800nit (55WV70), 500nit (55WV70B)                
• Bezel : 3.4mm(Left/Top), 1.9mm(Right/Bottom)
•  Power Consumption : 210W(Typ) / 120W(SES) (55WV70),  

160W(Typ) / 90W(SES) (55WV70B)
• Shine-Out (55WV70)
• Auto Calibration

M2901S
• LCD                       • Aspect Ratio : 17 : 6
• 1,366 x 480            • 420nit
• Bezel : 28.9mm(Top/Bottom), 31.2mm(Left/Right)
• Power Consumption : 80W(Typ) 
• Auto Scaling Function

M3801S
• LCD                       • Aspect Ratio : 16 : 4  
• 1,920 x 502            • 420nit      
• Bezel : 25.7mm(Top/Bottom/Left/Right)
• Power Consumption : 90W(Typ) 
• Auto Scaling Function

47Wx50Mf
• LED
• 1,920 x 1,080 (FHD)               
• 2,000nit
• Power Consumption : 240W(Typ), 120W(SES)
• Shine-Out
• No Blackening Defect (Tni : 110℃)
• Easy Customization (Open Frame)

55Wv70MD
• Direct LED              • 3D (FPR Type)          
• 1,920 x 1,080 (FHD)
• 450nit(2D), 170nit(3D)                
• Bezel : 3.4mm(Left/Top), 1.9mm(Right/Bottom)
• Power Consumption : 240W(Typ) / 150W(SES) 
• Auto Calibration

38WR50
• Direct LED              • Aspect Ratio : 16 : 4  
• 1,920 x 502            • 500nit   
• Bezel : 21mm(Top/Bottom), 20mm(Left/Right)
• Power Consumption : 90W(Typ) / TBD(SES) 
• Auto Scaling Function

47vt30
• LCD             
• 5 Point Multi Touch (Windows 7) & IR Spread
• 1,920 x 1,080 (FHD)              
• 500nit
• Power Consumption : 250W(Typ)

M4716t     
• LCD            
• IR LED 2 Point Touch (Windows 7)
• 1,920 x 1,080 (FHD)               
• 500nit 
• Power Consumption : 260W(Typ)

• LCD            
• IR LED 2 Point Touch (Windows 7)
• 1,920 x 1,080 (FHD)               
• 500nit 
• Power Consumption : 220W(Typ)

M4214t
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WS SERIES
Designed for 24/7 continuous operation, the WS series displays advertisements, information 
and broadcast video with Full HD brilliance. With an auto brightness sensor, screen brightness 
is automatically adjusted by its surrounding illumination level. By using the smart energy sav-
ing, WS series guarantee the lowest energy consumption compared to other conventional 
LED backlight display. Also, WS series meet the environmental regulations such as EPA and 
Erp, while excluding the use of harmful materials (RoHS) and reducing CO2 emissions.

M A I n S t R E A M 
D I S P L A Y

Led 
dISPLAY

SMARt EnERGY SAvInG
■  Reduction energy consumption by approximately 
30%

Auto bRIGhtnESS SEnSoR
■  Screen brightness is automatically adjusted by its 
surrounding illumination level.

-  For days, automatically raise the brightness level 
for better visibility.   

-  For nights, automatically lower the brightness to  
save energy.

*The function is only for WS70, WS10.

MEDIA PLAYER IntEGRAtED 
SoLutIon 
■ Reduction in TCO
■ Supersign Elite-w, Elite-w lite Software

Backlight
Backlight

on

Back light = 240nit Gain = 100%

Backlight

off

Back light = 300nit

Backlight

Gain = 80%

Free Software
(SuperSign Elite-w lite)

WS Series

+

Extra cost for a media player can be saved!

USB Memory
(USB Multi-
media Playback)

WS Series

72WS7084WS70 42WS50 / 47WS50 42WS10 / 47WS10 / 55WS10

LED Widescreen Full HD Display
Eco friendly & Professional                                             WS SERIES

Eco-fRIEnDLY 
■ Environmental Regulation : EPA, ERP  
■ No Harmful Material : RoHS 
■ CO2 Reduction  
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MAINSTREAM DISPLAY

WS SERIES LED

SPEcIfIcAtIonS

• Screen Size : 72”
• Panel Technology : IPS (LED BLU)
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 700nit  
• Contrast Ratio : 1,200 : 1
• Dynamic CR : 500,000 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Auto Volume : No
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes 
•  Sound Mode :  Standard, Music, Cinema, 

Sports, Game

AUdIO

• Bezel Width : 38.7mm
PhYSIcAL SPecIFIcAtIOn

dIMenSIOn (UnIt : MM) InterFAce

72WS70 
72f”
• 72” Direct LED Large Screen
•  Clear & Vivid Picture  

(Dynamic CR : 500,000 : 1)
• Shine-Out (Semi-Outdoor Usage)
• High Brightness : 700nit
• Auto Brightness Sensor 
• Smart Energy Saving 
•  Media Player Integrated Solution 

(SuperSign Elite-w, Elite-w lite)
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SPEcIfIcAtIonS

Eco fRIEnDLY & PRofESSIonAL Eco fRIEnDLY & PRofESSIonAL

84WS70 
84u”

• Screen Size : 84”
• Panel Technology : IPS (LED BLU)
• Aspect Ratio : 16 : 9
• Native Resolution : 3,840 x 2,160 (Ultra HD)
• Brightness : 500nit  
• Contrast Ratio : 1,400 : 1 (TBD)
• Dynamic CR : 500,000 : 1 (TBD)
• Viewing Angle (H x V) : 178 x 178
• Response Time : 12ms (TBD)

PAneL

• Auto Volume : No
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes 
•  Sound Mode :  Standard, Music, Cinema, Sports, Game

AUdIO

• Bezel Width : 27.9mm
PhYSIcAL SPecIFIcAtIOn

dIMenSIOn (UnIt : MM)
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4-M8

• 84” Edge LED Large Screen
•   Super High Resolution  

: 3,840 x 2,160 (Ultra HD) 
•  Clear & Vivid Picture  

(Dynamic CR : 500,000 : 1) (TBD)
•  Auto Brightness Sensor
•  Smart Energy Saving 
•  Hybrid Type Media Player Built-in Ready 

(MP700, MP500)
•  Media Player Integrated Solution 

(SuperSign Elite-w lite)



SPEcIfIcAtIonS

15 16

InterFAce

WS10 
42f”/ 47f”/ 55f”
•  Eco-Friendly  

(EPA, ErP, RoHS, CO2 Reduction)
•  Smart Energy Saving (Reduction in TCO)
•  Brightness : 450nit
•  Media Player Integrated Solution 

(SuperSign Elite-w, Elite-w lite)
•  Easy & Fast Delivery of Contents

MAINSTREAM DISPLAY

WS SERIES LED

dIMenSIOn (UnIt : MM)
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55”

SPEcIfIcAtIonS

dIMenSIOn (UnIt : MM) InterFAce

WS50
42f”/ 47f”
•  Narrowest Bezel for  

Standard LED Display : 11.5mm
• Tile Mode (Up to 15 x 15) : Even Bezel
•  Hybrid Type Media Player Built-in Ready 

(MP500)
• High Brightness : 700nit
•  Smart Energy Saving  

(Reduction in TCO)
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Eco fRIEnDLY & PRofESSIonAL Eco fRIEnDLY & PRofESSIonAL

• Screen Size : 42”, 47”
• Panel Technology : IPS (LED BLU)
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 700nit  
• Contrast Ratio : 1,500 : 1 (TBD) (42”), 1,300 : 1 (47”)
• Dynamic CR : 500,000 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Auto Volume : No
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes 
•  Sound Mode :  Standard, Music, Cinema, 

Sports, Game

AUdIO

• Bezel Width : 11.5mm
PhYSIcAL SPecIFIcAtIOn

• Screen Size : 42”, 47”, 55”
• Panel Technology : IPS (LED BLU)
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 450nit  
• Contrast Ratio : 1,300 : 1
• Dynamic CR : 50,000 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Auto Volume : No
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes 
•  Sound Mode :  Standard, Music, Cinema, 

Sports, Game

AUdIO

• Bezel Width : 27.6mm (42”), 28.0mm (47”), 33.5mm (55”)
PhYSIcAL SPecIFIcAtIOn
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Led 
dISPLAY

17 18

dIMenSIOn (UnIt : MM)

32WL30 
32f”
•  Eco-Friendly  

(EPA, ErP, RoHS, CO2 Reduction) 
•  Low Power Consumption
•  Slim Depth : 35.6mm
•  Easy Installation & Maintenance
•  Brightness : 400nit
•  Wide Viewing Angle
•  Media Player Integrated Solution 

(SuperSign Elite-w, Elite-w lite)

Eco fRIEnDLY & PRofESSIonAL

• Screen Size : 32”
• Panel Technology : IPS (LED BLU)
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 400nit  
• Contrast Ratio : 1,300 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 16ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Auto Volume : No
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes
•  Sound Mode :  Standard , Music, Cinema, 

Sports, Game

AUdIO

• Bezel Width : 18.9mm (Top / Left / Right), 26mm (Bottom)
PhYSIcAL SPecIFIcAtIOn

WL SERIES
LG’s new LED light displays called WL series are designed for slim & light frame and adopt 
the eco-friendly features. Slim & light feature offers space saving and easy installation & 
maintenance. Wide viewing angle based IPS provides the clear image at any angle. There is 
no fall-off in color accuracy and no diversion in contrast ratio at wide angles. Also, WL series 
meet the environmental regulations such as EPA and Erp, while excluding the use of harm-
ful materials (RoHS) and reducing CO2 emissions.

Eco-fRIEnDLY

EASY InStALLAtIon/ 
MAIntEnAncE 

■  Low Power Consumption  
■  Environmental Regulation : EPA, ERP  
■  No Harmful Material :  RoHS, CO2 Reduction  

■  Slim and Light feature offers space saving  
and easy installation 

■  Easy to maintain remotely 

IMPRovED 
bEzEL & DEPth 

Conventional

Depth : 99.8mm

Depth : 35.6mm

32WL30

vs

740.4

44
2

18.9

18
.9

26

35.6
39.8

200

20
0

InterFAce

WIDE vIEWInG AnGLE
■  Providing clear image virtually at any angle.

IPS

Conventional

45 45

45 45
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M A I n S t R E A M 
D I S P L A Y

dISPLAY
Lcd

VS SERIES
LG’s new large-sized LCD displays called VS series are designed for slim design & media 
player integrated solution. Come to the VS20’s benefit the easy editing and easy scheduling 
with LG SuperSign Elite-w, Elite-w lite. And also PC Bulit-in Ready features of VS10 which 
has slot type media player saves the space definitely. 
VS series are optimized for menus, advertisements and information at restaurants, shopping 
malls even transportation sites like airport.

LG MEDIA-PLAYER IntEGRAtED SoLutIon (vS20)
■  No need for additional media players such as PC or DVD
■  No extra costs for media player   

EASY InStALLAtIon & MAIntEnAncE (vS10) SPAcE SAvInG (vS10)

Time & Labor 
required for cabling

Conventional

Simple Connection

VS10

Conventional

+

+

USB Memory Storage for Content

USB Memory Performance
-  Movie : Mpeg (1, 2, 4),  

H.264, Divx Upto 1920x1080,  
FHD@30 frames 

Software

VS20

+

+

Media Player

Software

Media Player

Display 

Conventional VS20

Save
$300~$650

LCD Widescreen Full HD Display
Easy & competitive                                                           VS SERIES

External
Media Player 

113mm + 45mm 113mm

Slot type
Media Player 
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InterFAce

SPEcIfIcAtIonS SPEcIfIcAtIonS

Eco fRIEnDLY & coMPEtItIvE EASY & coMPEtItIvE

vS20
42f”/ 47f”/ 55f”
•  Narrowest Bezel for Standard LCD Display 

: 16.9mm (42”), 17.9mm (47”), 18.9mm (55”)
•  High Brightness : 700nit
•  Smart Energy Saving (Reduction in TCO)
•  Media Player Integrated Solution 

(SuperSign Elite-w, Elite-w lite)
•  Easy & Fast Delivery of Contents

vS10 
32”/ 42f”/ 47f”
•  Slim Design for Space Saving 
•  PC Builit-in Ready  

(Slot Type Media Player :  
NA2000, NA2100, NC2100)

•  Brightness :  450nit (32”),  
500nit (42”, 47”)

•  Easy Installation & Maintenance

MAINSTREAM DISPLAY

vS SERIES LCD
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32”

32”

42” / 47”

• Screen Size : 42”, 47”, 55”
• Panel Technology : IPS
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 700nit  
• Contrast Ratio : 1,200 : 1 (42”, 47”), 1,300 : 1 (55”)
• Dynamic CR : 3,000 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Auto Volume : No
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes 
•  Sound Mode :  Standard, Music, Cinema, 

Sports, Game

AUdIO

• Bezel Width : 16.9mm (42”), 17.9mm (47”), 18.9mm (55”)
PhYSIcAL SPecIFIcAtIOn

• Screen Size : 32”, 42”, 47”
• Panel Technology : VA (32”) IPS (42”, 47”)
• Aspect Ratio : 16 : 9
• Native Resolution : 1,366 x 768 (WXGA) (32”),  1,920 x 1,080 (FHD) (42”, 47”)
• Brightness : 450nit (32”), 500nit (42”, 47”)
• Contrast Ratio : 3,000 : 1 (Typ) (32”), 1,300 : 1  (42”, 47”)
• Dynamic CR : 20,000 : 1 (32”, 47”), 40,000 : 1 (42”)
• Viewing Angle (H x V) : 178 x 178
• Response Time :  6.5ms (G to G) (32”),  

8ms (42”, 47”) (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Auto Volume : Yes
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes 
•  Sound Mode :  Standard , Music, Cinema, 

Sports, Game

AUdIO

• Bezel Width : 51.5mm (32”), 30.4mm (42”), 36mm (47”)
PhYSIcAL SPecIFIcAtIOn
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SPEcIfIcAtIonS SPEcIfIcAtIonS

EASY & coMPEtItIvE EASY & coMPEtItIvE

65vS10
65f”
• LCD (PD Panel)
• High Resolution : 1,920 x 1,080 (FHD) 
• High Brightness : 700nit
• Narrow Bezel : 49mm
• USB Playback
• Tile Mode (Up to 5 x 5)
• ErP Certified

M3704c 
37f”
• LCD (TV Panel)
• High Resolution : 1,920 x 1,080 (FHD) 
• Brightness : 500nit
•  Bezel :  53.7mm (Top / Bottom),  

52.7mm (Left / Right)
• USB Playback
• Tile Mode (Up to 5 x 5)
• ErP Certified

MAINSTREAM DISPLAY

vS SERIES / M SERIES LCD
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VESA OEMMUNT
FOR M6 SCREW• Screen Size : 65”

• Panel Technology : VA
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 700nit  
• Contrast Ratio : 5,000 : 1 
• Dynamic CR : 10,000 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G)

PAneL

• Auto Volume : Yes
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes 
•  Sound Mode :  Standard, Music, Cinema, 

Sports, Game

AUdIO

• Bezel Width : 49.0mm
PhYSIcAL SPecIFIcAtIOn

• Screen Size : 37”
• Panel Technology : IPS
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 500nit  
• Contrast Ratio : 1,500 : 1 
• Dynamic CR : 10,000 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 5ms (G to G)

PAneL

• Auto Volume : Yes
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes 
•  Sound Mode :  Standard, Music, Cinema, 

Sports, Game

AUdIO

• Bezel Width : 53.7mm (Top/Bottom), 52.7mm (Left/Right)
PhYSIcAL SPecIFIcAtIOn

InterFAceInterFAce

*M3704C is available until Q2 2013.
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InterFAce InterFAce

SPEcIfIcAtIonS SPEcIfIcAtIonS

EASY & EconoMIc

47vL10
47f”

EASY & EconoMIc

M4210L 
42f”
• LCD (PD Panel)
• High Resolution : 1,920 x 1,080 (FHD) 
• Brightness : 500nit
• Narrow Bezel : 30.4mm
• Optimized Interface
• ErP Certified

MAINSTREAM DISPLAY

vL SERIES / M SERIES LCD
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800
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• LCD (PD Panel)
• High Resolution : 1,920 x 1,080 (FHD) 
• Brightness : 500nit
• Narrow Bezel : 36mm
• Eco-Friendly (ErP, RoHS, WEEE)
• Optimized Interface
•  Easy Remote Management :  

RJ-45 & RS-232C

• Screen Size : 47”
• Panel Technology : IPS
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 500nit  
• Contrast Ratio : 1,300 : 1 
• Dynamic CR : 3,000 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Auto Volume : Yes
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : No
•  Sound Mode :  Clear Voice, Standard, Music, 

Cinema, Sports, Game, User

AUdIO

• Bezel Width : 36.0mm
PhYSIcAL SPecIFIcAtIOn

• Screen Size : 42”
• Panel Technology : IPS
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 500nit  
• Contrast Ratio : 1,300 : 1 
• Dynamic CR : 3,000 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Auto Volume : Yes
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : No
•  Sound Mode :  Clear Voice, Standard, Music, 

Cinema, Sports, Game, User

AUdIO

• Bezel Width : 30.4mm
PhYSIcAL SPecIFIcAtIOn
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S P E c I A L
D I S P L A Y

VIdeO 
wALL

Wv Series

47WV30 / 47WV       55WV70 / 55WV70B55WV70MD

WV SERIES
LG’s innovative Direct LED video walls called WV series provide an incredible visual experi-
ence for anyone who comes across the display. Advertisements, information and broadcast 
video are in sync with your target needs, while picture quality and performance is enhanced 
by LG display technology. Discover the numerous advantages of our virtually seamless WV 
series. To ensure the best optimized solution, Auto Calibration feature of WV series makes 
your video wall be adjusted easily and intelligently.

SLIMMER bEzEL
■  The slim bezels create powerful and impactful video 
walls that can be easily installed, maintained and 
managed. 

hIGh PIctuRE QuALItY
■  Clear & Vivid picture with deeper black 
- World best dynamic CR (500,000 : 1 ↑)

■  Wide Viewing Angle
-Providing clear image virtually at any angle.

Auto cALIbRAtIon
■    Auto calibration software bundled will help you to 
get the perfect color and brightness uniformity.

ShInE-out
■    Perfect fit for window display by reflecting away the 
sunlight for best image visibility and clearer display 
under direct sunlight than conventional panel.

BLU PANEL

External Light
Source

Light from B/L
WV SeriesConventional

55WV70, 2D & 3D

Bezel to Bezel
5.3mm

Competitor(55"), 2D

Bezel to Bezel
5.5mm

Lamp Full LED

Conventional

VS

VS

IPS

Conventional 55WV70MD

Sensor S/W (SuperSign Elite-c)

Virtually Seamless Video Wall
LED & narrowest bezel                                                     WV SERIES

45 45 45 45
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SPEcIfIcAtIonS

3D LED & nARRoWESt bEzEL 

Wv70MD 
55f”
• 3D (FPR Type)
• Narrowest Bezel : 5.3mm (Bezel to Bezel)
• Slim Depth : 99mm
• 450nit (2D), 170nit (3D)
• Auto Calibration Software (SuperSign Elite-c)
• Wide Viewing Angle
•  Smart Energy Saving  

(Low Power Consumption)

SPECIAL DISPLAY

Wv SERIES VIDEO WALL

InterFAce
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60099

nARRoWESt bEzEL
■  The narrowest bezel creates powerful 
and impactful video walls that can be 
easily installed, maintained and man-
aged.

hIGh PIctuRE QuALItY
■  Clear & vivid picture with deeper black 
- World’s best dynamic CR (500,000 : 1↑)

Lamp

Full LED

VS

Auto cALIbRAtIon
■  Auto calibration software bundled will  
help you to get the perfect color and  
brightness uniformity.

 55WV70MDConventional

Sensor S/W (SuperSign Elite-c)

• Screen Size : 55”
• Panel Technology : IPS (LED BLU)
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 450nit (2D), 170nit (3D)
• Contrast Ratio : 1,400 : 1 
• Dynamic CR : 500,000 : 1 
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Auto Volume : No
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes
•  Sound Mode :  Standard, Music, Cinema, 

Sports, Game

AUdIO

• Bezel Width : 3.4mm (Left / Top) / 1.9mm (Right / Bottom)
PhYSIcAL SPecIFIcAtIOn

Narrowest Bezel
(Bezel to Bezel 5.3mm)

55WV70MDConventional
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SPEcIfIcAtIonS

LED & nARRoWESt bEzEL

55Wv70
55Wv70b
55f”
• Narrowest Bezel : 5.3mm (Bezel to Bezel)
• Slim Depth : 99mm
• 800nit (55WV70), 500nit (55WV70B)
• Shine-Out (Semi-Outdoor Usage) (55WV70)
• Auto Calibration Softsware (SuperSign Elite-c)
• Wide Viewing Angle
•  Smart Energy Saving  

(Low Power Consumption)

SPECIAL DISPLAY

Wv SERIES VIDEO WALL

InterFAce

1215.2

68
6

40
0

600991215.2

68
6

40
0

600991215.2

68
6

40
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60099• Screen Size : 55”
• Panel Technology : IPS (LED BLU)
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 800nit (55WV70) 500nit (55WV70B)
• Contrast Ratio : 1,400 : 1 
• Dynamic CR : 500,000 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Auto Volume : No
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes
•  Sound Mode :  Standard, Music, Cinema, 

Sports, Game

AUdIO

• Bezel Width : 3.4mm (Left / Top) / 1.9mm (Right / Bottom)
PhYSIcAL SPecIFIcAtIOn

SLIMMER bEzEL
■  The slim bezels create powerful and 
impactful video walls that can be easily 
installed, maintained and managed. 

BLU
Conventional

PANEL

External Light
Source

Light from 
B/L

55WV70

ShInE-out
■  Perfect fit for window display by reflecting 
away the sunlight for best image visibility 
and clearer display under direct sunlight 
than conventional panel.

210W(Typ), 120W(SES)225W

LoW PoWER conSuMPtIon
■  By using LED panels without mercury or 
other harmful substances, WV70 is eco-
friendlier than any of its competitors. Most 
of all, WV70 consumes less energy.Competitor(55")

Bezel to Bezel
5.3mm

55WV70 / 70B

Bezel to Bezel
5.5mm

55WV70Competitor
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SPEcIfIcAtIonS

LED & SuPER nARRoW bEzEL

47Wv30
47Wv30b
47”
•  Super Narrow Bezel : 6.3mm (Bezel to Bezel)
• Slim Depth : 91mm
•  High Brightness :  800nit (47WV30),  

500nit (47WV30B)
•  Shine-Out (Semi-Outdoor Usage) (47WV30)
• Auto Calibration Software (SuperSign Elite-c)
• Wide Viewing Angle
•  Smart Energy Saving  

(Low Power Consumption)

SPECIAL DISPLAY

Wv SERIES VIDEO WALL

InterFAce

• Screen Size : 47”
• Panel Technology : IPS (LED BLU)
• Aspect Ratio : 16 : 9
• Native Resolution :  1,366 x 768 (HD),  

1,920 x 1,080 (at Video Wall)
• Brightness : 800nit (47WV30), 500nit (47WV30B)
• Contrast Ratio : 1,400 : 1 
• Dynamic CR : 500,000 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Auto Volume : No
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes
•  Sound Mode :  Standard, Music, Cinema, 

Sports, Game

AUdIO

• Bezel Width : 3.9mm (Left / Top) / 2.4mm (Right / Bottom)
PhYSIcAL SPecIFIcAtIOn

91mm
Bezel to Bezel

6.3mm

Competitor(46") 47WV30 / 30B

130mm
Bezel to Bezel

6.7mm

SLIMMER bEzEL
■  6.3-mm thick and 91-mm deep. The slim 
bezels create powerful and impactful video 
walls that can be easily installed, main-
tained and managed.  

BLU
Conventional

PANEL

External Light
Source

Light from 
B/L

47WV30

ShInE-out
■  Perfect fit for window display by reflecting 
away the sunlight for best image visibility 
and clearer display under direct sunlight 
than conventional panel.

160W(Typ)230W

LoW PoWER conSuMPtIon
■  By using LED panels without mercury or 
other harmful substances, WV30 is eco-
friendlier than any of its competitors. Most 
of all, WV30 consumes less energy.

47WV30 / 30BCompetitor 47WV30

47WV30B
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SPEcIfIcAtIonS

WR SERIES
The distinctively versatile LG Stretched display presents information, advertisements and 
branding in a new way, shape and form. LG Stretched display allows for a variety of instal-
lation options from retail environments to stadiums to quick serve restaurants. Liven up a 
store front with striking product ads. Enhance a directory in a lobby or transportation infor-
mation with animated content. Whatever the task, you can stretch your possibilities with the 
LG Stretched Displays.

S P E c I A L
D I S P L A Y

Stretched 
dISPLAY

dIMenSIOn (UnIt : MM)

InterFAce

SLIM & SPAcE SAvInG

38WR50 
38”
• LED (TV Panel) 
• Narrow Bezel :  21mm (Top/Bottom),  

20mm (Left/Right)
• Slim Depth : 59mm
•  Auto Scaling Function for  

Non-Standard Aspect Ratio 
• Unique Application for Space Saving
•  Smart Energy Saving  

(Low Power Consumption)

• Screen Size : 38”
• Panel Technology : IPS (LED BLU)
• Aspect Ratio : 16 : 4
• Native Resolution : 1,920 x 502
• Brightness : 500nit
• Contrast Ratio : 1,400 : 1
• Dynamic CR : N/A
• Viewing Angle (H x V) : 178 x 178
• Response Time : 6ms (G to G)

PAneL

• Auto Volume : No
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes
•  Sound Mode :  Standard, Music, Cinema, 

Sports, Game

AUdIO

• Bezel Width : 21mm (Top / Bottom) / 20mm (Left / Right)
PhYSIcAL SPecIFIcAtIOn

unIQuE APPLIcAtIon 
foR SPAcE LIMItAtIon

Auto ScALInG DRIvER

■  Allows to put the display into areas which 
are space limited. Enable to use space 
more effectively & make more space for 
product display.

■  Ensure that content created for conventional  
displays will be well suited for non-standard  
aspect ratio.

Station Convenience Store Reception

Conventional Display
- Aspect ratio : 16:9

Stretched Display
- Aspect ratio : 17:6 or 16:4Auto ScALInG

SLIM & nARRoW bEzEL
M3801S

38WR50

25.7mm

20mm 59mm

90mmVS

973.6 59
23.5 35.5

286.8 400

44
21

20
0  M6 TAP

20

21

20
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SPECIAL DISPLAY

StREtchED DISPLAY

SPEcIfIcAtIonS

WIDE vIEW & SPAcE SAvInG

M2901S
29” 
• LCD (TV Panel) 
•  Bezel :  28.9mm (Top / Bottom),  

31.2mm (Left / Right)
•  Depth : 86.8mm
•  Auto Scaling Function for  

Non-Standard Aspect Ratio 
•  Unique Application for Space Saving
•  ErP Certified

dIMenSIOn (UnIt : MM)

InterFAce
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• Screen Size : 29”
• Panel Technology : IPS
• Aspect Ratio : 17 : 6
• Native Resolution : 1,366 x 480
• Brightness : 420nit
• Contrast Ratio : 1,200 : 1 
• Dynamic CR : N/A
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G)

PAneL

• Bezel Width : 28.9mm (Top / Bottom), 31.2mm (Left / Right)
PhYSIcAL SPecIFIcAtIOn

dIMenSIOn (UnIt : MM)

InterFAce

SPEcIfIcAtIonS

WIDE vIEW & SPAcE SAvInG

M3801S
38” 
• LCD (TV Panel) 
•  Bezel :  25.7mm (Top / Bottom / Left / Right)
• Depth : 90mm
•  Auto Scaling Function for  

Non-Standard Aspect Ratio 
•  Unique Application for Space Saving
•  ErP Certified
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RS-232C RS-232C RJ 45
OUT IN

AC INPOWEREXT. IRHDMI
OUT

HDMI
IN

VGA
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VGA
OUT
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• Screen Size : 38”
• Panel Technology : IPS
• Aspect Ratio : 16 : 4
• Native Resolution : 1,920 x 502
• Brightness : 420nit
• Contrast Ratio : 1,400 : 1 
• Dynamic CR : N/A
• Viewing Angle (H x V) : 178 x 178
• Response Time : 5ms (G to G)

PAneL

• Bezel Width : 25.7mm (Top / Bottom / Left / Right)
PhYSIcAL SPecIFIcAtIOn
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SPEcIfIcAtIonS

VT SERIES
Touch the world with LG’s 5 point multi touch. Innovative, interactive, sleek, and slender, LG 
Touch display is gaining widespread attention. It’s a fresh approach to communicate and 
engage in retail or commercial settings. 
LG has the IR Spread touch with 178° viewing angles, Full HD compatibility and we offer 
sizes from 42” and up.

S P E c I A L
D I S P L A Y

tOUch 
dISPLAY

5 PoInt MuLtI touch & IR SPREAD

vt30 
47f” 
• LCD (PD Panel)
• 5 Point Multi Touch (Windows 7)
• IR Spread Type (1mm Touch Resolution)*
• Slim Design for Space Saving 
•  PC Builit-in Ready  

(Slot Type Media Player) 
•  High Reliability : Protection Glass  

& Anti Fog Film
• Easy Installation & Maintenance
*IR Spread : LGE’s own Cutting-edge Technology

MuLtI touch

RELIAbILItY

EASY InStALLAtIon & 
MAIntEnAncE

SPAcE SAvInG
■ IR Spread Type (1mm Touch Resolution)
■ 5 Point Multi Touch (Windows 7)
■ Ghost Free
*IR Spread : LGE’s own Cutting-edge Technology

■ Protection Glass (2.8mm)
■ Anti Fog Film 

■  PC Built-in Ready 
(Media Player - CPU : P4500, Core i5)

External
Media Player

Slot type 
Media Player

dIMenSIOn (UnIt : MM)

InterFAce

• Screen Size : 47”
• Panel Technology : IPS
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 500nit
• Contrast Ratio : 1,300 : 1 
• Dynamic CR : 20,000 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Auto Volume : Yes
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes
• Sound Mode :  Standard, Music, Cinema, 

Sports, Game, User

AUdIO

• Bezel Width : 34.2mm (Top / Bottom), 34.7mm (Left / Right) 
PhYSIcAL SPecIFIcAtIOn
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Time & labor 
Required for Cabling Simple 

Connection

Conventional
*SIM

VT30

(*SIM : Slide in-Module)



41 42

SPECIAL DISPLAY

touch DISPLAY

dIMenSIOn (UnIt : MM)

InterFAce

SPEcIfIcAtIonS

IR LED 2 PoInt touch

M4214t
42f” 
• LCD (PD Panel)
• IR LED 2 Point Touch (Windows 7)
• High Reliability : Protection Glass
• Cooling FAN
• ErP Certified

999
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1.8

119.4

600

40
0

999

59
1.8

119.4

600

40
0

999

59
1.8

119.4

600

40
0

• Screen Size : 42”
• Panel Technology : IPS
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 500nit
• Contrast Ratio : 1,300 : 1 
• Dynamic CR : 3,000 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Auto Volume : Yes
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : No
•  Sound Mode :  Clear Voice, Standard, Music, 

Cinema, Sports, Game, User

AUdIO

• Bezel Width : 35.1mm
PhYSIcAL SPecIFIcAtIOn

dIMenSIOn (UnIt : MM)

SPEcIfIcAtIonS

IR LED 2 PoInt touch

M4716t
47f” 
• LCD (PD Panel)
• IR LED 2 Point Touch (Windows 7)
• High Reliability : Protection Glass
• Cooling FAN
• ErP Certified
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0

1115.2

66
0.

5

123.7

800

40
0

InterFAce

• Screen Size : 47”
• Panel Technology : IPS
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 500nit
• Contrast Ratio : 1,300 : 1 
• Dynamic CR : 3,000 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Auto Volume : Yes
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : No
•  Sound Mode :  Clear Voice, Standard, Music, 

Cinema, Sports, Game, User

AUdIO

• Bezel Width : 35.7mm
PhYSIcAL SPecIFIcAtIOn
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S P E c I A L
D I S P L A Y

OUt-
dOOr

Wx Series

47WX50MF

vARIouS APPLIcAtIon foR outDooR uSAGE

Quick Service Restaurant Bus Shelter Gas Station

WX SERIES
With 2000nit high brightness, shine-out, 6mm strengthed protection glass and built-in 
FANs, LG’s new LED Outdoor display called WX series is ideal for heavy duty 24/7 opera-
tion in the harshest of outdoor usages. Air curtain cooling features and no blackening 
defect allow you to boost the advertisement effects greatly in even the hot desert climate 
countries.

hIGh vISIbILItY
■   high brightness
2,000nit (33% up than LCD 1,500nit)  

■  Shine-out
Perfect fit for window display by reflecting away the 
sunlight for best image visibility and clearer display 
under direct sunlight than conventional panel.

EASY InStALLAtIon
■  Open Frame Type (Front Mount Type)
■   Built-in FANs for optimal ventilation

no bLAckEnInG DEfEct
■  No need of IR blocker or extra cooling system
■  Flexibly usable in various signage environment

BLU PANEL

External Light
Source

Light from B/L
Conventional 47WX50MF 

Metal Frame

47WX50MF

2,000nit

Conventional

Over 85°C,
Blackening starts

By 110°C,
no blackening defect

Brightest Outdoor Display 
LED & ultimate visibility                                                   WX SERIES
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VX SERIES
Take a great advantage of LG’s Semi-Outdoor displays called VX series. The main feature 
of VX series is shine-out function which is extremely useful for preventing eye dazzle under 
the bright sunlight. Shine-out film is attached to the front display so that it perfectly fits for 
window display by reflecting away the sunlight for the best image visibility. And also Open 
Frame which is the most powerful feature of VX30AF allows you to redesign and renovate 
the display easily as you like.

S P E c I A L
D I S P L A Y

SeMI- 
OUtdOOr

SPEcIfIcAtIonS

dIMenSIOn (UnIt : MM)

InterFAce

bRIGhtESt outDooR DISPLAY

Wx50Mf 
47f” 
• LED (PD Panel)
• High Brightness : 2,000nit 
• Shine-Out 
• No Blackening Defect (Tni : 110℃)
• Easy Customization (Open Frame)
•  Built-in FANs for Optimal Ventilation

■  No need of IR blocker or extra cooling system
■   Flexibly usable in various signage environment

no bLAckEnInG DEfEct

• Screen Size : 47”
• Panel Technology : IPS
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 2,000nit
• Contrast Ratio : 1,300 : 1 
• Dynamic CR : 500,000 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Auto Volume : Yes
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes
•  Sound Mode :  Standard, Music, Cinema, 

Sports, Game

AUdIO

• Bezel Width : 11.0mm
PhYSIcAL SPecIFIcAtIOn
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ShInE-out
■   Perfect fit for window display by reflecting away the sunlight for  

 best image visibility and clearer display under direct sunlight  
than conventional panel.

BLU PANEL

External Light
Source

Light from B/L
Conventional VX Series

Conventional

Over 85°C,
Blackening starts

By 110°C,
no blackening defect
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SPECIAL DISPLAY

vx SERIES SEMI-OUTDOOR

SPEcIfIcAtIonS

dIMenSIOn (UnIt : MM)

InterFAce

ShInE-out

vx30 
42f”/ 47f” 
• LCD (PD Panel)
• Brightness : 700nit 
• Shine-Out 
• No Blackening Defect (Tni : 110℃)
•  Media Player Integrated Solution 

(SuperSign Elite-w, Elite-w lite)
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4.

6
67
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42” 47”
• Screen Size : 42”, 47”
• Panel Technology : IPS
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 700nit
• Contrast Ratio : 1,200 : 1 
• Dynamic CR : 3,000 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Auto Volume : Yes
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes
•  Sound Mode :  Standard, Music, Cinema, 

Sports, Game

AUdIO

• Bezel Width : 16.9mm(42”), 17.9mm(47”)
PhYSIcAL SPecIFIcAtIOn

dIMenSIOn (UnIt : MM)

InterFAce

SPEcIfIcAtIonS

ShInE-out & EASY cuStoMIzAtIon

vx30Af 
47f” 
• LCD (PD Panel)
• Brightness : 700nit 
• Shine-Out 
• No Blackening Defect (Tni : 110℃)
•  Media Player Integrated Solution 

(SuperSign Elite-w, Elite-w lite)
• Easy Customization (Open Frame)
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• Screen Size : 47”
• Panel Technology : IPS
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Brightness : 700nit
• Contrast Ratio : 1,200 : 1 
• Dynamic CR : 3,000 : 1
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8 ms (G to G, *WOT)
       

PAneL

• Auto Volume : Yes
• Balance : Yes
• Audio Power : 20W (10W x 2)
• Speaker On/Off : Yes
• Clear Voice II : Yes
•  Sound Mode :  Standard, Music, Cinema, 

Sports, Game

AUdIO

• Bezel Width : 11.0mm
PhYSIcAL SPecIFIcAtIOn
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26TS30MF47TS30MF

49 50

TS SERIES
See the products inside the showcase with the LG’s Transparent displays. With Full HD, 
shine-out, superior color gamut and true color from IPS technology, TS series give you a 
joyful interaction. TS series’s thin LED panel on the front of the transparent display allows 
promotion images and animations to dynamically interact with the merchandise. Boost the 
advertisement effects with the TS series.

S P E c I A L
D I S P L A Y

trAnS-
PArent

vARIouS APPLIcAtIon foR uSAGE

Retail : Show Case, Promotion Tool Public Venue : Vending MachineMart : Cooler

Vivid Transparent Display
high contrast & full color                                                 TS SERIES

hIGh vISIbILItY
■   full hD (47tS30Mf)
High picture quality with 1,920 x 1,080 resolution

 

■  Superior color Gamut
With Superior Color Gamut, TS Series presents more 
clearer image.

■  true color (IPS)
LG IPS technology provides true vivid color than 
conventional display.

■ Shine-out (47tS30Mf)
Perfect fit for window display by reflecting away the 
sunlight for best image visibility and clearer display 
under direct sunlight than conventional panel.

EASY cuStoMIzAtIon 
oPEn fRAME
■  TS Series fits to any customer need and circum-
stance with its open frame. It can be designed 
according to customer request at an affordable 
price.

■  Flexible usage with landscape or portrait display 
according to the display environment.

LAnDScAPE & PoRtRAIt (47tS30Mf)

BLU PANEL

External Light
Source

Light from B/L
Conventional 47TS30MF

Portrait

Landscape

Conventional (HD) 47TS30MF (FHD)

VS

Conventional TS Series

VS

Conventional TS Series

VS
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SPECIAL DISPLAY

tS SERIES TRANSPARENT

SPEcIfIcAtIonS

hIGh cR & fuLL coLoR

26tS30Mf
26” 

dIMenSIOn (UnIt : MM)

609.5

413.26

71.5

8.8

15.6
15.6

609.5

413.26

71.5

8.8

15.6
15.6

• 1,366 x 768 (HD)
• High Contrast Ratio : 1,000 : 1 (Typ)
• Transmittance : 4.84% (Typ)
• Color Gamut : 68%
• Bezel : 71.5mm (T), 15.6mm (B / L / R)
• Easy Customization (Open Frame)
* Kiosks not provided by LGE  

• Screen Size : 26”
• Panel Technology : IPS
• Aspect Ratio : 16 : 9
• Native Resolution : 1,366 x 768 (HD)
• Transmittance : 4.84% (Typ)
• Contrast Ratio : 1,000 : 1 (Typ)
• Dynamic CR : N/A
• Viewing Angle (H x V) : 178 x 178
• Response Time : 8ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Bezel Width : 71.5mm (Top), 15.6mm (Bottom / Left / Right)
PhYSIcAL SPecIFIcAtIOn

SPEcIfIcAtIonS

47tS30Mf
47f” 

dIMenSIOn (UnIt : MM)

1165.9

17.46
17.46

663.3

59

106.76

8.8

°

1165.9

17.46
17.46

663.3

59

106.76

8.8

°

hIGh cR & fuLL coLoR

• 1,920 x 1,080 (FHD)
• High Contrast Ratio : 1,200 : 1 (Typ)
• Transmittance : 5.5% (Typ)
• Color Gamut : 72%
• Shine-Out (Anti Reflection Coating)
•  Bezel : 59 / 17.46 / 17.46 / 106.76mm (T / B / L / R)
•  Easy Customization (Open Frame)
* Kiosks not provided by LGE

• Screen Size : 47”
• Panel Technology : IPS
• Aspect Ratio : 16 : 9
• Native Resolution : 1,920 x 1,080 (FHD)
• Transmittance : 5.5% (Typ)
• Contrast Ratio : 1,200 : 1 (Typ)
• Dynamic CR : TBD
• Viewing Angle (H x V) : 178 x 178
• Response Time : 6ms (G to G, *WOT)
   *WOT : Within Operation Temperature

PAneL

• Bezel Width : 59mm (Top), 17.46mm (Bottom / Left), 106.76mm (Right)
PhYSIcAL SPecIFIcAtIOn



Screen Size

Panel Technology

Aspect Ratio

Native Resolution

Brightness

Contrast Ratio

Dynamic CR

Viewing Angle (H x V)

Response Time

Input (Rear) 

  Digital

  Analog

  Audio

  External Control

  USB

Output (Rear)

  Digital

  Analog

  Audio

  External Control

Audio

  Auto Volume

  Balance

  Audio Power

  Speaker On/Off

  Clear Voice II

  Sound Mode

Bezel Width

Monitor Dimension (W x H x D)

Weight (head)

Carton Dimensions  (W x H x D)

Packed Weight

VESATM Standard Mount Interface

Additional

Operation Temperature

Operation Humidity

Power Supply

Power Consumption

  Typical

  Smart Energy Saving on

  DPMS

  Power Off

Safety

EMC

ErP / Energy Star

Slot PC compatible (optional)

External Media player Attatchable

Supersign Compatibility

Included

Optional

   

* WOT : Within Operation Temperature
* The specification could be changed without prior notice.

47” Class (46.96” measured diagonal)

IPS (LED BLU)

16 : 9

1,920 x 1,080 (FHD)

450nit

1,300 : 1

50,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI(1), DVI-D(1), Display Port(1) with 

HDCP for all input

Component(1), Composite(1), RGB(1) 

(Shared with D-Sub)

RGB / DVI-D / AV / Component (3.5Φ 1)

RS232C(1), RJ45(1)

Yes(1)

DVI-D(1)

Component(1), Composite(1), RGB(1)  

(Shared with D-Sub)

External Speaker

RS232C(1)

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

28.0mm

110.2cm x 64.64cm x 3.74cm

17.5kg

118.1cm x 74.5cm x 12.4cm

21.5kg

400mm x 400mm

Smart Energy Saving, Multi-media play-

back, PIP/ PBP,  Temp Sensor, Auto 

Brightness Sensor, Tile mode (Up to 

5x5), ISM Method, Key Lock

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

120W(Typ), 

85W(SES)

1W (Set Only), 2W (With External Device)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “B”, VCCI, C-tick, CE, KCC

Yes / Yes (Energy Star 5.1)

No

Yes

Elite-w / Elite-w lite

Remote Controller, Power Cable, RGB 

Cable, Manual, ESG

AP-WX60 (Wall Mount), 

SP-2000 (Speaker), ST-200T (Stand)

47WS10

42” Class (42.02” measured diagonal)

IPS (LED BLU)

16 : 9

1,920 x 1,080 (FHD)

450nit

1,300 : 1

50,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI(1), DVI-D(1), Display Port(1) with 

HDCP for all input

Component(1), Composite(1), RGB(1) 

(Shared with D-Sub)

RGB / DVI-D / AV / Component (3.5Φ 1)

RS232C(1), RJ45(1)

Yes(1)

DVI-D(1)

Component(1), Composite(1), RGB(1) 

(Shared with D-Sub)

External Speaker

RS232C(1)

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

27.6mm

99.17cm x 58.43cm x 3.75cm

12.6kg

106.9cm x 71.5cm x 10.9cm

15.8kg

400mm x 400mm

Smart Energy Saving, Multi-media play-

back, PIP/ PBP,  Temp Sensor, Auto 

Brightness Sensor, Tile mode (Up to 

5x5), ISM Method, Key Lock

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

115W(Typ),

75W(SES)

1W (Set Only), 2W (With External Device)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “B”, VCCI, C-tick, CE, KCC

Yes / Yes (Energy Star 5.1)

No

Yes

Elite-w / Elite-w lite

Remote Controller, Power Cable, RGB 

Cable, Manual, ESG

AP-WX60 (Wall Mount), 

SP-2000 (Speaker), ST-200T (Stand)

42WS10

55” Class (54.64” measured diagonal)

IPS (LED BLU)

16 : 9

1,920 x 1,080 (FHD)

450nit

1,300 : 1

50,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI(1), DVI-D(1), Display Port(1) with 

HDCP for all input

Component(1), Composite(1), RGB(1) 

(Shared with D-Sub)

RGB / DVI-D / AV / Component (3.5Φ 1)

RS232C(1), RJ45(1)

Yes(1)

DVI-D(1)

Component(1), Composite(1), RGB(1)  

(Shared with D-Sub)

External Speaker

RS232C(1)

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

33.5mm

128.16cm x 75.24cm x 3.78cm 

21.8kg

135.4cm x 85.8cm x 15.9cm

26.8kg

400mm x 400mm

Smart Energy Saving, Multi-media play-

back, PIP/PBP, Temp Sensor, Auto 

Brightness Sensor, Tile mode (Up to 

5x5), ISM Method, Key Lock”

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

140W(Typ), 

95W(SES) 

1W (Set Only), 2W (With External Device)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “B”, VCCI, C-tick, CE, KCC

Yes / Yes (Energy Star 5.1)

No

Yes

Elite-w / Elite-w lite

Remote Controller, Power Cable, RGB 

Cable, Manual, ESG

AP-WX60 (Wall Mount), 

SP-2000 (Speaker), ST-200T (Stand)

55WS10

32” Class (31.50” measured diagonal)

IPS (LED BLU)

16 : 9

1,920 x 1,080 (FHD)

400nit

1,300 : 1 

500,000 : 1

178 x 178

16ms (G to G, *WOT)

HDMI(1), DVI-D(1) with 

HDCP for all input

RGB(1), Shared Component(1), AV(1)

RGB / DVI-D (3.5Φ 1)

RS232C(1), RJ45(1)

Yes(1)

No

No

External Speaker

No

No

Yes

20W (10W x2) 

Yes

Yes

Standard, Music, Cinema, Sports, Game

18.9mm (Top / Left / Right), 26mm (Bottom)

74.04cm  x 44.2cm  x 3.56cm

7.9kg

80.5cm x 11.5cm x 59.0cm

9.8kg

200mm x 200mm

Smart Energy Saving, 

Multi-media playback,

PIP/ PBP, Temp Sensor, Tile mode (Up to

5x5), ISM Method, Key Lock

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

65W(Typ), 

45W(SES) 

1W (Set Only)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “B”, VCCI, C-tick, CE, KCC

Yes / Yes (Energy Star 5.1)

No

Yes

Elite-w / Elite-w lite

Remote Controller, Power Cable, RGB 

Cable, Manual, ESG

LSW200AX (Wall Mount),

SP-2000 (Speaker), TBD (Stand)  

32WL30
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MAINSTREAM DISPLAY

SPEcIfIcAtIon LED

Screen Size

Panel Technology

Aspect Ratio

Native Resolution

Brightness

Contrast Ratio

Dynamic CR

Viewing Angle (H x V)

Response Time

Input (Rear) 

  Digital

  Analog

  Audio

  External Control

  USB

Output (Rear)

  Digital

  Analog

  Audio

  External Control

Audio

  Auto Volume

  Balance

  Audio Power

  Speaker On/Off

  Clear Voice II

  Sound Mode

Bezel Width

Monitor Dimension (W x H x D)

Weight (head)

Carton Dimensions  (W x H x D)

Packed Weight

VESATM Standard Mount Interface

Additional

Operation Temperature

Operation Humidity

Power Supply

Power Consumption

  Typical

  Smart Energy Saving on

  DPMS

  Power Off

Safety

EMC

ErP / Energy Star

Slot PC compatible (optional)

External Media player Attatchable

Supersign Compatibility

Included

Optional             

PAnEL

connEctIvItY

PhYSIcAL 
SPEcIfIcAtIon

PoWER

SPEcIAL 
fEAtuRES

EnvIRonMEnt 
conDItIonS

StAnDARD
(cERtIfIcAtIon)

MEDIA PLAYER 
coMPAtIbILItY

SoftWARE 
coMPAtIbILItY

AccESSoRY

PAnEL

connEctIvItY

PhYSIcAL 
SPEcIfIcAtIon

PoWER

SPEcIAL 
fEAtuRES

EnvIRonMEnt 
conDItIonS

StAnDARD
(cERtIfIcAtIon)

MEDIA PLAYER 
coMPAtIbILItY

SoftWARE 
coMPAtIbILItY

AccESSoRY

72” Class (72.07” measured diagonal)

IPS (LED BLU)

16 : 9

1,920 x 1,080 (FHD)

700nit

1,200 : 1 

500,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI(1), DVI-D(1), Display Port(1) with 

HDCP for all input

Component(1), Composite(1), RGB(1) 

(Shared with D-Sub)

RGB / DVI-D / AV / Component (3.5Φ 1)

RS232C(1), RJ45(1)

Yes(1)

DVI-D(1)

Component(1), Composite(1), RGB(1)  

(Shared with D-Sub)

External Speaker

RS232C(1)

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

38.7mm

167.74cm x 97.94cm x 10.07cm 

57.0kg

179.6cm x 109.8cm x 26.9cm (Head Only)

66.2kg (Head Only)

600mm x 400mm

Smart Energy Saving, Multi-media 

playback, PIP / PBP,  Temp Sensor, 

Auto Brightness Sensor, Tile mode 

(Up to 5x5), ISM Method, Key Lock

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

500W(Typ),

200W(SES)

1W (Set Only), 2W (With External Device)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “A”, VCCI, C-tick, CE, KCC

Yes / NA

No

Yes

Elite-w / Elite-w lite

Remote Controller, Power Cable, RGB 

Cable, Manual, ESG

AP-WX60 (Wall Mount)

72WS70

84” Class

IPS (LED BLU)

16 : 9

3,840 x 2,160 (Ultra HD)

500nit

1,400 : 1 (TBD)

500,000 : 1 (TBD)

178 x 178

12ms (TBD)

HDMI(2), DVI-D(1), Display Port(1) 

Composit(1), RGB(1)  

RGB / DVI-D / AV / Component (3.5Φ 1)

RS232C(1), RJ45(1), IR(1)

Yes(2)

DVI-D(1)

Component(1), Composite(1), RGB(1)  

(Shared with D-Sub)

External Speaker

RS232C(1), IR(1)

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

27.9mm

192.5cm x 111.1cm x 10.1cm 

TBD

TBD

TBD

600mm x 400mm

Smart Energy Saving, Temp Sensor, 

Auto Brightness Sensor, ISM Method,  

Key Lock 

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

350W(Typ),

200W(SES)

1W (Set Only), 2W (With External Device)

0.5W

UL, cUL, CB scheme, TUV (TBD)

FCC Class “A”, VCCI, C-tick, CE, KCC (TBD)

Yes / Yes (Energy Star 5.1) (TBD)

No

MP700, MP500 (PC Built-in Ready)

Elite-w 1.3 / Elite-w lite 1.3 / Elite-c 1.3

Remote Controller, Power Cable, RGB 

Cable, Manual, ESG 

 

Wall Mount, Speaker, Option Board (Box type) 

84WS70

* WOT : Within Operation Temperature
* The specification could be changed without prior notice.

47” Class (46.96” measured diagonal)

IPS (LED BLU)

16 : 9

1,920 x 1,080 (FHD)

700nit

1,300 : 1 (TBD)

500,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI(1), DVI-D(1), Display Port(1) with 

HDCP for all input

Component(1), Composite(1), RGB(1) 

(Shared with D-Sub)

RGB / DVI-D / AV / Component (3.5Φ 1)

RS232C(1), RJ45(1), IR(1)

Yes(1)

DVI-D(1)

Component(1), Composite(1), RGB(1)  

(Shared with D-Sub)

External Speaker

RS232C (1), IR(1)

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

11.5mm

107.18cm x 61.6cm x 3.1cm

15.7kg

119.7cm x 77.0cm x 14.0cm

19.4kg

400mm x 400mm

Smart Energy Saving, Multi-media 

playback, PIP / PBP, 

Temp Sensor, Tile mode (Up to 15x15), 

ISM Method, Key Lock

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

120W(Typ), 

85W(SES) 

1W (Set Only), 2W (With External Device)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “A”, VCCI, C-tick, CE, KCC

Yes / Yes (Energy Star 5.1)

Yes

No

Elite-w / Elite-w lite

Remote Controller, Power Cable, RGB 

Cable, Manual, ESG, IR Receiver

AP-WX60 / AP-WX70 (Wall Mount), 

SP-2000 (Speaker), ST-200T (Stand), MP500 (Media Player)

47WS50

42” Class (42.02” measured diagonal)

IPS (LED BLU)

16 : 9

1,920 x 1,080 (FHD)

700nit

1,500 : 1 (TBD)

500,000 : 1 (TBD)

178 x 178

8ms (G to G, *WOT)

HDMI(1), DVI-D(1), Display Port(1) with 

HDCP for all input

Component(1), Composite(1), RGB(1) 

(Shared with D-Sub)

RGB / DVI-D / AV / Component (3.5Φ 1)

RS232C(1), RJ45(1), IR(1)

Yes(1)

DVI-D(1)

Component(1), Composite(1), RGB(1)  

(Shared with D-Sub)

External Speaker

RS232C(1), IR(1)

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music. Cinema, Sports, Game

11.5mm

96.16cm x  55.45cm x 3.19cm 

13.6kg (TBD)

108.5cm x 74.0cm x 12.5cm 

16.5kg (TBD)

400mm x 400mm

Smart Energy Saving, Multi-media 

playback, PIP / PBP, 

Temp Sensor, Tile mode (Up to 15x15), 

ISM Method, Key Lock

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

115W(Typ), 

75W(SES) 

1W (Set Only), 2W (With External Device)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “A”, VCCI, C-tick, CE, KCC

Yes / Yes (TBD)

Yes

TBD

Elite-w / Elite-w lite

Remote Controller, Power Cable, RGB 

Cable, Manual, ESG, IR Receiver

AP-WX60 / AP-WX70 (Wall Mount), 

SP-2000 (Speaker), ST-200T (Stand)

42WS50



37” Class (37.01” measured diagonal)

IPS

16 : 9

1,920 x 1,080 (FHD)

500nit

1,500 : 1

10,000 : 1

178 x 178

5ms (G to G)

HDMI / DVI(1) with HDCP

Component(BNC 1), 

Composite(BNC 1), RGB(1)

RGB / DVI(3.5Φ 1), 

Component(RCA 1), 

Composite(RCA 1)

RS232C(1), RJ45(1)

Yes(1)

  

No

RGB (1), Composite (BNC 1)

Composite (RCA 1), External Speaker

RS232C(1)

Yes

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

53.7mm(Top / Bottom), 52.7mm(Left / Right)

92.8cm x 57.12cm x 11.25cm

17.86kg

101.5cm x 68.3cm x 25.3cm (Head Only)

100.4cm x 72.5cm x 25.3cm (Full Package)

17.86kg (Head Only), 23.84kg (Full Package)

600mm x 400mm

Temp. Sensor, USB playback, 

Tile mode (Up to 5x5), 

ISM Method, Key Lock

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

150W(Typ)

1W (RGB), 1W (HDMI / DVI)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “B”, VCCI, C-tick, CE, KCC

Yes / Yes (Energy Star 5.1)

No

Yes

Elite-s, eZ-net Manager

Remote Controller, Power Cable, 

RGB Cable, Manual, ESG

AP-WX60 (Wall Mount),

ST3710K (Stand), SP0000K (Speaker)

47” Class (46.96” measured diagonal)

IPS

16 : 9

1,920 x 1,080 (FHD)

500nit

1,300 : 1

3,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI / DVI(1) with HDCP

Composite(BNC 1), RGB(1)

RGB / DVI(3.5Φ 1), 

Composite(RCA 1)

RS232C(1), RJ45(1)

No

 

No

No

External Speaker

No

Yes

Yes

20W (10W x 2)

Yes

No

Clear Voice, Standard, Music, Cinema, Sports, Game, User

36mm

111.70cm x 66.10cm x 11.87cm

28.54kg 

120.3cm x 77.8cm x 33.2cm (Head Only)

140.6cm x 81.0cm x 30.0cm (Full Package)

31.27kg (Head Only), 37.62kg (Full Package)

800mm x 400 mm

Tile mode (Up to 5x5), 

ISM Method, Key Lock

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

260W(Typ)

1W (RGB), 2W (HDMI / DVI)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “B”, VCCI, C-tick, CE, KCC

Yes / Yes (Energy Star 5.0)

No

Yes

Elite-s, eZ-net Manager 

Remote Controller, Power Cable, 

RGB Cable, Manual, ESG

AP-WX60 (Wall Mount),

ST4710K (Stand), SP0000K (Speaker)

42” Class (42.02” measured diagonal)

IPS

16 : 9

1,920 x 1,080 (FHD)

500nit

1,300 : 1

3,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI / DVI(1) with HDCP

Composite(BNC 1), RGB(1)

RGB / DVI(3.5Φ 1), 

Composite(RCA 1)

RS232C(1)

No

No

No

External Speaker

No

Yes

Yes

20W (10W x 2)

Yes

No

Clear Voice, Standard, Music, Cinema, Sports, Game, User

30.4mm

99.56cm x 58.76cm x 11.37cm

17.76kg

112.0cm x 66.0cm x 28.5cm (Head Only)

133.0cm x 77.2cm x 25.7cm (Full Package)

21.96kg (Head Only), 26.07kg (Full Package)

600mm x 400mm

Tile mode (Up to 5x5), 

ISM Method, Key Lock

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

220W(Typ)

1W (RGB), 2W (HDMI / DVI)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “B”, VCCI, C-tick, CE, KCC

Yes / Yes (Energy Star 5.0)

No

Yes

Elite-s

Remote Controller, Power Cable, 

RGB Cable, Manual, ESG

AP-WX60 (Wall Mount),

ST4210K (Stand), SP0000K (Speaker)

Screen Size

Panel Technology

Aspect Ratio

Native Resolution

Brightness

Contrast Ratio

Dynamic CR

Viewing Angle (H x V)

Response Time

Input (Rear) 

  Digital

  Analog

  Audio

  External Control

  USB

Output (Rear)

  Digital

  Analog

  Audio

  External Control

Audio

  Auto Volume

  Balance

  Audio Power

  Speaker On/Off

  Clear Voice II

  Sound Mode

Bezel Width

Monitor Dimension (W x H x D)

Weight (head)

Carton Dimensions  (W x H x D)

Packed Weight

VESATM Standard Mount Interface

Additional

Operation Temperature

Operation Humidity

Power Supply

  Power Consumption

  Typical

  Smart Energy Saving on

  DPMS

  Power Off

Safety

EMC

ErP / Energy Star

Slot PC compatible (optional)

External Media player Attatchable

Supersign Compatibility

Included

Optional

Screen Size

Panel Technology

Aspect Ratio

Native Resolution

Brightness

Contrast Ratio

Dynamic CR

Viewing Angle (H x V)

Response Time

Input (Rear) 

  Digital

  Analog

  Audio

  External Control

  USB

Output (Rear)

  Digital

  Analog

  Audio

  External Control

Audio

  Auto Volume

  Balance

  Audio Power

  Speaker On/Off

  Clear Voice II

  Sound Mode

Bezel Width

Monitor Dimension (W x H x D)

Weight (head)

Carton Dimensions  (W x H x D)

Packed Weight

VESATM Standard Mount Interface

Additional

Operation Temperature

Operation Humidity

Power Supply

  Power Consumption

  Typical

  Smart Energy Saving on

  DPMS

  Power Off

Safety

EMC

ErP / Energy Star

Slot PC compatible (optional)

External Media player Attatchable

Supersign Compatibility

Included

Optional

PAnEL PAnEL

connEctIvItY connEctIvItY

PhYSIcAL 
SPEcIfIcAtIon

PhYSIcAL 
SPEcIfIcAtIon

PoWER PoWER

SPEcIAL 
fEAtuRES

SPEcIAL 
fEAtuRES

EnvIRonMEnt 
conDItIonS

EnvIRonMEnt 
conDItIonS

StAnDARD
(cERtIfIcAtIon)

StAnDARD
(cERtIfIcAtIon)

MEDIA PLAYER 
coMPAtIbILItY

MEDIA PLAYER 
coMPAtIbILItY

SoftWARE 
coMPAtIbILItY

SoftWARE 
coMPAtIbILItY

AccESSoRY AccESSoRY

M3704c 47vL10 M4210L

* WOT : Within Operation Temperature
* The specification could be changed without prior notice.

* WOT : Within Operation Temperature
* The specification could be changed without prior notice.
* M3704C is available until Q2 2013.

47” Class (46.96” measured diagonal)

IPS

16 : 9

1,920 x 1,080 (FHD)

700nit

1,200 : 1 

3,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI(1), DVI(1), Display Port(1)  with 

HDCP for all input

Component(1), AV(1), RGB(1) (Shared 

with D-Sub)

PC / AV / Component Audio In(1)

RS232C(1), RJ45(1)

Yes(1)

DVI-D(1)

Component(1), Composite(1), 

RGB(1)  (Shared with D-Sub)

External Speaker

RS232C

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

17.9mm

107.95cm x 62.46cm x 12.29cm

22.2kg

118.2cm x 74.3cm x 26.9cm

29.6kg

800mm x 400mm

Smart Energy Saving, Multi-media 

playback, PIP/ PBP, 

Temp Sensor, Tile mode (Up to 

15x15), ISM Method, Key Lock

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

180W(Typ), 

130W(SES)

1.0W (Set Only)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “B”, CE, KCC

Yes / Yes (EPA 5.1)

No

Yes

Elite-w / Elite-w lite

Remote Controller, Power Cable, 

RGB Cable,  Manual

AP-WX60 (Wall Mount), 

ST1000K (Stand), SP0000K (Speaker)

47vS20

42” Class (42.02” measured diagonal)

IPS

16 : 9

1,920 x 1,080 (FHD)

700nit

1,200 : 1

3,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI(1), DVI(1), Display Port(1)  with 

HDCP for all input

Component(1), AV(1), RGB(1) (Shared 

with D-Sub)

PC / AV / Component Audio In(1)

RS232C(1), RJ45(1)

Yes(1)

DVI-D(1)

Component(1), Composite(1), 

RGB(1)  (Shared with D-Sub)

External Speaker

RS232C

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

16.9mm

96.7cm x 56.1cm x 12.5cm

17.5kg

104.5cm  x 66.0cm  x 25.0cm

21.87kg

600mm x 400mm

Smart Energy Saving, Multi-media 

playback, PIP/ PBP, 

Temp Sensor, Tile mode (Up to 

15x15), ISM Method, Key Lock

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

170W(Typ), 

130W(SES)

1.0W (Set Only)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “B”, CE, KCC

Yes / Yes (EPA 5.1)

No

Yes

Elite-w / Elite-w lite

Remote Controller, Power Cable, 

RGB Cable,  Manual   

AP-WX60 (Wall Mount),  

SP0000K (Speaker), ST0000K (Stand)

42vS20

55” Class (54.64” measured diagonal)

IPS

16 : 9

1,920 x 1,080 (FHD)

700nit

1,300 : 1

3,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI (1), DVI(1), Display Port(1)  with 

HDCP for all input

Component(1), AV(1), RGB(1) (Shared 

with D-Sub)

PC / AV / Component Audio In(1)

RS232C(1), RJ45(1)

Yes(1)

DVI-D(1)

Component(1), Composite(1), 

RGB(1)  (Shared with D-Sub)

External Speaker

RS232C

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

18.9mm

125.1cm x 72.2cm x 10.4cm

34.5kg

135.6cm x 85.8cm x 27.6cm

43.4kg

800mm x 400mm

Smart Energy Saving, Multi-media 

playback, PIP/ PBP, 

Temp Sensor, Tile mode (Up to 

15x15), ISM Method, Key Lock

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

260W(Typ), 

160W(SES)

1.0W (Set Only)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “B”, CE, KCC

Yes / Yes (EPA 5.1)

No

Yes

Elite-w / Elite-w lite

Remote Controller, Power Cable, 

RGB Cable,  Manual

AP-WX60 (Wall Mount), 

ST1000K (Stand), SP0000K (Speaker)

55vS20

47” Class (46.96” measured diagonal)

IPS

16 : 9

1,920 x 1,080 (FHD)

500nit

1,300 : 1

20,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI / DVI(1) with HDCP

RGB / DVII(3.5Φ 1), 

Component(RCA 1), 

Composite(RCA 1)

RGB / DVI Audio, 

Component Audio(RCA), 

Composite Audio(RCA)

RS232C(1), RJ45(1)

Yes(1)

No

RGB(1), Composite (BNC 1)

Composite (RCA 1), External Speaker

RS232C(1)

Yes

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

36mm

111.70cm x 66.10cm x 11.87cm

28.80kg

120.3cm x 77.8cm x 33.2cm

31.53kg

800mm x 400mm

Temp. Sensor, USB playback, 

Tile mode (Up to 5x5), 

ISM Method, Key Lock

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

240W(Typ)

1W (RGB), 1W (HDMI / DVI)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “A”, CE, KCC

Yes / No

Yes

Yes

Elite-s, eZ-net Manager

Remote Controller, Power Cable, 

RGB Cable, Manual, ESG

AP-WX60 (Wall Mount),

ST4710K (Stand), SP0000K (Speaker)

47vS10

42” Class (42.02” measured diagonal)

IPS

16 : 9

1,920 x 1,080 (FHD)

500nit

1,300 : 1

40,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI / DVI(1) with HDCP

Component(BNC 1), 

Composite(BNC 1), RGB(1)

RGB/ DVI(3.5Φ 1) , 

Component(RCA 1), Composite(RCA 1)

RS232C(1), RJ45(1)

Yes(1)

No

RGB(1), Composite(BNC 1)

Composite(RCA 1), External Speaker

RS232C(1)

Yes

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

30.4mm

99.56cm x 58.76cm x 11.37cm

19.70kg

112.0cm x 66.0cm x 28.5cm

20.24kg

600mm x 400mm

Temp. Sensor, USB playback, 

Tile mode (Up to 5x5),

ISM Method, Key Lock

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

200W(Typ)

1W (RGB), 1W (HDMI / DVI)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “A”, CE, KCC

Yes / No

Yes

Yes

Elite-s, eZ-net Manager

Remote Controller, Power Cable, 

RGB Cable, Manual, ESG

AP-WX60 (Wall Mount),

ST4210K (Stand), SP0000K (Speaker)

42vS10

32” Class (31.50” measured diagonal)

VA

16 : 9

1,366 x 768 (WXGA)

450nit

3,000 : 1 (Typ)

20,000 : 1

178 x 178

6.5ms (G to G)

HDMI / DVI(1) with HDCP

Component(BNC 1), 

Composite(BNC 1), RGB(1)

RGB/ DV I(3.5Φ 1) , 

Component(RCA 1), Composite(RCA 1)

RS232C(1), RJ45(1)

Yes(1)

No 

RGB(1), Composite(BNC 1)

Composite(RCA 1), External Speaker

RS232C(1)

Yes

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

51.5mm

80.29cm x 49.30cm x 9.98cm

13.2kg

88.3cm x 57.8cm x 17.7cm

13.98kg

200mm x 200mm

Temp. Sensor, USB playback, 

Tile mode (Up to 5x5), 

ISM Method, Key Lock

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

100W(Typ)

1W (RGB), 1W (HDMI / DVI)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “A”, CE, KCC

Yes / No

Yes

No

Elite-s, eZ-net Manager

Remote Controller, Power Cable, 

RGB Cable, Manual, ESG

RW220 (Wall Mount), 

ST3210K (Stand), SP0000K (Speaker)

32vS10

65” Class (64.53” measured diagonal)

VA

16 : 9

1,920 x 1,080 (FHD)

700nit

5,000 : 1

10,000 : 1

178 x 178

8ms (G to G)

HDMI / DVI(1) with HDCP

Component(BNC 1), 

Composite(BNC 1), RGB(1)

RGB / DVI(3.5Φ 1) , 

Component(RCA 1), 

Composite(RCA 1)

RS232C(1), RJ45(1)

Yes(1)

No

RGB(1), Composite (BNC 1)

Composite (RCA 1), External Speaker

RS232C(1)

Yes

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

49.0mm

153.54cm x 90.76cm x 13.67cm

52kg

169.0cm x 103.0cm x 33.0cm (Head Only)

59.6kg (Head Only)

600mm x 400mm

Temp. Sensor, USB playback, 

Tile mode (Up to 5x5), 

ISM Method, Key Lock

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

420W(Typ)

1W (RGB), 1W (HDMI / DVI)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “B”, VCCI , C-tick, CE, KCC

Yes / NA

No

Yes

Elite-s, eZ-net Manager

Remote Controller, Power Cable, 

RGB Cable, Manual, ESG

AP-WX60 (Wall Mount)

 

65vS10

55 56

MAINSTREAM DISPLAY

SPEcIfIcAtIon LcD



* WOT : Within Operation Temperature
* The specification could be changed without prior notice.

Screen Size

Panel Technology

Aspect Ratio

Native Resolution

Brightness

Contrast Ratio

Dynamic CR

Viewing Angle (H x V)

Response Time

Input (Rear) 

  Digital

  Analog

  Audio

  External Control

  USB

Output (Rear)

  Digital

  Analog

  Audio

  External Control

Audio

  Auto Volume

  Balance

  Audio Power

  Speaker On/Off

  Clear Voice II

  Sound Mode

Bezel Width

Monitor Dimension (W x H x D)

Weight (head)

Carton Dimensions  (W x H x D)

Packed Weight

VESATM Standard Mount Interface

Additional

Operation Temperature

Operation Humidity

Power Supply

  Power Consumption

  Typical / Smart Energy Saving on

  DPM

  Power Off

Safety

EMC

ErP / Energy Star

Slot PC compatible (optional)

External Media player Attatchable

Supersign Compatibility

Included

Optional

PAnEL

connEctIvItY

PhYSIcAL 
SPEcIfIcAtIon

PoWER

SPEcIAL 
fEAtuRES

EnvIRonMEnt 
conDItIonS

StAnDARD
(cERtIfIcAtIon)

MEDIA PLAYER 
coMPAtIbILItY

SoftWARE 
coMPAtIbILItY

AccESSoRY

47” (46.97” measured diagonal)

IPS (LED BLU)

16 : 9

1,366 x 768 (HD), 

1,920 x 1,080 at Video Wall

800nit                              

1,400 : 1

500,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI / DVI with HDCP

RGB(1), Component(BNC, 1), 

AV(BNC, 1)

PC Audio In(1), AV / Component 

Audio(RCA,1)

RS232C(1), RJ45(1), IR Receiver(1)

Yes(1)

DVI-D(1)

RGB(1)

External Speaker(1)

RS232C(1)

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

3.9mm (Top / Left) / 2.4mm (Bottom / Right)

104.68cm x 59.16cm x 9.11cm

29kg

119.5cm x 75.0cm x 33.5cm

35kg

800mm x 400mm

Temp sensor, 15 x 15 Tile mode, 

2 types of Handle, Shine out, 

USB playback

0°C to 40°C

10% to 80%

100-240V~,  50/60Hz

180W(Typ), 110W(SES)

1.0W (RGB), 1.0W (HDMI)

0.5W

 

UL, c-UL, CB, TUV, KC 

FCC, CE, KCC,  VCCI, JQA

Yes / Yes (Energy Star 5.1)

No

Yes

Elite-w / Elite-w lite (Only Control)

Remote Controller, Power Cable, 

RGB Cable, DVI Cable, Manual,  

IR Receiver, RS-232C Cable,  

Tiling Guide, Screw, Ring Core,

WM-B840H (Wall Mount)

47Wv30

47” (46.97” measured diagonal)

IPS (LED BLU)

16 : 9

1,366 x 768 (HD), 

1,920 x 1,080 at Video Wall

500nit                              

1,400 : 1

500,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI / DVI with HDCP

RGB(1), Component(BNC, 1), 

AV(BNC, 1)

PC Audio In(1), AV/ Component 

Audio(RCA,1)

RS232C(1), RJ45(1), IR Receiver(1)

Yes(1)

DVI-D(1)

RGB(1)

External Speaker(1)

RS232C(1)

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

3.9mm (Top / Left) / 2.4mm (Bottom / Right)

104.68cm x 59.16cm x 9.11cm

29kg

119.5cm x 75.0cm x 33.5cm

35kg

800mm x 400mm

Temp sensor, 15 x 15 Tile mode, 

2 types of Handle, Shine out, 

USB playback

0°C to 40°C

10% to 80%

100-240V~,  50/60Hz

180W(Typ), 110W(SES)

1.0W (RGB), 1.0W (HDMI)

0.5W

 

UL, cUL, CB, TUV, KC 

FCC, CE, KCC

Yes / Yes (Energy Star 5.1)

No

Yes

Elite-w / Elite-w lite (Only Control)

Remote Controller, Power Cable, 

RGB Cable, DVI Cable, Manual,  

IR Receiver, RS-232C Cable,  

Tiling Guide, Screw, Ring Core, 

WM-B840H (Wall Mount)

47Wv30b

55F” (54.64” measured diagonal)

IPS (LED BLU)

16 : 9

1,920 x 1,080 (FHD)

800nit

1,400 : 1

500,000 : 1

178 x 178

8ms (G to G, *WOT)

 

DVI-D(1), HDMI(1), Display Port(1) with HDCP

RGB(1), Shared Component(1), 

AV(1)

PC Audio In(1)

RS232C(1), RJ45(1), IR Receiver(1)

Yes(1)

DVI-D(1)

RGB(1)

External Speaker(1)

RS232C(1)

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

3.4mm (Top / Left) / 1.9mm (Bottom / Right)

121.52cm x 68.6cm x 9.9cm

33.4kg

140.0cm x 80.5cm x 33.0cm

(Box outer size)

42.4kg

600mm x 400mm

Temp sensor, 15 x 15 Tile mode, 

2 pairs of Handle, Shine out, 

USB playback

0°C to 40°C

10% to 80%

100-240V~,  50/60Hz

210W(Typ), 120W(SES)

1.0W (RGB), 1.0W (HDMI)

0.5W

UL, cUL, CB, TUV, KC 

FCC, CE, KCC

Yes / Yes

No

Yes

Elite-w / Elite-w lite (Only Control)

Remote Controller, Power Cable,  

RGB Cable, DVI Cable, Manual,  

IR Receiver, RS-232C Cable,  

Tiling Guide, Screw, Ring Core

55Wv70

55” (54.64” measured diagonal)

IPS (LED BLU)

16 : 9

1,920 x 1,080 (FHD)

500nit

1,400 : 1

500,000 : 1

178 x 178

8ms (G to G, *WOT)

DVI-D(1), HDMI(1), Display Port(1) with HDCP

RGB(1), Shared Component(1), 

AV(1)

PC Audio In(1)

RS232C(1), RJ45(1), IR Receiver(1)

Yes(1)

DVI-D(1)

RGB(1)

External Speaker(1)

RS232C(1)

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

3.4mm (Top / Left) / 1.9mm (Bottom / Right)

121.5cm x 68.6cm x 9.9cm

33.4kg

140.0cm x 80.5cm x 33.0cm 

(Box outer size)

42.4kg

600mm x 400mm

Temp sensor, 15 x 15 Tile mode, 

2 pairs of Handle,USB Playback,

Hard coating (3H), Anti-glare treat-

ment of the front polarizer (Haze 10%)

0°C to 40°C

10% to 80%

100-240V~,  50/60Hz

160W(Typ), 90W(SES)

1.0W (RGB), 1.0W (HDMI)

0.5W

UL, c-UL, CB, TUV, KC

FCC, CE, KCC

Yes / Yes

No

Yes

Elite-w / Elite-w lite (Only Control)

Remote Controller, Power Cable, 

RGB Cable, DVI Cable, Manual,  

IR Receiver, RS-232C Cable,  

Tiling Guide, Screw, Ring Core

55Wv70b

55” (54.64” measured diagonal)

IPS (LED BLU)

16 : 9

1,920 x 1,080 (FHD)

450nit (2D) / 170nit (3D)

1,400 : 1 

500,000 : 1

178 x 178

8ms (G to G, *WOT)

DVI-D(1), HDMI(1), Display Port(1) with HDCP

RGB(1), Shared Component(1), 

AV(1)

PC Audio In(1)

RS232C(1), RJ45(1), IR Receiver(1)

Yes(1)

DVI-D(1)

RGB(1)

External Speaker(1)

RS232C(1)

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

3.4mm (Top / Left) / 1.9mm (Bottom / Right)

121.5cm x 68.6cm x 9.9cm

33.4kg

140.0cm x 80.5cm x 33.0cm 

(Box outer size)

42.4kg

600mm x 400mm

Temp sensor, 15 x 15 Tile mode, 

2 pairs of Handle, 

2D to 3D Converter

0°C to 40°C

10% to 80%

100-240V~,  50/60Hz

240W(Typ), 150W(SES)

1.0W (RGB), 1.0W (HDMI)

0.5W

UL, c-UL, CB, TUV, KC

FCC, CE, KCC

Yes / Yes (Energy Star 5.1)

No

Yes

Elite-w / Elite-w lite (Only Control)

Remote Controller, Power Cable, 

RGB Cable, DVI Cable, Manual,  

IR Receiver, RS-232C Cable,  

Tiling Guide, Screw, Ring Core, 3D Glass 

55Wv70MD
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SPECIAL DISPLAY

SPEcIfIcAtIon vIDEo WALL / StREtchED / touch

* WOT : Within Operation Temperature
* The specification could be changed without prior notice.

Screen Size

Panel Technology

Aspect Ratio

Native Resolution

Brightness

Contrast Ratio

Dynamic CR

Viewing Angle (H x V)

Response Time

Input (Rear) 

  Digital

  Analog

  Audio

  External Control

  USB

Output (Rear)

  Digital

  Analog

  Audio

  External Control

Audio

  Auto Volume

  Balance

  Audio Power

  Speaker On/Off

  Clear Voice II

  Sound Mode

Bezel Width

Monitor Dimension (W x H x D)

Weight (head)

Carton Dimensions  (W x H x D)

Packed Weight

VESATM Standard Mount Interface

Additional

Operation Temperature

Operation Humidity

Power Supply

  Power Consumption

  Typical / Smart Energy Saving on

  DPM

  Power Off

Safety

EMC

ErP / Energy Star

Slot PC compatible (optional)

External Media player Attatchable

Supersign Compatibility

Included

Optional

PAnEL

connEctIvItY

PhYSIcAL 
SPEcIfIcAtIon

PoWER

SPEcIAL 
fEAtuRES

EnvIRonMEnt 
conDItIonS

StAnDARD
(cERtIfIcAtIon)

MEDIA PLAYER 
coMPAtIbILItY

SoftWARE 
coMPAtIbILItY

AccESSoRY

38” (37.9” measured diagonal)

IPS

16 : 4

1,920 x 502

500nit                       

1,400 : 1

N/A

178 x 178

6ms (G to G)

HDMI(1) / DVI(1), Display Port(1) with HDCP

RGB(1)

PC Audio In(1)

RS232C(1), RJ45(1), External IR(1)

Yes(1)

DVI-D(1)

RGB(1)

External Speaker(1)

RS232C(1)

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

21mm (Top / Bottom), 20mm (Left / Right)

97.4cm x 28.8cm x 5.9cm

12.5kg

107.3cm x 45.4cm x 18.1cm

N/A

400mm x 200mm

0°C to 40°C

10% to 80%

100-240V~,  50/60Hz

90W(Typ) / TBD

1.0W (Set Only)

0.5W

 

UL, c-UL, CB, TUV

FCC, CE, C-tick

Yes / Yes (Energy Star 5.1)

No

Yes

Elite-w lite

Remote Controller, Power Cable, RGB Cable, 

Manual, IR Receiver

N/A

47” (46.96” measured diagonal)

IPS

16 : 9

1,920 x 1,080 (FHD)

500nit                       

1,300 : 1

20,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI / DVI(1) with HDCP

RGB / DVI(3.5Φ 1),  

Component(RCA 1), Composite(RCA 1)

RGB / DVI Audio,

Component(RCA 1),  Composite(RCA 1)

RS232C(1), RJ45(1)

Yes(1)

No

RGB(1), Composite(BNC 1)

Composite(RCA 1), External Speaker

RS232C(1)

Yes

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

34.2mm (Top / Bottom), 34.7mm (Left / Right)

111.65cm x 66.05cm x 12.37cm

38.14kg

140.6cm x 81.0cm x 30.0cm

42.46kg

800mm x 400mm

5 Point touch (for Windows 7),

Protection glass,

PC Built in Ready

0°C to 40°C

10% to 80%

100-240V~,  50/60Hz

250W(Typ)

1.0W (RGB), 1.0W (HDMI / DVI)

0.5W

 

UL, c-UL, CB, Scheme, TUV

FCC Class “A”, CE, KCC

Yes / No

Yes

Yes

Elite-s, eZ-net Manager 

Remote Controller, Power Cable, RGB Cable, 

Manual, ESG, USB Cable

No

29” (29.1” measured diagonal)

IPS

17 : 6

1,366 x 480

420nit                       

1,200 : 1

N/A

178 x 178

8ms (G to G)

HDMI / DVI(1) with HDCP

RGB(1)

N/A

RS232C(1), RJ45(1), External IR(1)

N/A

N/A

RGB(1)

N/A

RS232C(1)

N/A

N/A

N/A

N/A

N/A

N/A

28.9mm (Top / Bottom), 31.2mm (Left / Right)

76.34cm x 30.58cm x 8.68cm

11.0kg (24.25lb)

86.4cm x 44.7cm x 19.6cm

13.18kg

400mm x 200mm

5°C to 35°C

10% to 80%

100-240V~,  50/60Hz

80W(Typ)

1.0W (RGB), 1.0W (HDMI)

0.5W

 

UL, c-UL, CB, TUV, CCC

FCC, CE, C-tick

Yes / Yes (Energy Star 5.1)

No

Yes

Elite-s, eZ-net Manager 

Remote Controller, Power Cable, RGB Cable, 

Manual (CD)

N/A

38” (37.9” measured diagonal)

IPS

16 : 4

1,920 x 502

420nit                   

1,400 : 1

N/A

178 x 178

5ms (G to G)

HDMI / DVI(1) with HDCP

RGB(1)

N/A

RS232C(1), RJ45(1), External IR(1)

N/A

N/A

RGB(1)

N/A

RS232C(1)

N/A

N/A

N/A

N/A

N/A

N/A

25.7mm (Top / Bottom / Left / Right)

98.64cm x 29.94cm x 9.0cm

13.8kg(30.42lb)

108.7cm x 46.8cm x 19.6cm

16.35kg

400mm x 200mm

5°C to 35°C

10% to 80%

100-240V~,  50/60Hz

90W(Typ)

1.0W (RGB), 1.0W (HDMI)

0.5W

 

UL, c-UL, CB, TUV, CCC

FCC, CE, C-tick

Yes / Yes (Energy Star 5.1)

No

Yes

Elite-s, eZ-net Manager 

Remote Controller, Power Cable, RGB Cable, 

Manual (CD)

N/A

38WR50 47vt30M2901SM3801S



* WOT : Within Operation Temperature
* The specification could be changed without prior notice.

* WOT : Within Operation Temperature
* The specification could be changed without prior notice.

Screen Size

Panel Technology

Aspect Ratio

Native Resolution

Brightness

Contrast Ratio

Dynamic CR

Viewing Angle (H x V)

Response Time

Input (Rear) 

  Digital

  Analog

  Audio

  External Control

  USB

Output (Rear)

  Digital

  Analog

  Audio

  External Control

Audio

  Auto Volume

  Balance

  Audio Power

  Speaker On/Off

  Clear Voice II

  Sound Mode

Bezel Width

Monitor Dimension (W x H x D)

Weight (head)

Carton Dimensions  (W x H x D)

Packed Weight

VESATM Standard Mount Interface

Additional

Operation Temperature

Operation Humidity

Power Supply

  Power Consumption

  Typical / Smart Energy Saving on

  DPM

  Power Off

Safety

EMC

ErP / Energy Star

Slot PC compatible (optional)

External Media player Attatchable

Supersign Compatibility

Included

Optional

Screen Size

Panel Technology

Aspect Ratio

Native Resolution

Transmittance

Contrast Ratio

Dynamic CR

Viewing Angle (H x V)

Response Time

Input (Rear) 

  Digital

  Analog

  Audio

  External Control

  USB

Output (Rear)

  Digital

  Analog

  Audio

  External Control

Audio

  Auto Volume

  Balance

  Audio Power

  Speaker On/Off

  Clear Voice II

  Sound Mode

Bezel Width

Monitor Dimension (W x H x D)

Weight (head)

Carton Dimensions  (W x H x D)

Packed Weight

VESATM Standard Mount Interface

Additional

Operation Temperature

Operation Humidity

Power Supply

Power Consumption

  Typical / Smart Energy Saving on

  DPM

  Power Off

Safety

EMC

ErP / Energy Star

Slot PC compatible (optional)

External Media player Attatchable

Supersign Compatibility

Included

Optional

PAnEL PAnEL

connEctIvItY connEctIvItY 

PhYSIcAL 
SPEcIfIcAtIon

PhYSIcAL 
SPEcIfIcAtIon

PoWER PoWER

SPEcIAL 
fEAtuRES

SPEcIAL 
fEAtuRES

EnvIRonMEnt 
conDItIonS

EnvIRonMEnt 
conDItIonS

StAnDARD
(cERtIfIcAtIon)

StAnDARD
(cERtIfIcAtIon)

MEDIA PLAYER 
coMPAtIbILItY

MEDIA PLAYER 
coMPAtIbILItY

SoftWARE 
coMPAtIbILItY

SoftWARE 
coMPAtIbILItY

AccESSoRY
AccESSoRY

47” Class (46.96” measured diagonal)

IPS

16 : 9

1,920 x 1,080 (FHD)

700nit

1,200 : 1

3,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI(1), DVI(1), Display Port(1)  with HDCP  

for all input

Component(1), AV(1), RGB(1) 

(Shared with D-Sub)

PC / AV / Component Audio In(1)

RS232C(1), RJ45(1)

Yes(1)

DVI-D(1)

Component(1), Composite(1), 

RGB(1) (Shared with D-Sub)

External speaker

RS232C(1)

No

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

11.0mm (Module Bezel)

107.91cm x 62.42cm x 11.63cm

22.4kg

118.2cm x 74.3cm x 26.9cm

29.8kg

800mm x 400mm

Shine Out, Front cover less Open frame

0°C to 40°C

10% to 80%

100-240V~,  50/60Hz

180W(Typ) / 130W(SES)

1.0W (Set only)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “B”, CE, KCC

Yes / Yes (EPA 5.1)

No

Yes

Yes

Remote Controller, Power Cable, RGB Cable, 

Manual

AP-WX60 (Wall Mount)

ST1000K (Stand), SP0000K (Speaker)

47vx30Af

42” Class (42.02” measured diagonal)

IPS

16 : 9

1,920 x 1,080 (FHD)

500nit

1,300 : 1

3,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI / DVI(1) with HDCP

Component(BNC 1), Composite(BNC 1), 

RGB(1), S-Video(1)

RGB / DVI(3.5Φ 1), Component(RCA 1), 

Composite(RCA 1)

RS232C(1), RJ45(1), Wired IR(1)

No

No

RGB(1), Composite(BNC 1)

Composite(RCA 1), External Speaker

RS232C(1)

Yes

Yes

20W (10W x 2)

Yes

No

Clear Voice, Standard, Music, Cinema, Sports, Game, User

35.1mm

99.9cm x 59.14cm x 12.0cm

28.68kg

108.0cm x 70.0cm x 28.5cm (Head Only)

33.1kg (Head Only)

600mm x 400 mm

IR LED 2 Point Touch (Only Windows7 for 2 

Point), Windows XP /  Vista / 7 support, 

Protection glass, Cooling FAN

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

220W

1W (RGB), 2W (HDMI / DVI)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “B”, VCCI, C-tick, CE, KCC

Yes / Yes(Energy Star 5.0)

No

No

eZ-net Manager 

Remote Controller, Power Cable, RGB Cable, 

USB Cable, Manual, ESG 

AP-WX60 (Wall Mount)

M4214t

42” Class (42.02” measured diagonal)

IPS

16 : 9

1,920 x 1,080 (FHD)

700nit

1,200 : 1

3,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI(1), DVI(1), Display Port(1) with HDCP 

for all input

Component(1), AV(1), RGB(1) 

(Shared with D-Sub)

PC / AV / Component Audio In(1)

RS232C(1), RJ45(1)

Yes(1)

DVI-D(1)

Component(1), Composite(1), 

RGB(1) (Shared with D-Sub)

External Speaker

RS232C(1)

Yes

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

16.9mm

96.7cm x 55.98cm  x 12.37cm

18.64kg

104.5cm  x 66.0cm  x 25.0cm                                                                                                                                           

21.87kg

600mm x 400mm

Shine Out

0°C to 40°C

10% to 80%

100-240V~,  50/60Hz

170W(Typ) / 130W(SES)                                                                                                                                       

1.0W (Set only)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “B”, CE, KCC

Yes / Yes (EPA 5.1)

No

Yes

Yes

Remote Controller, Power Cable, RGB Cable, 

Manual

AP-WX60 (Wall Mount)

SP0000K (Speaker), ST0000K (Stand)

42vx30

47” Class (46.96” measured diagonal)

IPS

16 : 9

1,920 x 1,080 (FHD)

500nit 

1,300 : 1

3,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI / DVI(1) with HDCP

Component(BNC 1), Composite(BNC 1), 

RGB(1), S-Video(1)

RGB / DVI(3.5Φ 1) , Component(RCA 1), 

Composite(RCA 1)

RS232C(1), RJ45(1), Wired IR(1)

No

No

RGB(1), Composite(BNC 1)

Composite(RCA 1), External Speaker

RS232C(1)

Yes

Yes

20W (10W x 2)

Yes

No

Clear Voice, Standard, Music, Cinema, Sports, Game, User

35.7mm 

111.59cm x 66.05cm x 12.36cm

35.27kg

120.3cm x 77.8cm x 33.2cm (Head Only)

38.0kg (Head Only)

800mm x 400 mm

IR LED 2 Point Touch (Only Windows7 for 2 

Point), Windows XP /  Vista / 7 support, 

Protection glass, Cooling FAN

0 °C to 40 °C

10 % to 80 %

100-240V~,  50/60Hz

260W

1W (RGB), 2W (HDMI / DVI)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “B”, VCCI, C-tick, CE, KCC

Yes / Yes(Energy Star 5.0)

No

No

eZ-net Manager 

Remote Controller, Power Cable, RGB Cable, 

USB Cable, Manual, ESG 

AP-WX60 (Wall Mount)

M4716t

47” Class (46.96” measured diagonal)

IPS

16 : 9

1,920 x 1,080 (FHD)

700nit

1,200 : 1

3,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI(1), DVI(1), Display Port(1)  with HDCP  

for all input

Component(1), AV(1), RGB(1) 

(Shared with D-Sub)

PC / AV / Component Audio In(1)

RS232C(1), RJ45(1)

Yes(1)

DVI-D(1)

Component(1), Composite(1), 

RGB(1) (Shared with D-Sub)

External Speaker

RS232C(1)

Yes

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

17.9mm

107.95cm x 62.46cm x 12.29cm

22.2kg

118.2cm x 74.3cm x 26.9cm

29.6kg

800mm x 400mm

Shine Out

0°C to 40°C

10% to 80%

100-240V~,  50/60Hz

180W(Typ) / 130W(SES)                             

1.0W (Set only)

0.5W

UL, cUL, CB scheme, TUV

FCC Class “B”, CE, KCC

Yes / Yes (EPA 5.1)

No

Yes

Yes

Remote Controller, Power Cable, RGB Cable, 

Manual

AP-WX60 (Wall Mount)

SP0000K (Speaker), ST1000K (Stand)

47vx30

47” Class (46.96” measured diagonal)

IPS

16 : 9

1,920 x 1,080 (FHD)

2,000nit

1,300 : 1

500,000 : 1

178 x 178

8ms (G to G, *WOT)

HDMI(1), DVI(1), Display Port(1)  with HDCP  

for all input

Component(1), AV(1), RGB(1) 

(Shared with D-Sub)

PC / AV / Component Audio In(1)

RS232C(1), RJ45(1)

Yes(1)

DVI-D(1)

Component(1), Composite(1), RGB(1)  (Shared 

with D-Sub)

External Speaker

RS232C(1)

Yes

Yes

20W (10W x 2)

Yes

Yes

Standard, Music, Cinema, Sports, Game

11.0mm

107.08cm X 66.55cm x 15.7cm

23.9kg

118.2cm x 74.3cm x 26.9cm

29.1kg

N/A

Temp sensor,  Ambient sensor, 15 x 15 Tile 

mode, Shine out

Media Player intetgrated solution

0°C to 40°C

10% to 80%

100-240V~,  50/60Hz

240W(Typ) / 120W(SES)

1.0W (Set only)

0.7W

UR, cUR, CB scheme, TUV-Type

FCC Class “B”, CE, KCC

No

Yes

No

Elite-w / Elite-w lite

Remote Controller, Power Cable, RGB Cable,  

Manual

  

47Wx50Mf
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SPECIAL DISPLAY

SPEcIfIcAtIon touch / SEMI-outDooR / outDooR / tRAnSPAREnt

26” Class (26.01” measured diagonal)

IPS

16 : 9

1,366 x 768 (HD)

4.84% (Typ)

1,000 : 1 (Typ)

N/A

178 x 178

6ms (G to G, *WOT)

LVDS(1)

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

71.5mm (Top), 15.6mm (Bottom / Left / Right)

60.95cm x 41.33cm x 0.88cm

1.62kg

76.0cm x 63.5cm x 57.0cm

24.6kg

N/A

Color Gamut (68%)

0°C to 40°C

10% to 80%

N/A

2.7W (12V Input)                

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

CD Manual(1), Book Manual(1)

N/A

26tS30Mf

47” Class (46.96” measured diagonal)

IPS

16 : 9

1,920 x 1,080 (FHD)

5.5% (Typ)

1,200 : 1 (Typ)

TBD

178 x 178

8ms (G to G, *WOT)

LVDS(1)

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

59mm (Top), 17.46mm (Bottom / Left), 106.76mm (Right)

116.59cm x 66.33cm x 0.88cm

4.56kg 

133.0cm x 88.5cm x 57.0cm

55kg

N/A

Color Gamut (72%)

0°C to 40°C

10% to 80%

N/A

6.8W (12V Input)               

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

CD Manual(1)

N/A

47tS30Mf
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*The specification could be changed without prior notice.

SERIES

APPLIcAbLE 
SoftWARE

APPLIcAbLE 
MoDELS

Slot Type (Built-in)

nA2000
Slot Type (Built-in)

nA2100

SIGNAGE PLAYER

SPEcIfIcAtIon MEDIA PLAYER

Hybrid Type

MP500
Slot Type (Built-in)

nc2100
Box Type (Stand Alone)

nA1000
Box Type (Stand Alone)

nA1100
Box Type (Stand Alone)

nc1100

MP500

Microsoft® Windows® 
Embedded Standard (XP)

Microsoft® Windows® 
Embedded Standard 7P

Intel® Celeron® P4500 
Processor  Cache-L1 / L2 
/ L3 32K / 256K / 2M, 
1.86GHz, Intel® Core™ 
i5-520M Processor
3M Cache, 2.40GHz

Mobile Intel® QM57 
Express chipset

DDR3 1333 2GB 
(2,048MB) SODIMM type

SSD 8GB / 32GB / 64GB

Intel® 82577LM  Gigabit  
(10/100/1000Mbps) 

Ethernet PHY

(USB Port) Hi-Speed USB 
2.0 port 480Mbps rate (x4)

 

(Mini PCI-E Socket)  
supported 

(Serial Port) One external 
RS-232C Serial port

(Display Out) DP / HDMI

(LINE Out) Supported

260mm x 40.1mm x 275.9mm 

 

2.08kg (only Set)

Maximum Resolution 
1,920 x 1,080 @60Hz

Recommended Resolution 
1,920 x 1,080 @60Hz

Rated Voltage AC  
100-240V~, 50/60Hz, 1.8A

Under 1W 
(without WOL)

Under 50W  
(without Peripheral Device)

Operating Temperature -10℃ to 40℃

Operating Humidity 10% to 80%

Storage Temperature -20℃ to 60℃

Storage Humidity 5% to 95%

Elite-w / Elite-w lite

42WS50, 47WS50, 
47WX50

 
 
 
 

Model Name

EAN Code 
 
Operating System 
 
 

CPU 
 
 
 
 

Chip Set 

System memory 

Storage

LAN 
 

Input 

 

 

Output

Dimensions
(W x H x D)

Weight

Resolution 

 

Power 

Power  
Consumption (Off)

Power 
Consumption (Max)

Operating Conditions

 

 
 
 
 

NA2000

Microsoft® Windows® 
Embedded Standard (XP)

Microsoft® Windows® 
Embedded Standard 7P

Intel® Core™ i7-620M 
Processor  4M Cache, 

2.66GHz 
 
 

Mobile Intel® QM57 
Express chipset

DDR3 1066 2GB 
(2,048MB) SODIMM type

SSD 8GB / 32GB / 64GB

Intel® 82577LM  Gigabit  
(10/100/1000Mbps) 

Ethernet PHY

(USB Port) Hi-Speed USB 
2.0 port 480Mbps rate (x2)

 

(PCI Express Card Slot) 
supported

(Display Out) HDMI

99mm x 179mm x 28.5mm 
(only Set)

0.24kg (only Set)

Maximum Resolution 
1,920 x 1,080 @60Hz

Recommended Resolution 
1,920 x 1,080 @60Hz

Rated Voltage AC  
100-240V~, 50/60Hz, 1.2A

Under 1W 
(without WOL)

Under 50W 
(without Peripheral Device)

Operating Temperature -10℃ to 40℃

Operating Humidity 10% to 80%

Storage Temperature -20℃ to 60℃

Storage Humidity 5% to 95%

Elite-s / Elite-w / Elite-w lite

32VS10, 42VS10, 
47VS10

 
 
 
 
 

NA2100

Microsoft® Windows® 
Embedded Standard (XP)

Microsoft® Windows® 
Embedded Standard 7P

Intel®  Core™ i5-520M 
Processor 3M Cache, 

2.40GHz 
 
 

Mobile Intel® QM57 
Express chipset

DDR3 1066 2GB 
(2,048MB) SODIMM type

SSD 8GB / 32GB / 64GB

Intel® 82577LM Gigabit  
(10 / 100 / 1000Mbps) 

Ethernet PHY

(USB Port) Hi-Speed USB 
2.0 port 480Mbps rate (x2)

 

(PCI Express Card Slot) 
supported

(Display Out) HDMI

99mm x 179mm x 28.5mm 
(only Set)

0.24kg (only Set)

Maximum Resolution 
1,920 x 1,080 @60Hz

Recommended Resolution 
1,920 x 1,080 @60Hz

Rated Voltage AC  
100-240V~, 50/60Hz, 1.2A

Under 1W 
(without WOL)

Under 50W 
(without Peripheral Device)

Operating Temperature -10℃ to 40℃

Operating Humidity 10% to 80%

Storage Temperature -20℃ to 60℃

Storage Humidity 5% to 95%

Elite-s / Elite-w / Elite-w lite

32VS10, 42VS10, 
47VS10

 
 
 
 

NC2100

Microsoft® Windows® 
Embedded Standard (XP)

Microsoft® Windows® 
Embedded Standard 7P

Intel® Celeron® P4500 
Processor  Cache-L1 / L2 

L3 32K / 256K / 2M, 
1.86GHz 

 
 

Mobile Intel® QM57 
Express chipset

DDR3 1066 2GB
(2,048MB) SODIMM type

SSD 8GB / 32GB / 64GB

Intel® 82577LM Gigabit  
(10/100/1000Mbps)  

Ethernet PHY

(USB Port) Hi-Speed USB 
2.0 port 480Mbps rate (x2)

 

(PCI Express Card Slot) 
supported

(Display Out) HDMI

99mm x 179mm x 28.5mm 
(only Set)

0.24kg (only Set)

Maximum Resolution 
1,920 x 1,080 @60Hz

Recommended Resolution 
1,920 x 1,080 @60Hz

Rated Voltage AC  
100-240V~, 50/60Hz, 1.2A

Under 1W 
(without WOL)

Under 50W 
(without Peripheral Device)

Operating Temperature -10℃ to 40℃

Operating Humidity 10% to 80%

Storage Temperature -20℃ to 60℃

Storage Humidity 5% to 95%

Elite-s / Elite-w / Elite-w lite

32VS10, 42VS10, 
47VS10

 
 
 
 

NA1000

Microsoft® Windows® 
Embedded Standard (XP)

Microsoft® Windows® 
Embedded Standard 7P

Intel® Core™ i7-620M 
Processor  4M Cache, 

2.66GHz 
 
 
 

Mobile Intel® QM57 
Express chipset

DDR3 2GB  
(2048MB) SODIMM type

SSD 8GB / 32GB / 64GB

Intel® 82577LM Gigabit  
(10/100/1000Mbps) 

Ethernet PHY

(USB Port) Hi-Speed USB 
2.0 port 480Mbps rate (x4)

(4-in-1 Card) “Secure Digital 
(SD) / Multimedia Card 

(MMC /MMC4.0) / Memory 
Stick (MS /MS-Pro) / xD 

Memory Card” 

(PCI Express Card Slot) 
supported

(Serial Port) One external 
RS-232C Serial port

(Display Out) DP / D-SUB / HDMI

(LINE Out) Supported

250mm x 45mm x 220mm
 

1.56kg (only Set)

Maximum Resolution 
1,920 x 1,080 @60Hz

Recommended Resolution 
1,920 x 1,080 @60Hz

Rated Voltage AC  
100-240V~, 50/60Hz, 1.2A

Under 1W 
(without WOL)

Under 50W 
(without Peripheral Device)

Operating Temperature -10℃ to 40℃

Operating Humidity 10% to 80%

Storage Temperature -20℃ to 60℃

Storage Humidity 5% to 95%

Elite-s / Elite-w / Elite-w lite

42WS10, 47WS10, 
55WS10, 72WS70

 
42VS20, 47VS20, 55VS20, 

M3704C, 65VS10 
 

M4210L, 47VL10, 47WV30, 
55WV70, M2901S, M3801S

NA1100

Microsoft® Windows® 
Embedded Standard (XP)

Microsoft® Windows® 
Embedded Standard 7P

Intel®  Core™ i5-520M 
Processor  3M Cache, 

2.40GHz  
 
 
 

Mobile Intel® QM57 
Express chipset

DDR3 1066 2GB 
(2,048MB) SODIMM type,

SSD 8GB / 32GB / 64GB 

Intel® 82577LM Gigabit  
(10/100/1000Mbps) 

Ethernet PHY

(USB Port) Hi-Speed USB 
2.0 port 480Mbps rate (x4)

(4-in-1 Card) “Secure Digital 
(SD) / Multimedia Card 

(MMC /MMC4.0) / Memory 
Stick (MS /MS-Pro) / xD 

Memory Card” 

(PCI Express Card Slot) 
supported

(Serial Port) One external 
RS-232C Serial port

(Display Out) DP / D-SUB / HDMI

(LINE Out) Supported

250mm x 45mm x 220mm

 

1.56kg (only Set)

Maximum Resolution 
1,920 x 1,080 @60Hz

Recommended Resolution 
1,920 x 1,080 @60Hz

Rated Voltage AC  
100-240V~, 50/60Hz, 1.2A

Under 1W 
(without WOL)

Under 50W 
(without Peripheral Device)

Operating Temperature -10℃ to 40℃

Operating Humidity 10% to 80%

Storage Temperature -20℃ to 60℃

Storage Humidity 5% to 95%

Elite-s / Elite-w / Elite-w lite

42WS10, 47WS10, 
55WS10, 72WS70

 
42VS20, 47VS20, 55VS20, 

M3704C, 65VS10 
 

M4210L, 47VL10, 47WV30, 
55WV70, M2901S, M3801S

NC1100

Microsoft® Windows® 
Embedded Standard (XP)

Microsoft® Windows® 
Embedded Standard 7P

Intel® Celeron® P4500 
Processor  Cache-L1 / L2 
/ L3 32K / 256K / 2M, 

1.86GHz 
 
 
 

Mobile Intel® QM57 
Express chipset

DDR3 1066 2GB 
(2,048MB) SODIMM type,

SSD 8GB / 32GB / 64GB 

Intel® 82577LM Gigabit  
(10/100/1000Mbps) 

Ethernet PHY

(USB Port) Hi-Speed USB 
2.0 port 480Mbps rate (x4)

(4-in-1 Card) “Secure Digital 
(SD) / Multimedia Card 

(MMC /MMC4.0) / Memory 
Stick (MS /MS-Pro) / xD 

Memory Card” 

(PCI Express Card Slot) 
supported

(Serial Port) One external 
RS-232C Serial port

(Display Out) DP / D-SUB / HDMI

(LINE Out) Supported

250mm x 45mm x 220mm
 

1.56kg (only Set)

Maximum Resolution 
1,920 x 1,080 @60Hz

Recommended Resolution 
1,920 x 1,080 @60Hz

Rated Voltage AC 100-
240V~, 50/60Hz, 1.2A

Under 1W 
(without WOL)

Under 50W 
(without Peripheral Device)

Operating Temperature -10℃ to 40℃

Operating Humidity 10% to 80%

Storage Temperature -20℃ to 60℃

Storage Humidity 5% to 95%

Elite-s / Elite-w / Elite-w lite

42WS10, 47WS10, 
55WS10, 72WS70

 
42VS20, 47VS20, 55VS20, 

M3704C, 65VS10 
 

M4210L, 47VL10, 47WV30, 
55WV70, M2901S, M3801S

MEDIA PLAYER

oPERAtIon 
SPEcIfIcAtIon 

LG Electronics Magyar kft
H-1097, Budapest, Konyves Kalman krt. 3/A,
Hungary
Tel: 36-1-455-8830 | Fax: 36-1-216-3074

LG Electronics Romania S.R.L.
17-21 Bucuresti-Ploiesti Baneasa Center, 5th Floor
Bucharest, Romania
Tel: 40-21-233-2491 | Fax: 40-21-233-2478

LG Electronics cz, S.R.o
Zalty Andel - Nadrazni 23/344 151 34 Praha 5,
Czech Republic
Tel: 420-234-094-631

LG Electronics Moscow office(LGERu)
Capital Plaza 6~7th floor, 4, 4th Lesnoy Pereulok,
Moscow, 125047, Russia
Tel : 7-095-933-6522 | Fax : 7-095-933-6567

LG Electronics St. Petersburg office
Business Center ‘Neptun’, 3rd Floor St.Petersburg,
Russia
Tel : 7-812-320-2610 | Fax : 7-812-320-2611

LG Electronics vladivostok office
12th Floor 5a, Uborevicha, Str. Vladivostok,
690091, Russia
Tel : 7-4232-650-921 | 7-4232-650-924

LG Electronics Inc. kiev office
office 3-A, 3rd floor, 1 Dniprovsky Uzviz, 01010,
Kiev, Ukraine
Tel : 38-044-201-4352 | Fax : 38-044-210-
4373

LG Electronics Almaty kazakhstan
Molodezhnaya Street 2(A) Almaty, 480080,
Kazakhstan
Tel : 7-32-7275-8031 | Fax : 7-327-275-8290

LG Electronics Inc. tashkent office
3RD Floor, 89NUKUS STR, Tashkent, 700025,
Uzbekistan.
Tel : 998-71-120-6260 | Fax : 998-71-120-6223

LG Electronics Latvia SIA
Gredu Iela 4a, Riga, LV-1019
Tel : 371-731-1383 | Fax : 371-731-1338

LG Electronics Inc. Minsk office
Kozlov Lane, 7, 9th Floor, 220037, Minsk, Belarus
Tel : 375-17-2979456 | Fax : 375-17-2351994

LG Electronics Inc. chisinau office
36a (2nd floor), Bukuresti street, Chisinau,
Moldova
Tel : 373-22-26-0535 | Fax : 373-22-26-0537

LG Electronics u.S.A., Inc. (www.lgusa.com)
1000 Sylvan Avenue, Englewood Cliffs, NJ 07632,
U.S.A.
Tel: 1-201-816-2000 | Fax: 1-201-816-2188

cIS

nOrth & SOUth AMerIcA

LG Electronics u.S.A., Inc. (www.lgcommercial.
com)
2000 Millbrook Drive, Lincolnshire, IL 60069,
U.S.A.
Tel : 1-847-941-8737 | Fax : 1-847-941-8763

LG Electronics canada, Inc. (www.lge.ca)
550 Matheson BLVD.East, Mississauga,Ontario
L4Z 4G3, Canada
Tel: 1-905-568-6800 | Fax: 1-905-507-9149

LG Electronics Mexico S.A. De c.v.
Sor Juana Ines de la Cruz, No.555, Col. San
Lorenzo, Tlalnepantla, Estado de Mexico,
C.P.54033, Mexico
Tel: 52-555-321-1921 | Fax: 52-555-321-1929

LG Electronics Panama S.A.
Miami Office 8300 NW 53rd Street Suite# 302,
Doral, FL 33166
Tel: 1-305-477-1882

LG Electronics colombia Ltda.
Autopista Medellin Kilometro 1.8
Costado Sur-soko Industrial Torre B Bogota,
Colombia
Tel: 57-1-587-5454 | Fax: 57-1-587-6240, 6250

LG Electronics Peru, S.A.
Av. Republica de panama 3055, Piso 11, San
Isidro, Lima, Peru
Tel: 51-1-440-4500 | Fax: 51-1-421-0548

LG Electronics de Sao Paulo, Ltda.
Market Place Tower 2, Av. Dr Chucri Zaidan, 940-
3rd Floor, Vila Cordeiro, Sao Paulo-SP,
CEP04583-110
Tel: 55-11-2162-5454 | Fax: 55-11-2162-5600
LG Electronics Inc. chile. Limitada
Av.Presidente Riesco 5711, Piso 2, Las Condes,
Santiago, Chile
Tel: 56-2-438-6900

LG Electronics Argentina S.A.
Av. Del Libertador 498-Piso 22 (C1001ABR)-
Capital Federal, Argentina
Tel: 54-11-5352-5454

tehran office
No 53 Dastgerdi (Zafar) street, Dr. Shariati
Avenue, Tehran, Iran
TTel: 98-21-226-9705 | Fax: 98-21-226-9706

Jeddah office
Elegant House Building, Prince Abdullah Street
P.O. Box 10876, Jeddah 21443, KSA
Tel: 966-2-263-1740 | Fax: 966-2-263-1739

LG Electronics S.A. (Pty) Ltd.
LG House, Rand Airport Road, Raceway Industrial
Park Monte Carlo Drive, Gosforth Park, Germiston
1419 PO Box 973, Alberton 1450, South Africa
Tel: 27-11 323 8304, 27-73-447-9172
Fax: 27-11-822-5754

LG Electronics Egypt cairo
3/1 El Laselki Street With Palestine Street New
Maadi 2, Cairo, Egypt
Tel: 202-520-2827 | Fax: 202-754-7683

MIddLe eASt & AFrIcA 

LG Electronics Morocco
4th & 5th Floor on BLDG No 3&4, Zenith
Millenium, Sidi Maarouf, Lotissement Attaoufik,
Casablanca, Morocco
Tel: 212-2-297-3232 | Fax: 212-2-297-3288

karachi office
ST-8, 4th Floor, Tower-A Technology Park, Main
Shahrah-e-Faisal, Karachi-Pakistan
Tel: 92-21-278-7438~9 | Fax: 92-21-278-7463

tunis office
Immeuble Le Prince du Lac, Appartement No.1,
Rue du Lac Tourkana No.1, Les Berges du Lac,
Tunis, Tunisie
Tel: 216-71-861-060 | Fax: 216-71-861-081

LG Electronics Algiers office
214 Bois des Cars 2, Dely Ibrahim, Alger, Algerie,
LG Electronics Inc, Bureau d’Algerie
Tel: 213-21-484-177 | Fax: 213-21-60-6490

Lagos office
LG Electronics Nigeria Ltd.
65, Opebi Road, Ikeja, Lagos, Nigeria
Tel: 23-4-1894-5948

LG Electronics ticaret, A.S.
Kaptanpasa Mah. Piyalepasa Bulvari No:14
Okmeydani Sisli, Istanbul, Turkey
Tel : 90-212-444-6543

LG Electronics Gulf fzE
P.O. Box 61445, Jebel Ali, Dubai, U.A.E.
Tel: 971-4-8812191 | Fax: 971-4-8813995

LG Electronics Levent Ltd.
Abdoun, Princess Bassma Street, Near Darak
Directorate of diplomatic security, Issam Al-
Khateeb Complex , 1st floor, P.O. Box 930254
Amman, 11193, Jordan
Tel: 962-6-568-4309 | Fax: 962-6-565-2863

LG Electronics nairobi office
Westlands Office Park Waiyakiway Croud Floor
Acasia House P.O. Box 505, Nairobi
Tel : 25-420-445-1757

Israel office
11 Galgaley Haplada St. Herzeliya
46733, Israel
Tel: 972-9-954-9241 | Fax: 972-9-954-9242

LG Electronics Japan Inc.
Hon-Kan 9F, Akasaka Twin Towers 17-22, 2-
Chome, Akasaka, Minato-Ku, Tokyo, Japan
Tel: 813-3588-1912 | Fax: 813-3584-6855

LG Electrionics china
20th Floor, West Tower, Twin Towers, B-12,
Jianguomenwai Avenue, Chaoyang District,
Beijing 100022, PRC
Tel: 65631445

LG Electronics Austrailia PtY LtD.
2 Wonderland Drive, Eastern Creek, NSW 2766
Tel: 02-8805-4000 | Fax: 02-8805-4201

LG Electronics Australia Pty Ltd, new zealand
branch
Unit A 38 Highbrook Drive,East Tamaki, Auckland
NZ

ASIA

LG Electronics India Pvt Ltd.
Plot No.51, Udyog Vihar, Phase-2 Surajpur-Kasna
Road Greater, Noida U.P(201306), India
Tel: 91-9811-354-863

Yangon office
82-A(6) Inlay Yeiktha 7 1/2 Mile Pyay Rd.
Mayangone, Township, Yahgon
Tel: 95-1-211173 | Fax: 95-1-211184

LG Electronics Indonesia
One Pacific Place 11th Floor
SCBD J1. Jend. Sudirman Kav 52-53 Jakarta
Selatan 12190, Indonesia

LG Electronics vietnam co.Ltd
14Th Floor Hanoi Central office Building 448 LY
Thuong Kiet, Hanoi, Vietnam
Tel: 84-4-9345151 | Fax: 84-4-9345153-2

LG Electronics hochiminh office
6th Floor, Central Park Office B/D
208 Nguyen Trai Str., Dist. 1 Hochiminh, Vietnam
Tel : 84-8-925-886

LG MItR Electronics co. Ltd
84 Moo 12 Phatkasem Road Samut Sakorn
74310, Thailand
Tel: 662-260-8787 | Fax: 662-260-8800

LG Electronics thailand. It Sale Division
75/80-83 Richmond Bldg., 22nd Floor,
Sukhumvit 26, Klongtoey, Bangkok 10110
Tel: 66-81-684-5197

Axis Global technologies, Inc.
20 North Road Corner 3rd Avenue, Cubao,
Quezon City
Tel : 63-724-3340 loc 4302

LG Electronics Philippines. Inc.
No.15 F.Legaspi St., Maybunga 1607 Pasig City,
Philippines
Tel: 63-2-641-41/81~5

LG Electronics Singapore Pte LtD
6 Temasek Boulevard #10-01 Suntec Tower 4
Singapore 038986
Tel: 65-6-512-0546

LG Electronics hong kong
6F, 633 Building, 633 King’s Road North Point,
Hong Kong

LG Electronics taiwan taipei co., Ltd
7F, No. 47, Lane3, Jihu Road, NeiHu District,
Taipei City, Taiwan, R.O.C

LG Electronics Malaysia
A-08-01 Level 8, Block A, PJ8 No.23 Jalan
Barat, Seksyen 8 46050 Petaling Jaya Selangor
Darul Ehsan, Malaysia
Tel: 60-3-7962-7777

LG Electronics Inc.
LG Twin Towers, 20, Yeouido-dong,
Yeongdeungpo-gu, Seoul S.KOREA
Tel: 82-2-3777-1114

SOUth KOreA (hQ)

LG Electronics Deutschland GMbh
Jakob-Kaiser Strasse 12, 47877 Willich, Germany
Tel: 49-2154-492-181 | Fax: 49-2154-492-214

LG Electronics Italia S.P.A.
Via Dell’ Unione Europea, 20097, San Donato
Milanese(MI), Italy
Tel: 39-02-5180-1124 | Fax: 39-2-5776-0556

LG Electronics hellas S.A.
Ethnarhou Makariou St. Delta Paleo Faliro P.O.
Box 77331 GR17501 Paleo Faliro, Athens Greece
Tel: 30-210-9490-709 | Fax: 30-210-4800-510

LG Electronics france S.A.R.L
Paris Nord II 117, Avenue des Nations-B.P. 59372
Villepinte 95942 Roissy CDG CEDEX, France
Tel: 33-1-49-89-89-41 | Fax: 33-1-49-89-89-39

LG Electronics benelux
Krijgsman 1, 1186 DM Amstelveen, The
Netherlands
Tel: 31-20-456-3205

LG Electronics u.k. Ltd.
LG house 250 Bath Road, Slough, Berkshire SL1
4DX U.K.
Tel: 44-17-5349-1585 | Fax: 44-17-5369-3061

LG Electronics nordic Ab
P.O. Box 83 Esbogatan 18 SE-164 94 Kista,
Sweden
Tel: 46-8-5664-1540 | Fax: 46-8-5664-1599

LG Electronics norway
Lysaker Torg 15 Postboks 275 1326 Lysaker
Norge
Tel: 47-67-11-10-90 | Fax: 47-67-11-10-99

LG Electronics Denmark
Kalvebod Brygge 47 2 sal., 1560 Copenhagen V.,
Denmark
Tel: 45-70-25-06-80 | Fax: 45-70-25-06-81

LG Electronics finland
Ayritie 12 A 01510 Vantaa Suom
Tel: 358-4-249-0311 | Fax: 358-9-222-77-20

LG Electronics Espana S.A.
Complejo Europa Empresarial, Ctra. N-VI
Km 24, 28230, Las Rozas(Madrid), Spain
Tel: 34-91-2112-261 | Fax: 34-91-2112-257

LG Electronics Portugal S.A
Quinta da Fonte - Edificio D. Amelia Rua Vitor
Camara, 2 Piso 2, 2770-229 Paco de Arcos,
Portugal
Tel: 35-121-120-1069 | Fax: 35-121-120-2241

LG Electronics Austria GMbh
Office Campus Gasometer, Guglgasse 15,
Bauwerk 4a/Stock 5&6, A-1110 Wien, Austria
Tel: 43-1-74015-2006 | Fax: 43-1-99460-5629

LG Electronics Polska SP z.o.o
4F Passat Building, Al. Jerozolimskie 162A, 02-
342 Warszawa, Polska
Tel: 48-22-481-7310 | Fax: 48-22-606-1459
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