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HP ElitePad Mobile  
POS Charging Dock
The power tool for your Mobile POS Solution

Keep your HP ElitePad Mobile POS Solution1 charged and ready 
to go and expand its connectivity with the HP ElitePad Mobile 
POS Charging Dock.

USB ports at the ready
Connect to the retail peripherals you use most—or create a fixed workspace with your 
peripherals at the ready once you’ve parked the HP ElitePad Mobile POS Solution1 in the  
Dock—with four USB 2.0 ports, including a charging USB to keep select peripherals charged. 

Enable fast Ethernet and interactive customer service2

Check inventory, submit reports, take orders, and assist customers online with the dock’s 
Ethernet/LAN port. Headphone and microphone jacks support interactive communication  
and PC phone calls.2

Expand your view
Use the HDMI and VGA ports to project your HP ElitePad Mobile POS Solution1 content to a large 
display, add a second display for additional productivity or install a customer-facing display.1

Lock it down
Secure the HP ElitePad Mobile POS Charging Dock to another device with the optional  
HP Docking Station Cable Lock.1
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1 Sold separately.

2 Internet service required and sold separately.

HP ElitePad Mobile POS Charging Dock

SPECIFICATIONS

Dimensions 4.83 x 5.34 x 2.24 in (122.8 x 135.7 x 57 mm) 

Weight 1.48 lb (670 g) 

USB ports (3) USB 2.0 ports, (1) Power-USB 2.0 port 

Audio connectors Combo stereo/headphone jack

Other connectors (1) HDMI, (1) VGA, (1) RJ-45, (1) Smart AC adapter, (1) charge LED

Security features Security lock slot

Stand-alone power 
requirements

Normal Operating Voltage 19.5 V

Average Operating Power 8.5 W

Max Operating Power < 40 W

Temperature Operating
Non-operating

32° to 95° F (0° to 35° C)
4° to 140° F (-20° to 60° C)

Relative humidity Operating
Non-operating

10% to 90%, relative humidity 
5% to 90% relative humidity, 101.6° F (38.7° C) maximum wet bulb temperature

Altitude -50 to 10,000 ft (-15.24 to 3,048 m)

Non-operating -50 to 40,000 ft (-15.24 to 12,192 m)

Shock Operating
Non-operating

N/A 
200 G, 2 ms, half-sine

Random vibration Operating
Non-operating

N/A 
10-500 Hz, 1.0 grms

Option kit contents HP ElitePad Mobile POS Charging Dock, 40W Smart AC adapter, power cord, documentation

Compatibility HP ElitePad Mobile POS Solution
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