
Kantenschleifmaschine RS-2010
Edge sanding machine RS-2010

•  Kantenschleifmaschine in schwerer Stahlkon
struktion 

•  einfaches Umrüsten auf Furnierkantenschleifen 

•  pneumatische Bandspannung 

•  einzigartiger pneumatisch höhenverstellbarer 
Arbeitstisch 

•  stufenlos schwenkbares Schleifaggregat bis 45° 

•  digitale Anzeige 0 – 45° für das Schleifaggregat

•  zuschaltbare elektromotorische Oszillation 

•  stabiler Auflagetisch an der Umlenkrolle 

•  Vorschubkonsole 

•  Winkel und Gehrungsanschlag

•  edge sanding machine in robust steel frame 
construction 

•  easy changeover to veneeredge sanding

•  pneumatic tape swiveling 

•  unique pneumatic height adjustable table 

•  continuous swiveling sanding unit up to 45°

•  digital display 0 – 45° for sanding unit

•  switchable electromotive oscillation 

•  robust table at pulley 

•  feeding unit

•  square angle

Staubgeprüft (GS)  

HolzBGStuttgart

Dustproof as to  

GS / CE

Machinery  –  more than 50 years

www.rehnen.deMachinery – more than 50 years



Maschinenbau Rehnen GmbH
Gewerbegebiet A31 · D26892 Heede/Ems
Telefon +49 (0) 49 63 / 49 65
Telefax  +49 (0) 49 63 / 49 66
www.rehnen.de · info@rehnen.de

Kantenschleifmaschine RS-2010
Edge sanding machine RS-2010

Technische Daten:

Motorleistung ................................................................................  3 kW
Schleifbandmaß ...........................................................  200 × 2700 mm
Schleifbandgeschw. ............................................................... 22 m/sec.
Tischgröße .....................................................................  450 × 920 mm
Platzbedarf ................................................................  1200 × 2000 mm
Gewicht ......................................................................................  500 kg
Absaug Ø .........................................................................  120 × 80 mm

Technical data:

motor power ..................................................................................  3 kW
size of sanding belts ....................................................  200 × 2700 mm
speed of belt .......................................................................... 22 m/sec.
table size........................................................................  450 × 920 mm
required space ...........................................................  1200 × 2000 mm
weight ........................................................................................  500 kg
exhaustØ ........................................................................  120 × 80 mm


