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Introduction
Modern methods of centralising servers and other active elements necessitated changes  

in the way these devices are cooled and protected. The solution is the data centre.
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WHAT IS A DATA CENTRE
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Hot / cold aisle

Contained cold aisle

Closed modular solution

Floor feed

 

Floor feed with plenum return

DATACENTER COOLING PRINCIPLES

Our specialists will be glad to help you to choose the optimum solution for your needs.
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 DATA CENTRE DESIGN

 

 

 

 POWER DISTRIBUTION UNITS

 

When choosing the most appropriate solution we will be happy to advise you.
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RDA for data center

Datacenter version of RDA cabinets combines high loading capacity with the requirements  
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 1000 

 

 1000 

 READY FOR ROOF INSTALATION

 MULTIPOINT LOCKS

 

 HOOK-ON HINGES

 LOADING CAPACITY 1500 kg

 CABLE ENTRIES 
AT THE VERTICALS IN THE ROOF

 80 % DOOR PERFORATION

 JOINING OF CABINETS
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A B C D E

(mm)

1970 1868 487 600 800 116,3 110,2

1500

2105 2003 487 600 800 122,4 116,3

2194 2092 487 600 800 125,8 119,6

1970 1868 487 600 1000 131,3 124,8

2105 2003 487 600 1000 138,1 131,6

2194 2092 487 600 1000 141,9 135,4

1970 1868 487 600 1100 137,9 130,6

2105 2003 487 600 1100 144,9 137,6

2194 2092 487 600 1100 149,1 141,5

1970 1868 487 600 1200 144,0 136,4

2105 2003 487 600 1200 151,2 143,6

2194 2092 487 600 1200 155,3 147,6

1970 1868 687 800 800 131,5 124,4

2105 2003 687 800 800 137,8 130,6

2194 2092 687 800 800 141,3 134,1

1970 1868 687 800 1000 147,8 139,8

2105 2003 687 800 1000 154,8 146,7

2194 2092 687 800 1000 158,7 150,6

1970 1868 687 800 1100 153,8 146,1

2105 2003 687 800 1100 161,0 153,3

2194 2092 687 800 1100 165,2 157,3

1970 1868 687 800 1200 160,0 152,3

2105 2003 687 800 1200 167,4 159,5

2194 2092 687 800 1200 171,7 163,7

E

D

A

C

B

E

D

A

C

B

 1000 A3 A7

 19“ VERTICAL RAILS

 

 COOLING AIR INTAKE

 

 

 POWER DISTRIBUTION UNIT 
INSIDE OF CABINET FRAME

RDA FOR DATA CENTRES

TYPE Weight  
gross (kg)

Weight  
net (kg)

Maximum recom- 
mended load (kg)

R
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 DESCRIPTION, PURPOSE OF USE

 

 OPERATING CONDITIONS

 INSTALLATION OF THE CABINET

 ENVIRONMENTAL PROTECTION  

 

 CERTIFICATE AND CONFORMITY

 

RDA - Datacenter models A3 and A7 
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Data center - accessories
 

in installation, ease of operation and particular control of equipment cooling.
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PATCH FRAME
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 CABLE TRAY

 

 EASY ADMINISTRATION

 CABLE ENTRIES

 LARGE CAPACITY

 

 

 SOLUTION FOR CABINETS 
ON DUTY

Patch frame Height (U) Width (mm) Depth (mm) Double wing door

Cable tray Width (mm) Depth (mm)

P
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 SEPARATION FRAME WITHOUT OPENINGS

 DELIVERY AND INSTALLATION

 

 SEPARATION FRAME WITH OPENINGS
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SEPARATION FRAME

Type Width (mm) Heights (U) 19“ positions

NO

NO

NO

NO

NO

NO

YES

YES

YES
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 POWER  
DISTRIBUTION PANELS
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 RAX-ZV-X03-X1

 ADAPTER 23“/21“ A 21“/19“  RAX-ZV-X02-X1

 RAB-UP-X23-A1, RAC-UP-X23-A1 
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 RAX-DR-X11-X1
 

 RAX-ZV-X04-X1  PLASTIC MANAGEMENT RING

 RAX-DR-X12-X1
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 RAX-NZ-X30-X1
 

 RAB-VP-H10-X1

 REMOVABLE COVER
 

 EASY-CLIP BLANKING PANEL
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RA

 

DATA CENTER – HOT / COLD AISLE

 RAx-DT-Dxx-Xx  RAx-DT-Sxx-X1

Type Height (U)

Type Width of roof panel
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ATIZ

 

ADS 40

ADS 40

ADS 40

ADS 40

ADS 40

ADS 40

ATIZ

are ATIZ Company and MERO. We work closely with the ma-

distributor for the Czech Republic. We therefore offer a com-
plete delivery of both materials and installation. 

 

Type 

ADS 40 ADS 40/T-500 600 x 600 PVC Dynamic

ADS 40

ADS 40 ADS 40/T-500 600 x 600 PVC Dynamic electrostatic

ADS 40 ADS 40/T-1000 600 x 600 PVC Dynamic

ADS 40

ADS 40 ADS 40/T-1000 600 x 600 PVC Dynamic electrostatic

RAISED FLOORS
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MERO

5

5

5

5

 

 

 

 

ad

 

project documentation  

free of charge 

Type

5 5GB 38 600x600 PVC MERO ELAST 3000 steel

5 5GA 38 600x600 PVC MERO ELAST 2000 ALU foil

5 5GAA 38 600x600 ALU foil 3000 ALU foil

5
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 Instructions for Operation and Maintenance

1. Environment Parameters

2. Panel Lifting Handles

PANELS MUST NOT BE REMOVED WITH A SCREWDRIVER OR 
OTHER UNSUITABLE TOOL WHICH MAY DAMAGE THE PANEL. 

3. Removing the Panels

4. Laying the Panels

5. Removing and replacing Rows of Panels

1-3-5-7-.... / 2-4-6-8-.... .

AT THE SAME 
PLACE

6. Cutouts in the Panels

7. Disassembly

8. Installing Wiring

9. Moving Heavy Objects or Equipment across the  
Raised Floor

10. Special constructions
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 Instructions for Maintaining Surfaces

11. Carrying Capacity of Raised Floors

General Maintenance Rules

Damp cloths wiping 

 

ELECTROSTATICALLY CONDUCTIVE AND ANTI-STATIC SUR-
FACES.  

 

 

Cleaning products

 

Initial Treatment:

 

 

 

technology
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