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OLIVETTI d-Copia 1800MF/2200MF  

d-Copia 1800MF/2200MF/Technical/Brochure 

 

 Technical Data 

 General 

  
Engine Speed 1800MF: max. 18/8 pages per minute A4/A3 

2200MF: max. 22/10 pages per minute A4/A3 
Function Copy, print, Scan, Fax 
Print Technology Laser, mono component 
Warm-up time 17.2 seconds or less from power on 
Standard paper handling Paper cassette (64-105 g/m²): 

1800MF: 1x300 sheet 
 2200MF: 2x300 sheets 
Formats: A3, A4, A5, Ledger, Letter, Legal, 
Folio, Custom (98x148 mm to 297x432 mm) 

Output paper capacity 250 sheet face-down 
Power source AC 220-240 V. 50/60 Hz 
Power consumption Copy/print: 421W (1800MF) 

                        450W (2200MF) 
Stand-by: 63W 
Sleep mode: 6.2W 

Noise level  
(ISO 7779/9296) 

Copy/print: 65.3 dB(A) (1800MF) 
                        66.7 dB(A) (2200MF) 
Stand-by: 40 dB(A) 

Dimensions (W x D x H) 1800MF: 568 x 594 x 502 mm 
2200MF: 568 x 594 x 607 mm 

Weight 1800MF: 34 kg 
1800MF: 34 kg 

  
Consumables 
(6% covering) 

First equipment toner: approx.. 3,000 pages 
Standard toner: approx.. 15,000 pages 
Maintenance kit: approx. 150,000 pages 
 

 Copier 

  
Time to first copy 5.7 seconds or less 
Continuous copying 1-999 

 
Resolution 600 x 600 dpi, iptical 
  
Memory capacity Standard 64 MB (max. 192 MB) 
Max. original size A3 
Greyscales 256 levels 
Zoom range 25-400 % (in 1% steps) 
Exposure mode Auto, manal: 7 levels 
Image adjustments Text + photo, text, photo 
Digital copy features Energy save mode, interrupt copy, scan-once-print-many, electronic 

sort, rotate sort, rotate sort copy, automatic paper selection, suplex, 
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stapling, layout mode (2-in-1, 4-in-1), split copy, margin shift, border 
erase, ECOcopy mode, program key mode (10), department code (100)  

  
 Printer 
  
CPU 1800MF: PowerPC 440 MHz  

2200MF: PowerPC 500 MHz 
Memory Standard 128 MB, max. 1,152MB 
Resolution 600 x 600 dpi, optical (up to 2400 dpi)  
Emulations PCL 6 (5e/XL), KPDL 3 (PostScript 3 compatible) with Automatic 

Emulation Sensing (AES) KC-GL, Line-Printers, IBM Proprinter X24E, 
EPSON LQ-850, Diablo 630 
 

Network protocol TCP/IP, IPX/SPX, Apple Talk-Net Beui 
Fonts 80 outline fonts (PCL), 136 outline fonts (KPDL3), 1 bitmap font, 45 

types of one-dimensional bar codes, plus two-dimensional bar code 
PDF-417. 
 

Operating systems All current Windows operating systems, Mac S X Version 10.2 or higher, 
UNIX, Linux 

Interface Standard: USB 2.0 (High-speed), 
10Base-T/100Base-TX 
Optional: KUIO LV Option interface slot, 
CF card interface slot 

Print features eMPS-for quick copy, proof, and hold private print, storage and job 
management functionality with HD-5A hard disc drive, PDF direct printing 

  
 Scanner (Optional) 
Scan speed Max. 22 opm (600 dpi/A4) 
Scan resolution 600 dpi, 400 dpi, 300 dpi, 200 dpi (256 greyscales) 
Original recognition Text, photo, text + photo and OCR 
Maximum scan size A3 
Image format TIFF/PDF 
Network protocol TCP/IP 

 
Interface Ethernet 10/100Base-TX 

 
Bundle software Scanner file utility, Address book, Address editor, TWAIN Source, Scan to 

Mac 
Scan functionalities Scan-to-PC, scan-to-email, network TWAIN 
  
 Fax (Optional) 
Compatibility ITU-T super G3 
Compression method JBIG, MMR, MR, MH 
Modem speed Max. 33.6 kbps 
Transmission speed 
 

3 seconds or less (JBIG) 
 

Memory Standard 8 MB, expandable to 32 MB 
Fax features 
 

Network faxing optional (Scan System(F) B is required), rotate 
transmission, duplex fax reception, confidential, relay and bulletin 
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d-Copia 1800MF and 2200MF Multi-Function Digital Systems also known as the “Efficient Office 
Workers”.  Solutions to suit small and medium workgroups looking for reliable modular 
systems. 
Control Panel with rapid function access, three optiona paper trays and optional document 
finisher. Call us now to setup a meeting or E-mail us if you need to request pricing and 
availability.  

board transmission and reception, N-up reception, mailbox, remote 
diagnostics 
 

Software Fax Address Book, Fax Address Editor 
  
 Other Options 

Platen Cover (E) ITU-T super G3 
Reversing original feed 
(DP-420) 

Capacity: 50 sheets 
Format: A3-A5R, Folio 
Weight: 45-160 g/m² 

Paper cassettes Cassettes: max. 3 (1800MF) and max. 2 (2200MF) 
Capacity: 300 sheets 
Paper format: A3-A5R, Folio, Ledger-Statement-R 
 Paper weight: 64-105 g/m² 

Duplex unit 
 

Format: A3-A5R, Folio, Tabloid-Statement-R  
Paper weight: 64-105 g/m² 

Job separator Capacity: 100 sheets 
Format: A3-A5R, folio, Ledger-Statement-R 
Paper weights: 45-160 g/m² 

Document finisher Capacity: 500 sheets 
Paper format: A3-B5, Folio, Ledger-Statement-R 
Paper weight: 60-105 g/m² 
Stapling: 30 sheets, 1 position 

Memory 1 Additional slot for DIMM memory: 
Copy function: 64 MB or 128 MB 
Print function: 512 MB or 1 GB 
Fax function: 32 MB 

Hard disk drive 40 GB 
Cabinets 
 

2 versions: low and high 
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