
Enhanced Functional Features
• Support Fujitsu currency and third party coin 

handling devices into one, small secure 
platform for multitude of applications

• Available in single (Min) or multiple (Max)
component configurations

• UL business hours or 24-hour rated safe 
option with key or electronic combination 
locked enclosure to protect your cash and 
discourage theft

• Manufactured with heavy-duty galvannealed 
steel, with ruggedized slide rails to safely 
rack out/in components for service or 
replenishment.

• Available with Fujitsu’s robust SDK in 
middleware facilitating more rapid 
integration with your application software. 

• Can be manufactured or “wrapped” for 
promotional purposes allowing the unit to 
be customized for each customer.  

Benefits
• Investment protected as platform and all 

components 100% Fujitsu lifecycle managed.  

• Speed time to market and lower development 
costs by when using Fujitsu’s Software 
Development  Kit. 

• Moves OEM and integrators up the value 
chain by offering a near go-to-market-ready 
component 

• Add Fujitsu value-add components like the 
AIO PoS CPU or Impulse™ to provide a lower-
cost self-checkout, payment terminal or 
smart safe.  

• Allows OEMs and integrators to focus on what 
they do best: provide value add application 
software instead of the hassle of sourcing 
safes and enclosures  

• Integrate components in Fujitsu’s standard 
single or mulitple component enclosures or 
work with Fujitsu to produce your own 
custom design.  

Data Sheet 
Fujitsu Ventur™ 
Single/Multi Currency and Coin Handling System

Experience Better Currency/Coin Handling with Ventur
Contemporary, Compact, Modular Design with High Capacity, Versatility and User Guided LEDs

Data Sheet Fujitsu Ventur™
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Experience Better Currency/Coin Handling with Ventur 
Ventur is designed with Fujitsu legendary quality and reliability in mind. 
From the heavy-duty slide rails to ensure ease in racking in and out 
devices, to the ruggedness of the galvannealed steel enclosure, your 
investment will be well protected. 

If your program requirements change or grow in the future, so can the 
devices and components in Ventur.  The GSR50 cash recycler and the F53 
bill dispensing unit can be upgraded with a simple field visit.  
To protect what you put inside Venture you can choose a UL rated 
business hours or 24-hour rated safe and lock. You can select key lock, 
combination or electronic locks to manage access to your safe contents.  

Ventur Overview

Data Sheet Fujitsu Ventur™

To speed your solution to market and reduce your integration costs, 
you can leverage Fujitsu’s robust Software Development kit in   
middleware, proven to lower development costs and shorten go to 
market time by 70%.

If you are unsure about your program requirements, speak to a 
Fujitsu account manager.  He can leverage from a team of qualified 
experts who have over 35 years in the retail business.

Multi-device Ventur installed

with Fujitsu Impulse™ Convertible
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Ventur Specifications

Data Sheet Fujitsu Ventur™

Contact 
FUJITSU
Fujitsu Frontech North America Inc.
27121 Towne Centre Drive, Suite 100 Foothill Ranch, CA  92610  
877-766-7545
Website: http://www.fujitsu.com/us/oem/financial/atm
Venture-DS-110117
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Single Device (Min) Multiple Devices (Max)

Dimensions 312.4 x 723.9 x 746.8 624.84 x 675.64 x 746.76

Weight 106 kg approx. 113.398 kg approx.

Bill Transaction (Deposit) 20 bills G60; 50 bills GSR50 20 bills G60; 50 bills GSR50

Bill Transaction (Dispense) 
20 bills G60; 20 bills GSR50
up to 3,000* with F53

20 bills G60; 20 bills GSR50 
up to 3,000* with F53

Recycle Cassette Capacity 360 w/GSR50 1x120; up to 400 w/G60 360 w/GSR50 1x120; up to 400 w/G60

Coin Recycler Capacity (Option) N/A 1,345 coins

Coin Box Capacity (Option) GSR50 4,500* 3x1,500; G60 1,500 GSR50 4,500* 3x1,500; G60 1,500

Acceptable Media Max: 78mm x 166mm; Min: 60mm x 120 mm Max: 78mm x 166mm; Min: 60mm x 120 mm

Thickness mm 0.09~.020 (Approx.) 0.09~.020 (Approx.)

Total Capacities G60-1,900; GSR50-2,2400; F53-3.000 G60-1,900; GSR50-2,2400; F53-3.000

Coin N/A 1,345 coins

Interface Specifications
USB 2.0 Full Speed CEN XFS
RS-232 F53 and USB 2.0

USB 2.0 Full Speed CEN XFS
RS-232 F53 and USB 2.0

Electrical Reuirements 24V DC, 18A 24V DC, 18A

Temperature Relative Humidity
Operation: 0°C-50 °C; 0°C-40°C F53
Stop State: 8%-95%

Operation: 0°C-50 °C; 0°C-40°C F53
Stop State: 8%-95%

RoHS Compliance Yes Yes

UL Compliance Yes Yes

Fujitsu Frontech North America reserves the right to change specifications without notice

*Actual number of notes depends on fitness of currency, new versus used


