
 

 

Acer WirelessHD-Kit 
MWiHD1 

 

 

 

 

Want to break free from the limitations of cables? 

Paired with an Acer WirelessHD A/V kit (optional 

accessory), you can wirelessly project Full HD 1080P 

without compression. Even 3D content streams 

smoothly. WiHD gets rid of annoying cables and at 

the same time produces stunning image quality. 
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Easy setup 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 
 

 
 

 
 

Product Specifications 

Antennas 24 Antenna Array   
Data Transfer Rate Maximum of 1Gbps 
Frequency Band 60GHz   
Standard/ Core technology WirelessHD 60GHz 

Video/Audio 1080p/60f audio and video content with 4 Giga bit  

per second without compression  
Supported 3D Format Blu-ray 3D 
Power Consumption Max: 3.5W / Typical: 2.5W 
Operating Temperature  0 to 40°C ambient temperature 
Storage Temperature -20 ºC to 70 ºC ambient temperature 

Dimension Transmitter, MWiT1: 88x73x30mm 
Receiver, MWiR1: 99x28x17mm 

 

Acer 
Since its founding in 1976, Acer has achieved the goal of breaking the barriers between people and technology. Globally, Acer ranks No. 2 for notebook PCs.
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 A 

profitable and sustainable Channel Business Model is instrumental to the company's continuing growth, while its multi-brand approach integrates Acer, Gateway, 
Packard Bell, and eMachines brands in worldwide markets. Acer designs environmentally friendly products and has established a green supply chain through 
collaboration with suppliers. Acer is proud to be a Worldwide Partner of the Olympic Movement, including supporting the Vancouver 2010 Olympic Winter Games 
and London 2012 Olympic Games. The Acer Group employs 8,000 people worldwide. Revenues for 2010 reached US$19.9 billion. Visit www.acer-group.com for 
more information. 
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 Source: Gartner data Q3 2011. 

 

Insert receiver into projector. 

Enjoy seamless HD video! 
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Connect transmitter to video  
source devices. 
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