
S T R O N G  N A T U R E ,  S M A R T  P E R S O N A L I T Y



Powerful technology, reliable robustness.  

The POWER DAILY, combining outstanding sturdiness, reliabil ity 

and built on European quality standards, is engineered for peak 

performance in ever y condition of use , leveraging all available 

IVECO technology in terms of performance and safety. All of this, 

with impressive attention to detail , super ior comfor t, a distinguished 

design and after sales assistance within an ever expanding ser vice 

dealer network. Structurally der iving from IVECO heavy trucks, 

POWER DAILY is a champion in power, safety, technology and 

versatility , combining the flexibil ity of a complete range - van, 

chassis cab, minibus - with the advantages of rear-wheel dr ive , 

such as better thrust and a wide range of gear ratios to optimise 

performance . Available in 4 gross vehicle weight options, from 3.5 to 

5 tonnes, with single or twin rear wheels, the POWER DAILY can be 

personalised to fit the requirements of al l kinds of businesses, thanks 

to the many options in terms of power, wheelbase , height, volume 

and load capacity. With thousands of vehicles sold, the POWER 

DAILY has proved itself a professional at the ser vice of professionals 

in many ver y different and distant par ts of the wor ld, including Latin 

Amer ica, Afr ica, Middle East and Asia.
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CUSTOMIZATION
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the Perfect Mission starts here.

IVECO POWER DAILY expresses great  at tent ion to deta i l s , 

comfort and distinctive design , as  t r anspor t  profess iona ls 

wor ldwide have come to expect  f rom IVECO. 

The Min ibus ver s ion per fect ly  integr ates  exce l lent  d i s t r ibut ion 

of  interna l  space for  both dr iver  and passenger s . A l l  ver s ions are 

exper t ly  eng ineered to prov ide the idea l  dr iv ing env i ronment 

to guar antee f lu id and comfor table t r ave l l ing on ever y road 

condi t ion . The er gonomic dashboard i s  equ ipped with easy-

to-read instr uments  which , together wi th hydr au l ic  dr ive and 

gear sh i f t  lever  on the dashboard , contr ibute to l imi t  t i redness 

even wi th long d i s tance dr iv ing . The impress ive ar r ay of  equ ipment 

inc ludes e lectr ic  windows , r ad io/CD and a i r  condi t ion ing system.

The Chass i s  Cab ver s ion i s  per fect  for  jus t  about any type 

of  body mount ing . The Van ver s ion comes wi th rear  s ing le  or 

twin wheels , wi th a  generous ly  s i zed sliding door  a t  the s ide 

(ava i lable as  opt iona l )  and rear  door s  access  ensur ing f lex ib i l i ty 

and problem-free load ing . 

The POWER DAILY inter ior s  have been improved in  terms of 

comfor t  and funct iona l i ty  thanks to new opt ions for  ad just ing 

the seat  pos i t ions , seat  backs  and s teer ing wheels  (30mm in 

he ight) . ergonomic seats  and access ibly  p laced contro ls 

min imise dr iver  fa t igue , whi le  gett ing in  and out  i s  made 

qu ick and easy by the wide-opening door s and non-s l ip  s teps .  

The gear  lever  i s  a l so eas ier  to oper ate and less  intr us ive , mak ing 

cross  cab access  eas ier. In  order to of fer  opt ima l  s tor age and 

access ib i l i ty  for  wor k-tools , the cab has two d in compar tments . 

The POWER DAILY handles  and dr ives  jus t  l i ke a  car.
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trustable technology, reliable DriVeline. 

Manufactured in  l ine wi th each s tage of  the IVECO eng ineer ing 

process , IVECO POWER DAILY of fer s  the t r anspor t  profess iona l 

a  veh ic le  su i table for  a  lar ge number of  oper at ions , together 

wi th e f f i c ient  and f lex ible  iVeco technology .

I t s  2 .8 and 3 l i t re eng ines of fer  except iona l  f lex ib i l i ty  (wi th 

maximum torque becoming ava i lable at  low revs and remain ing 

constant  over a  wide r ange of  eng ine speeds) . Per formance i s 

therefore superb on a l l  miss ions . 

Great  re l iab i l i ty  and the eas i ly  access ible  ser v ice points  mean 

shor ter  down t imes and lower r unn ing costs .

engine range 

iVeco Power Daily is available with four different 

engines:

 2.8 l itre 105hP (78kw) euro 2

 2.8 litre 116hP (87kw) euro 2, both with mechanical 

injection pump easy to maintain. 

 2.8 litre 125hP (93kw) euro 3 with high performing and 

versatile Common Rail technology. 

 3.0 litre 143hP (107kw) euro 4 with dramatically top 

performer Common Rail engine. 

These different technical solutions provide low running costs, long-

lasting reliabil ity and easy maintenance . The gearbox is a 5 speed 

overdr ive with the added benefit of the gearshift lever being situated 

on the dashboard to ensure maximum dr iver comfor t.

2.8 rotary injection

2.8 rotary injection

2.8 eDc common rail

3.0 eDc common rail

engine eMission

Euro 2

Euro 2 116 269

Euro 3 125 285

Euro 4 143 327

Power (hP)

105 245
Van

Minibus

Van

Cab

Minibus

Van

Cab

Minibus

Van

Cab

Minibus

torque (nM) tyPe 36 series 39 series 42 series 50 series 
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Power Daily Van: KeeP on loaDing.

the Power Daily van combines high carrying 

capacity with maximum productivity:  robust  but  ag i le , 

powerfu l  but  economic , i t  o f fer s  the r ight  answer for  ever y load 

requ i rement . The POWER DAILY i s  ava i lable in  e i ther  the c lass ic 

s ing le-wheel  rear  ax le or  in  a  twin wheels  ver s ion that  per forms 

better  wi th heavy loads .

By combin ing d i f ferent  opt ions you can create your own “made 

to-measure” veh ic le :

 4 engines opt ions f rom 105 to 143HP

 5 speed manual gearbox;

 4 gross vehicle weight options,  2 internal  heights , 3 

wheelbases and 4 body lengths

 4 load capacities ( f rom 7 .6 to 15 .5m³) and a usefu l  pay load 

of  over 2 .3t 
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a

b

c

e

A = Roof height F = Height

H = HeightC = Dist. between wheel arches 

1690 1570

17101330 1030 1030 1030

2800 3310 3310 3950

1820 1480

2800 / 3310 / 3950

1820 1480

1940 1570

1710

100010002460 3115 3615 4500

B = Internal width G = Width

D= WheelbaseD= Wheelbase

I = WidthE = Internal Length

wheelbase 
(mm)

internal length 
(mm)

2800

3310

2460

3115

3610

44003950

h2 (1690mm) h3 (1940mm)

internal height

h

Dg

f

i

Dimensions of load compartment (mm) rear door Dimensions (mm)

sliding side door dimensions (mm)

h3 h3

h3twin wheels

h2 h2

h2single wheel

7.6 m3

Load Capacity 1320kg - GVW 3550kg

Load Capacity 1690kg - GVW from 3950 to 4200kg

Load Capacity 1630kg - GVW 4200kg

Load Capacity 2290kg - GVW 5000kg

10.9 m3

12.7 m3

15.5 m3



Power Daily chassis cab: 

MaKing light worK of heaVy Jobs.

The strength of  a  heavy t r uck wi th the ag i l i ty  o f  a  l i ght  veh ic le : 

the POWER DAILY chass i s  cab i s  unbeatable on constr uct ion 

s i tes , ag i le  around town and a fas t  mover on journeys . Ava i lable 

wi th e i ther  s ing le  or  twin wheels  back ax les , th i s  i s  a  veh ic le 

designed and built for hard work  ( for  jobs in  the 

constr uct ion industr y  there i s  a  crew cab ver s ion that  can host 

three more passenger s) . The chass i s  prov ides an idea l  base for 

f ixed and t ipp ing bodies , a l loy and re f r iger ated van bodies  and 

spec ia l  app l icat ions l i ke re fuse co l lect ion veh ic les , ambulances 

and recreat iona l  veh ic les . Str uctur a l  so l id i ty  i s  guar anteed by 

a beam chass i s  that  i s  made to las t  and provides  optimal 

support for all  types of  body . Th is  pr act ica l ly  des igned 

chass i s  i s  the favour i te of  body and equipment f i t ter s  as  i t 

prov ides a  complete ly  f l a t  upper sur face . 

the Power Daily of fers the best possible engine, 

powertrain and body solutions for all cab applications:

 3 engines opt ions f rom 116 to 143HP

 5 speed manual gearbox;

 2 gross vehicle weight options,  3 wheelbases for 

body lengths of up to 4500mm and useful  payloads of up to  

2 .9 tonnes ;

 rear axle semi-elliptical suspension system.
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Useful payload (kg)

Max. body length (mm)

GVW (kg)

Useful payload (kg)

Max. body length (mm)

GVW (kg)

Useful payload (kg)

Max. body length (mm)

GVW (kg)

2185

3580

4200

2955

4100

5000

2810

4500

5000

2090

3580

4200

2865

4100

5000

2720

4500

5000

-

-

-

2670

3450

5000

-

-

-

-

-

-

2580

3450

5000

-

-

-

wheelbase
(mm) chassis cab

cab & chassis lorry

crew cab chassis cab crew cab

3310

3600

3950



Power Daily Minibus: 

unriValleD Passenger transPort.

The Min ibus i s  o f fered wi th var ious seat ing and spec i f i cat ion 

configur at ions , f rom the bas ic  10 seats  ver s ion to the luxur y 19 

seats . The people t r anspor t  ver s ion of  IVECO POWER DAILY 

of fer s  the maximum of  comfor t  and interna l  equ ipment , together 

wi th a  var ied combinat ion of  door s , windows , interna l  he ights 

( f rom 1690mm  in  A36 model  to the 1940mm  in  A39, A42 and 

A50 models)  and seats  configur at ion . 

The same safety systems and r ich equipment offer ing of Cab and Van 

versions are included in the Minibus, with standard 2 point safety 

belts on exposed seats (optional 2 points for all other seats). 

tilting seats  complete wi th armrest  and headrest  ensure 

maximum of  comfor t  for  passenger seats . 

The A50 model  has  as  s tandard luggage r acks , emergency roof 

hatch , ind iv idua l  seat  l i ghts  and a i r  condi t ion ing d i s t r ibutor s .
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Minibus Passenger Doors / seats lay-out

MoDel a36 (standard)
Passengers capacity: 1 + 10 seats
Manual Passengers Door

MoDel a39 (standard)
Passengers capacity: 1 + 13 seats
Manual Passengers Door

MoDel a42 (optional)
Passengers capacity: 1 + 15 seats
Electric Passengers Door

MoDel a50 (optional)
Passengers capacity: 1 + 19 seats
Manual Passengers Door

MoDel a36 (optional)
Passengers capacity: 1 + 10 seats
Manual Passengers Door

MoDel a39 (optional)
Passengers capacity: 1 + 13 seats
Manual Passengers Door

MoDel a42 (optional)
Passengers capacity: 1 + 15 seats
Electric Passengers Door

MoDel a50 (optional)
Passengers capacity: 1 + 19 seats
Manual Passengers Door

MoDel a36 (standard)
Passengers capacity: 1 + 10 seats
sliding Passengers Door

MoDel a42 (standard)
Passengers capacity: 1 + 16 seats
Manual Passengers Door

MoDel a50 (standard)
Passengers capacity: 1 + 18 seats
Electric Passengers Door

MoDel a42 (optional)
Passengers capacity: 1 + 16 seats
Manual Passengers Door

MoDel a50 (optional)
Passengers capacity: 1 + 18 seats
Electric Passengers Door
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ENGINE (HP) 105 / 125 / 143 125 / 143 116 / 125 / 143 116 / 125 / 143

SEATS 10+1 13+1 16+1 18+1

WHEELBASE 2800 3310 3310 4180

MAXIMUM LENGTH 4845 5490 5990 7133

MAX. WIDTH 2000 2000 2000 2000

GVW (single wheel / twin wheels) 3550 / – 3950 / 4200 – / 4280 – / 5000

MIN. TURNING DIA. (m)                   10.7 12.1 12.1 14.5

MoDels a36 a39 a42 a50
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IVECO POWER DAILY comes wi th many d i f ferent  sa fety  features 

prov ing c lass  lead ing sa fety  leve ls  in  i t s  categor y.

The tr uck der ived chass i s  f r ame ensures h igh s t r uctur a l  r ig id i ty. 

The br ak ing system comes wi th f ront  and rear  d i sks . Addi t iona l ly, 

the sa fety  be l t s  and other technolog ica l  dev ices  for  act ive 

and pass ive protect ion assure both dr iver  and passenger of 

outstand ing sa fety  in  ever y dr iv ing condi t ion .

The abs  (Ant i lock Br ak ing System) i s  ava i lable as  an opt ion 

throughout the r ange .
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engineereD to succeeD.

The 2830.5 gearbox  i s  one of  the most  re l iable system a 

dr iver  cou ld des i re , s i lent , robust , prec i se . 

On the f ront  ax le : independent suspens ion wi th tor s ion bar s 

wi th hydr au l ic  shock absorber s . The rear  ax le i s  equ ipped with 

a  semi-elliptical suspension systems  in  order to enhance 

the comfor t .

F ina l ly, the chass i s  wi th “c-shaped” side members , tapered 

and with r iveted cross-p ieces , guar antees su f f i c ient  s turd iness 

for  any k ind of  configur at ion .



sPecialiseD technicians

a professional network to keep your vehicle in good 

running order.  IVECO wor kshops prov ide the manufacturer ’s 

qua l i ty  combined with the sk i l l  o f  techn ic ians  who know your 

veh ic le  l i ke no-one e l se . Spec ia l i sed d iagnost ic  and repa i r  tools 

such as  E .A .S .Y. and i t s  accessor ies  EasyScope & Easy Sk i te 

guar antee e f f i c iency and speed even in  ind i rect  ass i s tance 

miss ions (Te leser v ices) .

origin 100% iVeco

Each POWER DAILY veh ic le  can mainta in i t s  leve l s  o f  per formance 

exce l lence over t ime by us ing ORIGIN 100% IVECO, the or ig ina l 

spare par ts  ser v ice based on r igorous se lect ion of  mater ia l s  and 

suppl ier s  and s t r ic t  spec i f i c  test ing on ever y product .

iVeco is well aware that time is all-important to its 

customers. That ’s  why i t  has  an e f f i c ient , s tate-of - the-ar t 

Or ig ina l  Par ts  sourc ing and d is t r ibut ion system, which guar antees 

de l iver y of  the par t  you need with in 24 hour s , anywhere in  the 

wor ld , day or  n ight , 365 days a  year. On top of  th i s , the IVECO 

Shop accessor y l ine a l lows you to complete ly  customise your 

POWER DAILY in terms of  sa fety, pr act ica l i ty  and comfor t .
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custoMise your Power Daily to Meet all 

your inDiViDual neeDs.

Main aVailable oPtions Van cab Minibus

Full opening rear doors (180°) ¡ - -

Remote central lock ¡ ¡ ¡

Heated electrically adjustable rear view  mirrors ¡ ¡ ¡

Electrical windows • • •

Tinted windows - - ¡

Digital tachograph ¡ ¡ ¡

Power steering • • •

ABS ¡ ¡ ¡

Automatic air conditioning system • • •

3-way adjustable driver’s seat • • •

Dual passenger front seat • (**) • ¡ (*)

Air suspension driver seat • • •

Radio CD+MP3 • • •

Parking sensor ¡ - ¡

Fog light • • •

STANDARD = • OPTIONAL = ¡

20

NOT AVAILABLE = (*)  A36        (**)  V42, V50-
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abs ParKing sensorDigital tachograPh

heateD electric rear 
View  Mirrors

Dual Passenger seatfull oPening rear 
Doors (180°)
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2 . INTRODUCTION

4. COMFORT & ERGONOMICS

6. PERFORMANCE

8. VERSATIL ITY

16. SAFETY

18. RELIABIL ITY

19. SERVICES

20. CUSTOMIZATION

23. AVAILABLE COLOURS

24. STANDARD CONFIGURATION

follow us on:

www.iveco.com

C O N T E N T S

www.facebook.com/iveco www.youtube.com/iveco

The information and images contained in this catalogue are provided by way of example. At any time, and without previous warning,  
IVECO reserves the right to carry out modifications to website content, for any constructive or commercial reasons.



WHITE 
(STANDARD)

OPT 52413 
SKY BLUE

OPT 50164 
SPRING

OPT 52414 
METALLIC GREY

OPT 52416 
ORANGE

OPT 52415 
BORDEAUX RED

A V A I L A B L E  C O L O U R S
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S T A N D A R D  C O N F I G U R A T I O N

Model V36.10 V36.13 V36.15 V39.13 V39.15 V42.12 V42.13 V42.15 V50.12 V50.13 V50.15
Cab type Integral metal body Van with internal structure and stiffening ribs including cab and platform          
Seats 1+1 1+1 2+1 2+1
Dimensions (mm)
Wheelbase 2800 3310 3310 3950
Max. length 4845 5490 5990 6880
Max. width 2000 2000 2000 2000
Overall height (unladen) 2500 2780 (single wheel) 2790 (twin wheels) 2800 2850
Cargo area (mm)  
Internal length / width / height 2460 / 1820 / 1690 3115 / 1820 / 1940 3615 / 1820 / 1940 4500 / 1820 / 1940
Weights (kg)*    
GVW 3550 3950/4200 (twin wheels) 4200 5000 
Kerb weight total 2230 2440/2510 (twin wheels) 2570 2710  
Max. payload capacity 1320 1510/1690 (twin wheels) 1630 2290
Engine      4 stroke diesel, 4 Cyl in-line- Turbocharger with intercooler    
Total displacement (cm3) 2798 2798 2998 2798 2998 2798 2798 2998 2798 2798 2998
Maximum power [kW (HP) @ rpm] 78 (105) @ 3600 93 (125) @ 3600 107 (143) @ 3600 93 (125) @ 3600 107 (143) @ 360 87 (116) @ 3600 93 (125) @ 3600 107 (143) @ 3600 87 (116) @ 3600 93 (125) @ 3600 107 (143) @ 3600
Maximum torque [Nm (kgm) @ rpm] 245 (25) @ 1900 285 (29) @ 1900 327 (33) @ 1500 285 (29) @ 1900 327 (33) @ 1500 269 (27) @ 1900 285 (29) @ 1900 327 (33) @ 1500 269 (27) @ 1900 285 (29) @ 1900 327 (33) @ 1500
Emission Euro 2 Euro 3 Euro 4 Euro 3 Euro 4 Euro 2 Euro 3 Euro 4 Euro 2 Euro 3 Euro 4
Transmission      Sychromeshed manual transmission overdrive, gear shift lever on Dashboard  
Speeds n.      5+1  
Gear ratio      1: 4,994;2: 2.598; 3:1.522; 4:1,000; 5:0,778; R: 4,506 
Clutch      Single dry plate hydraulic 
Steering      Power assisted  
Axle/ suspensions: Front   Independent wheels with torsion bar (anti roll bar standard),  heavy duty hydraulic telescopic shock absorber
                          Rear      Semi elliptic leaf spring, heavy duty hydraulic telescopic shock absorber  
Braking systems      Hydraulic dual circuit front and rear  disc brake 
Chassis           
Tyres (6+1)  215/65R16     6.50R16C(twin wheels) 215/75R16(single wheel)   6.50R16C   6.50R16C
Min. turning dia. (m)                    10.7  12.1 12.1   13.9
Fuel tank (l)      93

Model 42.12 42.13 42.15 50.12 50.13 50.15 50.12 50.13 50.15 50.12 CREW CAB 50.13 CREW CAB
Cab type Semi advanced cab, monocoque in pressed steel  
Seats  2+1   2+1   2+1  3+2+1
Front passenger door  Manual   Manual   Manual  Manual
Dimensions (mm)           
Wheelbase  3310   3600   3950  3600
Max. length  5930   6425   6800  6425
Max. width  2000   2000   2000  2000
Overall height (unladen)  2250   2250   2250  2250
Cargo body  dimensions (mm) (opt.)           
Internal length / width / height  3580 / 1940 / 400   4100 / 1940 / 400   4500 / 1940 / 400  3450 / 1940 / 400
Weights (kg)*          
GVW  4200 4280  5000 5200  5000  5000
Kerb weight total  2015   2045   2190  2330
Max. payload capacity (W/o cargo body)  2185   2955   2810  2670
Engine      4 stroke diesel, 4 Cyl in-line- Turbocharger with intercooler  
Total displacement (cm3) 2798 2798 2998 2798 2798 2998 2798 2798 2998 2798 2798
Maximum power [kW (HP) @ rpm] 87 (116) @ 3600 93 (125) @ 3600 107 (143) @ 3600 87 (116) @ 3600 93 (125) @ 3600 107 (143) @ 3600 87 (116) @ 3600 93 (125) @ 3600 107 (143) @ 3600 87 (116) @ 3600 93 (125) @ 3600
Maximum torque [Nm (kgm) @ rpm] 269 (27) @ 1900 285 (29) @ 1900 327 (33) @ 1500 269 (27) @ 1900 285 (29) @ 1900 327 (33) @ 1500 269 (27) @ 1900 285 (29) @ 1900 327 (33) @ 1500 269 (27) @ 1900 285 (29) @ 1900
Emission Euro 2 Euro 3 Euro 4 Euro 2 Euro 3 Euro 4 Euro 2 Euro 3 Euro 4 Euro 2 Euro 3
Transmission      Sychromeshed manual transmission overdrive, gear shift lever on Dashboard      
Speeds n.      5+1     
Gear ratio      1: 4,994;2: 2.598; 3:1.522; 4:1,000; 5:0,778; R: 4,506     
Clutch      Single dry plate hydraulic     
Steering      Power assisted     
Axle / suspensions: Front     Independent wheels with torsion bar (anti roll bar standard),  heavy duty hydraulic telescopic shock absorber
                           Rear      Semi elliptic leaf spring, heavy duty hydraulic telescopic shock absorber     
Braking systems      Hydraulic dual circuit front and rear  disc brake    
Chassis           
Tyres (6+1)  6.50R16C   6.50R16C   6.50R16C  6.50R16C
Min. turning dia. (m)                    12.1   12.9   13.9  12.9
Fuel tank (l)      93     

Model A36.10 A36.13 A36.15 A39.13 A39.15 A42.12 A42.13 A42.15 A50.12 A50.13 A50.15
Cab type Integral metal body with internal structure and stiffening ribs including cab and platform          
Seats  10+1  13+1   16+1   18+1  
Front passenger door  Manual  Manual   Manual   Electric  
Rear door  Hatch door  Hatch door   Hatch door   Hatch door  
Dimensions (mm)           
Wheelbase  2800  3310   3310   4180  
Max. length  4845  5490   5990   7133  
Max. width  2000  2000   2000   2000  
Overall height (unladen)  2500  2770 (single wheel) 2790 (twin wheels) 2790  2740/2490   2875  
Passengers area (mm)           
Internal length / width / height  2460 / 1820 / 1690  3035 / 1820 / 1940   3610 / 1820 / 1940 - 1690   4500 / 1820 / 1940  
Weights (kg)*           
GVW  3550  3950/4200 (twin wheels)   4280   5000  
Kerb weight total  2435  2690/2750 (twin wheels)   2950   3350  
Max. payload capacity  1115  1260/1450 (twin wheels)   1330   1650  
Engine      4 stroke diesel, 4 Cyl in-line- Turbocharger with intercooler    
Total displacement (cm3) 2798 2798 2998 2798 2998 2798 2798 2998 2798 2798 2998
Maximum power [kW (HP) @ rpm] 78 (105) @ 3600 93 (125) @ 3600 107 (143) @ 3600 93 (125) @ 3600 107 (143) @ 3600 87 (116) @ 3600 93 (125) @ 3600 107 (143) @ 3600 87 (116) @ 3600 93 (125) @ 3600 107 (143) @ 3600
Maximum torque [Nm (kgm) @ rpm] 245 (25) @ 1900 285 (29) @ 1900 327 (33) @ 1500 285 (29) @ 1900 327 (33) @ 1500 269 (27) @ 1900 285 (29) @ 1900 327 (33) @ 1500 269 (27) @ 1900 285 (29) @ 1900 327 (33) @ 1500
Emission Euro 2 Euro 3 Euro 4 Euro 3 Euro 4 Euro 2 Euro 3 Euro 4 Euro 2 Euro 3 Euro 4
Transmission      Sychromeshed manual transmission overdrive, gear shift lever on Dashboard     
Speeds n.      5+1 
Gear ratio      1: 4,994;2: 2.598; 3:1.522; 4:1,000; 5:0,778; R: 4,506 
Clutch      Single dry plate hydraulic
Steering      Power assisted 
Axle / suspensions: Front     Independent wheels with torsion bar (anti roll bar standard),  heavy duty hydraulic telescopic shock absorber 
                            Rear     Parabolic (Semi elliptic for A36) leaf spring, heavy duty hydraulic telescopic shock absorber
Braking systems      Hydraulic dual circuit front and rear  disc brake 
Chassis           
Tyres (6+1)  215/65R16    215/75R16 (single wheel) 6.50R16C (twin wheels)   6.50R16C   6.50R16C  
Min. turning dia. (m)                   10.7   12.1  12.1   14.5  
Fuel tank (l)      93 

Van

chassis cab

Minibus



Model V36.10 V36.13 V36.15 V39.13 V39.15 V42.12 V42.13 V42.15 V50.12 V50.13 V50.15
Cab type Integral metal body Van with internal structure and stiffening ribs including cab and platform          
Seats 1+1 1+1 2+1 2+1
Dimensions (mm)
Wheelbase 2800 3310 3310 3950
Max. length 4845 5490 5990 6880
Max. width 2000 2000 2000 2000
Overall height (unladen) 2500 2780 (single wheel) 2790 (twin wheels) 2800 2850
Cargo area (mm)  
Internal length / width / height 2460 / 1820 / 1690 3115 / 1820 / 1940 3615 / 1820 / 1940 4500 / 1820 / 1940
Weights (kg)*    
GVW 3550 3950/4200 (twin wheels) 4200 5000 
Kerb weight total 2230 2440/2510 (twin wheels) 2570 2710  
Max. payload capacity 1320 1510/1690 (twin wheels) 1630 2290
Engine      4 stroke diesel, 4 Cyl in-line- Turbocharger with intercooler    
Total displacement (cm3) 2798 2798 2998 2798 2998 2798 2798 2998 2798 2798 2998
Maximum power [kW (HP) @ rpm] 78 (105) @ 3600 93 (125) @ 3600 107 (143) @ 3600 93 (125) @ 3600 107 (143) @ 360 87 (116) @ 3600 93 (125) @ 3600 107 (143) @ 3600 87 (116) @ 3600 93 (125) @ 3600 107 (143) @ 3600
Maximum torque [Nm (kgm) @ rpm] 245 (25) @ 1900 285 (29) @ 1900 327 (33) @ 1500 285 (29) @ 1900 327 (33) @ 1500 269 (27) @ 1900 285 (29) @ 1900 327 (33) @ 1500 269 (27) @ 1900 285 (29) @ 1900 327 (33) @ 1500
Emission Euro 2 Euro 3 Euro 4 Euro 3 Euro 4 Euro 2 Euro 3 Euro 4 Euro 2 Euro 3 Euro 4
Transmission      Sychromeshed manual transmission overdrive, gear shift lever on Dashboard  
Speeds n.      5+1  
Gear ratio      1: 4,994;2: 2.598; 3:1.522; 4:1,000; 5:0,778; R: 4,506 
Clutch      Single dry plate hydraulic 
Steering      Power assisted  
Axle/ suspensions: Front   Independent wheels with torsion bar (anti roll bar standard),  heavy duty hydraulic telescopic shock absorber
                          Rear      Semi elliptic leaf spring, heavy duty hydraulic telescopic shock absorber  
Braking systems      Hydraulic dual circuit front and rear  disc brake 
Chassis           
Tyres (6+1)  215/65R16     6.50R16C(twin wheels) 215/75R16(single wheel)   6.50R16C   6.50R16C
Min. turning dia. (m)                    10.7  12.1 12.1   13.9
Fuel tank (l)      93

Model 42.12 42.13 42.15 50.12 50.13 50.15 50.12 50.13 50.15 50.12 CREW CAB 50.13 CREW CAB
Cab type Semi advanced cab, monocoque in pressed steel  
Seats  2+1   2+1   2+1  3+2+1
Front passenger door  Manual   Manual   Manual  Manual
Dimensions (mm)           
Wheelbase  3310   3600   3950  3600
Max. length  5930   6425   6800  6425
Max. width  2000   2000   2000  2000
Overall height (unladen)  2250   2250   2250  2250
Cargo body  dimensions (mm) (opt.)           
Internal length / width / height  3580 / 1940 / 400   4100 / 1940 / 400   4500 / 1940 / 400  3450 / 1940 / 400
Weights (kg)*          
GVW  4200 4280  5000 5200  5000  5000
Kerb weight total  2015   2045   2190  2330
Max. payload capacity (W/o cargo body)  2185   2955   2810  2670
Engine      4 stroke diesel, 4 Cyl in-line- Turbocharger with intercooler  
Total displacement (cm3) 2798 2798 2998 2798 2798 2998 2798 2798 2998 2798 2798
Maximum power [kW (HP) @ rpm] 87 (116) @ 3600 93 (125) @ 3600 107 (143) @ 3600 87 (116) @ 3600 93 (125) @ 3600 107 (143) @ 3600 87 (116) @ 3600 93 (125) @ 3600 107 (143) @ 3600 87 (116) @ 3600 93 (125) @ 3600
Maximum torque [Nm (kgm) @ rpm] 269 (27) @ 1900 285 (29) @ 1900 327 (33) @ 1500 269 (27) @ 1900 285 (29) @ 1900 327 (33) @ 1500 269 (27) @ 1900 285 (29) @ 1900 327 (33) @ 1500 269 (27) @ 1900 285 (29) @ 1900
Emission Euro 2 Euro 3 Euro 4 Euro 2 Euro 3 Euro 4 Euro 2 Euro 3 Euro 4 Euro 2 Euro 3
Transmission      Sychromeshed manual transmission overdrive, gear shift lever on Dashboard      
Speeds n.      5+1     
Gear ratio      1: 4,994;2: 2.598; 3:1.522; 4:1,000; 5:0,778; R: 4,506     
Clutch      Single dry plate hydraulic     
Steering      Power assisted     
Axle / suspensions: Front     Independent wheels with torsion bar (anti roll bar standard),  heavy duty hydraulic telescopic shock absorber
                           Rear      Semi elliptic leaf spring, heavy duty hydraulic telescopic shock absorber     
Braking systems      Hydraulic dual circuit front and rear  disc brake    
Chassis           
Tyres (6+1)  6.50R16C   6.50R16C   6.50R16C  6.50R16C
Min. turning dia. (m)                    12.1   12.9   13.9  12.9
Fuel tank (l)      93     

Model A36.10 A36.13 A36.15 A39.13 A39.15 A42.12 A42.13 A42.15 A50.12 A50.13 A50.15
Cab type Integral metal body with internal structure and stiffening ribs including cab and platform          
Seats  10+1  13+1   16+1   18+1  
Front passenger door  Manual  Manual   Manual   Electric  
Rear door  Hatch door  Hatch door   Hatch door   Hatch door  
Dimensions (mm)           
Wheelbase  2800  3310   3310   4180  
Max. length  4845  5490   5990   7133  
Max. width  2000  2000   2000   2000  
Overall height (unladen)  2500  2770 (single wheel) 2790 (twin wheels) 2790  2740/2490   2875  
Passengers area (mm)           
Internal length / width / height  2460 / 1820 / 1690  3035 / 1820 / 1940   3610 / 1820 / 1940 - 1690   4500 / 1820 / 1940  
Weights (kg)*           
GVW  3550  3950/4200 (twin wheels)   4280   5000  
Kerb weight total  2435  2690/2750 (twin wheels)   2950   3350  
Max. payload capacity  1115  1260/1450 (twin wheels)   1330   1650  
Engine      4 stroke diesel, 4 Cyl in-line- Turbocharger with intercooler    
Total displacement (cm3) 2798 2798 2998 2798 2998 2798 2798 2998 2798 2798 2998
Maximum power [kW (HP) @ rpm] 78 (105) @ 3600 93 (125) @ 3600 107 (143) @ 3600 93 (125) @ 3600 107 (143) @ 3600 87 (116) @ 3600 93 (125) @ 3600 107 (143) @ 3600 87 (116) @ 3600 93 (125) @ 3600 107 (143) @ 3600
Maximum torque [Nm (kgm) @ rpm] 245 (25) @ 1900 285 (29) @ 1900 327 (33) @ 1500 285 (29) @ 1900 327 (33) @ 1500 269 (27) @ 1900 285 (29) @ 1900 327 (33) @ 1500 269 (27) @ 1900 285 (29) @ 1900 327 (33) @ 1500
Emission Euro 2 Euro 3 Euro 4 Euro 3 Euro 4 Euro 2 Euro 3 Euro 4 Euro 2 Euro 3 Euro 4
Transmission      Sychromeshed manual transmission overdrive, gear shift lever on Dashboard     
Speeds n.      5+1 
Gear ratio      1: 4,994;2: 2.598; 3:1.522; 4:1,000; 5:0,778; R: 4,506 
Clutch      Single dry plate hydraulic
Steering      Power assisted 
Axle / suspensions: Front     Independent wheels with torsion bar (anti roll bar standard),  heavy duty hydraulic telescopic shock absorber 
                            Rear     Parabolic (Semi elliptic for A36) leaf spring, heavy duty hydraulic telescopic shock absorber
Braking systems      Hydraulic dual circuit front and rear  disc brake 
Chassis           
Tyres (6+1)  215/65R16    215/75R16 (single wheel) 6.50R16C (twin wheels)   6.50R16C   6.50R16C  
Min. turning dia. (m)                   10.7   12.1  12.1   14.5  
Fuel tank (l)      93 
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