
ALTERNATOR 

TEST 

LEAD 

PICTURE 

GuiDE 

JIMCOTEST.COM 



Why diiDDD test leads? 

A test bench without test leads is like pants without pockets · still functional 
but not verv handy! 

.1101110 takes pride in its alternator test leads. We use geniune OEM 
housings where possible, heavv dutv wire and permanent 1.0. tags. This 
means they fit what thev should, will last, and vou can find the one you 
need. 

Another plus, dlmDD test leads are the ONLY ones called out in the 
industry approved alternator hook-up manual! 

JIMCO, INC. 
611 EAST WALNUT 

P.O. BOX 137 
RAYMORE, MO 64083 USA 

PHONE 816-331-1917 
800-821 -7137 

FAX 81 6 -331 -1971 

Information in this publication was obtained from sources believed to be accurate. 
JIMCO, Inc. assumes no responsibility for possible errors. 

· Permission to reproduce any portion is denied. 

COPYRIGHT © 1995 JIMCO, Inc. 
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• 

ALTERNATOR 
TEST LEAD FEATURES 

• JIMCO'S Exclusive 
color coded I. D. tag system 

• Alternator plugs are made 
correctly for easy connection 

• Standardized connector plug 
allows use with other brands 
of test benches 

• Easy to replace indicator light bulbs 
TB-SPA, SP2, UNI, W, 3G, 6G, SS, 9S, 9C, 42S, 43S, 
43C, 52S, 52C, 53S, 53C, 62, 62S, 63, 67, 75, 76, 77, 
79C, 79S, so, 81, 84, 85 and 88 

• Diode frio load resistor 
TB-BM, M, VO, 48 and 57 

• For late model, interactive alternators, JIMCO 
offers both .. SIMPLE.. (basic operation) 
and "COMPLEX" (full function) test leads 
TB-BS or 53C, 9S or 9C, H or 10, 425 or 52C, 43S or 43C, 62S or 62, 
79S or 79C, and 6G or 88 

(c) JIMCO, Inc_ 1995 



EXPLANATION OF 

TEST LEAD IDENTIFICATION TAG 

TAG COLOR DENOTES TYPE OF ALTERNATOR 
WHITE = EXTERNAL REGULATOR, "A" CIRCUIT 
GREEN = EXTERNAL REGULATOR, "B" CIRCUIT 
BLUE = INTERNAL REGULATOR, TEST BENCH "NO CHARGE" LIGHT 
ORANGE = INTERNAL REGULATOR, TEST LEAD "NO CHARGE" LIGHT 
PINK = INTERNAL REGULATOR, "NO CHARGE" LIGHTNQI USED 
YELLOW = UNIVERSAL TEST LEAD 

PLASTIC HOLDER 

TERMINAL MARKINGS 
SHOWN ON ALTERNATOR 

FRONT SIDE 

TB-41 

~~IG ~& 1~ ~~[Ul~ IG 

(78) (7Q) (7~ (79) 

INTERNAL REGULATOR, 
TEST BENCH "NO CHA~E" LIGHT USED. 

TEST LEAD PART NUMBER 

NUMBER IN PARENTHESIS IS THE 
ADAPTER PLUG HARNESS WIRE 

INDICATES IF ALTERNATOR IS 
INTERNALLY OR EXTERNALLY 

REGULATED 

ONE OF THE FOLLOWING APPEAR : 
1- TEST BENCH 'NO CHARGE' LIGHT USED 
2- TEST LEAD 'NO CHARGE' LIGHT USED 
3- 'NO CHARGE' LIGHT HQI USED 

BACKSIDE 
TEST LEAD PART NUMBER 

IF ALTERNATOR HAS A DIODE TRIO 
TAG WILLSTATE 

'ALTERNATOR USES DIODE TRIO' 

SEE NOTE ABOVE 

WHEN MANUAL FIELD RHEOSTAT 
IS USED, TAG WILL STATE 
'USE MANUAL RHEOSTAT' 

PLASTIC HOLDER 

INDICATES IF AUXILIARY VOLT METER IS CONNECTED 
AND IF SO, WHAT THE READING SHOULD BE 

(c) JIM CO, Inc. 1995 



GUIDE TO TEST LEAD 
IDENTIFICATION PAGES 

R-0 (REVISION ZERO) 
INDICATES THE FIRST 

RELEASE OF THIS PAGE. 

OEM 
ALTERNATOR 

MANUFACTURER 

SPECIFIC INFORMATION 
ABOUT ALTERNATOR. 

AND REGULATOR TYPE 

TEST LEAD ORDER: -4f==;====~~--T'f''r-j_~ 
EXTERNAL REGULATOR 

LEADS ARE SHOWN FIRST, 
THEN INTERNAL REGULATOR. 
THEY ARE SORTED FIRST BY 

LETTER THEN BY NUMBER 

ACTUAL TEST LEAD TAG 
SEE PAGE TITLED 
EXPLANATION OF 

"TEST LEAD IDENTIFICATION TAG" 

TEST LEAD 
PART NUMBER 

(c) JIMCO, Inc . 1995 

JI.MCO, Inc. • 

---..--~l'CIADc..JCn" 
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.MMV .• ...,..CJ:INt 

"IAR", INTERNAL REGULATOR 
TB-9C 

.)(: 816-331 -1971 

WHERE BOTH A "SIMPLE" AND "COMPLEX" TEST LEAD 
ARE AVAILABLE, THE "SIMPLE" VERSION WILL BE ON THE 
LEFT SIDE OF THE PAGE AND THE "COMPLEX" VERSION 

ON THE RIGHT SIDE 

PAGE 
NUMBER 
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"PLUG-IN" (8+), EXTERNAL REGULATOR 

TB- BM 
WITH DIODE TRIO LOAD RESISTOR 

TB-BM 
(77)0+ DF(84) 0+~(108) 

B+ - + <63) 
B+- +<~ 

( W) 
EXTERNAL REGULATOR, 

•a• CIRCUIT 
TEST BENCH "NO CHARGE" LIGHT USED. 

TB-BM 
EXTERNAL REGULATOR, 

ALTERNATOR USES 
DIODE TRIO 

AUX V. =OUTPUT V. 

CHECK l'tiTH OHr.t.AETER BETWEEN 
ALTERNATOR'()." TEJIMINAL AND 
GROUIIl, SHOULD BE 0 OHM>. 

"VOLVO" TYPE, EXTERNAL REGULA TOR 

TB-VO 
WITH DIODE TRIO LOAD RESISTOR 

TB-VO 

1~10 
(77 & 108) (84 

Dt ...... OF 

EXTERNAL REGULATOR, 
"8' CIRCUIT 

TEST BENCH "NO CHARGE' LIGHT USED. 

TB-VO 
EXTERNAL REGULATOR, 

ALTERNATOR USES 
DIODE TRIO 

AUX V. • OUTPUT V. 
CHECK l'tiTH OHt.t.4mR BETWEEN 

ALTERNATOR "()." TERMINAL AHO 
GAOUIIl, SHOULD BE 0 OHMS. 

BOSCH BOS 1 

"THREADED POST' (8+) , EXTERNAL REG. 

TB- M 
WITH DIODE TRIO LOAD RESISTOR 

(77&e84) 

(10~ 
EXTERNAL REGULATOR, 

"a" CIRCUIT 
TEST BENCH 'Ill CHARGE' LIGHT USED, 

TB-M 
EXTERNAL REGULATOR, 

'B' CIRCUIT 
AlTERNATOR USES 

DIODE TRIO 
AUX V. • OUTPUT V. 

"ROUND TERMINALN, EXTERNAL REG. 

TB- 48 
WITH DIODE TRIO LOAD RESISTOR 

TB-48 
(BLUE n & D+ OF (84GREEN) 

YELLOW I~ 

(10~ 
EXTERNAL REGULATOR, 

"B"CIRCUIT 
TEST BEHCH ' Ill CHARGE' LIGHT USED. 

TB-48 
EXTERNAL REGULATOR, 

•a• CIRCUIT 
AlTERNATOR USES 

DIODE TRIO 
AUXV. •OUTPUTV. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 -1971 



"AIR-COOLED VW", EXTERNAL REG. 

TB -57 
WITH DIODE TRIO LOAD RESISTOR 

TB·57 

L1 \IND:i; E,F2 {77lloe) {IOOifoj 

(N.C.) l 11111,.!~*l 20 WATT) 

F1 (84) IHI) 
lcml4 

EXTERNAL REGULATOR, 
•a• CIRCUIT 

TEST BENCH "NO CHARGE' LIGHT USED. 

TB-57 
EXTERNAL REGULATOR, 

•a• CIRCUIT 
AUX V ... OUTPUT V. 

ALT. USES DIODE TRIO 
USE LEAD TB - FC Cit ALT. THAT 

00£5 NOT USE OIOOE TRIO. 

CHECK 'MTH 0Ht.t.4ETER BETWEEN 
ALTERNATOR "E" TERMINAL 00 
GROUND, SHOUlD BE 0 OHMS. 

CHRYSLER, EXTERNAL REGULATOR 

TB -68 

TB-68 
UNIVERSAL 

(t27QJPS) 

{110)!!;9,i *"'i0E JH IEG.FEIDI 

(84) Gf!N 11111 F fl-POS. FEI.DJ 

EXTERNAL REGULATOR, 
"8" CIRCUIT 

"110 CHARGE" UGHT NOT USED. 

12194 TB-68 
WHEN USED ON CIIIYSLER OR 

OTMER ALTEIWATORS Willi; 

ONE BRUSH GROUNDED, 
USE GREEN WIRE ONLY. 

-OR-
BOTM BRUSI!ES INSLUATEO, 

USE BOlli WIRES. 

BOSCH BOS 2 

uOMNI I HORIZONu, EXTERNAL REG. 

TB-65 

TB-65 

(84) F [[J] F (11 0) 

EXTERNAL REGULATOR, 
'B' CIRCUIT 

"NO CHARGE" UGHT HOT USED. 

9194 
TB-65 

EXTERNAL REGULATOR, 
•a• CIRCUIT 

AUX V.= NOT USED 

"PLUG-IN" (8+), INTERNAL REGULATOR 

TB- B 
WITH BATTERY SENSE AND THERMISTOR SENSE 

TB-8 ~E] 
D+ ~ (77 & 101) ) (200 M 
a+ - + (63) "S" THERMSTER - + (63) POS. SENSE 
S... ·s· BAITERV 

-••_, ptWE'oT~~E 
INTERNAL REGULA TOR, 

TEST BENCH "110 CHARGE" LIGHT USED. 

4/M 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO 
AUX V. • OUTPUT V. 

REGli.ATOR 'MTH ORNIGE. W'AE: 
CONNECT WHITE lEAO TO "S". 

REGULATOR WITH WHITE WIRE: 
CONNECT RED I.£AO TO "S". 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 
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"DELCO REMY Sl" TYPE, INTERNAL REG. 

TB-C 

TB-C 
12 VOLT 

(77 & 10&) 1 2 (7tt 

INTERNAL REGULATOR, 
TEST BENal 'NO CHARGE" UGHT USED. 

TB-C 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO. 
AUX V. a OUTPUT V. 

(USE TB·C24 FOR 24 VOLT) 

"R" "L" AND "S" "L", INTERNAL REG. 

TB- H 
"SIMPLE" VERSION, TESTS ALL ALTERNATORS THE 
SAME. TB- 10 IS "COMPLEX" VERSION. 

TB-H 

":" ~ ill;:''" 
INTERNAL REGULATOR, 

TEST BENCii 'NO CHARGE' LIGHT USED. 

TB-H 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO 
AUX V. • OUTPUT V. 

BOSCH BOS 3 

"THREADED POST" (8+). INTERNAL REG. 

TB- FV 

UNIVERSAL 
{V4 WIDE TERMINAl} 

(77 &/!II: l 'lruC¥1' 

10&) ;:;:ez:s 3 D+ (OODE TAO.) 

INTERNAL REGULATOR, 
SINGLE WIRE "NO CHARGE" 

INDICATOR LIGHT LEAD 
TEST BENQI 'NO CHARGE" UGHT USED. 

"R" "L", INTERNAL REG. 

TB -10 

TB-FV 
FOR ALTERNATORS WITH 

DIODE TRIO. 
CO~ECT BLUE WIRE 

TO "D+", IND., "L • 
TERMINAL. 

AUXV. a OUTPUT V. 

"COMPLEX" VERSION, SEE TB • H FOR "SIMPLE" 
VERSION. 

• Verifies that alternator will excite through 
the "R" terminal only. 

• Verifies correct aLII terminal function. 
• Monitors diode trio voltage on the auxiliary 

voltmeter. 
• Determines if anti-feedback diode is functional 

(when equipped) . 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816- 331 - 1971 



"FRENCH• TYPE, INTERNAL REGULATOR 

TB-W 

TB-W 

(BUU! L rr-i1 +,R ~ 
CONt£CTHl I...!__!J 

TO 78) 

INTERNAL REGULATOR, 
TEST LEAD "NO OOAGF liGHT USED. 

111W 
TB-W 

INTERNAL REGULATOR, 
AUX V. • NOT CONN. 

TEST LEAD HAS TWO DFFERENT 
SIZE TEIIIIIALS Yf!ICH CAH ONLY 

BEATTAOIED OHEWAY. 

•GERMAN" "D+" "W", INTERNAL REG. 

TB- 64 

TB-64 

(77) D+-~-~~ w(1ai) 

INTERNAL REGULATOR, 
TEST BENCH "NO OOAGE" UGIIT USED. 

9194 
TB-64 

INTERNAL REGULATOR, 
AUX V.=1n OUTPUT V. 

BOSCH BOS 4 

"AUSTRALIAN" "L" "S", INTERNAL REG. 

TB- 63 

TB-63 

(BUlB L ~ -:-1) S (79) 
CONNECTED 

TO 78) 

INTERNAL REGULATOR, 
TEST LEAD "NO OIAAGE" liGHT USED. 

TB-63 

INTERNAL REGULATOR, 
AUX V. " NOT CONN. 

aD+" "B+", INTERNAL REG. 

TB -78 

TB-78 

R~e'tr&W~ov., 
L=Js+ • 

(~b) 
INTERNAL REGULATOR, 

TEST Ba«:H 'NO CHAR>£" UGHT USED. 

2107 
TB-78 

INTERNAL REGULATOR, 
AUX V. "' OUTPUT V. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 -1971 
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BMW, INTERNAL REG. 

TB -85 

TB-85 

~if~]~ 
(P1) (L+) (IG) 

INTERNAL REGULATOR, 
TEST LEAD ' NO CIWIGE' LIGHT USED. 

6198 TB-85 
INTERNAL REGULATOR, 

AUXV.-1r.lOUTPUT V. (If USED) 

lED UOIIT ON• AI.TIREG DERCIM 
GIIEBI UGIIT ON• ALT. GOOD IL+I YSIIIOII 
80TH UGIII$ ON• REGUlATOR OERCI1YE 

(!G) 2 79 (l +) z AED ~ TO 79 
(P1) • 108 (l+) • GREEHBULB T0 110 

"L" & "15, INTERNAL REGULATOR 

TB- 91 

TB-91 
12VOLT 

a 
(78)15 L(77) 

15 · IGNJT!Ot4 SWITCH 

INTERNAL REGULATOR, 
TEST IIEHCH "NO CIWIGE" LIGHT USED. 

1Al9 

INTERNAL REGULATOR, 
AUX V. • NOT USED 

THIS LEAD IS DIFFERENT 
THAN TB-93 

BOSCH BOS 5 

NARROW TERMINALS, EXTERNAL REG, 

TB- LN 
CHRYSLER COMPUTER CONTROLLED ALTERNATORS 

[~TERMINALS} 

[11~BWi!( 

(84) Gfi£N :=1 F [F1 · POS. 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

"NO CIWIGE" LIGHT NOT USED. 

0 
(F1) (F2) 

TB-LN 
WHEN USED ON CHRYSLER OR 

OlliEA Al.miNATORS WITH; 

ONE BRUSH GROUHDED, 
USE GREEH WilE DHl Y. 

- OR -
BOTH BRUSHES INSULATED. 

USE BOTH -ES. 

"L" & "DFM, INTERNAL REGULATOR 

TB-93 

TB-93 
12 VOLT a 

1004 TB-93 
111:1 INTERNAL REGULATOR, Ia Aux v .• sEE BELOW 

1

1

& "DFM' TERMINAL VOLTAGE 
(77) L DFM [N.C.) SHOULD DECREASE AS 

DfM · OYNM«) AB.DMONTOA I OUTPUT AMPS 

INTERNAL REGULATOR, I (LOAD) INCREASE. 
TEST IIEHCH "NO CHARGE' LIGHT USED. 1 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 



INTERNAL REG., LESTER PLUG CODE: 
366 nO+" "OF" (DYNAMO FIELD MONITOR) 

TB- 90 

TB-90 

(77) D+~-:-~DF(108) 
I 
I 
I 
I 
I 

INTERNAL REGULATOR, I 
TEST BENCH ' NO CHAIIGf' LIGHT USED. 

1 (108) 2 (77) 3 (78) 4 (79) 5 (108) 

INTERNAL REGULATOR, 
TEST BBICH '110 CHAAGE' LIGHT USED. 

12Y USE AS IS 
24 V MUST BE USED WITH TB-24V 

$ 
1 (108) 2 (77) 3 (78) 4 (79) 5 (108) 

INTERNAL REGULATOR, 
TEST BENCH '110 CHARGE' LIGHT USED. 

TB-90 
INTERNAL REGULATOR, 

AUX V. • SEE BELOW 

'DFM' TERMINAL VOLTAGE 
SHOULD DECREASE AS 

OUTPUT AMPS 
(LOAD) INCREASE. 

AUXILIARY VOLTMETER 
WHEN CONNECTED TO THIS 

' 1' (P1) = 1!2 OUTPUT V. 

AUXILIARY VOLTMETER 
WHEN CONNECTED TO THIS 

'5' (DFM) VOLTAGE SHOULD 
DECREASE AS OUlPUT AMPS 

(LOAD) INCREASE. 

BOSCH BOS 6 

INTERNAL REG., LESTER PLUG CODE: 
063, 078 and 382 computer controlled (COM) 
alternators 

TB- COM2 

• Switch for both BSS and LIN system selection 
• Switch for three preset voltages 
• Three plug adapters for plug codes 063, 078 & 382 

IND. LIGHT & AUX. VOLTMETER, INT. REG. 

TB- 96 
SAME AS T~FV EXCEPT WITH ALLIGATOR CLIP 

UNIVERSAL : 
(77&11.UE l YEll~ D+ I 
108) ~(OIOOE TRIO.) 

INTERNAL REGULATOR, I 
SINGLE WIRE "NO CHARGE" I 

INDICATOR LIGHT LEAD I 
TEST BENCH '110 CIWIGE' LIGHT USED. 

TB-96 
FOR ALTERNATORS WITH 

DIODETFUO. 
CONNECT BLUE WIRE 

TO "0+", IND., 'L' 
TERMINAL 

AUX V. • OUTPUT V. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816- 331 - 1971 
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EXTERNAL REGULA TOR 

TB- L 

(114 WIDE TERMINALS} 

{110)JOO< 3 E (F2·NEG. FIELOJ 

(84) GREEN 3 F (F1 • POS. FIELD) 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

"NO CHARGE" LIGHT NOT usm 

TB-L 
WHEN USED ON CHRYSLER OR 

OTHER ALTEIIfATORS WITH; 

ONE BRUSH GROUNDED, 
USE GREEN WIRE ONLY. 

-OR-
BOTH BRUSHES INSLUATED1 

USE BOTH 'M RES. 

THREADED POST TERMINALS, EXT. REG. 

TB- 68 

TB-68 
UNIVERSAL 

(t27CUPS} 

(11~!@ · --·IJ£ P'HEG. FElJll 

(14) fflN Ill F f1 · POS.Fa.oJ 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

"NO CHARGE" LIGHT NOT USED. 

12194 TB-68 
WHEN USED ON CHRYSLER DR 

OTHER ALTEIIfATORS WITH; 

ONE BRUSH GROUNDED, 
USE GREEN WIRE ONLY. 

-OR-
BOTH BRUSHES INSLUATED, 

USE BOTH 'MRES. 

CHRYSLER CHR 1 

WIDE TERMINALS, EXTERNAL REG. 

TB- LW 

TB-LW 
UNIVERSAL 

(318 WIDE TERMINALS} 

{110)BlA(i!( c@ E (F2·NEG. FIELD) 

(84) GfWI c:(!) F {F1 • POS. FIELD) 

EXTERNAL REGULA TOR, 
"B" CIRCUIT 

"NO CHARGE" UGHT NOT USED. 

TB-LW 
WHEN USED ON CHRYSLER OR 

OTHER ALTERNATORS 'MTH; 

ONE BRUSH GROUNDED, 
USE GREEN 'MRE ONLY. 

-OR-
BOTH BRUSHES INSLUATED, 

USE BOTH WIRES. 

NARROW TERMINALS, EXTERNAL REG, 

TB- LN 
CHRYSLER COMPUTER CONTROLLED ALTERNATORS 

(110)w 

(84) GAB 

0 
(F1) (F2) 

(NARROW TERMINALS} 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

•;;o CHARGE" UGHT NOT USED. 

a 
(F1) (F2) 

TB-LN 
WHEN USED ON CHRYSLER OR 

OTHER ALTERNATORS WITH; 

ONE BRUSH GROUNDED, 
USE GREEN WIRE ONLY. 

-OR -
BOTH BRUSHES INSULA TED, 

USE BOTH WIRES. 

JIMCO, Inc. • Phone: 800- 821 - 7137 • FAX: 816-331 - 1971 



d: 
0 .,.... 
c\J 
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EXTERNAL REGULATOR 
TB- LC 
LATE MODEL CHRYSLER COMPUTER CONTROLLED 
ALTERNATORS WITH "F" & "SENSE/+" TERMINALS 

USED ON LATE MODEL CHRYSLER 
ALTERNATORS WITH ONE BRUSH 

INTERNALLY GROUNOEO 

GREEN YELLOW 
84 108 

""d """ 
DO NOT 

USED ON LATE MODEL CHRYSLER 
ALTERNATORS WITH ONE BRUSH 

INTERNALLY GROUNOEO 

EXTERNAL REGULATOR, 

AUX VOLTMETER = 
APPROX. 2 V. LESS THAN 

OUTPUT VOLTS 

"NO CHARGE" LIGHT NOT USED. 

CHRYSLER 

EXTERNAL REGULATOR 
TB- 362/363/377 

CHR 2 

COMBINATION LATE MODEL CHRYSLER COMPUTER 
CONTROLLED ALTERNATORS WITH "F" & "F" (plug code 
362/363) AND "F" & "SENSE/+" TERMINALS (plug code 

REPLACES TB·LN 1nd TB·LC 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 
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"1 ODN" AND "20DN" I EXTERNAL REG. 

TB- D 
TERMINALS ARE REVERSED COMPARED TO TB- 49 

TB-D TB-D 
R F 

(1 08) 1!!1 (&I) 
EXTERNAL REGULATOR, 

•e• CIRCUIT 
EXTERNAL REGULATOR, AUX V.=112 OUTPUTV. 

"B" CIRCUIT 
'NO CHARGE' LIGHT NOT USEO. 

EUROPEAN "SI" SERIES, INTERNAL REG. 

TB-A 

TB-A 
(79) B+ ~ (71 & I 08) 

(RED! I. INO (BlUE & 
(F1 ) YffiOW] 

(BlUE& (1 1~ - -
(77& 108) § 
YEUOW] (~ - "" • . 

INTERNAL REGULATOR, -
TEST BEMQI 'NO CIIAME" LIGHT USED. 

TB-A 

INTERNAL REGULATOR, 
AUX V. =OUTPUT V. 

DELCO REMY DEL 1 

"1 ODN" TYPE 150 I 151 I EXTERNAL REG. 

TB- 49 
TERMINALS ARE REVERSED COMPARED TO TB - D 

TB-49 TB-49 
1(A) ~ 2(F) EXTERNAL REGULATOR, 
(1os1 1 1 (84) "B" CIRCUIT 

AUX V.=112 OUTPUT V. 

EXTERNAL REGULATOR, NOTE: TERMINAlS ARE REVERSED 
"8 " CIRCUIT COMPARED TO TB.O 

' NO CHARGE' LIGHT NOT USEO. 

EUROPEAN "SI" SERIES, INTERNAL REG. 

TB- B 
WITH BATTERY SENSE AND THERMISTOR SENSE 

TB-8 ~EJ 
D+ ~ (77& 108) 9 (200 HM 
B+ - + (6.1 'S" THERMISTER 

B+ - + (~ ~':A~~; 
--·~ ~0~~ INTERNAL REGULA TOR, 

TEST BENCH 'NO CHARGE" LIGHT USED. 

4114 TB-B 
INTERNAL REGULATOR, 

AlTERNATOR USES 
DIODE TRIO 

AUX V. • OUTPUT V. 
REG\lATal WITH ORAOOEWVIE: 

CONNECT WHITE LEAD TO'S'. 
REGUlATOR WITH '/MITE WIRE: 

CONNECT RED LEAD TO 'S'. 

JIMCOJ Inc. • Phone: 800-821 - 7137 • FAX: 816-331 - 1971 



"SI" SERIES, INTERNAL REGULATOR 

TB- C 
12VOLTONLY 

TB-C 
12 VOLT 

(17 &108) 1 2 (78) 

INTERNAL REGULATOR, 

TEST BENCH 'NO QWIGE" LIGHT USED. 

TB-C 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO. 
AUX V. " OUTPUT V. 

(USE TB-C24 FOR 24 VOLT) 

''SI" SERIES, 3 TERM., INTERNAL REG. 

TB- C3 

TB-C3 
~R (108) 

(77) 1 l.::...=.J 2 (78) 

INTERNAL REGULATOR, 

TEST BENCH "NO CHARGE" UGHT USED. 

TB-C3 
INTERNAL REGULATOR, 

ALTERNATOR USES 
DIODE TRIO. 

AUX V.•112 OUTPUT V. 

RE-TEST ALTERNATOR WTli TS.C TO 
MEASURE OIOOE TRIO VOLTAGE. 

DELCO REMY DEL 2 

"SI" SERIES, INTERNAL REGULATOR 

TB- C24 
24 VOLT ONLY 

TB-C24 
24VOLT 

(77)~ 
(2Tdiri~ 

(108) 1 2 (78) 

INTERNAL REGULATOR, 

l'tST IIEHCH 'NO CHARGE' LIGHT USEO. 

TB-C24 
INTERNAL REGULATOR, 

ALTERNATOR USES 
DIODE TRIO. 

AUX V. • OUTPUT V. 

(USE TB-C FOR 12 VOLT) 

"CS" WITH 1116440 INTERNAL REGULATOR 

TB -84 
USE TB-SS OR TB-53C FOR UNITS WITH 408, 411, 412 
TYPE REGULATORS. 

TB-84 
8 

IIi----u 
P l I S 

"CS" ALTERNATOR 
WITH 1116440 REGULATOR 

INTERNAL REGULATOR, 
TEST LEAD "NO CHARGE" UGHT USED. 

TB-84 
"CS' AlTERNATOR 

WITH 1116440 REGULATOR 

INTERNAL REGULATOR, 
AUX V.a1!2 OUTPUT V. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816- 331 - 1971 
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CS121, CS130, CS144, INTERNAL REG. 

TB- 88 
"SIMPLE" VERSION, TESTS ALL ALTERNATORS THE 
SAME. TB- 53C IS "COMPLEX" VERSION. 

TB-BS 
A 

m- -- -o 
P LI(F) S 

INTERNAL REGULATOR, 

TEST lEAD 'NO OIARGE' UGHT USED. 

TB-8S 
'SIMPLE' VERSION, 

TESTS All. AlTEfNI.TOAS Tt£ SAME. 
TB~ IS "COIM'l£X" VERSION 

INTERNAL REGULATOR, 
AUX V.=112 OUTPUT V. 

p z 108 s • 79 

L z BUlB TO 78 I(F) z NO CONN. 

AD230, AD237, AD244, CS121D, CS1300 
INTERNAL REGULATOR 

TB- 538 
"SIMPLE' VERSION, TESTS ALL ALTERNATORS THE 
SAME. TB- 53C IS 'COMPLEX" VERSION. 

TB-53S 

0 
SI(F)LP 

iNTERNAL REGULATOR, 

TEST LEAD "NO OIARGE"liGHi USED. 

1/94 

TB-53S 
'"St.1PI.E" VERSION, 

TESTS All. AlTERNATORS THE SAI.E. 
TS.SX S "COMPlEX" VERSION 

INTERNAL REGULATOR, 
AUX V.=112 OUTPUT V. 

p z (108) s ; (79) 

l z BUlB TO (78) l(f) = NO CONN. 

DELCO REMY DEL 3 

AD230, AD237, AD244, CS121 , CS121D, 
CS130, CS130D,CS1441NT. REG. 

TB- 53C 
"COMPLEX" VERSION, SEE TB- BS AND TB • 53S FOR 
"SIMPLE" VERSIONS. 

• Verifies alternator shut-down. 
• Verifies function of "P", "L" , "F•, "I" and "S" terminals. 
• Operates alternator with internal and external voltage 

sense or with external thermistor sense function . 
• Determines if alternator is "P-L-F-S" or "P-L-1-S" 

version (alternator must be operational) . 

AD230, AD237, AD244, CS121, CS1210, 
CS130,CS130D,CS1441NT.REG. 

TB- 53C 
'COMPLEX' VERSION, SEE TB- BS AND TB - 53S FOR 
"SIMPLE' VERSION. 

• Verifies alternator shut-down. 
• Verifies function of "P", "L", "F", "I" and "S" terminals. 
• Operates alternator with internal and external voltage 

sense or with external thermistor sense function. 
• Determines if alternator is "P-L-F-S" or "P-L-1-S" 

version (alternator must be operational) . 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 -1971 



CS121, CS130, CS144, CS121 D, CS130D, 
AD230, AD237, AD244, INTERNAL REG. 

TB .. 8S-53S 
COMBINATION 'NO CHARGE' INDICATOR LIGHT LEAD 
FOR ALL ALTERNATORS INCLUDING THERMISTOR 
APPLICATIONS EXCEPT WITH 1116440 R 

TB-8S-53S 

~~~0 
INTERNAL REGULATOR, 

· TEST lfAD ' NO CHARGE' LIGHT USED. 
AUX V,o:11"2 OUTPUT V. 

&02 TB-85-535 
VEHIClE BAffiRY UNDER HOOD 

LEAVE RED WIRE CONNECTED 

·so:::::t;::k.:':-:i''''''''·P 

CS121 ROUND PLUG, INTERNAL REG. 

TB- 428 
"SIMPLE" VERSION, TESTS ALL ALTERNATORS THE 
SAME. TB- 52C IS "COMPLEX' VERSION. 

TB-42S 

~®L c~ ·-~~® 
IG\!!!/L 

INTERNAL REGULATOR, 

TEST LEAD 'NO CHAIIOE' LnHT USED 

'SIM'l.E" VERSION, 
TESTS ALL ALTERNATORS TilE SAAE. 

TB-C2C IS 'COMPlEX" VERSION 
INTERNAL REGULATOR, 

AUX V. • NOT CONN. 
79® BULB 

78 ffi CONNECTED 
T078 

DELCO REMY DEL 4 

CS121, CS130, CS144, CS121D, CS130D, 
AD230, AD237, AD244, INTERNAL REG. 

TB- 94A 
USE THIS LEAD AFTER TESTING ALTERNATOR WITH 
EITHER TB-SS, TB-53S, TB-53C OR TB-8S-53S LEAD TO 
VERIFY 'LOW VOLT' (APPRO X. 2 VOLTS) COMPUTER 
TURN-ON. 

TB-94A 

R ~ 111----0 ~ 
PLI(F) S SI(F) LP 

CS130 CS13D 

ell2 TB-94A 
"CS' COIIPl1TER ACTIVATION 

(less than 5 volt) 

t. FlrlllHIIIWIII_, uoing Til-IS, 
T 8-53$ ot T II-S3C wtleed o. 
2. Ifill !*forma comclly, u• TB-MA 
3. Alllrnator lhould produce norm II 
vollallldlmpo.lnot~ llllrnelor ll 
NOT conpullr ldlvalld. 

CS121 ROUND PLUG, INTERNAL REG. 

TB- 52C 
"COMPLEX" VERSION, SEE TB • 42S AND TB- 52S FOR 
"SIMPLE" VERSION. 

• Verifies correct •no charge• indicator light function. 

• Determines if indicator light is (L) or (L+). 

• Verifies "S" terminal operation. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 -1971 
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CS121 OVAL PLUG, INTERNAL REG. 

TB- 528 
"SIMPLE' VERSION, TESTS ALL ALTERNATORS THE 
SAME. TB- 52C IS "COMPLEX" VERSION. 

TB-525 

0 BULB 
S IG l CONNECTED 

(79) ~ T0(78) 

INTERNAL REGULATOR, 
TEST LEAD "NO CHARGE" UGHT USED 

1w TB-525 
INTERNAL REGULATOR, 
ALTERNATOR DOES NOT 

USE DIODE TRIO 
AUX V. = NOT CONN. 

USE TB-BOON 
"F-G-L" UNITS 

DELCO REMY DEL 5 

CS121 OVAL PLUG, INTERNAL REG. 

TB- 52C 
"COMPLEX" VERSION, SEE TB- 42S AND TB - 52S FOR 
"SIMPLE" VERSION. 

• Verifies correct "no charge" indicator light function. 

• Determines if indicator light is (L) or (L+) . 

• Verifies "S" terminal operation. 

SQUARE PLUG, 4 TERM., INTERNAL REG. SQUARE PLUG, 4 TERM., INTERNAL REG. 
DELPHICS130D DELPHICS130D 
TB - 798 TB - 79C 
"SIMPLE' VERSION. TB- 79C IS "COMPLEX" VERSION. "COMPLEX" VERSION, SEE TB -79S FOR 'SIMPLE" 

TB-795 

~)m(N~C.) 
(B~LB tL F 
TO 78) . (N.C.) 

INTERNAL REGULATOR, 
TEST LEAD "NO CHARGE"' UGHT USED. 

JIMCO, Inc. • 

2198 TB-795 

"SIMPlF VERSION, 
TESTS ALL AL lERNA TORS THE SAME. 

TB·79C 15 "COMPLEX" VERSION 

INTERNAL REGULATOR, 
AUX V . ., NOT CONN. 

VERSION. 

• Verifies alternator shut-down. 

• Verifies correct "no charge" indicator light function. 

• Verifies "G", "C", "F" terminal operation. 

Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 



INTERNAL REG. "L" and "F'' 
TB -- 97 
"SIMPLE" VERSION, PLUG CODE 365, AS USED ON: 
SATURN, OPEL AND SAAB 

OPERATES ALTERNATOR WITH INDICATOR LIGHT 
AS USED ON SOME VEHICLES. 

TB-97 :1116 

0 
(77) L F (1011) 

1'' = FlaD M<HlOR 

INTERNAL REGULATOR, 
TtST LaD "NN CIWIGE' LIGKT USED. 

7SI, INTERNAL REG. 

TB -98 
"SIMPLE" VERSION 

TB-98 

@. 
S I 

(79) (77) 

INTERNAL REGULATOR, 
TEST IIEJICH "NN CHARGE' LIGHT USED 

PLUG CODES 365 

INTERNAL REGULATOR, 
AUX V. • SEE BELOW 

'OFM' TERMINAL VOLTAGE 
SHOUlD INCREASE AS 

OUTPUT AMPS (LOAD) INCREASE. 

TB-98 

INTERNAL REGULATOR, 
AUX V. • NOT CONN. 

DELCO REMY DEL 6 

AD SERIES, INTERNAL REG. "L" and "F" 

TB ·- 346 replaces TB - 97C 
"COMPUTER" VERSION 

OPERATES ALTERNATOR WITH DIGITAL SIGNAL 
AS VEHICLE COMPUTER DOES. 

• Operates alternator in DEFAULT MODE and at 
13.5 volts and 14.5 volts. 

• Verifies "F" tenninal function on JIMCO test benches. 

VOLTAGE SPIKE SUPRESSOR 

TB- SPIKE 
USE THIS SUPPRESSOR BETWEEN TEST BENCH 
ADAPTER HARNESS AND ANY TEST LEAD TO KILL 
VOLTAGE SPIKES THAT MAY DAMAGE SENSISTIVE 
VOLTAGE REGULATORS. MAY BE LEFT CONNECTED 
ON 6, 12 AND 24 VOLT. 

PEAK 
AMPS 

MAX. APPLIED 
CONTINUOUS 

D.C. VOLTAGE 8!.20 MIC RO SEC. 

38 1000 

TYPICAL 
CAPACITANCE 

PF 

5500 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 
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"1181" INTERNAL REGULATOR 

TB- 11 Sl 
FOR DIODE TRIO ALTERNATORS THAT REQUIRE 
GREATER EXCITATION CURRENT 

TB-11 Sl 2112 TB-11 Sl 

~- _">- 1:11 ONLY FOR 1151 
~-~ 1:.::11 DIODE TRIO ALTERNATORS 

S I L p 1 5 INTERNAL REGULA TOR, 

ONLY FOR 1151 DIODE TRIO ALT. - AUX V.=1/2 OUTPUT V. 
~ p = (108) s = (79) 

INTERNAL REGULATOR, L =BULB TO (n) I(F) =NO CONN. 
TEST BENCH' "NO CHARGE" LIGHT USEO. 

DELCO REMY DEL 7 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 
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SIDE TERMINAL, EXTERNAL REG. 

TB- F 

TB-F 
:T R FLD (84) 

~ ~ GRD (5~ 

~ STA (108) ~ 
EXTERNAL REGULATOR, 

"B" CIRCUIT 
' NO CIIAR>E" UGHT NOT US En 

TB-F 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

AUX V.a1fJ. OUTPUT V. 

"IARu, INTERNAL REGULATOR 

TB-SS 
"SIMPLE" VERSION, TESTS ALL ALTERNATORS THE 
SAME. TB- 9C IS "COMPLEX" VERSION. 

.... : o ~ r-- -1 
STA BAT AS I 

INTERNAL REGULATOR, . 

TEST LEAD "NO CHARGE' UGHT USED. 

TB-95 
'SJ.4Pl.E" VERSION, 

TESTS All ALTERMATORS TIE SA1oE. 
TB-9C IS 'cot.f'LEX" VERSION 

INTERNAL REGULATOR, 
AUX V.=1fJ. OUTPUT V. 

A -79 

BAT • 63 OOTPUT '+' I• BULB TO 

FORD FORD 1 

SINGLE TERMINAL, INTERNAL REG. 

TB- 54 

TB-54 
F1 GNO •.• (N.C.) 

~~~-~~0@ 
F2@ 

(N.C.) 

IGN (79) 

INTERNAL REGULATOR, 
"NO CHARGE' UGHT NOT USED. 

TB-54 

INTERNAL REGULATOR, 
ALTERNATOR DOES NOT 

USE DIODE TRIO. 
AUX V. • NOT CONN. 

•1AR", INTERNAL REGULA TOR 

TB-SC 
"COMPLEX" VERSION, SEE TB- 9S FOR "SIMPLE" 
VERSION. 

• Verifies correct indicator light function . 
• Verifies correct operation for both indicator light 

and ammeter vehicle applications. 
• Verifies alternator shut-down. 
• Monitors stator (P1) voltage. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816- 331 - 1971 



"3G" AND "4G", INTERNAL REGULATOR 

TB- 3G 

TB-3G m ,_- _, 
STA AS I 

INTERNAL REGULATOR, 

TEST LEAD ' NO CHARGE' LIGHT USED. 

TB·3G 

INTERNAL REGULATOR, 
AUX V.•112 OUTPUT V. 

STA 2 108 

A 21'il 

s. 108 

I • BllS TO 78 

"3G", INTERNAL REGULATOR 

TB- 3G-67 
COMBINATION LEAD FOR BOTH VERSIONS OF '3G' 

TB-3G-67 
~I (-- -) 
LU AS I 

STA 0 
INTERNAL REGULATOR, 

TEST LEAD 'NO CHAAGE' UQHT USED. 

~ TB-3G-67 

INTERNAL REGULATOR, 
AUX V.• 112 OUTPUT V. 

A • 79 
STA • 108 S • 108 

I • BULB TO 78 

FORD FORD 2 

"3G", POLICE & H. DUTY, INTERNAL REG. 

TB- 67 

TB-67 

ldJJS 
STA A S I 

INTERNAL REGULATOR, 

TEST LEAD ' NO CtWIGE' LIGHT USED. 

10194 
TB-67 

INTERNAL REGULATOR, 
AUX V.•112 OUTPUT V. 

STA • 108 

A=79 
s . 108 

I= BllS TO 78 

INTERNAL REG., LESTER PLUG CODE: 
063, 078 and 382 computer controlled (COM) 
alternators 

TB- COM2 

• Switch for both BSS and LIN system selection 
• Switch for three preset voltages 
• Three plug adapters for plug codes 063, 078 & 382 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 -1971 
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"6G". INTERNAL REGULATOR 

TB-6G 
·siMPLE" VERSION, SEE TB - 88 FOR "COMPLEX" 
VERSION, TESTS 2 VERSIONS: 
"I"(L) "-"U "A"(SENSE) =STANDARD OPERATION 
"I"(L) "GLI"(FR) "A"(SENSE) =STANDARD OPERATION 

~·~ t:6) 
B 

(79) • A" • -. ·r (8l1.8 

'A' 'GFI' 'I' lOJ8) 
(1al) 

INTERNAL REGULATOR, 

TB-6G 
~TERNALREGULATOR 

AUXIUARY VOLTMETER: 
,"(L) ' _ ,_J 'A '(SENSE) • NOT USBl 

T (Ll'GFI'(RI) 'A'(SENIIE)• 

Wll ~-MI!III'I'OI&IlUI."" 
I Old on tile .-m.lor c111ng1$. n. 
_._.. .. NOT....,_rl, 

"4G-SIGNAL" VERSION ONLY 

TB- 88A 
ADAPTER TO ALLOW EITHER TB-88 OR TB-88S TO 
BE USED TO TEST THE "4G" SIGNAL ALTERNATORS 

TB-88A 

(-- -1 
A SIG FR 

INTERNAL REGULATOR, 
' NO CIWIGE" LJGHT NOT USED. 

l1Il TB-88A 
COIIJQU•c opet'afed 

alternator 
AUX V.- NOT CONN. 

THIS IS AN ADAPT!IIl.EAD 
FOR TESTING FCR> caM'tJTEA 
wmn.LEO Al,TEftjATQRS. 

IT 111111I BE USED WITH 
TEST LEAD '1888 OR T888S 

FORD FORD 3 

"6G .. & "6G-SIGNAL", INTERNAL REG. 

TB - 337 replaces TB - 88, TB - 88S 
'COMPLEX' VERSION, SEE TB - 6G FOR 'SIMPLE' 
VERSION, TESTS ALL 3 VERSIONS: 
'I' (L) '_ 'U 'A'(SENSE) =STANDARD OPERA noN 
'I'(L) 'GLI'(FR) 'A'(SENSE) =STANDARD OPERATION 
'LI' "GEN-MON'(FR), 'RC" GEN-COM"(SIG), 'AS' 'A '(SENSE) =SIGNAL OPER. 
INCLUDES ADAPTERS FOR PLUG CODES 336, 337, 338, 339 AND 344 

p 

4!4' 
• Verifies correct indicator light function (when used). 
• Provides digttal signal to the "RC" "GEN-COM"{SIG) 

terminal (when used) for both normal & low output. 
• Verifies ·u· "GEN-MON" (FR) terminal funtion (when used). 
• Determines which version you have (alt. must be operational). 

INTERNAL REG. , LESTER PLUG CODE: 
344 3 terminal plug "LI" "RC" "AS". 
Use with TB·88 or TB-885 test lead. 

TB- 888 

TB-888 
LESTER PLUG CODE 344 

0 
FR SIG A 
L RC AS 

INTERNAL REGULATOR, 
' NO CHARGE' LIGHT NOT U$EO. 

St'12 TB-888 
LESTER PLUG CODE 344 

Compuarr op«atetl 
alternator 

AUX V.• NOT CONN. 

THIS IS AN ADAPTER LEAD FOR 
TESTING COMPUTER camn.LBJ 
ALTEFfiATOOS. IT IIJSTBEUSBJ 
WITH TEST LEAD TII88 OR T888S 

JIMCO, Inc. • Phone: 800- 821 -7137 • FAX: 816-331 - 1971 
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"N" DF" ' EXTERNAL REGULA TOR 

TB-G 

TB-G 
N lli (108) 

F I (8.1) 

EXTERNAL REGULATOR, 
' B" CIRCUIT 

'NO CHARGE' UGHT NOT USED. 

TB-G 

EXTERNAL REGULATOR, 
"B' CIRCUIT 

AUX V.~112 OUTPUT V. 

"IG" "F" "E", EXTERNAL REGULATOR 

TB-47 
INDUSTRIAL APPLICATIONS 

TB-47 
(79) IGA 

{84) F LiJJE 
EXTERNAL REGULATOR, . 

' A' CIRCUIT 

'NO CHARGE' UGHT NOT USED. 

TB-47 
EXTERNAL REGULATOR, 

'A' CIRCUIT 
USE MANUAL RHEOSTAT 

AUX V. • NOT CONN. 

CHECK YfTTH OftAIETER BETWEEN 
ALTERNATOR "E" TBMNAL AND 
GROUND, SHOlAD BE 0 Off.4S. 

HITACHI HIT 1 

"A" "F" "N" "E", EXTERNAL REGULATOR 

TB-J 

TB-J 

{84) Fr- JE 
A -- N {108) 

EXTERNAL REGULATOR, 
"B' CIRCUIT 

'NO CHARGE' UGHT NOT USED. 

TB-J 
EXTERNAL REGULATOR, 

"B" CIRCUIT 
AUX V.•112 OUTPUT V. 

CHECK YfTTH OfiAMETER: 
"E" TE"-41NAL TO GROUND 

AND 'A' TERMINAL 
TO B+ OUTPUT POST, 

BOTH SHOULD BE 0 alMS 

"N" "E" "F", EXTERNAL REGULATOR 

TB- 66 
INDUSTRIAL APPLICATIONS 

TB-66 

(108) : (WJ~ F (84 

EXTERNAL REGULATOR, 
•a• CIRCUIT 

'NO CHARGE' LIGHT NOT USED. 

TB-66 

EXTERNAL REGULATOR, 
•a• CIRCUIT 

AUX V.• 1!1. OUTPUT V. 

CHECK YfTTH OHt.t.IETER BE11NEEM 
ALTERNATOR "E" TERMINAL AND 
GROUND, SHOULD BE 0 OHM>. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 



CHEVETIE DIESEL "S" "L" ''IG" INT. REG. 

TB-CD 

TB-CD 
(781 Sl_n_,IG (79) 

(77&108) L -

INTERNAL REGULATOR, 
TEST BEHQi 'NO CHARGE" LIGHT USED. 

TB-CD 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO 
AUX V. =OUTPUT V. 

"R" "L .. AND "S" "L", INTERNAL REG. 

TB- H 
"SIMPLE" VERSION, TESTS ALL ALTERNATORS THE 
SAME. TB- 10 IS "COMPLEX" VERSION. 

TB-H 

~· w m:. ... 
INTERNAL REGULATOR, 

TEST BENal 'NO alAROE' LIGHT USED. 

TB-H 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO 
AUX V. =OUTPUT V. 

HITACHI HIT 2 

ISUZU DIESEL .. S" "L .. 11 1G", INTERNAL REG. 

TB -ID 

TB-10 

"' s 181"' "" (77&108) L -

INTERNAL REGULATOR, 

TEST BEHQi "NO CHARGE" LIGHT USED. 

"R .. 11 L", INTERNAL REG. 

TB -10 

TB-ID 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO 
AUX V. =OUTPUT V. 

"COMPLEX" VERSION, SEE TB- H FOR "SIMPLE" 
VERSION. 

• Verifies that alternator will excite through 
the "R" terminal only. 

• Verifies correct "L" terminal function. 
• Monitors diode trio voltage on the auxiliary 

voltmeter. 
• Determines if anti-feedback diode is functional 

(when equipped). 

JIMCO, Inc. • Phone: 800- 821 -7137 • FAX: 816-331 -1971 
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"S" "R" "L" OR "S""L", INTERNAL REG. 

TB-MD 

INTERNAL REGULATOR, 

TEST BENal "NO CHARGE' UGHT USED. 

TB-MD 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO 
AUX V. =OUTPUT V. 

"S" "L", INTERNAL REGULATOR 

TB- SL 

TB-SL 
VL ~ (77 & 1(8) 

A/AIS~ (78) 

INTERNAL REGULATOR, 
TEST BENal "NO CHARGE' LIGHT USED. 

TB-SL 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO 
AUX V. • OUTPUT V. 

HITACHI HIT 3 

"C" "S" "L", INTERNAL REGULATOR 

TB -75 

TB-75 
~~~:N 

(WHITE G/C S L '(/,TO 7&) 
CUP) ....j (79) ~(RED BULB 

TO 78) 
INTERNAL REGULATOR, 

TEST LEAD 'NO CHARGE' LIGHT USED. 

TB-75 
INTERNAL REGULATOR, 

AUX V. = NOT CONN. 
RED LIGHT= 'L' TERMNAL 
GREEN LIGHT= 'F' TERMINAL 

ALT. = 'F' & 'C' NOT USED. 

MITS. ALT. = 'G'TOALT. GROUND 
ALT. SHOULD STOP CHARGING 

"S" "L", INTERNAL REGULATOR 

TB- 81 
FOR ALTERNATORS WITH A BUILT -IN REGULATOR 
'NO CHARGE' LIGHT CIRCUIT. 

TB-81 

l[S]I- ~ :::.., 
EJ TO 78) 

A/S {79) 

CD 
p (108) 

INTERNAL REGULATOR, 
TEST LEAD "110 CHARGE" UGHT USED. 

TB-81 

INTERNAL REGULATOR, 

AUX V. = 112 OUTPUT VOLTS 
(IF •p• IS CONNECTED) 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 -1971 



I 
ROUND PLUG "IG" "L" "C""S"1 INT. REG. 

TB- 62S 
FOR SUBARU ALTERNATORS 
"SIMPLE" VERSION. TB-62 IS "COMPLEX" VERSION. 

TB-62S 
(7!9 s ®""':.. c (NO~.) 
(79) IG I I L BllB 

CCfiNECTED 
TO (78) 

INTERNAL REGULATOR, 
TEST L£AD ' NO CKARGE' LIGHT USED 

TB-62S 
TB-625 IS 'Sllof'l.E" VERSION, 
TB-62 IS 'COII'l.EX' VERSON 

INTERNAL REGULATOR, 
ALTERNATOR DOES NOT 

USE DIODE TRIO 
AUX V. • NOT CONN. 

ROUND PLUG "S" "L" "IG"1 INT. REG. 

TB- 61 
FOR ISUZU 3 TERMINAL ALTERNATORS 
USE TB-89 ON 4 TERMINAL ALTERNATORS 
(Do NOT use on Subaru alternators) 

R·1,12-99 ~B• 1 
(78) 5 ~ L (77 &1~ 

I IG (19) 

INTERNAL REGULATOR, 
TEST BEliCH ' NO CHAIIG!' LIGHT USED. 

IMPORTANT NOTE ON BACK 

TB-61 
INT~ ~GULATOR, 

ALTERNATOR USI!S DIODE TRIO. 
AUX Y. • OUTPUT Y. 

- IMPORT ANT-

HITACHI HIT 4 

ROUND PLUG "JG" "L" "C" "S" I INT. REG. 

TB- 62C 
FOR SUBARU ALTERNATORS 
"COMPLEX" VERSION. TB-62S IS "SIMPLE" 

• Verifies alternator shut-down. 
• Verifies function of "IG", "L", ·c· and "S" terminals. 
• Operates alternator with internal and external 

voltage sense. 

"S11 "L" "C" "IG" 1 INTERNAL REG. 

TB- 89 
FOR ISUZU & HONDA 4 TERMINAL ALTERNATORS 
USE TB-61 ON 3 TERMINAL ALTERNATORS 
(Do NOTuse on Subaru altemators) 

~®T:9~= 
c II IG 

(WitTE (79) 
ctJ') 

INTERNAL REGULATOR, 
TEST L£AD 'NO CKARGE' LIGHT USED 

TB-89 
TS$1SFOR ' 4TERiotNAI.." VERSION, 
TB-61 IS FOR '3 TBUNAL' VERSION 

INT. REO., ALT. DOES NOT 
USE DIODE TRIO 

AUX V. • NOT CONN. 
RED LIGHT • 'N.C. IPl>. LIGHT' 
GREEN UGHT • 'l+' +OUTPUT 
'C' TO ALT. GI'IOl.WD, ALT. SHO.JlD 
STOP CHARGING, RED UGHT OFf. 

JIMCO, Inc. • Phone: 800-821 - 7137 • FAX: 816 - 331 - 1971 
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"R11 "L11
, INTERNAL REGULATOR 

TB -74 

TB-74 

(~~~)~· ' L' 
(19) • (0+) 

(77 & 108) 

INTERNAL REGULATOR, 
TEST IIEHCH 'NO C1WIGE' UGHT USED. 

TB-74 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO. 
AUX V. • OUTPUT V. 

INTERNAL REG., LESTER PLUG CODES: 
317 "C" "IG" "L", 318 "D" "G or IG" "L", and 
319 "D" "S" "L" 

TB- 558 

TB-SSS 

Oua 
C IG L CONNECTED 
0 S (79) TO (78) 

INTERNAL REGULATOR, 
TEST L£AD 'NO CIWIGE' LIGHT USED 

12197 TB-555 
INTERNAL REGULATOR, 
ALTERNATOR DOES NOT 

USE DIODE TRIO 
AUX V. • NOT CONN. 

USETB·SOON 
"F-G-L" UNrrS 

HITACHI HIT 5 

11P11 ND11
, EXT. (COMPUTER) REGULATOR 

TB- 82 
For alternators with a "FIELD CONTROL" unit (looks like a 
regulator but is t:fQI). Do MQI use any other test leads or 
jumper wires, the "FIELD CONTROL· unit will be damaged. 

INCLUDES SUB-REGULATOR 
TO PROPERLY TEST ALTERNATOR 

TB-82 
p eGJ (101) 

0 EJ (Sl8-
REOOIATOR) 

EXTERNAL REGULATOR, 
TEST BENCH ' NO CHARGE' LIGHT NOT 

11100 TB-82 
ALTERNATOR DOES NOT 
CONTAIN A REGULATOR. 

WHAT LOOKS UKE A 
REGULATOR IS A 

'FIELD CONTROL' UNIT. 

AUX V. • APPROX. 1/4 VOLT 
LESS Tl1AN 1f.l OUTPUT V. 

3 TERMINAL, INTERNAL REGULATOR 

TB- 325 
NISSAN PCM CONTROLLED ALTERNATORS, 
PLUG CODE 325. 

0 
C IG L 

• Verifies correct "no charge" indicator light function. 
• Verifies that alternator can receive a signal and 

operate at two voltage settings. 
• Verifies default operation 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816- 331 - 1971 
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KOKUSAN-DENKI PERMAGNET ALT. 

TB- RR1 
TEST ALTERNATOR WITH RECTit-lt:I"1-Hit:ulJLA 

USED WITH THIS 
TYPE REGULATOR 

USED WITH 5 TERMINAL (IN A ROW) RECTIFIER-REG. 
AS USED ON LAWN/GARDEN & COMPACT TRACTORS 

TB-RR1 TB·RR1 

RECTIFIER REGULATOR TEST LEAD 

CONNECT lUCK (NEGATIVE) CLIP 
TOCASE (GAOUNO) 

~ECT RED (POSITIVE) CUP 
TO RING TERMWW.. 

KOKUSAN-DENKI PERMAGNET ALT. 

TB- J7060 
TEST ALTERNATOR WITH PIGGY-BACK RECTIFIER
REGULATOR 

NO PLUG CODE 

(78) I• REOWIREINOICATORUGHT ON IF 
~~ ALTERNATORNOTCHARGINGANO IE OFF IF AI. TERNATOR IS CHARGING. 

I GREEN WIRE INDICATOR LIGHT OfF 
~- IF ALTERNATOR NOT CHARGING AND 

l~-»ro ALTERNATOR CASTlNG B- I 
ON IF AI. TERNATOR IS CHARGING. 

KOKUSAN-DENKI KOK 1 

KOKUSAN-DENKI PER MAGNET ALT. 

TB- RA2 
TEST ALTERNATOR WITH RECTIFIER-n~:;\~uL..n 

USED WITH THIS 
TYPE REGULATOR 

USED WITH 6 TERMINAL (3 OVER 3) RECTIFIER-REG. 
AS USED ON LAWN/GARDEN & COMPACT TRACTORS 

TB-RR2 TB·RR2 
RECTIFIER REGULATOR TEST LEAD 

C~ECT BLACK (NEGATIVE) CLIP TO 
Bl.JCK WIRE wiRING (GROUND) 

<>R· 
CASE (NO BLACK WIRE ON AIR) 

CO,...ECT RED (I'OSITlVE) CLIP 
TO RING TERMINAL 

ADAPTER LEADS TO USE TB - RR2 WITH 
OTHER APPLICATIONS WITH DIFFERENT 
ALTERNATOR STATOR TERMINAL 
CONNECTIONS. 

INCLUDED WITH TB - RR2 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 
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"PLUG-IN" (8+) (8-}, EXTERNAL REG. 

TB- 51 

TB-51 
(63) +§ 
(50) -

(110) • --(WHITE 84) F2 IND (F1) 
EXTERNAL REGULATOR, 

'A' CIRCUIT 
TEST BEHal "NO CHARGE' UGHT USED. 

TB-51 

EXTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO, 
USE MANUAL RHEOSTAT 

AUX V. = OUTPUT V. 

nPLUG-IN" (8+), INTERNAL REGULATOR 

TB- B 
WITH BATTERY SENSE AND THERMISTOR SENSE 

TB-8 ~ 
D+ ~{n&IOB) 191 . (200 HM 
B+ - + {83) "S' fHEff,jiSTER - + (83) POS. SENSE 
B+ ·s- BI\TTERY 

-••~ Pf:eo~~~e 
INTERNAL REGULA TOR, . 

TUT BEN~ 'NO CHARGE" LIGHT USED. 

4IM TB-8 
INTERNAl REGULATOR, 

ALTERNATOR USES 
DIODE TRIO 

AUX V. =OUTPUT V. 
REGUlATOR WITHORANGEWIRE: 

CONNECT WHITE lEAD TO "S". 
REGUlATOR WITH WHITE WIRE: 

CONNECT REO lEAD TO ' S". 

LUCAS LUC 1 

"PLUG-IN" (8+) (8-), INTERNAL REG. 

TB -A 

TB-A 
(79) B+ [!3 (n & 108) 

(REO) I I IND (BLUE & 
( F 1 ) YELLOW) 

(BLUE& (110) - -
(n &108) § 
YELLOW} {83) - ~ 

INTERNAL REGULATOR, 
TEST BEHCH "NO CHARGE" LIGHT USED. 

TB-A 

INTERNAL REGULATOR, 
AUX V. = OUTPUT V. 

"THREADED POST" (8+), INTERNAL REG. 

TB- FV 
1/4 INCH FEMALE TERMINAL (ALSO SEE TB-96) 

TB-FV 
UNIVERSAL 
(114 WIDE TERMINAL) 

(77 &SlUE 4 I'EUOW ..-:. 

1
08) ;;;;;;se ~ 0+ (DIODE TRIO.( 

INTERNAL REGULATOR, 
SINGLE WIRE 'NO CHARGE" 

INDICATOR LIGHT LEAD 
TEST BEHQI 'NO CHARGE' LIGHT USED. 

TB-FV 
FOR ALTERNATORS WITH 

DIODE TRIO. 
CONNECT BLUE WIRE 

TO ' D+", IND., ' L • 
TERMINAL. 

AUX V. =OUTPUT V. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 -1971 



"PLUG-IN" (8+), INTERNAL REGULATOR 

TB-0 

TB-0 
~~~) (~fe 
8+. (63) -

s (78) -

INTERNAL REGULATOR, 

TEST BENQl "NO CHARGE" LIGHT USED. 

TB-0 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO 
AUX V. =OUTPUT V. 

"THREADED POST" (8+), INTERNAL REG. 

TB -7 
THERMISTOR SENSE (FORD TRACTOR) 

TB-7 I 
I 

'SENSE" ~:> (79) I 
'S' THERMSTEII (200 OHM 112'1.? : 

'S" THERMISTEII I 

1ND" (0+) ~-·· (77 & 108) I INDICATOIWGHT I 

INTERNAL REGULATOR, I 
TEST BENCH "NO CHARGE" LIGHT USED. I 

TB-7 
INTERNAL REGULA TOR, 

ALTERNATOR USES 
DIODE TRIO 

AUX V. = OUTPUT V. 

l UCAS ALTERNATORS USED ON 
FORD TRACTORS WITH BAffiRY 

TEMPERATURE VOLTAGE SENSING 

LUCAS LUG 2 

GENERATOR & REGULATOR TOGETHER 

TB- GEN1 

TEST BENCH "NO CHARGE" UGHT USED. 

TB-GEN1 
TEST REGULATOR AND 
GENERATOR TOGETHER, 

AUX V.= NOT CONN. 
··AEG'.II..ATQR •• 

Eaat.ACK{IIQ 
0 • R£0 WIRE 
wt. Blll€ (77) 
~. QR££NWIAE 
8•1 .. ~D CUPI•I 

·-GENERATOR .. 
f • GAEEN WIRE 
D• REDWIRE 
CASE • 1 9 BIJCI( 

HP~IMir.(AHJ,Irlfll\.£0 

'Te-Gell fESTl.EJO fYWA.ltJ;AS GOER!' To:!' 

IND. LIGHT & AUX. VOLTMETER, INT. REG. 

TB- 96 
SAME AS TB-FV EXCEPT WITH ALLIGATOR CLIP 

(n&ll.~J:&'I'BJ..~ D+ 
108) ~(DIODE TRIO.I 

INTERNAL REGULATOR, 
SINGLE WIRE 'NO CHARGE" 

INDICATOR LIGHT LEAD 

TEST BENCH "NO CHARGE' UGHT USED. 

TB-96 
FOR ALTERNATORS WITH 

DIODE TRIO. 
CONNECT BLUE WIRE 

TO 'D+', IND., "L • 
TERMINAL. 

AUX V. =OUTPUT V. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 
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II 
"R" "L" AND "S" "L" , INTERNAL REG. 

TB- H 
"SIMPLE" VERSION, TESTS ALL ALTERNATORS THE 
SAME. TB - 10 IS "COMPLEX" VERSION. 

TB-H 

~s ~ ill ;s:~~ 
INTERNAL REGULATOR, 

TEST BENCH 'NO CHARGE' LIGHT USED. 

TB-H 

INTERNAL REGULA TOR, 
AlTERNATOR USES 

DIODE TRIO 
AUXV. =OUTPUTV. 

MARINE & INDUSTRIAL, INTERNAL REG. 

TB- MA 

TB-MA 
-! ~ A~ 

==411JIJIIIIID! {7ft B E!!W2.J 
SOliE .-!. TERHAT~S 'Mt.L HAVE A BlUET 

TERII IW. ON Tl£ 2 WIRES INSTEAD a: 
HOusiNG. .IT 11.\KES NO 

'MflQl \\IRE IS CONNECTED TO 78 ~ 71. 

INTERNAL REGULATOR, . 
' NO CHARGE" UGHT NOT USED. 

TB-MA 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO. 
AUX V. " NOT CONN. 

MAN DO 

"R" "L", INTERNAL REG. 

TB -10 

MAN 1 

"COMPLEX" VERSION, SEE TB - H FOR "SIMPLE" 
VERSION. 

• Verifies that alternator will excite through 
the "A" terminal only. 

• Verifies correct "L" terminal function. 
• Monitors diode trio voltage on the auxiliary 
vo~meter. 

• Determines if anti-feedback diode is functional 
{when equipped). 

"S" "L", INTERNAL REGULATOR 

TB- SL 

TB-SL 
VL dQ)1 fJ7 & lOB) 

AIR/S~ (78) 

INTERNAL REGULATOR, 
TEST BENCH '110 CHARGE' UGHT USED. 

11/94 
TB-SL 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO 
AUX V. ,. OUTPUT V. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 -1971 
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II 
"PLUG-IN" (8+), INTERNAL REGULATOR 

TB- B 
WITH BATIERY SENSE AND THERMISTOR SENSE 

"S"BATTERY 
POS. SENSE 
(REO) (18) 

INTERNAL REGULA TOR, 
TEST BENCH "NO CHARGE' UGIIT USED. 

4IM TB-B 
INTERNAL REGULATOR, 

ALTERNATOR USES 
DIODE TRIO 

AUX V. :oOUTPUT V. 
REGUlATOR WITH ORANGE WIRE: 

CONNECT WHITE LEAD TO OS". 
REGULATOR WITH WHITE WIRE: 

CONNECT REO lEAD TO "S". 

FIELD & IND. LIGHT, EXTERNAL REG. 

TB- FT 
1/4 INCH FEMALE TERMINALS, 'A' CIRCUIT 

a
UNIVERSAL 

(t/4WlDETERMINAlS) 

~a: IJJ.U VEI.LCNI 3 D+ 

(M)~ ~ F 
l:XTERNAL REGULATOR, 

"A" CIRCUIT 
TEST BENCH "NO CHARGE" LIGHT USED. 

12194 TB-FT 

CONNECT GREEN TO 
"FIELD" TERMINAL 
AND BLUE/YELLOW 
TO D+ TERMINAL. 

AUX V. =OUTPUT V. 

MARELLI MAR 1 

FIELD & AUX. VOLTMETER, EXT REG. 

TB- FC 
1/4 INCH FEMALE TERMINALS, "B" CIRCUIT 

(1/4 WIDE TERMINAlS} 

ttoa)murg ~ O+ 

(M) GII:EH ~ F 

EXTERNAL REGULATOR, 
"B " CIRCUIT 

"NO CHARGE" LIGHT NOT USED. 

12/94 TB-FC 

CONNECT GREEN TO 
"FIELD" TERMINAL 
AND YELLOW TO 
"D+" TERMINAL. 

AUX V. =OUTPUT V. 

IND. LIGHT & AUX. VOLTMETER, INT. REG. 

TB- FV 
1/4 INCH FEMALE TERMINAL (ALSO SEE TB-96) 

UNIVERSAL 
(t/4 WIDE TEFWINAL) 

(77 a,BLU£ I YEUOW "'=" O 
tOB) ~ ~ + [DIODE TRIO.] 

INTERNAL REGULA TOR, 
SINGLE WIRE "NO CHARGE" 

INDICATOR LIGHT LEAD 

TEST BENCH 'NO CHARGE" LIGHT USED. 

TB-FV 
FOR ALTERNATORS WITH 

DIODE TRIO. 
CONNECT BLUE WIRE 

TO "D+", IND., ' L" 
TERMINAL. 

AUX V, =OUTPUT V. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 -1971 



II 
"D+" "OF-" "OF+", EXTERNAL REGULATOR 

TB- 56 
"A" CIRCUIT 

TB-56 
A~~~~· 

D+l51-j)DF+ 
{YELLOW 1~ D F- (BlUE TT) 

(WHITE 84) 
EXTERNAl REGULATOR, 

"A" CIRCUIT 
TEST BENCH "NN CHARGE" UGHT USED. 

TB-56 

EXTERNAL REGULATOR, 
"A " CIRCUIT 

ALT. USES DIODE TRIO. 
USE MANUAL RHEOSTAT 

AUX V. =OUTPUT V. 

ntS LEAD WN> FORMERLY TB ·FA. 

"E" "F2" "F1 ", EXTERNAL REGULATOR 

TB- 58 
"A" CIRCUIT 

TB-58 

L1 
\ IND (BLUE n & 

YELLOW1C6) 
E II F1 

(N.C.) F2 (N.C.) 

(WHITE 84) 

EXTERNAL REGULA TOR, 
"A" CIRCUIT 

TEST BENOI 'NO CHARGE' UGHT USED. 

TB-58 
EXTERNAL REGULATOR, 
AlT. USES DIODE TRIO. 
USE MANUAL RHEOSTAT 

AUX V. = OUTPUT V. 

CI£CK WITH Off.9,£TER BETWEEN 
ALTERNATOR "E" TERMINAL AND 
GROUND. Sl«lULO BE 0 OHMS. 

ntS LEAD WAS FORMERLY TB • FB. 

MARELLI MAR 2 

FIELD & INDICATOR LIGHT, EXT. REG. 

TB- 57 
"8" CIRCUIT 
WITH DIODE TRIO 
LOAD RESISTOR 

TB-57 
E,F2 A \ ~~~1(1;NI CIOOHM 

(N.C.) L.:: I ill~OW} lO WATT) 

F1 ~~ (tt~ 
(GIHNJ 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

TEST BENOI 'NO CHARGE' LIGHT USED. 

11/IM TB-57 
EXTERNAL REGULATOR, 

•a• CIRCUIT 
AUX V. = OUTPUT V. 

ALT. USES DIODE TRIO 
USE LEAD TB • FC ON ALT. THAT 

DOES liCIT USE CIOOE TRIO. 

CHECK WITH 0 ff.ltETER BETWEEN 
AlTERNATOR 'E' TERMilAL AND 
GROUND, SHOULD BE 0 Ofto15. 

IND. LIGHT & AUX. VOLTMETER, INT. REG. 

TB- 96 
SAME AS TB-FV EXCEPT WITH ALL IGATOR CLIP 

I 

UNIVERSAL 11:1 
(n &a.~ 'Yru.~ D+ 11:.:11 
1C6) ~(DIODE TRIO.JI 

INTERNAL REGULATOR, : 
SINGLE WIRE "NO CHARGE" 1 

INDICATOR LIGHT LEAD I 
TEST BENCH ' NO CHARGE' UGHT USED. I 

TB-96 
FOR ALTERNATORS WITH 

DIODE TRIO. 
CONNECT BLUE WIRE 

TO ' D+" , IND., "L " 
TERMINAL. 

AUX V. =OUTPUT V. 

JIMCO, Inc. • Phone: BOO - 821 - 7137 • FAX: 816- 331 - 1971 
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II D.O.D. 11*, INTERNAL REG. 

TB- MIL 

*DEPARTMENT OF DEFENSE 

INTERNAl REGULATOR, 
' NO CHARGE' UGHT HOT USED. 

TB-MIL 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO. 
AUX V. '" NOT CONN. 

NIKKO, "N" "E" "F", EXT. REG. 

TB- 66 
INDUSTRIAL APPLICATIONS 

TB-66 
(108) N (fill] 

E II F (84) 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

"HO CHARGE" UGHT NOT USED. 

TB-66 

EXTERNAl REGULATOR, 
"B" CIRCUIT 

AUX V.•112 OUTPUT V. 

CHECK W!T\1 OHI.t.ETER BET'M:EN 
ALTERNATOR ' E" TERMNAL 00 
GROUND, SHOULD BE 0 Olt.IS. 

MISCELLANEOUS MIS 1 

NIEHOFF. EXTERNAL REG. 

TB- Nl 
OPERATES ALTERNATOR WITHOUT REGULATOR 

TB-Nl 
E Fl F2 (84) .. 
~ 

(108)5 E F1 F2 (84) ... 
g 

EXTERNAl REGULATOR, 
"A" CIRCUIT 

'NO CHARGE' UGHT NOT USED. -

TB-NI 

EXTERNAL REGULATOR, 
USE MANUAL RHEOSTAT 

AUX V.::1/2 OUTPUT V. 

CHECK W!T\1 OHt.tAETER ~EN 
ALTERNATOR ' E" TEFWINAL ANO 
GROUND, SI«)UW BE 0 OINS 

NIKKO, INTERNAL REG. 

TB-72 

TB-72 
N (108) 

~tru ~ 
INTERNAl REGULATOR, 

TEST BEHCH 'NO CHARGE' LIGHT USED. 

1(195 TB-72 
INTERNAL REGULATOR, 

ALTERNATOR USES 
DIODE TRIO 

AUX V. • 112 OUTPUT V. 

MUST USE TB-24V WITH TB-72 
ON 24 VOLT /IJ. TERN A TORS 

JIMCOI Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 -1971 



ISKRA. INTERNAL REG. 

TB- 83 
FOR 50 VOLT TRACTOR CAB HEATER ALTERNATOR 

REGULATES ALTERNATOR TO 14.5 VOLTS 

TB-83 (+).g (79) 
1 (WHITE TO SUB-

(REF) . ~ REGULATOR) 

( • ) (BLACK TO SUB-
REGULATOR) 

EXTERNAL REGULATOR, 
BENCH 'NO CHARGE' NOT UGHT USED. 

O&W TB-83 
To test a~emator, 
1. Teat amp818ge output with Red 

(163) clip connected to (B+). 
2. Teat 'High v~age' regulation 

wllhou!Red(ll63) clip. 
Use a handheld meter to verity 
voltage. Aprox. 50±2 volts. 

AUX V. "' NOT USED 

MISCELLANEOUS MIS 2 

JIMCO, Inc. • Phone: BOO - 821 - 7137 • FAX: 816-331 -1971 
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"N" "F .. , EXTERNAL REGULATOR 

TB-G 

TB-G 
N lli (108) 
F I (84) 

EXTERNAL REGULATOR, 
•a• CIRCUIT 

'NO CHARGE' UGHT NOT USED. 

TB-G 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

AUX v ... 1f2 OUTPUT V. 

"E" "F" "N" AND "F" "E" "N", EXT. REG. 

TB-39 
ONLY ONE PLUG USED AT A TIME 

TB-39 
(BH~~ 

E I[!]N 
(t08) 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

'tiO CHARGE' UGHT NOT USED. 

TB-39 

EXTERNAL REGULATOR, 
•a• CIRCUIT 

AUX V.=112 OUTPUT V. 

CHECK VtiTH OfM£TER BETWEEN 
ALTERNATOR "E" TERMINAL AND 
GROUtfl, SHOUlD BE 0 OHMS. 

MITSUBISHI MIT 1 

"A" "F'' "N" "E", EXTERNAL REGULATOR 

TB-J 

TB-J 

(84) Fr- -JE 
A -- N (108) 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

"NO CHARGE' L.IGHl NOT USED. 

TB-J 
EXTERNAL REGULATOR, 

•a• CIRCUIT 
AUX V.=112 OUTPUT V. 

CHECK 'MTH OIM.ETER: 
"E" TEFt.IINAL TO GROONO 

Atfl 'A' TERMINAL 
TO S. OUTPUT POST, 

BOTH SHOOlD BE 0 CBAS 

"IG" "F" "E", EXTERNAL REGULATOR 

TB- 47 
INDUSTRIAL APPLICATIONS 

TB-47 
(7~ IGA 

(84) F L!lJ E 

EXTERNAL REGULATOR, 
"A" CIRCUIT 

"NO CHARGE' UGHT NOT USED. 

TB-47 
EXTERNAL REGULATOR, 

"A" CIRCUIT 
USE MANUAL RHEOSTAT 

AUX V. • NOT CONN. 

CIECK 'MTH OIMAETEA BETWEEN 
AL TEANA TOR 'E' TEAMINAL ANO 
GROUND, SHOULD BE 0 OHMS. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 



"N" "E" "F" , EXTERNAL REGULATOR 

TB- 66 
INDUSTRIAL APPLICATIONS 

TB-66 

( IO~ : ((U]j F (84) 

EXTERNAL REGULATOR, 
" B" CIRCUIT 

"NO CHARGE"liGHl NOT USED. 

HYIU 
TB-66 

EXTERNAL REGULATOR, 
•e• CIRCUIT 

AUX V.=112 OUTPUT V. 

CHECK WITH OHI.tAETER BETWEEN 
AlTERNATOR "E" TERIJINAL AND 
GROUND, SHOULD BE 0 OHMS. 

NARROW TERMINALS, EXTERNAL REG, 

TB- LN 
CHRYSLER COMPUTER CONTROLLED ALTERNATORS 

0 
(F1) (F2) 

(~RON TERMflAI.S) ,1t(,w 
(8-l) GfWj 0 F (FI-POS. 

EXTERNAL REGULATOR, 
•e• CIRCUIT 

' NO CHARGE" LIGHT NOT USED. 

a 
(F1) (F2) 

TB-LN 
WHEN USED ON CHRYSLER OR 

OTHER ALTERNATORS WITH; 

ONE BRUSH GROUNDED, 
USE GAEEN WIRE ONLY. 

-OR-
BOTH BRUSHES INSULA TED. 

USE BOTH WIRES. 

MITSUBISHI MIT 2 

CHRYSLER "NEON .. , EXTERNAL REG . 

TB- 69 

TB-69 

; E) ~~ 
EXTERNAL REGUlATOR, 

•e• CIRCUIT 
"NO CHARGE" LIGHT NOT USED. 

TB-69 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

AUX V.:NOT CONN. 

"F" "SENSE", EXTERNAL REGULATOR 

TB- LC 
LATE MODEL CHRYSLER ALTERNATORS WITH ONLY 
ONE FIELD TERMINAL(F1) AND A SENSE TERMINAL 
(SENSE) 

USED ON LATE MODEL CHRYSLER 
ALTERNATORS WITH ONE BRUSH 

IHTERHAUY GROUNDED 
GREEN YELLOW 

84 108 

'"'d"'' 
DO NOT SWAP LEADS 

EXTERNAL REGULATOR, 

AUX VOLTMETER = 
APPROX. 2 V. LESS THAN 

OUTPUT VOLTS 

"NO CHARGE" UGHT NOT USED. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816- 331 - 1971 
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"FRENCH" TYPE, INTERNAL REGULATOR 

TB-W 

TB-W 

(BW! L rrl1 +,R (791 
CONI£CTED L.!......!.J 

TO 78) 

INTERNAL REGULATOR, 
TEST LEAD "NO CHARGE" LIGHT USED. 

TB-W 

INTERNAL REGULATOR, 
AUX V. "' NOT CONN. 

TEST LEAD HAS TWO DIFFERENT 
SIZE TEIIIINALS WHICH CAH ONLY 

BEATTACHEDONEWAY. 

"R" "L" AND "S" "L", INTERNAL REG. 

TB- H 
"SIMPLE" VERSION, TESTS ALL ALTERNATORS THE 
SAME. TB - 10 IS "COMPLEX" VERSION. 

TB-H 

INTERNAL REGULATOR, 
TEST BENCH "1«1 CHARGE" LIGHT USED. 

TB·H 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO 
AUX V. • OUTPUT V. 

MITSUBISHI MIT 3 

"FORD IAR" TYPE, INTERNAL REGULATOR 

TB- 98 

TB-9S TB-9S 
"SIAPI.E" VEIISKlN, 

-1 I: D 1- (-- -l TESTS ALL ALTERNATORS THE SAJ.E. 

STA BAT AS I 

INTERNAL REGULATOR, 

TEST LEAD "NO CHARGE" L.IGHT USED. 

"R" "L" , INTERNAL REG. 

TB -10 

TS.9C IS "CCIMPL£X" VERSION 
INTERNAL REGULATOR, 
AUX V.•112 OUTPUT V. 

A • 79 

"COMPLEX" VERSION, SEE TB - H FOR "SIMPLE" 
VERSION. 

• Verifies that alternator will excite through 
the "R" terminal only. 

• Verifies correct "L" terminal function. 
• Monitors diode trio voltage on the auxiliary 

voltmeter. 
• Determines if anti-feedback diode is functional 

(when equipped). 

JIMCO, Inc. • Phone: BOO - 821 - 7137 • FAX: 816-331 - 1971 



II 
ROUND PLUG, 3 TERM., INTERNAL REG. 

TB- 42S 
"SIMPLE" VERSION, TESTS ALL ALTERNATORS THE 
SAME. TB - 52C IS "COMPLEX" VERSION. 

TB-42S 

.:®L C~ ·-~~®L 
IG \!!!IL 

INTERNAL REGULATOR, 

TEST LEAD 'NO CHARlE" lklHT USED 

1194 TB-42S 
""SIMPlE" VERSION, 

TESTS All AlTERNATORS THE SAIJE. 
TB-42C IS ·cOMPLEX" VERSION 
INTERNAL REGULATOR. 

AUX V. = NOT CONN. 

79® BULS 
79 ffi CONNECTED 

T078 

ROUND PLUG, 4 TERM., INTERNAL REG. 

TB- 438 
"SIMPLE" VERSION, TESTS ALL ALTERNATORS THE 
SAME. TB - 43C IS "COMPLEX" VERSION. 

TB-43S 
ifif'R ~A·-· '*'FR 

IG \!!!IL ~ IG \!!!JL 
. IG .L 

INTERNAL REGULATOR, 

TEST LEAD "NO OiARGE" LIGHT USED. 

1/94 TB-43S 
-st.4PLE" VERSION, 

TESTS All Al TEANATORS TlE SAl.£. 
TB-43C IS 'CQ.f>LEX" VERSION 

INTERNAL REGULATOR, 
AUX V. = NOT CONN. 

79~TUSED 
BULB 

7Q m CONNECTED 
TO 

MITSUBISHI MIT 4 

ROUND I OVAL PLUG, 3 TERM. , INT. REG. 

TB- 52C 
"COMPLEX" VERSION, SEE TB - 42S FOR "SIMPLE" 
VERSION. 

• Verifies correct "no charge" indicator light function. 
• Determines if indicator light is (L) or (L+). 
• Verifies "S" terminal operation. 
• Test procedure determines which terminal version 

regulator is being used if terminal markings are 
unknown (alternator must be operational) . 

ROUND I SQUARE PLUG, 4 TERM., INT. REG. 

TB- 43/79C 
"COMPLEX" VERSION, SEE TB- 43S AND TB-79S FOR 
"SIMPLE" VERSION. 

• Verifies correct "no charge" indicator light function. 
• Determines if indicator light is (l) or (L+) . 
• Verifies "S", "C", "FR" terminal operation. 
• Test procedure determines which term inal version 

regulator is being used if terminal markings are 
unknown (alternator must be operational). 
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"G" "S" "L" "F", INTERNAL REGULATOR 

TB -75 

TB-75 
cfL) (~~~N 

(WHITE G/C S L (/(TO 7&) 
CUP) ~ (79) ~(RED BULB 

TO 78) 
INTERNAL REGUL ATOR, 

TEST LEAD '110 CHARGE" UGHT USED. 

TB-75 
INTERNAL REGULATOR, 

AUX V. = NOT CONN. 
RED LIGHT= 'L' TERMNAL 
GREEN LIGHT = 'F' TERMINAL 

I ACHI ALT.= 'F' &. 'C' NOT USED. 

MITS. ALT. = 'G' TO ALT. GROUND 
ALT. SHOUlD STOP CHARGING 

SQUARE PLUG, 4 TERM., INTERNAL REG. 

TB -798 
"SIMPLE" VERSION. TB - 79C IS "COMPLEX" VERSION. 

TB-79S 

. ,~:m··:~ 
Tb 78) ~ (N.C.) 

INTERNAL REGULATOR, 
TEST LEAD ' NO CHARGE' UGHT USED. 

2198 TB-79S 

'SIMPLE' VERSION, 
TESTS AU ALTERNATORS THE SAME. 

TB·79C IS 'COMPLEX' VERSION 

INTERNAL REGULATOR, 
AUX V. =NOT CONN. 

MITSUBISHI MIT 5 

"F" "G" "L", INTERNAL REGULATOR 

TB- 80 
SAME AS NIPPONDENSO "M" ' IG' "L" 

TB-80 I 
I 

~: 
GREEN BULB ~ REO BULB . I 
CONNECTED F G L CONNECTED I 

TO (78) M (79) TO (78) : 

INTERNAL REGULATOR, I 
TEST LEAD ' NO CHARGE' LIGHT USED I 

1100 TB-80 
INTERNAL REGULATOR, 

AUX V. =NOT CONN. 
G = (IG) = IGNITION P OS. 

F orM = (FR) = FIELD RATE 
(GREEN UGHT - ON AT HIGH OVTPVT, 

OIM'OFF AT LOW OVTPVT) 

USE TB-53S OR TB·53C 
FOR ' S-IG-L" UNITS. 

ROUND I SQUARE PLUG, 4 TERM., INT. REG. 

TB- 43/79C 
"COMPLEX" VERSION, SEE TB- 43S AND TB-79S FOR 
"SIMPLE" VERSION. 

• Verifies correct "no charge" indicator light function . 
• Determines if indicator light is (L) or (L+). 
• Verifies "S", "C", "FR" terminal operation. 
• Test procedure determines which terminal version 

regulator is being used if terminal markings are 
unknown (alternator must be operational). 
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"S" "L", INTERNAL REGULATOR 

TB- 5L 

VL 
AIRIS 

TB-SL 
(77 & 108) 

~ 

INTERNAL REGULATOR, 

TEST IEJICH ' NO CIWIGE' LIGHT USED. 

11/9' 
TB-SL 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO 
AUX V. • OUTPUT V. 

"P" "0'\ EXT. (COMPUTER) REGULATOR 

TB- 82 

MITSUBISHI MIT 6 

"S" "L", INTERNAL REGULATOR 

TB- 81 
FOR ALTERNATORS WITH A BUILT-IN REGULATOR 
"NO CHARGE" LIGHT CIRCUIT. 

CD 
p (108) 

INTERNAL REGULATOR, 

lEST LEAD 'NO CHARGE' LIGHT USSl. 

TB-81 

INTERNAL REGULATOR, 

AUX V. • 112 OUTPUT VOLTS 
(IF •p• IS CONNECTED) 

4 TERMINAL, INTERNAL REGULATOR 

TB- 435-795 
For alternators with a "FIELD CONTROL" unit, such as part "COMBINATION TB-43S AND TB-79S 

number "354 __ • (looks like a regulator but is MQ.I) . 

Do t«rr use any other test leads or jumper wires, the 

"FIELD CONTROL" unit wil~l be damaged. ~0, ~ \ 

,~a~t 
:-( ~~ ~ cz, 

ct;;O f9~t;;, ~' 
~~~t;:,tf; ~ ~ 

rt...~ ,/' 5 INCLUDES SUB-REGULATOR 
~ TO PROPERLY TEST AlTERNATOR 

TB-82 

p e- (108) 
D 1-1 (Sl& 

REGlAATOR) 

EXTERNAL REGULATOR, 
BEliCH "110 CHARGE' LIGHT NOT 

11Al0 TB-82 
ALTERNATOR DOES NOT 
CONTAIN A REGULATOR. 

WHAT LOOKS UKE A 
REGULATOR IS A 

"F IELD CONTROL' UNIT. 

AUX V. • APPROX. 114 VOLT 
LESS THAN 112 OUTPUT V. 

TB-43S-79S 
WI TB-435-79S 

0 s._c s._c m 'SIMPlF~. 

~) ((!)) ~®.~:-) 
TESlS AU. ALTE~TOIIS nlE SAME. 

L[E f8..Cla7fC ~~~ 'OOMR.EX" VERSONS 

'MiEN TESTING A~ 'C' 
(BUlB F 1G (BUlB TEAt.41NAL VER$100, Olso:Jt.llECT 
T078) (N.C.) (79l T078) nlE RED WIRE PLUGS. 

INTERNAL REGULATOR, INTERNAL REGULATOR, 

TEST UAD "110 QIAAG£" LIGHT USED. AUX V. • NOT CONN. 
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"--" "0" "P' .. EXT. (COMPUTER) REGULATOR 

TB- 92 
For alternators with a "FIELD CONTROL" unit (looks like a 
regulator but is NQI). Do NOT use any other test leads or 
jumper wires, the "FIELD CONTROL" unit will be damaged. 

TB-92 

0 
(51..8- O p(1M) 

REG\MTOR) 

EXTERNAL REGULATOR, 
BEJICH "NO CHARGE' LIGHT NOT 

02A14 TB-92 
ALTERNATOR DOES NOT 
CONTAIN A REGULATOR. 

WHAT LOOKS UKE A 
REGULATOR IS A 

' FIELD CONTROL' UNIT. 

AUX V. • APPROX. 1/4 VOLT 
LESS THAN 112 OUTPUT V. 

INTERNAL REG., LESTER PLUG CODES: 
317 "C" "IG" "L", 318 "D" "G or IG" "L", and 
319 "0" "S" "L" 

TB- 55S 

TB-55S 

O~B 
C IG L C~ECTED 
0 S (79) TO (78) 

INTERNAL REGULATOR, 
TEST L£AD "NO CIWIGE" LIGHT USED 

1w TB-55S 
INTERNAL REGULATOR, 
ALTERNATOR DOES NOT 

USE DIODE TRIO 
AUX V. • NOT CONN. 

USE T8-800N 
'F-G·L' UNITS 

MITSUBISHI MIT 7 

.,PLUG-IN" (8+), INTERNAL REGULATOR 

TB- B 
WITH BATTERY SENSE AND THERMISTOR SENSE 

41M TB·B 
INTERNAL REGULATOR, 

ALTERNATOR USES 
DIODE TRIO 

AUX V. • OUTPUT V. 
REGUlATOR W1TH ORANGE WIRE: 

CONN:CT WHITE lEAD TO 'S". 
REGULATOR WITH 'MillE WIRE: 

CONECT RED lEAD TO'S". 

3 TERMINAL, INTERNAL REGULATOR 

TB- 325 
NISSAN PCM CONTROLLED ALTERNATORS, 
PLUG CODE 325. 

0 
C IG L 

• Verifies correct "no charge" indicator light function. 
• Verifies that alternator can receive a signal and 

operate at two voltage settings. 
• Verifies default operation 
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INTERNAL REG., LESTER PLUG CODE: 
063, 078 and 382 computer controlled (COM) 
alternators. Honda 

TB- COM2 

• Switch for both BSS and LIN system selection 
• Switch for three preset voltages 
• Three plug adapters for plug codes 063, 078 & 382 

MITSUBISHI MIT 8 

.. _ _ .. 
11 0" upu, EXT. (COMPUTER) REGULATOR 

TB - 303/341 PLUG CODES 303/341 
For alternators with a "FIELD CONTROL • unit (looks like a 
regulator but is MQI). Do MQI use any other test leads or 
jumper wires, the "FIELD CONTROL" unit will be t::~m,::~n,:"1 

p TB-~~~/3 I 1 p I ~(10(SUB- I D I 
D~GUIATOA) I I 

EXTERNAL REGULATOR, 
BENCH 'NO CHARGE' LIGHT NOT 

TB-303/341 
ALTERNATOR DOES NOT 
CONTAIN A REGULATOR. 

WHAT LOOKS LIKE A 
REGULATOR IS A 

"FIELD CONTROL' UNIT. 

AUX V. • APPROX. 1/4 VOLT 
LESS THAN 112 OUTPUT V. 
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"DELCO REMY ON" TYPE, EXT. REG. 

TB- D 

TB-D 
R F 

[108) ~ (84) 

EXTERNAL REGULATOR, 
•a• CIRCUIT 

'NO CHARGE' UGHT NOT USED. 

TB-D 

EXTERNAL REGULATOR, 
•a• CIRCUIT 

AUX V.=1r.! OUTPUT V. 

"PLUG-IN" (B+), INTERNAL REGULATOR 

TB- B 
WITH BATTERY SENSE AND THERMISTOR SENSE 

POS. SENSE· 
[REO] (78) 

INTERNAL REGULATOR, · 
TEST BENai 'NO CHARGE' liGHT USED. 

4114 TB-B 
INTERNAL REGULATOR, 

ALTERNATOR USES 
DIODE TRIO 

AUX V. =OUTPUT V. 
REGULATOR WITH ORANGE WIRE: 

CONNECT WHITE LEAD TO 'S". 
REGULATOR WITH WHITE WIRE: 

CONNECT REO LEAD TO "S'. 

MOTOROLA (USA) MOT 1 

"F1" 11F2 11 DUAL FIELD, EXTERNAL REG. 

TB- 68 
MEDIUM ALLIGATOR CLIPS 

TB-68 
UNIVERSAL 

[t27CUPS) 

{110)!!!;;@(, .. e,.,.,.EJoE lf2·NEG.FELDI 

(84) mt1 "OF lf1-POS. FELD] 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

'NO CHARGE' UGKT NOT USED. 

1:?/94 TB-68 
¥1\iEN USED ON CHRYSLER OR 

OTHER ALTERNATORS WI'TII; 

ONE BRUSii GROUNDED, 
USE GREEN WIRE ONtY. 

- OR-
BOtH BRUSHES INSLUATED, 

USE BOlH WIRES. 

11 0ELCO REMY Sl" TYPE, INTERNAL REG. 

TB- C 
12 VOLT ONLY 

TB-C 
12VOLT 

(n & 108) 1 2 (78) 

INTERNAL REGULATOR, 
TEST BENai 'NO CHARGE' UGHT USED. 

TB-C 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO. 
AUX V. • OUTPUT V. 

(USE TB-C24 FOR 24 VOLT) 
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"DELCO REMY Sl" TYPE, INTERNAL REG. 

TB- C24 
24 VOLT ONLY 

TB-C24 
24VOLT 

~~ · 
(108) 1 2 (78) 

INTERNAL REGULATOR, 

TEST BENCH "NO CHAAOE" UGHT USED. 

TB-C24 
INTERNAL REGULATOR, 

ALTERNATOR USES 
DIODE TRIO. 

AUX V. = OUTPUT V. 

(USE TB..C FOR 12VOLT) 

INDICATOR LIGHT, INTERNAL REG. 

TB- FV 
1/4 INCH FEMALE TERMINAL (ALSO SEE TB-96} 

TB-FV 
UNIVERSAL 
{114 WIDE TERUNAL} 

(T7 &BlUE I YELlOW p 0+ 
1081 ~ r ~ [DIODE TRIO.J 

INTERNAL REGULATOR, 
SINGLE.WIRE " NO CHARGE' . 

INDICATOR LIGHT LEAD 

TEST BEI«:H 'NO aiARG£" UGHT USED. 

TB-FV 
FOR ALTERNATORS WITH 

DIODE TRIO. 
CONNECT BLUE WIRE 

TO "0+', IND., "L • 
TERMINAL. 

AUX V. • OUTPUT V. 

MOTOROLA (USA) MOT 2 

"DELCO REMY Sl" , 3 TERM. , INT. REG. 

TB-C3 

TB-C3 
--I"=1 R (108) 

(77) 1 L=...:=.J 2 (71$ 

INTERNAL REGULATOR, 

TEST BENCH "NO CHARGE" LIGHT USED. 

TB-C3 
INTERNAL REGULATOR, 

ALTERNATOR USES 
DIODE TRIO. 

AUX V.•1/2 OUTPUT V. 

RE-TEST ALTERNATOR WTH TB~ TO 
MEASURE DIODE TRIO VOLTAGE. 

JOHN DEERE, INTERNAL REGULATOR 

TB -JD 

TB-JD 

~~ EXC ~ ~:C}: II) L (77) 

INTERNAL REGULATOR, 

TEST BENCH "NO CHARGE" LIGHT USED. 

TB-JD 

EXTERNAL REGULA TOR, 
AUX V. "' NOT CONN., 

USE YELLOW AUX. VOLT 
CLIP (109) 
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NAVISTAR, INTERNAL REG. 

TB -77 

TB-77 
l · BU~m~ms. ~ 
TO (78) 

(L) (SENSE) 

INTERNAL REGULATOR, 

TEST LEAD "NO CHARGE" UGHT USED. 

11l'96 TB-n 

INTERNAL REGULATOR, 
AUX V.:NOT CONN. 

MOTOROLA (USA) MOT 3 

IND. LIGHT & AUX. VOLTMETER, INT. REG. 

TB- 96 
SAME AS TB-FV EXCEPT WITH ALLIGATOR CLIP 

I 

UNIVERSAL I 
[T7 &ll.UE & 'llli~ D+ I 
108) ~ [DIODE TRIO.[ I 

INTERNAL REGULATOR, : 
SINGLE WIRE "NO CHARGE" 1 

INDICA TOR LIGHT LEAD I 
TEST BENCH ' NO CHARGE' UGHT USED. I 

TB-96 
FOR ALTERNATORS WITH 

DIODE TRIO. 
CONNECT BLUE WIRE 

TO "D+", IND., "L " 
TERMINAL. 

AUX V. = OUTPUT V. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816 - 331 - 1971 



co m 
I 

v 
0 

3: 
cc 
0 
ci 
z 
-' 
~ 
1-

UNit 11 F0
, EXTERNAL REGULATOR 

TB·G 

TB·G 
N lli (t08) 
F I (84) 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

"NO CHARGE" UGHT NOT USED. 

TB-G 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

AUX V ... 112 OUTPUT V. 

"IG'' "F" "E", EXTERNAL REGULATOR 

TB ·47 
INDUSTRIAL APPLICATIONS 

TB·47 
!79! 1GB 

(8-4) F L.!!J E 

EXTERNAL REGULATOR, 
"A" CIRCUIT 

"NO CHARGE" UOO NOT USED. 

TB-47 
EXTERNAL REGULATOR, 

"A" CIRCUIT 
USE MANUAL RHEOSTAT 

AUX V." NOT CONN. 

CHECK v.ml OHI.tETEfl ~ 
ALTERNATOR "E" TERMNAL ANO 
GROut(), SHOULD BE 0 OfU.S. 

NIPPONDENSO NO 1 

"A" "F" "N" "E" , EXTERNAL REGULATOR 

TB · J 

TB·J 

(8-4) Fr- -JE 
A -- N(IOB) 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

'NO CHARGE" LIGHT NOT USED. 

TB-J 
EXTERNAL REGULATOR, 

"B" CIRCUIT 
AUX v ... 112 OUTPUT V. 

CHECK 'MTH Olf.1METER: 
"E" TEFMNAL TO GROJNO 

AND "A" TERMINAL 
TO II+ OUTPUT POST, 

BOTH SHOULD BE 0 alMS 

•N" "E" "F", EXTERNAL REGULATOR 

TB- 66 
INDUSTRIAL APPLICATIONS 

TB-66 

(t08):(mJ~F (a~ 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

"NO CHARGE' UOO NOT USED. 

TB-66 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

AUX V.•112 OUTPUT V. 

CHECK WITH Oft.lt..£TER BETWEEN 
ALTERNATOR "E" TERMilAL AND 
GROUNO, SHOULD BE 0 Olf.IS. 
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"E" 11 F11 "N" AND "F" "E" "N" , EXT. REG. 

TB -39 
ONLY ONE PLUG USED AT A TIME 

TB-39 
(~ FIEJJ 

E lillJ N 
(108) 

EXTERNAL REGULATOR, 
•a• CIRCUIT 

"NO CHARGE" UGHT NOT USED. 

TB-39 

EXTERNAL REGULATOR, 
•a• CIRCUIT 

AUX V.=112 OUTPUT V. 

CHECK WITH OHI.IAETER BETWEEN 
ALTERNATOR "'E" TERMINAl 00 
GROUNO, SHOULD BE 0 OHMS. 

"F .. 11E" upu , HONDA, EXTERNAL REG. 

TB- 44 

TB-44 

(M) F IEJI 
E rnm p (108) 

EXTERNAL REGULATOR, 
"A" CIRCUIT 

"NO CHARGE" UGHT NOT USED. 

TB-44 
EXTERNAL REGULATOR, 

"A" CIRCUIT, 
USE MANUAL RHEOSTAT 

AUX V.=112 OUTPUT V. 

CHECK WITH Olf.IKTER BETWEEN 
ALTERNATOR 'E" TSlMilAI. ANO 
GROUND, SHOULD SE 0 014AS. 

NIPPONDENSO ND 2 

"L" "E" "F' , EXTERNAL REGULATOR 

TB- 46 
ONLY ONE PLUG USED AT A TIME 

TB-46 

~ l~rnJ F (n & I08) ~lffil F 

(84) (8-41 

EXTERNAL REGULATOR, 
"A " CIRCUIT 

TEST BENCH "NO CHARGE" LIGHT USED. 

TB-46 
EXTERNAL REGULATOR, 

"A" CIRCUIT, 
ALTERNATOR USES 

DIODE TRIO. 
USE MANUAL RHEOSTAT 

AUX V. "' OUTPUT V. 

CHRYSLER "LH" SERIES, EXTERNAL REG. 

TB -59 

TB-59 
F (110) 

(~ F® 
EXTERNAL REGULATOR, 

•a• CIRCUIT 
"NO CHARGE" UGHT NOT USED. 

5194 
TB-59 

EXTERNAL REGULATOR, 
•a• CIRCUIT 

AUX V.= NOT USED 
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CHRYSLER, EXTERNAL REGULATOR 

TB- 68 

TB-68 
UNIVERSAL 

{127a.JPS} 

(110)w *···IJ£ f2 · NEG.FB.OJ 

(IW} ?'! lllll F lf1·POS. FB.OJ 

EXTERNAL REGULATOR, 
•a• CIRCUIT 

"NO CHARGE" UGKT NOT USED. 

12194 TB-68 
WHEN USED ON CHRYSLER OR 

OTHER Al TEIIIATORS WITH; 

ONE BRUSH GROUNDED, 
USE GREEN WIRE ONLY. 

- OR-
BOllf BRUSHES INSLUATED, 

USE BOTH WIRES. 

"R" "L" AND "S" "L" , INTERNAL REG. 

TB- H 
"SIMPLE" VERSION, TESTS ALL ALTERNATORS THE 
SAME. TB - 10 IS "COMPLEX" VERSION. 

TB-H 

'": W lif,::,oo 
INTERNAL REGULATOR, 

TEST BEHQi "1«1 CHAROE"l10HT USED. 

TB-H 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO 
AUX V. • OUTPUT V. 

NIPPONDENSO NO 3 

NARROW TERMINALS, EXTERNAL REG, 

TB- LN 
CHRYSLER COMPUTER CONTROLLED ALTERNATORS 

~ 
~ 0 
(F1) (F2) 

{NARROW TERMINALS} 

(11~ IUQ( 0 E {F2 · NEG. 

{IW) GflE81 0 F (FI · POS. 
EXTERNAL REGULATOR, 

"B" CIRCUIT 
"NO CHARGE" UOHT NOT USED. 

"R" "L", INTERNAL REG. 

TB- 10 

(Fl ) (F2) 

TB-LN 
WHEN USED ON CHRYSLER OR 

OTHER AlTERNATORS WITH; 

ONE BRUSH GROUNDED, 
USE GREEN WIRE ONLY. 

-OR -
BOTH BRUSHES INSULATED, 

USE BOTH WIRES. 

"COMPLEX" VERSION, SEE TB- H FOR "SIMPLE" 
VERSION. 

• Verifies that alternator will excite through 
the "R" terminal only. 

• Verifies correct "L" terminal function. 
• Monitors diode trio voltage on the auxiliary 

voltmeter. 
• Determines if anti-feedback diode is functional 

(when equipped). 
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"IG" "N", INTERNAL REGULATOR 

TB- S 

TB-S 
IG~ ~ 
N IQj (108) 

INTERNAL REGULATOR, 
"NO CHARGE' UGHT NOT USED. 

TB-S 

INTERNAL REGULATOR, 
ALTERNATOR DOES NOT 

USE 0100£ TRIO. 
AUX V-'"1/2 OUTPUT V. 

"L" "S" "IG", INTERNAL REGULATOR 

TB- 41 
ONLY ONE PLUG USED AT A TIME 

L~~ ~liM) LIEJrn 
s , miG s moo IG 

(78) (79) (78) (79) 
. . 

INTERNAL REGULATOR, 
TEST BENCH "NO CHARGE" LIGHT USED. 

TB-41 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO. 
AUX V. • OUTPUT V. 

NIPPONDENSO NO 4 

"L""IG", INTERNAL REGULATOR 

TB-T 

TB·T 
L ~ (71 &108) 

IG IQJ (79) 

INTERNAL REGULATOR, 
TEST BENCH "NO CHARGE" LIGHT USED. 

TB-T 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO. 
AUX V. • OUTPUT V. 

"L" "R" "P", INTERNAL REGULATOR 

TB -76 
INDUSTRIAL 

TB-76 

(BULB l @u- R (79) 
CONNECTED • 

TO 78) p {lOll) 

INTERNAL REGULATOR, 

TEST LEAD ' NO CHARGE' UGIIT USED 

INTERNAL REGULATOR, 
AUX V. • 1/2 OUTPUT VOLTS 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 

CX) 
Ol 

~ 
0 

3 
a: 
Cl 
ci z 
...J 

~ 
f-



a> 
0 

r3 
N 

r± 
a> 
0> 
..t 
0 

3: 
a: 
0 
ci 
z 
_l 

1-
ro 
1-

ROUND PLUG, 3 TERM., INTERNAL REG. 

TB- 42S 
"SIMPLE" VERSION, TESTS ALL ALTERNATORS THE 
SAME. TB- 52C IS ' COMPLEX' VERSION. 

TB-42S 

·®,:®,·,~® 
INTERNAL REGULATOR, 

TEST LEAD "NO CHAA:>E"LIGHT USED 

1194 TB-42S 
'st.11'1.E" VERSION, 

TESTS All ALTER NATORS THE SA/£ 
TS-42C IS 'C()APLEX" VERSION 
INTERNAL REGULATOR, 

AUX V. =NOT CONN. 

79® BUll! 
79 ffi CONNECTED 

TO 78 

ROUND PLUG, 4 TERM., INTERNAL REG. 

TB- 43S 
' SIMPLE' VERSION, TESTS ALL ALTERNATORS THE 
SAME. TB- 43C IS 'COMPLEX" VERSION. 

TB-43S 
~R ~A·-· 'iii'FR 

IG\!!!IL ~ IG\!!!IL 
IG L 

INTERNAL REGULATOR, 

TEST LEAD ' NO CHARGE' LIGHT USED. 

TB-43S 
'SMPI.E" VERSION, 

TESTS All ALTERNATORS THE SAl.£. 
T8-43C IS 'CaAPLEX" VERS ION 

INTERNAL REGULATOR, 
AUX V. =NOT CONN. 
79~0T USED 

BUll! 
79 m CONNECTED 

T078 

NIPPONDENSO NO 5 

ROUND I OVAL PLUG, 3 TERM., INT. REG. 

TB- 52C 
'COMPLEX" VERSION, SEE TB - 42S AND TB- 52S FOR 
'SIMPLE" VERSION. 

• Verifies correct "no charge" indicator light function. 
• Determines if indicator light is (l) or (l+). 
• Verifies "S" terminal operation. 
• Test procedure determines which terminal version 

regulator is being used if terminal markings are 
unknown (alternator must be operational). 

ROUND I SQUARE PLUG, 4 TERM., INT. REG. 

TB- 43/79C 
'COMPLEX' VERSION, SEE TB - 43S AND TB-79S FOR 
'SIMPLE' VERSION. 

• Verifies correct "no charge" indicator light function. 
• Determines if indicator light is (l) or (l+). 
• Verifies "S", "C" , "FR" terminal operation. 
• Test procedure determines which terminal version 

regulator is being used if terminal markings are 
unknown (alternator must be operational). 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816 - 331 - 1971 



OVAL PLUG, INTERNAL REGULA TOR 

TB- 52S 
"SIMPLE" VERSION, TESTS ALL ALTERNATORS THE 
SAME. TB- 52C IS "COMPLEX" VERSION. 

TB-52S 

0 BUW 
S IG L CONNECTED 
(79) (79) TO (78) 

INTERNAL REGULATOR, 
TEST LEAD ' NO CHARGE' UGHT USED 

1297 TB-525 
INTERNAL REGULATOR, 

ALTERNATOR DOES NOT 
USE DIODE TRIO 

AUX V. "' NOT CONN. 

USETB-800N 
"F-G-L • UNITS 

ROUND PLUG, EXTERNAL REGULATOR 

TB- 71 
1988-90 TOYOTA MR2- SUPERCHARGED 

NOTE: Narrow spacing of 
"F" and •p• term inals 

TB-71 

, .. :(!} .... 
EXTERNAL REGULATOR, 

"A" CIRCUIT 

' NO CHARGE' UGHT NOT USED. 

TB-71 
EXTERNAL REGULATOR, 

"A" CIRCUIT, 
USE MANUAL RHEOSTAT 

AUX V.=1/2 OUTPUT V. 

CHECK WTH OHt.fAETER ~EH 
ALTERNATOR "£" T£RMtW. ANO 
GROUNO, SHOULD BE 0 OHI£. 

NIPPONDENSO NO 6 

OVAL PLUG, INTERNAL REGULATOR 

TB- 52C 
"COMPLEX" VERSION, SEE TB - 42S AND TB - 52S FOR 
"SIMPLE" VERSION. 

• Verifies correct "no charge" indicator light function. 
• Determines if indicator light is (L) or (L+) . 
• Verifies "S" terminal operation. 
• Test procedure determines which terminal version 

regulator is being used if terminal markings are 
unknown (alternator must be operational). 

ROUND PLUG, INTERNAL REGULATOR 

TB -73 
INDUSTRIAL 

NOTE: Narrow spacing of 
"L" and "IG" terminals 

TB-73 

., .. ~®~~. 
INTERNAL REGULATOR, 

TEST BENCH "NO CHARGE" LIGHT USED. 

1<Y95 
TB-73 

INTERNAL REGULA TOR, 
ALTERNATOR USES 

DIODE TRIO 
AUX V. =OUTPUT V. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 
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OVAL PLUG, 3 TERM., INTERNAL REG. 

TB- 86 
"P - IG- L' TERMINALS 

TB-86 

<G> 
P IG L 

(108) (7i) (77) 

INTERNAL REGULATOR, 
TEST BENCH ' NO CHARGE' UGHT USED 

8197 TB-86 
USE WITH TB-24V 

ON 24V UNITS 
INTERNAL REGULATOR, 

AUX V. = 112 OUTPUT VOLTS 

USETB-800N 
"F-IG·L " UNITS. 

SQUARE PLUG, 4 TERM., INTERNAL REG. 

TB- 79S 
'SIMPLE' VERSION. TB - 79C IS ' COMPLEX' VERSION. 

TB-795 

~)m (N~C.) 
(B~LB ~ F 
TO 78) . (N.C.) 

INTERNAL REGULATOR, 
TEST LEAD "NO CHARGE" UGHT USED. 

TB-79S 

'SIMPLE" VERSION, 
TESTS ALL ALTERNATORS THE SAME. 

TB-79C IS 'COMPLEX' VERSION 

INTERNAL REGULATOR, 
AUX V. = NOT CONN. 

NIPPONDENSO NO 7 

JOHN DEERE "IG" "S", INTERNAL REG. 

TB- C 
NO CHARGE INDICATOR LIGHT DOES NOT OPERATE 

TB-C 
12 VOLT 

(n & IOO) 1 2 (78) 

INTERNAL REGULATOR, 

TEST BENCH ' NO CHARGE' LIGHT USED. 

TB-C 

INTERNAL REGULATOR, 
ALTERNATOR USES 

DIODE TRIO. 
AUX V. = OUTPUT V. 

(USE TB-C24 FOR 24 VOLT) 

ROUND I SQUARE PLUG, 4 TERM., INT. REG. 

TB- 43/79C 
'COMPLEX' VERSION, SEE TB- 43S AND TB-79S FOR 
'SIMPLE' VERSION. 

• Verifies correct "no charge" indicator light function. 
• Determines if indicator light is (L) or (L+). 
• Verifies "S", "C", "FR" terminal operation. 
• Test procedure determines which terminal version 

regulator is being used if terminal markings are 
unknown (alternator must be operational) . 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 -1971 



4 TERMINAL, INTERNAL REGULATOR 

TB- 43S-79S 
"COMBINATION TB-43S AND TB-79S 

TB-43S-79S 
G 5, _ , C 5, _ , C FA 

L ~ lUI 

(79) @)79) (79®,::i;:: (N.LC.) 

(BULB l:!!:) F IG (OOLB 
TO 78) (N C ) (79) TO 78) 

INTERNAL REGULATOR, 
TEST LEAD ' NO CHARGE" LIGHT USED. 

w 2 TB-435-795 
'SIMPLE' VERSION. 

TESTS ALL ALTERNATORS THE SAME. 
TB-43C/79C ARE 'COMPLEX' VERSIONS 

WHEN TESTING A KNONN 'C' 
TERMINAL VERSI()II, DISC()IINECT 

THE RED WIRE PLUGS. 

INTERNAL REGULATOR, 
AUX V. = NOT CONN. 

"P" "IG" "L", INTERNAL REGULATOR 

TB-60 
INDUSTRIAL 

TB-60 

p~ 

IG~L 
INTERNAL REGULATOR, 

TEST LEAD ' NO CHARGE' LIGHT USED 

i f~ 
E 

TB-60 

INTERNAL REGULATOR, 
AUX V. = 1!2 OUTPUT V. 

11)!® BULB 
79 T1ri CONNECTED 

T078 

NIPPONDENSO NO 8 

"M" "IG" "L", INTERNAL REGULATOR 

TB- 80 
SAME AS MITSUBISHI "F" "G" "L" 

TB-80 

GREEN BULB 0 REO BULB 
CONNECTED F G L C()IINECTED 

TO (78) M (79) TO (78) 

INTERNAL REGULATOR, 
TEST LEAD ' NO CHARGE' LIGHT USED 

1100 TB-80 
INTERNAL REGULATOR, 

AUX V. = NOT CONN. 
G = (IG) = IGNITION POS. 

F or M = (FR) = FIELD RATE 
(GREEN LIGHT • ON AT HIGH OUTPUT. 

DIM'OFF AT LOW OUTPUT) 

USE TB-53S OR TB-53C 
FOR "S-IG-L" UNITS. 

INTERNAL REG., LESTER PLUG CODES: 
317 "C" "IG" "L" , 318 "D" "G or IG" "L" , 
319 "D" "S" "L" and 325 "C" "S" "L" 

TB- 55S 

TB-55S 

0 BULB 
C IG L C()IINECTED 

0 S (79) TO (78) 

INTERNAL REGULATOR, 
TEST LEAD ' NO CHARGE' LIGHT USED 

12197 TB-555 
INTERNAL REGULATOR, 
ALTERNATOR DOES NOT 

USE DIODE TRIO 
AUX V. = NOT CONN. 

USE TB·BOON 
"F·G·L" UNITS 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 
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INTERNAL REG., Ford Thunderbird 3.9L and 
Lincoln LS 3.9L 2003-06 Nippondenso alter
nators {Lester 13978) with a three terminal 
plug •L"-"IG"-"S•. 
No Lester plug code assigned at this time. 

TB -70 

TB-70 

Q 
(BU.B L IG S 
TO 78) (79) (79) 

INTERNAL REGULATOR, 
TEST LEAD 'NO CHARGE' LIGHT USED. 

3199 TB-70 

IMPORTANT 
NOT THE SAME 

ASFORD6G 

INTERNAL REGULATOR, 

INTERNAL REG., LESTER PLUG CODE: 
344 3 terminal plug "LI" "RC" uAS". 
Use with TB-88 or TB-88S test lead. 

TB- 888 

T8·888 
LESTER PLUG CODE 344 

0 
FR SIG A 
L RC AS 

INTERNAL REGULATOR, 
"NO atAAOE' LIGHT HOT USED. 

W12 T8-888 
LESTER PLUG CODE 344 

Computlc QIWIW 
alternator 

AUX V.- NOT CONN. 

THIS IS AN ADAPTER LEAD FOR 
TESTING CCioiPliTER OCMFO..lfD 
ALTEIIIATCR>. IT MUST BE USED 
'MTH TEST LEAD lll88 OA TB88S 

NIPPONDENSO NO 9 

INTERNAL REG., Denso Alternator (made 
by Denso Poong Sung in Korea) for Hyundai 
and KIA. Lester plug code 427 with a two 
terminal plug "L"-"FR". 

TB-427 

ns0 
CCNNECTEO L FA 

TO (78) 

INTERNAL REGULATOR, 
TEST LEAD 'NO atAAOE' LIGHT USED 

&'12 T8-427 
LESTER PLUG CODE 427 
'FA' TERMINAL VOLTAGE 
SHOULD DECREASE AS 

OUTPUT AMPS 
(LOAD) INCREASE. 

USETB-800N 
"F-G·L • UNITS 

INTERNAL REG., LESTER PLUG CODE: 
298 4 terminal plug "IG" "C" "L" "F". 
Late model HONDA with small connector. 

TB- 298 

TB-298 
IGcrG C .. or 

L F 
BUlB tl (78) (108) 

INTERNAL REGULATOR, 
TEST LEAD "NO LIGHT 

JIMCO, Inc. • Phone: 800-821-7137 • FAX: 816 - 331 - 1971 



4 TERMINAL, INTERNAL REGULA TOR 

TB- 933 
TOYOTA PCM CONTROLLED ALTERNATORS USING 
THE "RLO" SYSTEM. PLUG CODE 933. 

m 
L F 

• Verifies correct "no charge" indicator light function. 
• Verifies that alternator can receive a signal and 

operate at two voltage settings. 
• Verifies default non-RLO operation 

116Gu & 116G-SIGNAL11
, INTERNAL REG. 

TB - 337 replaces TB - 88, TB - 888 
'COMPLEX' VERSION, SEE TB • 6G FOR 'SIMPLE' 
VERSION, TESTS All 3 VERSIONS: 
'I'(L) '- 'L) 'A'(SENSE) =STANDARD OPERATION 
'I' (L) "GLI'(FR) "A'(SENSE) =STANDARD OPERATION 
"LI' 'GEN-MON'(FA), 'RC"'GEN-COM'(SIG), 'AS' 'A'(SENSE) =SIGNAL OPER. 
INCLUDES ADAPTERS FOR PLUG CODES 336, 337, 338, 338 AND 344 

~ 

• Verifies correct indicator light function (when used). 
• Provides digital signal to the "RC" "GEN-COM"(SIG) 

terminal (when used) for both normal & low output. 
• Verifies ·u· "GEN-MON" (FA) termi"tal funtion (when used). 
• Determnes which version you have (alt. must be operational). 

NIPPONDENSO NO 10 

3 TERMINAL, INTERNAL REGULATOR 

TB- 325 
NISSAN PCM CONTROLLED ALTERNATORS, 
PLUG CODE 325. 

0 
C IG L 

• Verifies correct "no charge• indicator light function. 
• Verifies that alternator can receive a signal and 

operate at two voltage settings. 
• Verifies default operation 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816- 331 - 1971 
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"DELCO 1 ODN" STYLE, EXTERNAL REG. 

TB- D 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

'NO CHARGE" LIGHT NOT USED. 

TB-0 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

AUX V.:112 OUTPUT V. 

EXTERNAL REGULATOR WITH 
TB - Pl 1 WATERPROOF CONNECTOR 

WATERPROOF 
CONNECTOR 

E1 . : 

. 

• Verifies correct regulator operation and interaction 
with the alternator. 

• Allows you to show your customer that both the 
alternator and regulator are operational - together! 

• Operates regulator in all modes: • IGNITION' turn
on; • NO CHARGE indicator light" turn-on; and • AC 
self-exciting' turn-on. 

• Operates regulator as: INTERNAL sense; 
BATTERY 1 sense; BATTERY 2 sense. 

• Compatable with both Delco and Ford style 
alternator plugs. 

• Tests both 12 and 24 volt units (TB-24V indicator 
light adapter required for 24 volt). 

POWER LINE PL 1 

SIDE TERMINAL, EXTERNAL REG. 

TB- F 

TB-F i 
(63) R FLO (64) : 

BAT LiJ GAD (5~ 

0 S: A (108) (\9) 
EXTERNAL REGULATOR, 

"B" CIRCUIT 
"NO CHARGE" LIGHT NOT USED. 

TB-F 

EXTERNAL REGULATOR, 
"B' CIRCUIT 

AUX V.=112 OUTPUT V. 

"FORD" STYLE, EXTERNAL REGULATOR 

TB- PL2 

' FORO" style 
CONNECTOR 

. 

' 

. 

. 

0
0 

0 

• Verifies correct regulator operation and interaction 
with the alternator. 

• Allows you to show your customer that both the 
alternator and regulator are operational - together! 

• Operates regulator in all modes: " IGNITION' turn
on; "NO CHARGE indicator light" turn-on; . 

• Operates regulator as: INTERNAL sense; 
BATTERY 1 sense; BATTERY 2 sense. 

• Compatable with both Delco and Ford style 
alternator plugs. 

• Tests both 12 and 24 volt units (TB-24V indicator 
light adapter required for 24 volt). 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816- 331 - 1971 
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FIELD & AUX. VOLTMETER, EXT. REG. 

TB- FC 
1/4 INCH FEMALE TERMINALS 

(V4 WIDE TERMINALS) 

(loa)'R!.CIN 3 D+ 
GREEN 

(84) 3 F 

EXTERNAL REGULATOR, 
" B" CIRCUIT 

"NO CHARGE" UGHT NOT USED. 

12194 TB-FC 
CONNECT GREEN TO 

"FIELD" TERMINAL 
AND YELLOW TO 
"D+" TERMINAL. 

AUX V. =OUTPUT V. 

IND. LIGHT & AUX. VOLTMETER, INT. REG. 

TB- FV 
1/4 INCH FEMALE TERMINALS (ALSO SEE TB-96) 

UNIVERSAL 
(1/4 WIDE TERMINAL) 

(n &liLLIE & 'IB.LOII : 
t08) ;;;:;::z: 3 D+ (DIODE TRIO.) i 

INTERNAL REGULATOR, ! 
SINGLE WIRE "NO CHARGE" : 

INDICATOR LIGHT LEAD . ! 
TEST BENQi -..o CHARGE• UGHT usm. : 

TB-FV 
FOR ALTERNATORS WITH 

DIODE TRIO. 
CONNECT BLUE WIRE 

TO "D+",IND., "L" 
TERMINAL. 

AUX V. = OUTPUT V. 

UNIVERSAL UNI 1 

FIELD & IND. LIGHT, EXTERNAL REG. 

TB- FT 
1/4 INCH FEMALE TERMINALS 

FT 
UNIVERSAL 

( 1/4\\IOE TERMINALS} 

~~ SI.UE l 'IB.LCIN G D+ 

(84) Ciiit': 3 F 
EXTERNAL REGULATOR, 

"A" CIRCUIT 
TEST BENCH "'NO CHARGE" LIGHT USED. 

12194 TB-FT 

CONNECT GREEN TO 
"FIELD" TERMINAL 
AND BLUE/YELLOW 
TO 0+ TERMINAL. 

AUX V. =OUTPUT V. 

FIELD & NEGATIVE, EXTERNAL REG. 

TB- L 
1/4 INCH FEMALE TERMINALS 

(1/4\\IOE TERMINALS} 

(1 10)!Uct< 3 E (F2 · NEG.FIELO) 

(S4) GIJEEN 

EXTERNAL REGULATOR, 
"B" CIRCUIT 

"NO CHARGE" UGHT NOT USED. 

TB-L 
WHEN USED ON CHRYSLER OR 
OTHER AL TERtiA TORS WITH; 

ONE BRUSH GROUNDED, 
USE GREEN WIRE ONLY. 

-OR ·-
BOTH BRUSHES INSLUATED, 

USE. BOTH \\IRES. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 



FIELD & NEGATIVE, EXTERNAL REG. 

TB- LW 
3/8 INCH FEMALE TERMINALS 

(:W WIDE TERMINALS} 

(1 1 0}~ E (F2- NEG.FIElDJ 
G!!!iEN ,J='I 

(84) -· L;,!) F (F 1 - POS. FIElD} 

EXTERNAL REGULATOR, 
"B"CIRCUIT 

'NO CHARGE' LIGHT NOT USED. 

TB-LW 
WHEN USED ON CHRYSLER OR 

OTHER ALTERNATORS Wllll ; 

ONE BRUSH GROUNDED, 
USE GREEN _,RE ONLY. 

-OR-
BOTll BRUSHES INSLUATED, 

USE BOTll WIRES. 

TEST BENCH AUX. VOLTS 

TB- 87 
SMALL ALLIGATOR CLIP 

TB-87 
UNIVERSAL 

~ (108 (AUX. VOlTS) 

"NO CHARGE' LIGHT NOT USED. 

9197 TB-87 
NOTE: 

YELLOW CUP IS TEST BENCH 
'AUX. VOLTS' 

G+, 1, 11 : DIODE TRIO. 
AUX. VOLTS: OUTPUT VOLTS 

R, P, S(P1) • STATOR TERMINAl 
AUX. VOLTS • 112 OUTPUT VOLTS 

UNIVERSAL UNI 2 

FIELD & NEGATIVE, EXTERNAL REG. 

TB- LN 
.110 INCH FEMALE TERMINALS 

(NARROW TERMINALS) 

(110) IUQ( 0 E (F2- NEG. FIElD} 

(84) Gf!E9f ::J F (F1 - POS. 

EXTERNAL REGULA TOR, 
' B' CIRCUIT 

' NO CHARGE' LIGHT NOT USED. 

:Y03 TB-LN 
WHEN USED ON CHRYSLER OR 
OlllER ALTERNATORS Wllll; 

ONE BRUSH GROUNDED, 
USE GREEN WIRE ONLY. 

-OR-
BOTH BRUSHES INSULATED, 

USE BOTll WIRES. 

FIELD & NEGATIVE, EXTERNAL REG. 

TB- 68 
MEDIUM ALLIGATOR CLIPS 

TB-68 
UNIVERSAL 

(127CUPS) 

(110)!1A!l E I}E IF2 -NEG.FElD) 

(84) = • F IF1 ·POS.FB.Dl 

EXTERNAL REGULATOR, 
' B" CIRCUIT 

'NO CHARGE' LIGHT NOT USED. 

12194 TB-68 
WHEN USED ON CHRYSLER OR 

OTHER Al TEFIIATORS WITH; 

ONE BRUSH GROUNDED, 
USE GREEN WIRE ONLY. 

--OR-
BOTll BRUSHES INSLUATED, 

USE BOTll MRES. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 -1971 
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IND. LIGHT & AUX. VOLTMETER, INT. REG. 

TB- 96 
SAME AS TB-FV EXCEPT WITH ALLI GATOR CLIP 

I 04102 TB-96 
uNIVERSAL :a FORALTERNATORSWITH 

(TI&IIlt.U-.ruc;r-:. 0+ I~ DIODETRIO. 
t08) ;;;;:zs [otOOE TRIO.) IE CONNECT BLUE WIRE 

INTERNAL REGULATOR, : TO "0+" , IND., "L" 
SINGLE WIRE "NO CHARGE" 1- TERMINAL. 

INDICATOR LIGHT LEAD I AUX V. =OUTPUT V. 
TEST BENCH ' NO CHARGE" UGHT USED. I 

GENERATOR-REGULATOR TEST LEAD SET 

T95-TBGENREG 
UNIVERSAL TEST LEAD SET TO OPERATE GENERATOR 
WITH ITS REGULATOR ON TEST STAND. MADE WITH 
HEAVY DUTY FLEXIBLE WIRES. JIMCO TAGS PROVIDE 
QUICK HOOK-UP INFORMATION. 

3TAGS:~~~~~~~~~~ 
• TB-GENREG IISIUTtD CIIIOUND 

~ == POSITIYE E ··-0. «NEGATIYE. -
3. Solod ,..,....ljpo, ~ 

0 
2uda3d. uvou 

NEBAnVE GROUND NEOAnVE GROUND 

~~ 
• l1'J.Ot.T 1 UMT 11110. I • I. II YOU 'utiT MO. 

UNIVERSAL UNI 3 

ADAPTS TEST BENCH IND. LIGHT TO 24V 

TB- 24V 

(11) 

1711 

TB-24V 

f7VI I--1~11R£D-Q .--1 
(84) r-.,~"'" 

1108) 

IIIOI L_.JIII"III.AO-L 

TB-24V 
24 VOLT ONLY 

NOncE: ON A 12VOlTAPPUCAllDH 
THE RESISTOR Jj ntS ADAPTER 

Will PREVENT FUll LlUMNAllON 
OF THE ' NO CHARGE" LIGHT . 

~ 
DO Nor USE TEST lEADS USING 

12 'IOLT BULBS. THE BULBS Will BUliN 
OUT OPE.RATIHO 011 :M 'IOlT 

GENERA TOR & REGULATOR TOGETHER 

TB- GEN1 
LUCAS GENERATOR & REGULATORS WITH "PUSH-ON" 
TERMINALS 

TEST REGULA TOR AND 
GENERATOR TOGETHER, 

TEST BENCH "NO CHARGE" UGHT USED. 

TB-GEN1 
TEST REGULATOR AND 
GENERATOR TOGETHER, 

AUX V.= NOT CONN. 
·.AEGlUl~·· ··GENERA.TQA.. 

E•8I..ACK (1tq f•GREEHWU~. 
O•RE:OWIAE" O•REDWIRe 
wt. 8UJE ( T'n CASE • T B Bl.N"...K 
F•CAffNWIAE 
I• t 9 REOCUP(oJ 

3£EPAGtiHIUrlt..!JrtllllEO 
"f8.00tl tUTWCinnat.l\.CAS~lM" 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 



FIELD, AUX. VOLTS, INDICATOR LIGHT, POS. & NEG. 

TB- UNI 
SMALL ALLIGATOR CLIPS 

TB-UNI 
NOTE: 

BLUE CLIP IS TEST BENCH 
'NO CHARGE" INDCATOR LIGHT 
FOR USE WITH ALTEIIIATORS 

WITH DIODE TRIO. 
ORANGE CUP IS TEST LEAD 

"NO CHARGE" INDICATOR UQIT. 
WARNNG: DO NOT LET UNUSED Q.IPS 
TCX!Oi AI.TEANAT<JI a! Tl:ST BEHOI 

FIELD, AUX. VOLTS, INDICATOR LIGHT, POS. & NE 

TB- SP2 
3/16 INCH FEMALE TERMINALS 

TB-SP2 
UNIVERSAL 
[ 0.187 FEMALE SPADE TE!f,IINALS ) 

(77)~L 
171)~+ 
(71)~+ 

16") GI£EN~ RELD 

~08)\aLOW :::1 v:-
(110) BlACK ~ NEG. 

TB-SP2 
NOTe 

BLUE TERioWIALIS TEST BENCH 
"NO CHARGE" IIDCATOR LIGHT 
FOR USE ViiTH Al TERHA TORS 

WITH DIODE TRIO. 
ORANGE TERI.WlAL IS TEST LEAD 
"NO CHARGE' tlDICATOR LIGHT. 

WAAIING: DO lilT LET l.NJS£0 TERMINAlS 
TOUOl AlTEIVIATa! a! TEST 

UNIVERSAL UNI 4 

FIELD, AUX. VOLTS, INDICATOR LIGHT, POS. & NEG. 

TB- SPA 
1/4 INCH FEMALE TERMINALS 

TB-SPA 
UNIVERSAL 

TB-SPA 
NOTE: 

BLUE TERMINAL IS TEST BENCH 
'NO CHARGE" ~lOCATOR LIGHT 
FOR USE \liTH ALTERHATORS 

WITH DIODE TRIO. 
ORANGE TERMIIAL IS TEST LEAD 
"NO CHARGE' NDCATOR LIGHT. 

FIELD, AUX. VOLTS, INDICATOR LIGHT, POS. & NEG. 

TB- SP3 
1.5 mm (0 .60 inch) and 2.8 mm (0.121nch) 
FEMALE TERMINALS 

I 
1.5 mm & 2.8 mm FEMALE TERMINALS I 

(77)~L (M)~ RELD : 

(71)Jlm__ + Ito&~ ~ 1 
~ va.Ts 

(71)~ + (ItO~ NEO. I 
I 

IND. UGHT I 

TB-SP3 
NOTE: 

BLUE TERWNAL IS TEST BENCH 
"NO CHARGE" INDCATOR LIGHT 
FOR USE WITH ALTERNATORS 

WITH DIODE TRIO. 

ORANGE TERMINAL IS TEST LEAD 
'NO CHARGE' INDICATOR LIGHT. 

WAAIING: DO NOT LET IJNUSHl ~HAI.S 
TOUOl AlTERNATa! a! TEST BENOi. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 -1971 
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JUMPER WIRES 

W600 
1 RED 
1 BLACK 

• Jumper lead set, SMALL alligator clips. 

• 14 ga. wire, 48" long. 

MEDIUM DUTY JUMPER WIRES 

W700 
1 w/GREEN clips 
1 w/ YELLOW clips 

UNIVERSAL . UNI 5 

JUMPER WIRES WITH IN-LINE FUSES 

W650 
1 RED 
1 BLACK 

• Jumper lead set, SMALL alligator clips with in-line 
fuse holder. 

• 14 ga. wire, 48" long. 

HEAVY DUTY JUMPER WIRES 

waoo 
1 w/RED c lips 
1 w/BLACK clips 

• Jumper lead set, MEDIUM alligator clips (open 5/8") . • Jumper lead set, LARGE alligator clips (open 1"). 

• 12 ga. black wire, 60" long. • 4 ga. black wire (heavier than most booster cables). 
72" long with COPPER clips. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 



UNIVERSAL UNI 6 

UNIVERSAL ADAPTER HARNESS TO USE JIMCO TEST ADAPTER TO USE JIMCO TEST LEADS ON NON-JIMCO 
LEADS ON NON-JI MCO TEST BENCHES THAT HAVE NO TEST BENCHES THAT HAVE DELCO 1 ODN & 1 OSI PLUGS 
TEST LEAD HARNESS 

T95-UNIADP ET60 

WITH CONNECTION SCHEMATIC 

UNIVERSAL ADAPTER HARNESS WITH ALLIGATOR CLI 
TO USE JIMCO TEST LEADS ON NON-JIMCO TEST 
BENCHES THAT HAVE NO TEST LEAD HARNESS 

ET60UNI 

WITH CONNECTION SCHEMATIC 

ADAPTS JIMCO TEST LEADS TO NON-JIMCO TEST 
BENCHES WITH 5 WIRES IN TEST LEAD PLUG 

TB- 526 

ADAPTS JIMCO TEST LEADS TO NON-JIMCO TEST 
BENCHES WITH 4 WIRES IN TEST LEAD PLUG 

TB- 426 

( - ) 

( -) 

ADAPTS JIM CO TEST LEADS TO MINI-TUNE BATTERY-LESS 
TEST BENCHES 

TB- MINIT 

6 WIRE STRAIGHT THROUGH EXTENSION HARNESS 

TB- 626 
36 INCHES LONG 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 
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FIELD ADAPTER "A" CIRCUIT, 12 VOLTS 

TB- FIELD- A12V 
REGULATOR NOT INCLUDED. 

TB-FIELD-A 12V 

w 
USE WITH CHRYSLER CH-537 

REGULATOR (JIMCO A601~ 

TB-FIELD-A 12V 
EXTERNAL REGULATOR 

ALTERNATOR 
12 VOLT 

"A" CIRCUIT 
REGULATOR ADAPTOR 

FIELD ADAPTER "A" CIRCUIT, 24 VOLTS 

TB - FIELD - B24V 
REGULATOR NOT INCLUDED. 

USE WITH MOTORLA 10>148 
REGULATOR (JM:O A507~ 

TB-FIELD-B24V 
EXTERNAL REGULATOR 

ALTERNATOR 
24 VOLT 

"B" CIRCUIT 
REGULATOR ADAPTOR 

8197 

UNIVERSAL UNI 7 

FIELD ADAPTER "B" CIRCUIT, 12 VOLTS 

TB- FIELD- B12V 
REGULATOR NOT INCLUDED. 

TB-FIELD-B12V 

tO 
USE WITH FORD GA-540 

REGULATOR (JIMCO A~ 

TB-FIELD-B12V 
EXTERNAL REGULATOR 

ALTERNATOR 
12 VOLT 

•e• CIRCUIT 
REGULATOR ADAPTOR 

7197 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 -1971 
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UNIVERSAL UNI 8 

VOLTAGE SPIKE SUPPRESSOR 

diiDCD has developed a transient voltage suppressor for use on your test bench 
to protect voltage regulators that are susceptible to damage from voltage spikes. 

Use this suppressor between your test bench adapter harness and ANY test lead to 
KILL voltage spikes that may damage sensistive voltage regulators. This supressor 
may be left connected on your test bench on 6, 12 and 24 volt systems. 

What is a transient? It is a short "burst" of very high voltage resulting from the sudden 
release of stored energy. Transient voltages have little effect on mechanical or electro
mechanical devices but are devastating to solid state components . 

.llmCD transient suppressors use components that were created by the computer 
industry to protect valuable computers. 

TB- SPIKE 

MAX. APPLIED PEAK TYPICAL 
CONTINUOUS AMPS CAPACITANCE 
D.C. VOLTAGE 8/20 MICRO SEC. PF 

38 1000 5500 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816 - 331 - 1971 
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"THREADED POST" (8+), EXTERNAL REG. 

TB- M 
WITH DIODE TRIO LOAD RESISTOR 

f77&e (M) 

(10~ 
EXTERNAL REGULATOR, 

"B" CIRCUIT 
TEST BENCH '110 CHARGE' LIGHT USED. 

TB-M 
EXTERNAL REGULATOR, 

•a• CIRCUIT 
ALTERNATOR USES 

DIODE TRIO 
AUX V. • OUTPUT V. 

CI£CK \\1TH OIMAETER BEIWEEN 
ALTERNATOR "0-' TERt.INAl AND 

SHOULD BE 0 O!Ml. 

"PUSH-ON" TERMINALS, EXTERNAL REG. 

TB -57 
WITH DIODE TRIO LOAD RESISTOR 

(7761oel IND,D-+ I~ (lll€ l lW.OW) 
(1 0 CHI 

(84) F1,F I lO WATT) 
((HD<) 

1 1~ 

EXTERNALREGULA OR, . 
"B" CIRCUIT 

TEST BENCH 'NO CHARGE" UGHT USED. 

o21t1 TB-57 
EXTERNAL REGULATOR, 

"8 " CIRCUIT 
AUX V. =OUTPUT V. 

ALT. USES DIODE TRIO 
USE LEAD TB- f C 011 AlT. THAT 

DO€S NOT USE DIODE TIIO. 

CHECK WITH 0Ht.t.1ETER BElWEEN 
ALTERNATOR "E" TERMINAl AND 
GROUND, SHOULD BE 0 OHMS. 

VALEO: DUCELLIER, MARCHAL (SEV) 
MOTOROLA (EUROPE), PARIS RHONE VALEO 1 

"VOLVO" TYPE, EXTERNAL REGULATOR 

TB-VO 
WITH DIODE TRIO LOAD RESISTOR 

TB-VO 
(10CHI20W) 

f77 & 1 00)~ (84) 

D~DF 
EXTERNAL REGULATOR, 

•a• CIRCUIT 
TEST BENCH 'NO QWIGE" UGHT USED. 

TB-VO 
EXTERNAL REGULATOR, 

ALTERNATOR USES 
DIODE TRIO 

AUX V. =OUTPUT V. 
CHECK 'MTH OHIJMETER BElWEEN 

ALTERW.TOR '().' TERMNAl AND 
GROUND, SHOULD BE 0 OHMS. 

"PLUG-IN" (8+) , INTERNAL REGULATOR 

TB- B 
WITH BATTERY SENSE AND THERMISTOR SENSE 

TEST BENCH 'NO CHARGE' LIGHT USED. 

41t4 TB-B 
INTERNAL REGULATOR, 

ALTERNATOR USES 
DIODE TRIO 

AUX V. =OUTPUT V. 
REGULATOR WITH ORANGE WIRE: 

CONN:CT WHITE lEAD TO'S'. 
REGULATOR \\1TH WHITE WIRE: 

CONNECT RED lEAD TO'S'. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 



"THREADED POST" (8+) , INTERNAL REG. 

TB- FV 
1/4 INCH FEMALE TERMINAL (ALSO SEE TB-96) 

UNIVERSAL 
{V4 WIDE TERMINAL) 

tn &BL~ ' 't'Ello.Y 
1~ g;:;::::::: 3 D+ (DIODE TRIO.) 

INTERNAL REGULATOR, 
SINGLE WIRE "NO CHARGE" 

INDICATOR LIGHT LEAD 

TEST BENCH "NO CHARGE' LIGHT USED. 

TB-FV 
FOR ALTERNATORS WITH 

DIODE TRIO. 
CONNECT BLUE WIRE 

TO "0+", IND., ' L " 
TERMINAL. 

AUX V. =OUTPUT V. 

AD SERIES , INTERNAL REG . "L" and "F" 

TB ·- 97C 
"COMPUTER ' VERSION 

OPERATES ALTERNATOR WITH DIGITAL SIGNAL 
SIMI LIAR TO VEHICLE COMPUTER. 

TB-97C 

0 
(71) L F (108) 

· "P • FIElD MO!'!ITOA 

INTERNAL REGULATOR, 

12105 TB-97C 
INTERNAL REGULATOR, 

AUX V. = SEE BELOW 

'RVC' COMPUTER 
CONTROLLED 

'DFM' TEAMINAL VOLTAGE 
SHOULD INCREASE AS 

INCREASE. 

VALEO: DUCELLIER, MARCHAL (SEV) 
MOTOROLA (EUROPE), PARIS RHONE VALE02 

"FRENCH" TYPE, INTERNAL REGULATOR 

TB-W 

TB-W 

(BUlB L r'l'l1 +,A (7!11 
CONNECTED L!.......!J 

TO 78) 

INTERNAL REGULATOR, 

TEST LEAD ' NO CHARGE" LIGHT USED. 

1/94 
TB-W 

INTERNAL REGULATOR, 
AUX V. = NOT CONN. 

TEST LEAD HAS TWO DIFFERENT 
SIZE TEFIIIHALS WHICH CAN ONLY 

BE ATTACHED ONE WAY. 

GENERAL MOTORS, INTERNAL REG. "L" 
and "F" 

Ts · .. 97 
' SIMPLE' VERSION 

TB-97 

0 
(71) L F (108) 

'F' • FIElD MONITOR 

INTERNAL REGULATOR, 
TEST LEAD 'NO CHARGE' LIGHT USED. 

I 12105 TB-97 
11:1 INTERNAL REGULATOR, la AUXV. = SEEBELOW 

IE 'RVC' ALTERNATOR WILL 
I 'TURN-ON' AT APPROX. 3100 RPM 
I 
I 'DFM'TERMINAL VOLTAGE 
: SHOULD INCREASEAS 

JIMCO, Inc. • Phone: BOO- 821 -7137 • FAX: 816-331 -1971 
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11 0 11
, EXT. (COMPUTER) REG., HYUNDAI 

TB- 82A 
ADAPTER TO ALLOW TB-82 TEST LEAD TO TEST 
HYUNDAI "D" TERMINAL AlTERNATORS. 
For alternators with a "FIELD CONTROL" unit. Do MQI 
use any other test leads or jumper wires, the "FIELD 
CONTROL" unit will be damaged. 

MUST BE USED WI.Di TB-82 

TB-82A 

D e~,., 

EXTERNAL REGULATOR, 
BENCH ' NO CHAAGF LIGHT NOT 

4.06 TB·82A 

THS IS Nl ADAPTER LEAD 
FOl TESTING FIELD CONTRCl. 

AI. TERNATORS THAT ON. Y HAVE 
A '0' TERI.liNAI. IN THE OPPOSITE 

POSITIOO. 

IIIli BE USED WITH 
TEST LEAD TB82 

INTERNAL REG., LESTER PLUG CODE: 
063, 078 and 382 computer controlled (COM) 
alternators 

TB- COM2 

• Switch for both BSS and LIN system selection 
• Switch for three preset voltages 
• Three plug adapters for plug codes 063, 078 & 382 

VAL.EO: DUCELLIER, MARCHAL (SEV) 
MOTOROLA (EUROPE), PARIS RHONE VALE03 

IND. LIGHT & AUX. VOLTMETER, INT. REG. 

TB- 96 
SAME AS TB-FV EXCEPT WITH ALLIGATOR CLIP 

04102 TB-96 
UNIVERSAL :• FORALT£RNATORSWITH 
(77, llLE , 'fW.c;c:;, D+ 

1 
a DIODE TRIO. 

~~ 2§!!!!!!Z [DIODE TRIO.) E CONNECT BLUE WIRE 
INTERNAL REGULATOR, I TO "D+",IND., "L" 

SINGLE WIRE "NO CHARGE" I TERMINAL 
INDICA TOR LIGHT LEAD AUX V. • OUTPUT V. 

TEST BENCif ' NO CIWIGE" UGifT USED. 

INTERNAL REG., LESTER PLUG CODE: 
468 PCM controlled alternators as used 
on HYUNDAI and KIA. 

TB- 468 

0 
C L FA 

• Verifies correct "no charge" indicator light function. 
• Verifies that alternator can receive a signal and 

operate at two voltage settings. 
• Verifies default operation 

JIMCO, Inc. • Phone: 800- 821 - 7137 • FAX: 816-331 - 1971 
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TEST BENCH TB 5 

TEST BENCH TEST LEAD SETS 

TB-B 
TB-C 
TB-D 
TB-H 
TB-LN 
TB-SL 
TB-UNI 
TB-3G67 * 
TB-41 
TB-42S 
TB-43S79S * 
TB-52S 
TB-6G 
TB-8S53S * 
TB-9S 

BASIC Set 
(part no. T95-TLBASIC) 

Lucas, Bosch int. reg. 
Delco 10-12-15-17-27 S 
Delco 1 0-20 ON 
"S, L" & "A, L" int. reg. 
Chrysler small terminal 
Hit., Mits. oval "S, L 
Universal w/ clips 
Ford 3G combo 
Nippon. "L, S, IG" 
Nippon./Mits 3 terminal 
Nippon./Mits 4 tenn. combo 
Nippon./Mits Oval 3 tenninal 
Ford 6G 
Delco CS, CS130D, AD combo 
Ford JAR simple 

* Combination lead = 2 leads 

QC5BTSet 
(part no. T95-QC5JTLBASIC) 

TB-C Delco 10-12-15-17-27 S 
TB-H "S, L" & .. A, L" int. reg. 
TB-SL Hit. , Mits. oval "S, L 
TB-3G67 * Ford 3G combo 
TB-41 Nippon ... L, S, IG .. 
TB-42S Nippon./Mits 3 terminal 
TB-43S79S * Nippon./Mits 4 tenn. combo 
TB-52S Nippon./Mits Oval3 tenninal 
TB-8S53S * Delco CS, CS130D, AD combo 
TB-9S Ford JAR (2G) 
TB-96 Universal indicator light 

*Combination lead= 21eads 

TB-C3 
TB-F 
TB-JD 
TB-SPA 
TB-SPIKE 
TB-24V 
TB-7 
TB-75 
TB-80 
TB-82 
TB-337 
TB-93 
TB-346 

PREMIUM Set 
(part no. TLPREM) 

Delco 1 0 Sl w/ "A" 
Ford side terminal 
Motorola John Deere 
Universal w 1/4" term. 
Transient voltage suppressor 
24 Volt ind. light adapter 
Ford tractor thermistor 
Hit., Mits. oval "G, S, L, F" 
Nippon./Mits "F, G, L" "M, G , L" 
Hit., Mits. "P, D" 
Ford 6G complex (computer oper.) 
BoschNaleo "L, DFM" 
General Motors "L, F" 

(includes BASIC Set) 

AG & INDUSTRIAL Set 
(part no. T95-TBTLAGKIT) 

TB-8 Lucas, Bosch int. reg. 
TB-C Delco 10-12-15-17-27 S 
TB-0 Delco 1 0-20 ON 
TB-G "F, N" ext. reg . 
TB-H "S, L" & "A, L" int. reg . 
TB-JD Motorola John Deere 
TB-42S NipponJMits 3 terminal 
TB-7 Ford tractor thermistor 
GENREG "Generator & Regulator 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 
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ON THE CAR TESTERS OTCT 1 

The alternator works on the test stand but NOT on the car! Is the problem the alternator or 
the vehicle wiring? Do you spend another two hours taking it off and replacing it? 

dlmCD "ON-THE-CAR" testers operate the alternator with the vehicle battery and 
alternator output wire. NO other vehicle wiring. Either it works or it doesn't! 

The SIMPLE, QUICK and EASY way to find the problem. 

Part no. I- 60 

Individual test leads connect 
the I-60 to the specific alternator 

to be tested . 

Part no. I- 6QK 
KIT INCLUDES 

11 TEST LEADS and STORAGE BOX 
(See Page OTCT 3) 

Optional 
Externally-regulated test kit 

Part no. I- EXT 
INCLUDES 

4 TEST LEADS and FIELD CONTROL 
(See Page OTCT 3) 

JIMCO. Inc. • Phone: 800- 821 - 7137 • FAX: 816-331 -1971 



ON THE CAR TESTERS 

I - 60 ACCESSORIES 

On externally regulated alternators a REGULATOR ADAPTER 
and a regulator must be used. The regulator adapter plugs into 

OTCT 2 

the I - 60 with the appropriate alternator test lead.J>Iugged ~ 
into the regulator adapter. '\, ~ (' 

> 0 
Regulator adapter 
Part No. 

TB-FI ELD-A 12V 

TB-FI ELD-B 12V 

TB-FIELD-B24V 

TB-626 

JIMCO, Inc. • 

Alternator 
Alternator Alternator Test Lead 
Voltage Field Type Tag Color 

12 "A" WHITE 

12 "B" GREEN 

24 "8" GREEN 

Regulator 
Type 

(Not I included) 

CHRYSLER 
CH-537 

6 
FORD 

GR-540 

0 
MOTOROLA 

105-148 

36" LONG EXTENSION HARNESS TO REACH 
HARD TO GET AT ALTERNATORS 

Phone: 800 - 821 - 7137 • FAX: 816 - 331 - 1971 



ON THE CAR TESTERS 

TEST LEADS INCLUDED IN THE I -60 KIT 
(See "TERMINAL IDENTIFICATION MANUAL" for specific applications) 

GENERAL MOTORS FORD 

HONDA HONDA 
TOYOTA 

TOYOTA 

OTCT 3 

' combo' 

TOYOTA 

NISSAN 
MITSUBISHI 

MAZDA 

NISSAN 
MITSUBISHI 

MAZDA 

EUROPEAN 
W-710 

BATIERY BY-PASS WIRE 
(REQUIRED WITH TB-9S) 

TEST LEADS INCLUDED IN THE OPTIONAL I - EXT KIT 
FOR EXTERNALLY - REGULA TED ALTERNATORS 

(See "TERMINAL IDENTIFICATION MANUAL" for specific applications) 

CHRYSLER FORD 

I-60 

Regulator Included 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 - 1971 
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ON THE CAR TESTERS OTCT 4 

TIM1 
TERMINAL IDENTIFICATION MANUAL 

TERMINAL 

lDENTIFICA TION 
~NUAL 

I•·•. ALTERNATOR HOOK-UP • HONDA • HON Sl 

TEST' 
HORIMt. CHMUliNO QP£AATI~ ... 

jiG) ~R} 
'""n: : 

. ,. 
(F~I 

S.U:HOt' 1 

""'-"' "' '' ')1:-v)otl l iSf l(AII 

73 

T£SH 
C:CMIIP\ITlA SH U' ~ OPHIAHOi 

~ ~~ 
SlE"-!U~ 

., . 
(F~I 

SHHC'f( I 

I h1\ IMd f8·)'e/; ....,,l e1 ' C"IM ' FA' 1\,.ne!Kin. Ill• Ita" l9·7tS '1Ctl NOT Uf'IIW~tul tllll•dil'lo NOT 
vem1'FR' \ncton 
'Z V..>t«nl~•t ... d l IINI•II•nabi 'Mih'C'•IIfWl~miOOrnt<WJ(fUII ) AIIWAIIQIItWUOoetklfm,....,.mauy 
COr\I'IK1 Nlldl diD .0 ·c· wn.n.l (lutZ), lll.,_bt_,?\Jd IICPHf l1111l0dWQin'J.. '¥'Cli•Ot 'MII 'H<t .. n 

75 
-c-

···~(IG).,. 
(FRI - ~~ 

NQ(..(t.IN 

~~:.·~)o!t I U:J lEJ(l 

IIICOtti'Mlt;t~ Tll4t, !H J.IOH I 

__.... ... ~ ... fi.:JI"lt~IIWN.~ENOIEI 

I , ... ._,f&10'lii•I•"F~~~-~IIadf8.1RS 1 f•li•Cif.toQAf(H!Wif!Y•I*'FR'l.N'IdiO'\. -.nt 
"-tf.Kn u,.,.,., .. l .. l l~t"NOf '"'•ty "fR'"~ _.~ tlo ltCNt\o')NJ~• ~~ot-•lllldat'IIC'*~•OI,IIpJ 

Cf\.,..,_, ... ,. 'Wf -.o licit• UrwttUIIell laadl oa NOT 
.,.,ty •t:Jt r~ 

"TERMINAL IDENTIFICATION MANUAL", part no. TIM 1, details alternator terminal markings 
along with their function for accurate testing, on or off the vehicle. This book also lists the 
recommended test lead, universal test lead hook-up inforrT)_sition and important notes. 

Information is categorized by specific automobile manufacturer for use by rebuilder or installer. 
An index is available for cross referencing to car make, year and model. Using this manual 
to test alternators on the vehicle can reduce "no fault found-working" alternator warranties. 

TIM1 is available in quantity with your company name on the cover for distribution to your 
installer customers. 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 -1971 



ACCESSORIES ACC 1 

Test lead storage rack 

PART NO. 

T29-4408 

JIMCO, Inc. • Phone: 800-821 -7137 • FAX: 816-331 -1971 
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Test lead identification tags 
Also use to make custom test leads 

PART NO. 

T95-TBTAG 
5 PER BAG 

Clear, hard plastic shell with slot for 
inserting identification information. 
1-3/8 X 2-1 /8 

Test lead repair connector 
Also use to make custom test leads 

PART NO. 
T95-539TM 
5 PER BAG 

Includes 
6 male terminals 

lor each connector 
housing 

"C" (Complex) Test lead replacement 
plastic box 
Replace broken boxes 

PART NO. 
T95-M4005064 

Size: 3-5116 x 5-1/4 

Includes pop rivets 

REPAIR PARTS REP 1 

Test lead "No Charge" Indicator light parts 

PART NUMBERS 

LENS 
- RED -T24-30170 
-- GREEN - T24-30174 

LIGHT 
BULB 

T95-16ESB 
-.} 5 PER BAG 

BULB 
SOCKET 

T24-30153 

COMPLETE 
ASSEMBLY 

PART NUMBERS 
T95-30170AR - RED 
T95-30174AG- GREEN 

Respective part numbers include: 
1 each 

Bulb, lens, bulb socket and 
mounting spring washer 

Adapter plug harness repair connector 

PART NO. 
T95-538TF 
1 PER BAG 

Includes 
6 female terminals 

"C" (Complex) Test lead replacement 
face panels _ 
Replace broken pan els 

LEAD 

TB-9C 
TB-43C 
TB-52C 
TB-53C 
TB-62 
TB-197 

PART NOS. 

T95-TBI89C 
T95-TBI843C 
T95-TBI852C 
T95-TBI853C 
T95-TBI862 
T95-TBI8197 

''o o Q. 

Size: 3-1 /B X 5-1/8 

Includes 4 pop rivets, plugs, 
strain reliefs and applicable label 

JIMCO, Inc. • Phone: 800 - 821 - 7137 • FAX: 816-331 -1971 
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