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Dual Phone Connection
While you are connected through Bluetooth, with a touch 
of a button you can switch between two phones.

Wireless Music Browsing (AVRCP 1.5 / 1.6)
Search and select songs from your music collection 
through a Bluetooth connection.

Graphic EQ / Digital Time Alignment
13-Band equalizer and DTA gives optimal tuning 
enhancements for listeners.

FLAC/DSD Supported
Compatible with various audio file formats from 
high-res FLAC and WAV, to MP3, WMA and AAC. 
Also plays DSD (Direct Stream Digital) files with a 
broader reproduction frequency band for life-like 
high-res sound reproduction. 

Remote App
A smartphone application can control most basic functions 
of the receiver over the Bluetooth connection of the paired 
phone (iPhone or Android).

Music Mix
Up to 5 Bluetooth® devices can be paired to the receiver 
at the same time. You can enjoy audio streaming just by 
switching the devices with your friends or family.

Drive EQ
Boosts specific frequencies in the audio signal to 
overcome the negative impact of road noise.

For Support and Technical Information please visit www.kenwood.com/cs/ce
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A clear screen designed to reduce glare that includes a 
resistive touch sensor for accurate control during operation.

Clear Resistive Touch Panel

Lane Assist guides you to the correct lane for an 
approaching turn or exit, making unfamiliar intersections 
and exits easy to navigate.

Lane Assist

Android Music Playback (AOA2)
Supporting AOA2, install the KENWOOD Music Play app 
and connect your smartphone to the receiver via USB, and 
control your music directly from the receiver.

Detachable USB
The USB cable can be disconnected from the back of the 
receiver for easier installation and service.

DUAL USB
Multiple USB ports provide additional inputs for music 
sources or smartphone battery charging.

GLOSSARY

Parking Guide Lines
Parking guide lines (requires installation of compatible 
backup camera) that enhance the effectiveness of a 
backup camera.

Short Chassis
With audio receivers shorter in depth than any of our 
previous models, installation is made easier in a wider 
range of cars than ever before.

Variable Color Illumination
Bright variable color LEDs can be adjusted to match any
color dash lighting.

FRONT USB & AUX
Easy front panel connection for your compatible USB-
enabled devices. These include iPhone, iPod devices 
as well as compatible Mass Storage Class devices like 
smartphones, USB thumb drives and portable hard drives. 

CD Door
The CD slot cover prevents dust from entering the transport.

Dual Camera Input
Two camera inputs for front and rear cameras. 

Dash Cam Ready
Dash Camera (DRV-N520) can be controlled and viewed 
from the touch screen.

Capacitive Touch Panel
Clear glass display with swipe functionality provides 
superior picture and touch panel control.



Apple CarPlay is the smarter and safer in-
vehicle interface to operate your iPhone, and 

the experience is taken to another level when featured in a KENWOOD 
multimedia receiver. Simply talk to Siri, or touch the receiver’s display 
and get directions from Apple Maps, make phone calls, listen to 
voicemail, send and receive texts, and listen to music all in a way that 
allows you to stay focused on the road.

Apple CarPlay *

Android Auto was designed with safety in mind, 
helping you to minimize distractions and stay 

focused on the road. KENWOOD’s multimedia receivers combine Android Auto’s 
intuitive voice controlled interface, a large touch screen and superior sound 
quality, making it the perfect complement for your in-car life.

WebLink is the new way to get the most out of your in-car 
receiver. Connect your smartphone using a USB connection 

to access some of your favorite apps such as Waze, YouTube, Yelp and NextRadio. NextRadio* takes 
broadcast radio to the next level with a Live Channel Guide, direct interaction with the broadcast 
station and artwork to enhance the listening experience. Using your apps through the large and 
clear touchscreen makes WebLink the safest and easiest way to use your smartphone on the road.

High-Resolution Audio is high-quality sound 
that exceeds the CD standard. With its 
increased detail the music takes on a new life, 

from the most delicate passage to the dynamics of ultra-
high frequencies and deep lows. You will feel as if you 
were in a concert hall.

Android Auto™ *

WebLink™ – YOUR PORTAL TO WAZE, YOUTUBE AND MOREHigh-Resolution Audio

CMOS-230
Rear View Camera

CMOS-130
Rear View Camera

CMOS-320
Multi-View Camera

KCA-iP103
iPod / iPhone Lightning Cable

* Selected Models Only*NextRadio only for DNX875S, DDX9705S * Selected Models Only

Multimedia compatible Dashboard Camera

DRV-N520

DRV-410
Dashboard Camera

Smooth waveforms Loss of smoothness Fine waveforms 

1sec.

Original sound

Original sound CD 

(44.1kHz / 16bit)
High-Resolution Audio

 (192kHz / 24bit)

CD sampling frequency
High-Resolution Audio 

sampling frequency

1sec. 1sec.

The camera records in full HD video 
capturing every event that occurs on the 
road ahead, and also provides safety 
features such as collision avoidance. The 
DRV-N520 is controlled by a KENWOOD 
Dash Cam Ready receiver allowing video 
captured by the camera and safety 
prompts to be displayed on the multimedia 
receiver screen.

* The product with this logo is conformed to High-Resolution Audio standard defined by Japan 
Audio Society. This logo is used under license from Japan Audio Society. 

3 PRE-OUTS
4V

DDX9705S
6.95” DVD Receiver with Wireless Android Auto

DRV-320
Dashboard Camera

6.95” AV Navigation System with Wireless Android Auto

DNX875S
3 PRE-OUTS

4V
3 PRE-OUTS

4V
6.8” AV Navigation System with Bluetooth & HD Radio

DNX575S

3 PRE-OUTS
4V

6.95” Digital Media Receiver  
with Bluetooth

DMX7705S

DDX6705S
6.8” DVD Receiver with Bluetooth 3 PRE-OUTS

4V

6.95” DVD Receiver with Bluetooth 
& HD Radio

DDX775BH

3 PRE-OUTS
4V

6.2” DVD Receiver with Bluetooth

DDX575BT

3 PRE-OUTS
4V

3 PRE-OUTS
4V

3 PRE-OUTS
2.5V

6.2” DVD Receiver with Bluetooth 6.2” DVD Receiver with Bluetooth

DDX376BT DDX276BT/26BT

* iDataLink maestro only for DDX276BT
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Marine Remote Controller 
Extension Cable 7m / 3m

CA-EX7MR/3MR

Marine Remote Controller 
Branch Cable

CA-Y107MR

6-1/2” 2-way 2 Speaker

KFC-1653MRW/MRB
RMS POWER

PEAK POWER 150W
50W

Wired Marine Remote Control

KCA-RC35MR

8” 2-way 2 Speaker

KFC-2053MRW/MRB
RMS POWER

PEAK POWER 300W
100W

Wired Marine Remote Control with Display 

KCA-RC55MR

Compact Mono Digital Amplifier

• Conformal Coating*
• Speaker Level Input
• Variable Low-pass Filter

• Signal Sensing Turn-on
• (W)5-11/16” x (H)1-3/4” x 

(D)3-7/8”

KAC-M3001
Compact 4-Channel Digital Amplifier

• Conformal Coating*
• Speaker Level Input
• Variable Low & High-pass Filter

• Signal Sensing Turn-on
• (W)6-1/2” x (H)1-3/4” x 

(D)3-7/8”

KAC-M3004

* Conformal Coating: Do not install the unit in a spot exposed to direct sunlight or excessive heat or humidity. Also avoid places with too much dust or the possibility of water splashing.

Class D 5-Channel Marine Power Amplifier

• Conformal Coating*
• Speaker Level Input
• Variable Low & High-pass Filter

• Signal Sensing Turn-on
• Bass Boost
•  (W)9” x (H)2-3/16” x (D)7-3/8”

KAC-M8005

KAC-M1804
Compact 4-Channel Digital Amplifier

• Conformal Coating*
• Speaker Level Input
• Signal Sensing Turn-on

• (W)5-1/2” x (H)1-5/16” x 
(D)3-9/16”

RMS POWER

PEAK POWER 100W
20W

6-1/2” 2-way Speaker

KFC-1633MRW

10” Subwoofer with Class-D Amp Package

P-WD250MRW
PEAK POWER 100W

Remote App
A smartphone application can control most basic functions of the 
receiver over the Bluetooth connection of the paired phone (iPhone 
or Android).

SMARTPHONE CONNECTIVITY

Music Mix
Up to 5 Bluetooth® devices can be paired to the 
receiver at the same time and you can enjoy audio 
streaming just by switching the devices with your 

friends or family.

Spotify Ready
Ability to control content from the Spotify App on iPhone and Android devices as a dedicated source on the receiver. Listeners can play 
and skip tracks, browse playlists, albums and radio stations via the KENWOOD receiver. Spotify works over Bluetooth for Android devices 

and Bluetooth or USB connection for iPhone. 
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CD Receiver with Bluetooth

KDC-BT275U/BT23 
1 PRE-OUT

2.5V

CD Receiver with Bluetooth

KDC-BT572U
3 PRE-OUTS

2.5V

CD Receiver

KDC-168U
1 PRE-OUT

2.5V

3 PRE-OUTS
2.5VCD Receiver with Bluetooth

KDC-BT375U/BT33

DPX503BT
2-DIN CD Receiver with Bluetooth 3 PRE-OUTS

2.5V

Marine CD Receiver with Bluetooth

KMR-D772BT
3 PRE-OUTS

5V

Remote Control Ready
MARINE KMR-D375BT

Marine CD Receiver with Bluetooth 3 PRE-OUTS
4V

Remote Control Ready
MARINE KMR-M325BT

Marine Digital Media Receiver with Bluetooth 3 PRE-OUTS
4V

Remote Control Ready
MARINE

KAC-M1824BT

• Conformal Coating*
• Speaker Level Input
• Signal Sensing Turn-on

• (W)5-11/16” x (H)1-3/4” x 
(D)3-7/8”

Compact Bluetooth 4-Channel Digital Amplifier 

Digital Media Receiver with Bluetooth 

KMM-BT325U
3 PRE-OUTS

2.5V Digital Media Receiver with Bluetooth 

KMM-BT225U
1 PRE-OUT

2.5V

DPX303MBT
2-DIN Digital Media Receiver 3 PRE-OUTS

2.5V

CD Receiver with Bluetooth & HD Radio

KDC-BT772HD
3 PRE-OUTS

4V
Digital Media Receiver with Bluetooth & HD Radio

KMM-BT522HD
3 PRE-OUTS

4V

RMS
POWER

MAX POWER 600W
50W x 4 4Ω
75W x 4 2Ω

150W x 2  Bridged

RMS
POWER

MAX POWER 1600W
50W x 4 4Ω + 300W 4Ω 

75W x 4 + 500W 2Ω
150W x 2  + 300W Bridged

RMS
POWER

MAX POWER 400W
45W x 4 4Ω
45W x 4 2Ω

90W x 2  Bridged

RMS
POWER

MAX POWER 600W
200W 4Ω
300W 2Ω

RMS
POWER

MAX POWER 400W

45W x 4 4Ω
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PA-W801BKSC-PSW8 P-W804B

12” / 10”
Subwoofer Grill 

CA-12G/10G

12” Oversized Subwoofer

KFC-W3016PS

• PP Cone with Square 
Array Pattern

• Impedance 4Ω

• Frequency Response 
27Hz - 300Hz

• Mounting Depth 5-3/16”

RMS POWER

PEAK POWER 2000W
400W

RMS POWER

MAX POWER 400W
200WRMS POWER

PEAK POWER 900W
300WRMS POWER

MAX POWER 250W
150W

• PP Cone with Square 
Array Pattern

• Impedance 4Ω

• Frequency Response 
32Hz - 300Hz

• Mounting Depth 4-9/16”

10” Oversized Subwoofer

KFC-W2516PS RMS POWER

PEAK POWER 1300W
300W

3-1/2” Custom Fit Speaker

KFC-835C

• Frequency Response 96Hz - 20kHz
• Mounting Depth 1-1/2”

PEAK POWER 40W
RMS POWER 10W

4x6” Custom Fit Speaker

KFC-4675C 

• Frequency Response 50Hz - 25kHz
• Mounting Depth 1-5/8”

RMS POWER

PEAK POWER 60W
20W

• Frequency Response 50Hz - 25kHz
• Mounting Depth 2-7/16”

4x10” Custom Fit Speaker

KFC-415C RMS POWER

PEAK POWER 160W
40W

• PP Cone with Diamond 
Array Pattern

• Impedance 4Ω

• Frequency Response 
36Hz - 300Hz

• Mounting Depth 6”

12” Subwoofer

KFC-W12PS RMS POWER

PEAK POWER 1000W
250W

• PP Cone with Diamond 
Array Pattern

• Impedance 4Ω + 4Ω

• Frequency Response 
36Hz - 300Hz

• Mounting Depth 6-3/16”

12” DVC Subwoofer

KFC-W12DVC RMS POWER

PEAK POWER 1000W
250W

• Frequency Response 5kHz - 25kHz

1” Component Tweeter

KFC-ST01 RMS POWER

PEAK POWER 160W
40W

6-3/4” Round 3-way 3 Speaker

KFC-1795PS

• Acoustic Sound Harmonizer
• Frequency Response 70Hz - 20kHz
• Mounting Depth 2-3/8”

RMS POWER

PEAK POWER 330W
80W

6-1/2” Round 3-way 3 Speaker

KFC-1695PS

• Acoustic Sound Harmonizer
• Frequency Response 75Hz - 20kHz
• Mounting Depth 1-13/16”

RMS POWER

PEAK POWER 320W
75W

8” Compact Powered Subwoofer
• Wired remote controller
• (W)13-4/5” x (H)2-15/16” x (D)9-7/16”

8“ Oversized Subwoofer in Ported Enclosure 8“ Powered Subwoofer in Ported Enclosure
• Strong Magnetic Circuit
• (W)17-11/16” x (H)5-7/8” x (D) 11-13/16”

• Strong Magnetic Circuit
• Wired Remote Control Included
• (W)17-11/16” x (H)5-7/8” x (D) 11-13/16”

P-W101B
Vented Enclosure Box Subwoofer
+ KAC-5207 Package
• PP Cone Woofer

PEAK POWER
700W

6x9” Oval 5-way 5 Speaker

KFC-6995PS

• Acoustic Sound Harmonizer
• Frequency Response 60Hz - 20kHz
• Mounting Depth 3-1/16”

RMS POWER

PEAK POWER 650W
125W

6x8” Oval Custom Fit 3-way 3 Speaker

KFC-C6895PS

• Acoustic Sound Harmonizer
• Frequency Response 63Hz - 20kHz
• Mounting Depth 2-3/8”

RMS POWER

PEAK POWER 360W
81W

5x7” Oval Custom Fit 3-way 3 Speaker

KFC-C5795PS

• Acoustic Sound Harmonizer
• Frequency Response 80Hz - 20kHz
• Mounting Depth 2-1/16”

RMS POWER

PEAK POWER 320W
80W

6x9” Oval 4-way 4 Speaker

KFC-6985PS

• Acoustic Sound Harmonizer
• Frequency Response 63Hz - 20kHz
• Mounting Depth 3-1/16”

RMS POWER

PEAK POWER 600W
115W

Class D Mono Power Amplifier

KAC-5001PS RMS
POWER

MAX POWER 1000W

300W   4Ω
500W  2Ω

• Variable Low-pass Filter
• Bass Boost

• (W)9-7/16” x (H)2-3/16” x 
(D)7-9/16”

RMS
POWER

MAX POWER 550W
40W x 4 4Ω
60W x 4 2Ω

130W x 2  Bridged

4/3/2-Channel Power Amplifier

KAC-6407

• Speaker Level Input
• Variable Low-pass filter 
• High-pass Filter

• Signal Sensing Turn-on
• (W)13-3/16” x (H)2-3/16” 

x (D)8-1/16”

Stereo / Bridgeable Power Amplifier

KAC-5207

• Speaker Level Input
• Low-pass Filter 
• Signal Sensing Turn-on

• (W)9-1/16” x (H)2-3/16” x 
(D)6-9/16”

RMS
POWER

MAX POWER 500W
70W x 2 4Ω
85W x 2 2Ω

170W  Bridged

4/3/2-Channel Power Amplifier

KAC-8406

• Speaker Level Input
• Variable Low & High-pass 

Filter
• Cooling Fan

• Bass Boost
• Signal Sensing Turn-on
• (W)13-3/16” x (H)2-3/16” 

x (D)7-9/16”

RMS
POWER

MAX POWER 900W
70W x 4  4Ω 

 100W x 4  2Ω
200W x 2  Bridged

RMS
POWER

MAX POWER 2000W

500W  4Ω
1000W  2Ω

Class D Mono Power Amplifier

KAC-9106D

• Speaker Level Input
• Variable Low-pass Filter
• Bass Boost
• Signal Sensing Turn-on

• Infrasonic Filter 20Hz-
50Hz, -24dB/oct

• (W)13-3/16” x (H)2-3/16” 
x (D)7-9/16”

RMS
POWER

MAX POWER 1200W
40W x 4  +  300W  4Ω
50W x 4  +  500W  2Ω

5-Channel Power Amplifier

KAC-7005PS

• Variable Low & High-pass 
Filter

• Cooling Fan

• Bass Boost
• (W)12-3/4” x (H)2-3/16” x 

(D)7-3/8”

6-1/2” Round 2-way 2 Speaker

KFC-1666S

• Frequency Response 40Hz - 22kHz • Mounting Depth 1-11/16”

RMS POWER

PEAK POWER 300W
30W

KFC-1366S RMS POWER

PEAK POWER 260W
30W

5-1/4” Round 2-way 2 Speaker
• Frequency Response 45Hz - 22kHz
• Mounting Depth 1-3/4”

4” Round 2-way 2 Speaker

KFC-1066S

• Frequency Response 50Hz - 22kHz
• Mounting Depth 1-11/16”

RMS POWER

PEAK POWER 220W
21W

6-1/2” Round Dual Cone Speaker

KFC-C1656S

• Frequency Response 40Hz - 18kHz
• Mounting Depth 1-11/16”

RMS POWER

PEAK POWER 300W
30W

KFC-C1356S RMS POWER

PEAK POWER 260W
30W

5-1/4” Round Dual Cone Speaker
• Frequency Response 45Hz - 18kHz
• Mounting Depth 1-11/16”

4” Round Dual Cone Speaker

KFC-C1056S

• Frequency Response 50Hz - 18kHz
• Mounting Depth 1-11/16”

RMS POWER

PEAK POWER 220W
21W

6x9” Oval Custom Fit 3-Way 3 Speaker

KFC-6966S

• Frequency Response 35Hz - 22kHz
• Mounting Depth 3”

RMS POWER

PEAK POWER 400W
45W

6x8” Oval Custom Fit 2-Way 2 Speaker

KFC-C6866S

• Frequency Response 40Hz - 22kHz
• Mounting Depth 2-3/8”

RMS POWER

PEAK POWER 250W
30W

5-1/4” Component Speaker Package

KFC-P510PS

• Frequency Response 63Hz - 24kHz • Mounting Depth 2-3/8”

RMS POWER

PEAK POWER 240W
45W

6-1/2” Component Speaker Package

KFC-P710PS

• Frequency Response 63Hz - 24kHz • Mounting Depth 2-3/16”

RMS POWER

PEAK POWER 280W
80W

5-1/4” Round 3-way 3 Speaker

KFC-1395PS

• Acoustic Sound Harmonizer
• Frequency Response 110Hz - 20kHz
• Mounting Depth 1-13/16”

RMS POWER

PEAK POWER 320W
40W

4” Round 3-way 3 Speaker

KFC-1095PS

• Acoustic Sound Harmonizer
• Frequency Response 110Hz - 20kHz
• Mounting Depth 1-11/16”

RMS POWER

PEAK POWER 220W
40W

P-W121B PEAK POWER
1200W

Sealed Enclosure Box Subwoofer 
+ KAC-5207Package
• Injection PP Cone

P-W131TB PEAK POWER
1200W

12” Tube Subwoofer Party Pack 
(KAC-5207 & KSC-W1200T)
• PP Cone Woofer
• Frequency Response 40Hz - 800Hz

• Injection PP Cone
• Frequency Response 28Hz - 800Hz
• Mounting Depth 5-9/16”

P-W1221
PEAK POWER

800W

12” Bass Party Pack 
(KAC-5207 & KFC-W112S x 2)

• Injection PP Cone
• Frequency Response 35Hz - 1kHz
• Mounting Depth 4-7/8”

P-W1021
PEAK POWER

700W

10” Bass Party Pack 
(KAC-5207 & KFC-W110S x 2)
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Great sound at a distinct value

Higher power handling, 
better sound quality ideal 

replacement / upgrade for 
factory speakers with or 

without amplifiers
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