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Schieberdrehmaschine 

Motorized gate valve wrench

TRANSPORTABEL UND SICHER 

PORTABLE AND SAFE

•Portable,electricallyoperatedgatevalve
wrench

•Continuouslyadjustabletorque

•Automaticcut-outwhenthepresettorque
hasbeenattained

•Clockwiseandanticlockwiserotationwith
counterandresetbutton

•Safeoperationthankstothemutually
independentmainsswitcheslocatedin
eachofthetwohandles

•Transportable,elektrischbetriebene 
Schieberdrehmaschine

•StufenloseinstellbaresDrehmoment

•AbschaltungautomatischbeiErreichendes
eingestelltenDrehmoments

•Rechts-LinkslaufmitZählwerkund
Rückstelltaste

•Betriebssicherheitdurchzweivoneinander
abhängigeNetzschalterindenjeweiligen
Handgriffen
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Die Schieberdrehmaschine SD 11 ist mit einer
einstellbarenDrehmomentbegrenzungversehen,die
es ermöglicht, über ein am Griff angebrachtes
Potentiometer die Drehmomentgrenze festzu-
legen.

EinelektronischerZählerregistriertdieUmdre-
hungen,dieauf einer imGriff untergebrachten
LCD-Anzeigedargestelltwerden.

DieseSchieberdrehmaschineistauchmiteiner
Drehrichtungerhältlich.DieNennleistungerhöht
sichdabeiauf1600W,dieNenndrehzahlerhöht
sichaufca.851/min.

DasMotorgehäuseistausAluminium

Technische Daten:

Nennleistung: 1200W

Nenndrehzahl: 751/min

Nennspannung: 230V,50Hz~

Nennstrom: 5,6A

Gewicht: 6,5kg

WerkzeugaufnahmeVierkant:3/4“

Drehmomenteinstellbar

SD11.1 30-90 Nm

SD11.2 30-130 Nm

SD11.3 40-180 Nm

Drehrichtung:links/rechtsumschaltbar

Zubehör:

Vierkanteinsätzeinverschiedenen
Schlüsselweiten

Verlängerungsstangen

Vierkantschoner

Handradaufnahme

The SD 11 motorized gate valve wrench is
equipped with an adjustable torque limitation
thatenables the torque limit tobespecifiedby
meansofapotentiometerattachedtothehandle.

An electronic counter registers the number
of rotations, which is shown on an LC display
integratedintothehandle.

Thismachineisalsoavailablewithonedirection
of rotation. The rated output of this model
increases to 1600 W and the rated speed to
approx.85rpm.

Themotorhousingismadeofaluminium

Technical data:

Ratedoutput: 1200W

Ratedspeed: 75rpm

Ratedvoltage:230V,50Hz~

Ratedcurrent:5.6A

Weight: 6.5kg

Toolholder: squarepin3/4“

Adjustabletorque 

SD11.1 30-90 Nm

SD11.2 30-130Nm

SDD11.3 40-180Nm

Directionofrotation:anticlockwise/
clockwisereversible

Accessories:

Squareinsertsinvariouswrenchwidths

Extensionrods

Stemsquarecap

Handwheelholder

Technische Änderungen vorbehalten Technical specifications subject to change without notice


