
HP Jetdirect Internal Print Servers
620n/630n/635n

HP Jetdirect 620n Fast Ethernet Print Server 
Designed and tested for optimal performance with HP EIO peripherals. 

• Boost uptime with Fast Ethernet throughput speeds of up to 6 MB per second. 
• High security — supports 802.1x authentication to protect access to your network. 
• Enjoy 4 MB flash upgradeable memory for easy access to firmware enhancements. 

HP Jetdirect 630n IPv6 Gigabit Ethernet Print Server
Supports a wide variety of network operating systems and protocols.

• Compatible with both Gigabit (10/100/1000 T) and Fast Ethernet (10/100 T) networks. 
• Upgrade with confidence - this print server supports both IPv4 and IPv6 protocols.
• Full-featured security includes IEEE P2600 password encryption and session-based security, SSL/TLS, 802.1x radius server

authentication and encryption, and SNMPv3 support.
• Flash upgradeable firmware lets you easily take advantage of future enhancements. 

HP Jetdirect 635n IPv6/IPsec Print Server
Share more with one of the first gigabit EIO print servers to support IPv6, IPv4 and IPsec.

• Take advantage of Gigabit and Fast Ethernet network transmission speeds. 
• Security includes IPsec, password protection, SSL, TLS, SNMPv3, 802.1x authentication, IPP over TLS. 
• Easy to install – modular internal card slides into the EIO slot of any compatible HP peripheral.

HP Jetdirect 620n

HP Jetdirect 630n

HP Jetdirect Internal Print Servers connect any HP printer with an EIO slot to
the network, in a convenient way.

HP Jetdirect 635n
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Technical specifications
Network types

Connectivity

Compatible
operating systems

Supported network protocols

Upgradeability option

Flash memory

Embedded Web Server, Jetdirect

Install, configure and manage with
HP Web Jetadmin

Security management description

Warranty

1 Requires software from the NOS vendor
2 May require software from the NOS vendor or 3rd party vendor

620n
Ethernet/Fast Ethernet 
(10/100Base-TX, 802.3)

For EIO-slotted HP peripherals

Microsoft Windows 2000, Server
2003, XP, Vista, 2003 64-bit, XP 64-
bit, Vista 64-bit; Novell 5.1 and later;
Apple Mac OS 9.x, OS X 10.2 and
later; Red Hat Linux 7.x and later;
SuSE Linux 8.x and later; HP-UX
10.20, 11.x, 11.i; Solaris 2.5 and
later (SPARC systems only); IBM AIX
3.2.5 and later[1]; MPE-iX; Citrix
MetaFrame Server; Windows Terminal
Services

TCP/IP, IPX/SPX, AppleTalk, LPD [2],
FTP Printing [2], IPP [2], Netware
NDS, Bindery, NDPS, iPrint, Telnet,
SLP, IGMP, BOOTP/DHCP, WINS,
SNMP, HTTP, HTTPS, Auto-IP, Apple
Bonjour Compatible (Mac OS 10.2.4
and later)

Firmware upgradeable

4 MB

Yes

Yes, Install Network Printer Wizard
also provided for Network
independant installation.

SNMP v3, SSL/TLS (HTTPS), 802.1x
authentication (EAP-PEAP)

One-year limited hardware warranty,
return to HP

630n
Ethernet/Fast Ethernet/Gigabit
(10/100/1000Base-TX, 802.3)

For EIO-slotted HP peripherals

Microsoft® Windows 2000, Server
2003, XP, Vista, 2003 64-bit, XP 64-
bit, Vista 64-bit (For Microsoft IPv6
compatible with Windows 2003, XP,
and Vista); Novell 5.1 and higher;
Apple Mac OS 9.x, OS X v 10.2 and
higher; Red Hat Linux 7.x and higher;
SuSE Linux 8.x and higher; HP-UX
10.20, 11.x, 11.i; Solaris® 2.5 and
higher (SPARC® systems only); IBM®
AIX 3.2.5 and higher[1]; MPE-iX;
Citrix® MetaFrame Server;
Windows® Terminal Services

IPv4/IPv6: Apple Bonjour
Compatible, SNMPv1/v2c/v3, HTTP,
HTTPS, FTP, TFTP, Port 9100, LPD, IPP,
Secure-IPP, WS Discovery, WS Print,
Firewall; IPv6: DHCPv6, MLDv6,
ICMPv6; IPv4: Auto-IP, SLP, Telnet,
IGMPv2, BOOTP/DHCP, WINS, IP
Direct Mode; Other: IPX/SPX,
AppleTalk, NetWare NDS, Bindery,
NDPS, iPrint

Firmware upgradeable

8 MB

Yes

Yes, Install Network Printer Wizard
also provided for Network
independant installation. 

SNMPv3, SSL/TLS, 802.1X
authentication (EAP- PEAP, EAP-TLS),
IPP over TLS, Firewall

One-year limited hardware warranty,
return to HP

635n
Ethernet/Fast Ethernet/Gigabit
(10/100/1000Base-TX, 802.3)

For EIO-slotted HP peripherals

Microsoft Windows 2000, Server
2003, XP, Vista, 2003 64-bit, XP 64-
bit, Vista 64-bit, (For Microsoft IPv6
compatible with Windows 2003, XP,
and Vista); Novell 5.1 and later;
Apple Mac OS 9.x, OS X 10.2 and
later; Red Hat Linux 7.x and later;
SuSE Linux 8.x and later; HP-UX
10.20, 11.x, 11.i; Solaris 2.5 and
later (SPARC systems only); IBM AIX
3.2.5 and later [1]; MPE-iX; Citrix
MetaFrame Server;Windows Terminal
Services.

IPv6: IPsec, DHCPv6, HTTP, HTTPS,
Port 9100, LPD, IPP, Secure-IPP2,
MLDv6, ICMPv6; IPv4: IPsec, FTP,
IPP2, Secure-IPP2, Auto-IP, Apple
Bonjour Compatible, Telnet, SLP,
IGMPv2, BOOTP/DHCP, WINS,
SNMPv1/v2c/v3, TFTP, HTTP, HTTPS,
Port 9100, LPD, IP Direct Mode;
Other: IPX/SPX, DLC/LLC, AppleTalk,
NetWare NDS, Bindery, NDPS, iPrint

Firmware upgradeable

8 MB

Yes

Yes, Install Network Printer Wizard
also provided for Network
independant installation. 

SNMP v3, SSL/TLS (HTTPS), 802.1x
authentication (EAP- PEAP, EAP-TLS),
IPP over TLS, Ipsec

One-year limited hardware warranty,
return to HP

Ordering information
J7960G HP Jetdirect 625n Print Server

Gigabit Ethernet

J7961G HP Jetdirect 635n Printer Server
IPv6/IPsec Gigabit Ethernet

J7997G HP Jetdirect 630n Print Server
IPv6 Gigabit Ethernet



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile ()
  /CalRGBProfile (Adobe RGB \0501998\051)
  /CalCMYKProfile (Euroscale Coated v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Average
  /ColorImageResolution 120
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Average
  /GrayImageResolution 120
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 300
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Average
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /FlateEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /ENU (These are the default settings when saving an Illustrator file as an Adobe PDF document. Use these settings when you plan on editing the file again in Illustrator, or when you need to place it in a layout application such as InDesign, or when the final use of the file is unknown.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements true
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /RomanDefault
      /PreserveEditing false
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


