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SOUNDFORCE

HigHligHtS
• Extremely high power handling
• Extremely high sound pressure level
• Metal grill for woofer protection
• Handles
• Protective profiles

• All woofers with 4 layer voice coil and ventilated long-stroke pole cores
• High power tweeter and midrange horns
• High quality push terminals (metal & ABS)
• Heavy duty damping carpet

tECHNiCal DataS Soundforce 2300 Soundforce 1300 Soundforce 1200

Principle 4 way bass reflex 3 way bass reflex 3 way bass reflex

Equipment
2 x 330 mm woofer

1 x 265 x 110 mm mid horn
1 x 220 x 95 mm tweeter horn

1 x 330 mm woofer
1 x 220 x 95 mm mid horn

2 x 110 x 75 mm tweeter horn

1 x 200 mm woofer
1 x 220 x 95 mm mid horn

1 x 110 x 75 mm tweeter horn

Power handling (RMS/Max.) (W) 300/800 150/400 130/300

impedance (Ω) 4-8 4-8 4-8

Frequency response (Hz) 25 – 25.000 30-25.000 35-25.000

Crossover frequencies (Hz) 800/1.500 /4.000 1.000/4.000 1.000/4.000

Recommended Amplifier Output (W) < 30 < 30 < 30

Sensitivity (2.8V/1m) (dB) 96 94 92

Cabinet surface black black black

Dimensions (WxHxD) (mm) 390 x 1195 x 350 390 x 725 x 260 290 x 555 x 260 

art.no. 100 9234 100 9134 100 9126

EaN 40 23037 09234 9 40 23037 09134 2 40 23037 09126 7
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