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NCAGE CODE U5792 WEIGHT

31.20 g

PART NUMBER:

ASSY USED ON: VG95319-1006, VG95319-1007, 
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Customer Drawing

VG95319-1011B SERIES
DRAWN DATE

08/07/2010

DATE

SEE PART NUMBER

BREAKDOWN

SEE PART NUMBER

BREAKDOWN

ISSUE/REV
EA

VG95319-1011B001A

VG PART NUMBERING

VG SERIES

DASH NUMBER

MATERIAL AND FINISH OPTION

A = ALUMINIUM ALLOY - CADMIUM OLIVE

DRAB OVER ELECTROLESS NICKEL

B = ALUMINIUM BRONZE - SHOT BLAST

S = STAINLESS STEEL - PASSIVATED 

POLAMCO PART NUMBERING

PVG1BH3-001-1-B

POLAMCO SERIES

INTERFACE

ANGLE (3=90°)

DASH NUMBER (TABLE 1)

MATERIAL

FINISH (TABLE 2)

ANY OPTIONS OUTSIDE THOSE POSSIBLE WITH VG PART NUMBER ARE AVAILABLE BUT WILL NOT BE VG APPROVED PARTS. 

FOR FULL LIST OF MATERIAL AND PLATING OPTIONS PLEASE VISIT OUR WEBSITE

x
x
x
x

SEE DMTEC FOR

LATEST VERSION

CODE MATERIAL / FINISH 

1-C ALUMINIUM / ELECTROLESS NICKEL

1-B ALUMINIUM / CADMIUM OLIVE DRAB OVER ELECTROLESS NICKEL

1-ZB ALUMINIUM / ZINC COBALT OLIVE DRAB OVER ELECTROLESS NICKEL

1-ZK ALUMINIUM / ZINC COBALT BLACK OVER ELECTROLESS NICKEL

1-ZN ALUMINIUM / ZINC NICKEL BLACK PASSIVATE OVER ELECTROLESS NICKEL

4-J STAINLESS STEEL / PASSIVATE

2-Z NICKEL ALUMINIUM BRONZE / SHOT BLAST

CODE FINISH

C ELECTROLESS NICKEL

B CADMIUM OLIVE DRAB OVER ELECTROLESS NICKEL

ZB ZINC COBALT OLIVE DRAB OVER ELECTROLESS NICKEL

ZN ZINC NICKEL BLACK PASSIVATE OVER ELECTROLESS NICKEL

GENERALLY TO MIL-DTL-38999

SHELL MATERIAL - SEE TABLE

FINISH - SEE TABLE 

O RING - SILICONE

INSERT - THERMOSET PLASTIC

SEALS - SILICONE ELASTOMER

SUPPLIED WITH CRIMP CONTACTS

 CODE MATERIAL

1 ALUMINIUM

2 NICKEL ALUMINIUM BRONZE

4 STAINLESS STEEL

7 BLACK ACETAL

74 COMPOSITE

CODE DESCRIPTION

B
CADMIUM, OLIVE DRAB OVER ELECTROLESS NICKEL

C ELECTROLESS NICKEL

G
BLACK ANODISE, SULPHURIC

J PASSIVATE

U UNPLATED CLEAN FINISH NOT SHOT BLASTED

Z SHOT BLAST FOR NON-REFLECTIVE FINISH

ZB ZINC COBALT OLIVE DRAB OVER ELECTROLESS NICKEL

ZN ZINC NICKEL BLACK PASSIVATE OVER ELECTROLESS NICKEL

TABLE ?

TABLE ?

CODE FINISH

C ELECTROLESS NICKEL

B CADMIUM OLIVE DRAB OVER ELECTROLESS NICKEL

ZN ZINC NICKEL BLACK PASSIVATE OVER ELECTROLESS NICKEL

CHP
ELECTROLESS NICKEL, HIGH PHOSPHOR

Y YELLOW CHROMATE OVER CADMIUM

GOLD GOLD OVER ELECTROLESS NICKEL

SEE SS0076 FOR FULL RANGE OF FINISH OPTIONS

DASH NO.

SHELL 

SIZE

ØD1

MAX

D2

ØD3

± 0,2

ØD4

± 0,1

ØD5

± 0,1

ØD6

± 0,1

L1

MAX

L2

MAX

L3

MAX

NO. OF 

TEETH

MASS (g)

MAX

001 09
19,5

M12 X 1
9,0 12,8 12,5 15,3 24,0 16,4 31,2 12,0 30,0

002 11
23,0

M15 X 1
12,5 16,3 16,0 18,8 27,8 18,4 32,8 16,0 30,0

003 13
25,9

M18 X 1
12,0 15,8 15,5 18,3 29,5 20,0 34,2 20,0 35,0

004 15
30,2

M22 X 1
13,5 17,3 17,0 19,8 31,9 21,2 36,4 24,0 45,0

005 17
33,0

M25 X 1
12,8 16,6 16,3 19,1 35,0 22,8 37,8 28,0 55,0

006 17
33,0

M25 X 1
23,5 27,3 26,9 29,8 37,7 22,8 37,8 28,0 55,0

007 19
35,9

M28 X 1
18,0 21,8 21,6 24,3 37,4 24,0 39,2 32,0 65,0

008 21
39,2

M31 X 1
19,0 22,8 22,6 25,3 40,6 25,6 40,9 36,0 75,0

009 23
42,4

M34 X 1
23,0 26,8 26,4 29,3 43,8 27,1 42,5 40,0 85,0

010 25
45,0

M37 X 1
28,5 32,3 32,0 34,8 46,3 28,4 43,8 44,0 95,0

CODE FINISH

C  ELECTROLESS NICKEL

B CADMIUM OLIVE DRAB OVER ELECTROLESS NICKEL

ZB ZINC COBALT OLIVE DRAB OVER ELECTROLESS NICKEL

ZN ZINC NICKEL BLACK PASSIVATE OVER ELECTROLESS NICKEL

TABLE 1

TABLE 2

SEE SS0076 FOR FULL RANGE OF FINISH OPTIONS

PART MARK AND

BATCH NUNMBER HERE
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